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Reducing Test Variability
This standard is issued under the fixed designation D 4853; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.
1. Scope D 1907 Test Method for Yarn Number by the Skein

1.1 This guide serves as an aid to subcommittees writing Method? ) )
and maintaining test methods. It helps 19 determine if it is D 2256 Test Method for Tensile Properties of Yarns by the

possible to reduce test variability, and, if s&) provide a Single-Strand Methdd _ .
systematic approach to the reduction. D 2904 Practice for Interlaboratory Testing of a Textile Test
1.2 This guide includes the following topics: Method that Produces Normally Distributed Data
Topic Ti . D 2906 Practice for Statements on Precision and Bias for
opic Title Section Number Textile
Scope 1
gelfet'e_nced Documents g D 3512 Test Method for Pilling Resistance and Other Re-
efinitions H H .
Significance and Use 1 Iqtgd Surface Changes of Textile Fabrics: Random Tumble
Measures of Test Variability 5 Pilling Tester Method
ILCJinni{?ye_ssa;y Tgrstt)lvf:lgability Test Variabil 673 D 3659 Test Method for Flammability of Apparel Fabrics
entitying Probable Causes or lest Variability H H
Determining the Causes of Test Variability 8 by Seml-Restralnt Methéd. . )
Averaging 9 D 4356 Practice for Establishing Consistent Test Method
Calibration 10 Tolerance%*
Keywords 1 D 4467 Practice for Interlaboratory Testing of a Test
1.3 The annexes include: Method that Produces Non-Normally Distributed Bata
Topic Title Annex Number D 4686 Guide for Identification of Frequency Distributiéns
Statistical Test Selection Annex Al D 4854 Guide for Estimating the Magnitude of Variability
Frequency Distribution Identification Annex A2 . .
Design of Ruggedness Tests Annex A3 from Expe_cted Sources_ in Samplmg Plans o
Ruggedness Test Analysis: E 456 Terminology Relating to Quality and Statistics
Unknown or Undefined Distribution—Small Annex A4 E 1169 Guide for Conducting Ruggedness 'I"ests
Sample B .
Unknown or Undefined Distribution—Large Annex A5 2.2 ASTM AdJunCtS'
Sample TEX-PAC5
Binomial Distribution Annex A6
Poisson Distribution Annex A7 Note 1—Tex-Pac is a group of PC programs on floppy disks, available
Normal Distribution _ Annex A8 through ASTM Headquarters, 100 Barr Harbor Drive, West Consho-
gesgn of adR;”dE“;'ZEd ‘B'OC':AEXPle”mem Annex A9 hocken, PA 19428, USA. The analysis described in Annex A4 can be
andomize OCl Xperimen nalysis: .
Unknown or Undefined Distribution—Small Annex A10 conducted using one of these programs.
Sample 3T inol
Unknown or Undefined Distribution—Large Annex A1l . lerminology
Sample 3.1 Definitions:
Binomial Distribution Annex A12 . .
Poisson Distribution Annex A13 3.1.1 average n—for a series of observationghe total
Normal Distribution Annex Al4 divided by the number of observations. (Syarithmetic
Averaging: average, arithmetic mean, méan
No Compositing Annex A15 R . . . .
Compositing Annex A16 3.1.2 block n—in experimentinga group of units that is
relatively homogeneous within itself, but may differ from other
2.1 ASTM Standards: 3.1.3 degrees of freedomm—for a sef the number of values
D 123 Terminology Relating to Textilés that can be assigned arbitrarily and still get the same value for

each of one or more statistics calculated from the set of data.

1 This guide is under the jurisdiction of ASTM Committee D-13 on Textilesand —————————————

is the direct responsibility of Subcommittee D13.93 on Statistics. 2 Annual Book of ASTM Standardéol 07.02.
Current edition approved Sept. 10, 1997. Published August 1998. Originally “* Annual Book of ASTM Standardgol 14.02.

published as D4853 — 88. Last previous edition D4853 — 91. 5 PC programs on floppy disks are available through ASTM. Forzdrgh disk
2 Annual Book of ASTM Standardgol 07.01. request PCN:12-429040-18, for &5nch disk request PCN:12-429041-18.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States. Doc u m ents

Document Sharing Hub

Full document details: ASTM D4853-97


http://www.avadocuments.com/doc/astm-d4853-97
http://www.avadocuments.com/doc/astm-d4853-97

. . . .S,
NOTICE: This standard has either been superceded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

A8y D 4853 — 97
“afl

3.1.4 duplicate n—in experimenting or testingne of two D 123. For definitions of other statistical terms, refer to
or more runs with the same specified experimental or testerminology E 456.
conditions but with each experimental or test condition not o
being established independently of all previous runs. (Comparg Significance and Use

replicate 4.1 This guide can be used at any point in the development

3.1.5 duplicate vt—in experimenting or testingo repeat a Or imp.rovem.ent of. a test method, if it is desired to pursue
run so as to produce a duplicate. (Compaaglicate) reduction of its variability.

3.1.6 error of the first kind,a, n—in a statistical testthe 4.2 There are three circumstances in which a subcommittee
rejection of a statistical hypothesis when it is true. (Sjype ~ responsible for a test method would want to reduce test
| error) variability:

3.1.7 error of the second kingg, n—in a statistical testthe 4.2.1 During the development of a new test method, rug-
acceptance of a statistical hypothesis when it is false. (Syrf@dness testing might reveal factors which produce an unac-
Type Il errop) ceptable level of variability, but which can be satisfactorily

controlled once the factors are identified.
a test method itself 4.2.2 Another is when analysis of data from an interlabora-
5.1, acor, n—in experimentinga condtion of crcur- {27 (2201 st method shows sgnicant dife encesbetveer
stance that is being investigated to determine if it has an effecy g : C
esired or expected. Such an occurrence is an indicator of lack

upon the.result (.)f testing the prqperty of mt_erest. of control which means that the precision of the test method is
3.1.10 interaction n—the condition that exists among fac- not predictable

;OI’S wgent a t?ﬁt rlesu:t ?btamed at oned:jg¥el olffa Iactor 'S 4.2.3 The third situation is when the method is in statistical
ependent on the level of one o more additional 1actors. - ¢ontrol, put it is desired to improve its precision, perhaps

3.1.11 mean—Seeaverage _ because the precision is not good enough to detect practical
_ 3.1.12 median n—for a series of observationafter arrang-  differences with a reasonable number of specimens.
ing them in order of magnitude, the value that falls in the 4.3 The techniques in this guide help to detect a statistical
middle when the number of observations is odd or thejifference between test results. They do not directly answer
arithmetic mean of the two middle observations when thgyuestions about practical differences. A statistical difference is
number of observations is even. one which is not due to experimental error, that is, chance
3.1.13 mode n—the value of the variate for which the variation. Each statistical difference found by the use of this
relative frequency in a series of observations reaches a locglide must be compared to a practical difference, the size of
maximum. which is a matter of engineering judgment. For example, a
3.1.14 randomized block experiment—a kind of experi- change of one degree in temperature of water may show a
ment which compares the averagekdfifferent treatments that = statistically significant difference of 0.05 % in dimensional
appear in random order in each loblocks. change, but 0.05 % may be of no importance in the use to
3.1.15 replicate n—in experimenting or testingne of two  which the test may be put.
or more runs with the same specified experimental or test o
conditions and with each experimental or test condition being- Measures of Test Variability
established independently of all previous runs. (Compare 5.1 There are a number of measures of test variability, but

3.1.8 experimental errarn—variability attributable only to

duplicatg this guide concerns itself with only two: one is the probability,
3.1.16 replicate vt—in experimenting or testindo repeata P, that a test result will fall within a particular interval; the
run so as to produce a replicate. (Compdoglicate other is the positive square root of the variance which is called

3.1.17 ruggedness test—an experiment in which environ- the standard deviatios, The standard deviation is sometimes
mental or test conditions are deliberately varied to evaluate th@XPressed as a percent of the average which is called the
effect of such variations. coefficient of variation,CV %. Test variability due to lack of

3.1.18 run, n—in experimenting or testing single perfor- statistical control is unpredictable and therefore cannot be
' :measured.

mance or determination using one of a combination of experi-
mental or test conditions. 6. Unnecessary Test Variability

3'1.'19 St‘?‘”dard d?"'a“on* AN of_a samplga measure of 6.1 The following are some frequent causes of unnecessary
the dispersion of variates observed in a sample expressed as tthe

o . est variability:
positive square root of the sample variance. 6.1.1 Inadequate instructions.

3.1.20 treatment combinatigm—in experimentingone set g 4 5 jiscalibration of instruments or standards.
of experimental conditions. 6.1.3 Defective instruments.

3.1.21 Type | erro—Seeerror of the first kind 6.1.4 Instrument differences.

3.1.22 Type Il error—Seeerror of the second kind. 6.1.5 Operator training.

3.1.23variance, §, n—of a sample, a measure of the 6.1.6 Inattentive operator.
dispersion of variates observed in a sample expressed as a5.1.7 Reporting error.
function of the squared deviations from the sample average. 6.1.8 False reporting.
3.1.24 For definitions of textile terms, refer to Terminology 6.1.9 Choice of measurement scale. Documents
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6.1.10 Measurement tolerances either unspecified or incoapparent. Some sensitivity is to be expected; it is usually
rect. desirable for a test method to detect differences between fabrics
6.1.11 Inadequate specification of, or inadequate adherenad different constructions, fiber contents, or finishes. Some
to, tolerances of test method conditions. (For establishingensitivities may be expected, but may be controllable; tem-

consistent tolerances, see Practice D 4356.) perature is frequently such a factor.
6.1.12 Incorrect identification of materials submitted for 8.2.5 If analysis shows that any test conditions have a
testing. significant effect, modify the test procedure to require the
6.1.13 Damaged materials. degree of control required to eliminate any significant effects.

o - 8.3 Randomized Block Experiment
7. \dentifying Probable Causes of Test Variability 8.3.1 When it is desiredpto investigate a test method'’s
7.1 Sometimes the causes of test variability will appear taensitivity to a factor at more than two levels, use a randomized
be obvious. These should be investigated as probable caus@geck experiment. Such factors might be: specimen chambers
but the temptation should be avoided to ignore other possiblgithin a machine, operators, shifts, or extractors. Analysis of
causes. the randomized block experiment will help to determine how
7.2 The list contained in Section 6 should be reviewed to seguch the factor levels contribute to the total variation of the
if any of these items could be producing the observed tesest method results. Comparison of the factor level variation
variability. from factor to factor will identify the sources of large sums of
7.3 To aid in selecting the items to investigate in depth, ploquares in the total variation of the test results.
frequency distributions and statistical quality control charts 8.3.2 Prepare a definitive statement of the type of informa-
(1).° Make these plots for all the data and then for each levefion the task group expects to obtain from the measurement of
of the factors which may be causes of, or associated with, testims of squares. Include an example of the statistical analysis
variability. to be used, using hypothetical data.

7.4 In examining the patterns of the plots, there may be 8.3.3 Design, run, and analyze the randomized block experi-
some hints about which factors are not consistent among thejfent as directed in Annex A9-Annex Al4.

levels in their effect on test variability. These are the factorsto 8.3.4 From a summary table of results with blocks as rows

pursue. and factor levels as columns, such as in A14.2.1, the levels of
8. Determining the Causes of Test Variability a factor to which thel test method is sensitive may become
o apparent. Some sensitivity to level changes may be expected,
8.1 Use of Statistical Tests . , but may be controllable; different operators are frequently such
8.1.1 This section includes two statistical techniques to Usg,a|s.
to investigate the significance of the factors identified as g 35 f the analysis shows any significant effects associated
directed in Section 7: ruggedness tests and randomized blogl, changes in level of a factor, revise the test procedure to
experiments analyses. In using these techniques, it is advanigpiate the necessity for a level change. If this is not possible,

geous to choose a model to describe the distribution fro”@ive a warning, and explain how to minimize the effect of
which the data come. Methods for identifying the distributionsnecessalry IeveI, changes.

are contained in Annex A2 and Guide D 4686. For additional
information about distribution identification, see Shap@2y 9. Averaging

8.1.2 In order to assure being able to draw conclusions from g 1 variation—Averages have less variation than individual
ruggedness testing and components of variance analysis, it i§easurements. The more measurements include in an average,
essential to have sufficient available data. Not infrequently, thene |ess its variation. Thus, the variation of test results can be
quantity of data is so small as to preclude significant differ-requced by averaging, but averaging will not improve the
ences being found if they exist. precision of a test method as measured by the variance of

8.2 Ruggedness Tests _ _ specimen selection and testing (Note 2).
8.2.1 Use ruggedness testing to determine the method’s

sensitivity to variables which may need to be controlled to ’\_'OBT ZEThiS Secéilon is faﬁplli(‘?ag'ef;o all Samg.'ingbp"."‘”s ?rﬁd“‘:igg
. I . ables data regardiess o the kind o requency istribution of these data

Ob.tam an acceptable precision. Ruggedness tests are des.lgﬁtggause no estimations are made of any probabilities.
using only two levels of each of one or more factors being . ) i
examined. For additional information see Guide E 1169. 9.2 Sampling Plans with No ComposiesSome test meth- -

8.2.2 Prepare a definitive statement of the type of informa®ds specify a sampling plan as part of the procedure. Selective
tion the task group expects to obtain from the ruggedness tedficreases or reductions in the number of lot and laboratory
Include an example of the statistical analysis to be used, using@MpPles, and specimens specified can sometimes be made

hypothetical data. which will reduce test result variation and also reduce cost
8.2.3 Design, run, and analyze the ruggedness test 4Bote 3). To investigate the possibility of making sampling
directed in Annex A3-Annex AS8. plan revisions which will reduce variation proceed as directed

8.2.4 From a summary table obtained as directed in A3.6n either Annex A15 or Annex A16.
the factors to which the test method is sensitive may become Nore 3—The objective of sampling plan selection is to achieve

acceptable variation with minimum cost. For calculation of sampling and

) _ testing costs, see A2.5 in Guide D 4854.
® The boldface numbers in parentheses refer to the list of references at the end of

this guide. 9.3 Sampling Plan with comnositess@ el ments

Document Sharing Hub

Full document details: ASTM D4853-97


http://www.avadocuments.com/doc/astm-d4853-97
http://www.avadocuments.com/doc/astm-d4853-97

. . . .S,
NOTICE: This standard has either been superceded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

A8y D 4853 — 97
“afl

specify compositing samples, a kind of averaging, as part of thexistence of such biases is discoverable by the use of the
sampling plan. Compositing is done to reduce the variation ofechnique described in 8.3 or statistical quality control charts
the test results, and also to reduce the cost of testingl). To reduce the test variation due to such biases proceed as
Composites are prepared by blending equal amounts of two alirected in 10.2.

more individual sample units. Compositing cannot reduce the 10.2 Use a reference material to make a calibration each
overall variation of a test method. Consider compositing whentime a series of samples is tested. Adjust the sample test results
(1) blending is possible, and wheg)(the total of sampling in relation to the test result from the standard.

variance of lot and laboratory is large compared with the 10.3 The best way to select and use a reference material is
specimen testing variance. It might be found that the cost oflependent on the test method of interest, but the following
testing can be reduced and still obtain the same test variatigfrinciples apply in all cases:

(Notes 3 and 4). To investigate the consequences of compos-10.3.1 Prepare and test the reference material as directed in
iting proceed as directed in Annex A16. the test method.

NoTe 4—When compositing is done, information about the variation 10.3.2 Run tests on the reference material just before the
among the sample units which were blended is lost. Compositing limitsamples are tested, and plot the results of the tests on statistical
the utility of the results from the test method and reduces the quantity ofjuality control chartg1). Adjust the test results, using only
data available to control the use of the test method. such reference material test results.

9.4 Different Types of Materiats-Sampling plan studies  10.3.3 Ensure an adequate and homogeneous supply of the
based on this guide are applicable only to material(s) on whicheference material.
the studies are made. Make separate studies on three or more|g 3 4 Select a new supply of the reference material well in
kinds of materials of the type on which the test method may b qyance of depleting the supply of the old material. Test the old
used and which produce test results covering the range Qf,q the new material at the same time for approximately 20 or
interest. If similar results are not obtained, revise the samplingq tests pefore going to the new material. This practice is
plans in the test method to take this into account. necessary to establish the level of the new reference material.
10. Calibration

10.1 If the variability of a test method cannot be improvedll' Keywords
by use of any of the techniques previously described, biases 11.1 developing test methods; interlaboratory testing; rug-
may be present that vary over short periods of time. Theyedness test design; statistics; uniformity

ANNEXES
(Mandatory Information)

Al. STATISTICAL TEST SELECTION

Al.1 Guide to Statistical Test SelectiesThe statistical TABLE Al.1 Guide to Appropriate Statistical Tests
technlqu_e used to deterrr_n_ne th.e S|_gn|f|cance of any differences, .. ion Seéri’r;réle Ruggedness Test? Rag?oemriiée;(rj] tEmck
due to different test conditions is dictated by the model chosen P
to describe the distribution from which the data come. TheU'}F“%W” or Unde-  Small® W;LCOXOHA'f‘a“k Sum, Ffi;—‘dma”AFig”k Sum,

. . . . . Ine! nnex nnex
approp”ate _teChHIQljle_S are contained _ln the anr_lexe_s. A_gu_lde mknown or Unde- Large€ Wilcoxon Rank Sum, Friedman Rank Sum,
the appropriate statistical test to use in each situation is listed fined Annex A5 Annex A1l
in Table A1.1 Binomial b Critical differences or Friedman Rank Sum

e z-test, Annex A6 or ANOVA, Annex A12
Poisson b Critical differences or Friedman Rank Sum
z-test, Annex A7 or ANOVA, Annex A13
Normal b ANOVA, Annex A8 ANOVA, Annex Al4

A Use ruggedness tests for two levels per factor.

B Use randomized block experiments for more than two levels per factor.
€“Small” and “large” are defined in the applicable annexes.

P The applicable annexes specify requirements such as sample sizes.
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A2. FREQUENCY DISTRIBUTION IDENTIFICATION

A2.1 lIdentification—Use the procedures in Guide D 4686 will allow statistical tests to be made, using the assumption of
to identify the underlying distribution. normality.

A2.2 Unknown or Undefined DistributieaSometimes raw A2.2.1 If the data cannot be successfully transformed, there
data come from an underlying distribution which seems tcare available methods of analysis that are described in Annex
produce non-normal individuals and sample averages. In son&4, Annex A5, Annex A10, and Annex A1l which are free of
of these cases a transformation can be made so that tlssumptions about the type of distribution from which the data
transformed data do behave as if they come from a normaiome.
distribution (see Shapin@)). The use of such transformed data

A3. DESIGN OF RUGGEDNESS TESTS

A3.1 Select the factors to be investigated, such as tempera-  TABLE A3.1 Format for a Fractional Factorial Design
ture, time or concentration. Choose an upper and a lower level Treatment Combination

for each factor. (The terms “upper’ and* lower” used to "2 1 5 3 R sum
designate factor levels may or may not have functional™, 1 ool  Oorl oor1 c
meaning, such as two different pieces of equipment.) Choose B8 1 Oori  Oorl Oori c

1 C

the two levels to be sufficiently different to show test method €
sensitivity to that factor, if such exists, but close enough to be _ _ _ _ _
within a range of values which can reasonably be controlled n 1 Oori  Oori Oori c
when the test method is run.

Oor1l Oor1l Oor1l

. Sum N (o] C (o]
A3.2 After selecting the number of factors to be tested,
calculate the number of distinct treatment combinations to
investigate: TABLE A3.2 Format for Recording Ruggedness Test Results Test
R=N4+ 1 (A3.1) Results for Test Method XXX
) Treatment Combination
where: Replicate N 5 3 =
R = the number of distinct treatment combinations, and 1
X X X X
N = the number of factors. 5 X X X X
. . 3 X X X X
A3.3 Determine the level of each factor in each treatment
combination by generating a table Nfrows andRcolumns,
indicating lower and upper levels of each factor by zeroes (0) M M M N x
and ones (1) respectively. Put one in the second column
(treatment combination 1) for each of the factors. Put values in average A A A A

each of the remaining cells in such a way that the sQnfor

each row and each column is the same, excluding the first . o
column, and so that: Sfor ruggedness tests depending on the type of distribution

chosen to model the data:

C=N2 for N even (A3.2) A3.5.1.1 Unknown or Undefined DistributieaThere
should be a minimum of six observations at each level of each
C=N2-05 forN odd (A3.3)  factor. The experiment shown in Table A4.4 is a minimum size
) experiment because there are six observations at each factor
where: . ; . .
C = column totals or row totals, exclusive of the column level. Factor Ais at the higher level in Treatment Combinations

1 and 4, and there are three replicates of each treatment
combination. This produces six observations of Factor A at the
higher level. Factor A is at the lower level in Treatment
A3.4 The format for this design is shown in Table A3.1. Combinations 2 and 3, and there are three replicates of each
Examples are shown in Tables A4.3, A6.1, and A8.1. treatment combination. This produces six observations of

_ o _ Factor A at the lower level. Similar counts for the other two

the experiment, performing at least two replications of each A3 5 1.2 Binomial Distribution—Section A6.1.1 gives cri-

tregtment combination. Record the resulting data in a tablgsrig for experiment size when using a normal approximation

having the format shown in Table A3.2. and az-test. There is no generally accepted rule-of-thumb for
A3.5.1 The following are the minimum recommended sizessmaller experiments. One method. is foDI@@umelfHESo

for treatment combination 1, and
N = the number of factors.
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