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QHIp Designation: D 4860 — 91 (Reapproved 1995) An American National Standard

Standard Test Method for
Free Water and Particulate Contamination in Mid-Distillate
Fuels (Clear and Bright Numerical Rating) *

This standard is issued under the fixed designation D 4860; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone] indicates an editorial change since the last revision or reapproval.

1. Scope sometimes referred to as silt or sediment, present in fuel as a

1.1 This test method provides a rapid, portable means fofésult of contamination by air-blown dusts, corrosion by-
field and laboratory use to inspect visually for particulateprOdUCtSv fuel mstablllty, or protective-coating det_erloratlon.
matter and numerically rate free water in aviation turbine and 3.1.3 clear-and-bright(also termedclean-and-bright— a
distillate fuels. condition in which the fuel contains no visible water drops or

1.2 The values stated in Sl units are to be regarded as tiR@rticulates and is free of haze or cloudiness.
standard. The values given in parentheses are for information 3-1.4 Micro-Separometer  clear-and-bright  (MSEP-
only. C&B)—a numerical rating indicating the presence and ease of

1.3 This standard does not purport to address all of theremoval of free water and particulate contamination by filtra-
safety concerns, if any, associated with its use. It is thdlon.
re_spon3|b|I|ty of the user of thls standard to e_stabllsh appro-, Summary of Test Method
priate safety and health practices and determine the applica- ) : .
bility of regulatory limitations prior to useFor specific hazard 41 Visual inspection of the fuel sample for free water and

statements, see Note 6 and Annex Al. particulate matter is performed immediately when the sample
is taken. A glass container is used to view for water haze, and
2. Referenced Documents the fuel sample is swirled to create a vortex to detect the
2.1 ASTM Standards: presence of particulate matter.
D 1500 Test Method for ASTM Color of Petroleum Prod- 4-2 Anumerical rating for free water is obtained by filtering
ucts (ASTM Color Scalé) a portion of the fuel sample at a programmed rate (50 mL/45
D 1744 Test Method for Water in Liquid Petroleum Prod- S) through a standard fiberglass coalescer/filter. A portion of the
ucts by Karl Fischer Reagént effluent is used to establish a reference (100) level by a light
D 2276 Test Method for Particulate Contaminant in Avia- fransmittance measurement. Another portion of the unproc-
tion Fuel by Line Sampling essed (unfiltered) fuel sample is then compared to the 100
D 2709 Test Method for Water and Sediment in Middle reference level. The results are reported on a 50 to 100 scale to
Distillate Fuels by Centrifuge the nearest whole number. A test can be performed in 5 to 10
D 4057 Practice for Manual Sampling of Petroleum and™!n-
Petroleum Products Note 1—The standard fiberglass coalescerffilter consists of a precision

D 4176 Test Method for Free Water and Particulate Conmachined, aluminum housing, containing fiber-glass material that has
tamination in Distillate Fuels (Visual Inspection Proce- been selected to specific air flow characteristics. These criteria have a

dures¥ direct bearing on the test results.
3. Terminology 5. Significance and Use
3.1 Definitions of Terms Specific to This Standard: 5.1 The test provides a field test to evaluate visually a fuel

3.1.1 free water—water in excess of that soluble in the fuel Sample for particulate matter and free water similar to Test

at the temperature of the test and appearing in the fuel as a hab#¢thod D 4176 plus a numerical rating for free water. High
or cloudiness, or as droplets. numerical ratings indicate that the fuel is relatively free of free

3.1.2 solid particulates—small solid or semi-solid particles, Water. The degree of water and particulate contamination can
be measured using other methods such as Test Methods
D 1744, D 2276, and D 2709.

' This test method is under the jurisdiction of ASTM Committee D02 on 5.2 The color of the sample does not affect the measure-

Petroleum Products and Lubricantsand is the direct responsibility of Subcommittee

D02.14 on Stability and Cleanliness of Liquid Fuels. ment. Limited laboratory evaluations of samples have deter-
Current edition approved Dec. 23, 1991. Published February 1992. Originallymined the degree of free water can be rated in fuels with dark

published as D 4860 — 88. Last previous edition D 4860 - 88. opaque color having a darker rating than 5 in Test Method
2 Annual Book of ASTM Standardgol 05.01. D 1500
2 Annual Book of ASTM Standardgol 05.02. .
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6. Interferences chargeable battery pack or being connected to an a-c power

6.1 When a fuel is visually inspected at or below the cloudSource using power cords that are furnished for various
point temperature of the fuel, small amounts of solid waxV0ltages. Connection to an a-c power source provides power to
particles can be confused with a water-induced haze ofhe unitand effects battery recharge. The accessories as well as
cloudiness. the expendable materials for six tests can be packed in the

6.2 The presence of free water or particulate can be obcover of the lockable case.
scured and missed during visual inspection of the fuel, if the 7.1.2 The Micro-Separometer Mark V Deluxe model and

ASTM color rating is greater than five. the associated control panel is shown in Fig. 1. The emulsifier
is on the right side of the raised panel and the syringe drive

7. Apparatus mechanism is on the left side. The control panel containing the
7.1 Micro-Separometer, Mark V Deluke operating controls is mounted on the fixed panel in the left side

7.1.1 The Micro-Separometer is a completely portable an@f the case.

self contained unit capable of operating on an internal re- 7.1.3 All of the controls are located in a push-button array
on the control panel. The push buttons illuminate when

depressed, thus, indicating operational status. A circuit breaker
. i ) ) _ located on the control panel provides protection for the a-c
The Micro-Separometer is available from EMCEE Electronics, Inc., 520

Cypress Ave., Venice, FL 34292. power circuit.

FIG. 1 Micro-Separometer Mark V Deluxe and Control Panel DOCU ments
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