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QHny) Designation: D 4956 — 00

Standard Specification for

Retroreflective Sheeting for Traffic Control !

This standard is issued under the fixed designation D 4956; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope E 1349 Test Method for Reflectance Factor and Color by

1.1 This specification covers flexible, non-exposed glass _SPectrophotometry Using Bidirectional Geométry
bead lens and microprismatic, retroreflective sheeting designed G 7 Practice for Atmospheric Environmental Exposure

for use on traffic control signs, delineators, barricades, and _Testing of Nonmetallic Materiafs
other devices. G 23 Practice for Operating Light-Exposure Apparatus

1.2 The values stated in inch-pound units are to be regarded (Carbon-Arc Type) With and Without Water for Exposure
as the standard. The values given in parentheses are for Of Nonmetallic Material®

information only. G 147 Practice for Conditioning and Handling of Nonme-
1.3 The following safety hazards caveat pertains only to the tallic Materials for Natural and Artificial Weathering Tests
test methods portion, Section 7, of this specificatiFhis G 152 Practice for Operating Open-Flame Carbon-Arc

standard does not purport to address all of the safety concerns, _Light Apparatus for Exposure of Nonmetallic Materfals

if any, associated with its use. It is the responsibility of the user G 153 Practice for Operating Enclosed Carbon Arc Light
of this standard to establish appropriate safety and health _Apparatus for Exposure of Nonmetallic Materfals
practices and determine the applicability of regulatory limita- 2-2 Federal Specifications:

tions prior to use. FP-92 S‘Fandard Specificatiqns for Construction of Roads
and Bridges on Federal Highway Projécts
2. Referenced Documents L-S-300C Federal Specification for Sheeting and Tape,
2.1 ASTM Standards: Reflective: Non Exposed Lehs
B 209 Specification for Aluminum and Aluminum-Alloy 2.3 AASHTO Specification:
Sheet and Plate M 268-84 P

B 209M Specification for Aluminum and Aluminum-Alloy

Sheet and Plate [Metrig] 3. Terminology

B 449 Practice for Chromate Treatments on Alumisum 3.1 Definitions—Definitions of terms are as described in

D 523 Test Method for Specular Gldss Terminology E 284 and Practice E 808.

E 284 Terminology of Appearante 3.2 Definitions of Terms Specific to This Standard:

E 308 Practice for Computing the Colors of Objects by 3.-2.1reboundable sheetingi—retroreflective material in-
Using the CIE Systefn tended to be attached to flexible impact resistant plastic

E 808 Practice for Describing Retroreflection devices, such as traffic drum-like channelizing devices.

E 810 Test Method for Coefficient of Retroreflection or
Retroreflective Sheetifig , , , .
E 991 Practice for Color Measurement of Fluorescent 4-1 Retroreflective sheeting shall consist of a white or
Specimens colored sheeting having a smooth outer surface and that

E 1164 Practice for Obtaining Spectrophotometric Data foressentially has the property of a retroreflector over its entire
Object-Color Evaluatioh surface. There are six types and five classes of retroreflective

E 1347 Test Method for Color and Color-Difference Mea- Sheeting. Typical examples of materials and applications are
surement by Tristimulus (Filter) Colorimetry provided for descriptive information only and are not intended
to be limitations or recommendations.

4. Classification

1 This specification is under the jurisdiction of ASTM Committee D04 on Road —————————————
and Paving Materials and is the direct responsibility of Subcommittee D04.38 on ° Annual Book of ASTM Standasdéol 14.02.
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b D 4956
4.1.1 The typical applications for the retroreflective sheet{38°C) without damage to the material.
ing addressed in this specification are: 4.3.4 Class 4—The adhesive backing shall have a low-
Type Typical Application temperature pressure-sensitive adhesive that permits sheeting

applications at temperatures down to + 20°F (=7°C) without

| Highway Signing, construction-zone devices, and delineators the aid of heat, solvent, or other preparation for adhesion to

Il Highway Signing, construction-zone devices, and delineators

Il Highway Signing, construction-zone devices, and delineators smooth, dry, clean surfaces.

IV Highway Signing, construction-zone devices, and delineators 4.3.5 Class 5—This shall be a nonadhesive backing made of

V  Delineators . . .

VI Temporary roll-up signs, warning signs, traffic cone collars, and post material CommerCIa”y used for self-supportlng. prOd.UCtS such
bands as traffic cone collars, temporary roll-up warning signs, and

4.2 Retroreflective sheeting shall be classified as follows: post bands.

4.2.1 Type A medium-intensity retroreflective sheeting 5 Ordering Information
referred to as “engineering grade” and typically enclosed lens
glass-bead sheeting. Typical applications for this material ar
permanent highway signing, construction zone devices, an
delineators.

4.2.2 Type A medium-high-intensity retroreflective
sheeting sometimes referred to as “super engineering grade
and typically enclosed lens glass-bead sheeting. Typical appli-

cations for this material are permanent highway signing, 5.1.6 Length and width of rolls (see 8.2), and

construction zone devices, and delineators. 5.1.7 Supplementary information, if required by the pur-
4.2.3 Type IIA high-intensity retroreflective sheeting, chaéér PP y ' q y P

that is typically encapsulated glass-bead retroreflective mate- 5.1.7.1 Compliance with the minimum coeficient of ret-

rial. Typical applications for this material are permanent . o . .
. - . : . roreflection for 0.1° observation angle is a supplementary
highway signing, construction zone devices, and delineators.

I . . : requirement which shall apply only when specified. An obser-
4.2.4 Type IV—A h.|gh Intensity retrorgflectlvg shget|ng: vation angle of 0.1° may be specified where the long distance
This sheeting is typically an unmetallized microprismatic

. . ; o .~ performance of a sheeting is to be a requirement,
retroreflective element material. Typical applications for this 5.1.7.2 Fungus-resistance testing requirements (see Supple-
material are permanent highway signing, construction Zon?neﬁt:;\r)./ Requirement S1)
devices, and delineators. L .

4.2.5 Type V\—A super-high-intensity retroreflective sheet- m:H%JS/BRESB%%deialgzﬁhzﬁgng requirements (see Supple
ing. This sheeting is typically a metallized microprismatic 5.1.8 Any additional inf(;rmation
retroreflective element material. This sheeting is typically used ~ '

for delineators. R . 6. Performance Requirements
e o e = g, 61 TN 5 2 summary of the minimu perormance re-
micro rigsmatic retroreflecti.ve material T%is sggetiny is t Bi/_quirements for each type of retroreflective sheeting.

P : 9IS P69 Type +—Minimum Coefficient of Retroreflection—

cally used for orange temporary roll-up warning signs, trafﬁCTabIe 1; Outdoor Weathering—24 months, see 6.4; Reflectance

002% Cé)”ali.s’ agcli post b_ﬁ?dz' ki ired trorefl or Daytime Luminance—Table 2; Other requirements: When
-2 backing Liasses The backing required for retroretiec- the colors orange, yellow, or white are specified for construc-

tive sheeting Types | through V shall pe classified as fOIIOWs“tion work zone applications, the outdoor weathering will be 12
4.3.1 Class +The adhesive backing shall be pressure- oo
sensitive, require no heat, solvent, or other preparation for 6.1 2.Type I—Minimum Coefficient of Retroreflection—

adhesion to smooth, clean .surfaces.. . Table 3; Outdoor Weathering—36 months, see 6.4; Reflectance
4.3.2 Class 2—-The adhesive backing shall have an adhesive,, Daytime Luminance—Table 2; Other requirements: When

that shall be activated by applying heat and pressure 10 thge cojors orange, yellow, or white are specified for construc-

material. The temperature necessary to form a durable permgg, \ork zone application, the outdoor weathering will be 12
nent bond shall be a minimum of 150°F (66°C). months.

4.3.2.1 The Class 2 material shall be repositionable under g 1 3 Type Il—Minimum Coefficient of Retroreflection—

normal shop conditions and at substrate temperatures up ip|e 4: Outdoor Weathering—36 months, see 6.4; Reflectance
100°F (38°C) and without damage to the material. The Class 2

material may be perforated to facilitate removal of air in .
heat-vacuum laminators, but the perforations must be of a size TABLE 1 Type | Sheeting
and frequency such that they do not cause objectionabfservation Entrance e veiow Orange Green Red Blue Brown

5.1 The purchaser using this specification shall include the
llowing information:
5.1.1 ASTM designation (D 4956),
5.1.2 Classification type (see Section 4),
»5.1.3 Adhesive class (see 4.3),
5.1.4 Daytime color (see 6.3),
5.1.5 Length and width of sheets (see 8.1),

blemishes when the sheeting is printed. Angle  Angle

4.3.3 Class 3—The adhesive backing shall have a position- 2?2 ;ioo ;8 2(2) 230 g.g 120 41113 é'g
able low-tack pressure—sen.sitive adhesivg that requires no heat, g5 — g 30 25 13 45 75 20 03
solvent, or other preparation for adhesion to smooth, clean 0.5° +30° 15 13 40 22 30 08 02

surfaces. It shall be repositionable up to a temperature of 100°FAminimum Coefficient of Retroreflection ( R,,) cd/fc/ﬂZ(c@wU ments

5 Document Sharing Hub

Full document details: ASTM D4956-00


http://www.avadocuments.com/doc/astm-d4956-00
http://www.avadocuments.com/doc/astm-d4956-00

b D 4956
TABLE 2 Luminance Factor (Y %) (Daytime Luminance) TABLE 6 Luminance Factor (Y %) (Daytime Luminance)
Color Minimum Maximum Color Minimum Maximum
White 27 White 50
Yellow 15 45 Yellow 30 45
Orange 14 30 Orange 15 30
Green 3.0 9.0 Green 6.0 15
Red 25 12 Red 4.0 15
Blue 1.0 10 Blue 3.0 8.0
Brown 4.0 9.0 Brown 1.0 6.0
AFor Sheeting Types |, II, Ill and VI. A(Typically Non-Metalized Microprismatic Material) For Sheeting Type IV.
TABLE 3 Type Il Sheeting # TABLE 7 Type V Sheeting #
Observation - Entrance White Yellow Orange Green Red Blue Brown Observation Entrance White Yellow Orange Green Red Blue
Angle Angle Angle Angle
0.2° -4° 140 100 60 30 30 10 5.0 0.1°8 -4° 2000 1300 800 360 360 160
0.2° + 30° 60 36 22 10 12 4.0 2.0 0.1°8 + 30° 1100 740 440 200 200 88
0.5° - 4° 50 33 20 9.0 10 3.0 2.0 0.2° - 4° 700 470 280 120 120 56
0.5° +30° 28 20 12 6.0 6.0 20 10 0.2° +30° 400 270 160 72 72 32
P — - YR — 0.5° -4° 160 110 64 28 28 13
Minimum Coefficient of Retroreflection (R,) cd/fc/ft*(cd-Ix ~*-m™). 05° +30° 75 51 30 13 13 6.0

TABLE 4 Type Il Sheeting #

Observation Entrance

White Yellow Orange Green

Red

Blue Brown

Angle Angle
0.1°8 —4° 300 200 120 54 54 24 14
0.1°8 +30° 180 120 72 32 32 14 10
0.2° - 4° 250 170 100 45 45 20 12
0.2° + 30° 150 100 60 25 25 11 8.5
0.5° -4° 95 62 30 15 15 7.5 5.0
0.5° +30° 65 45 25 10 10 50 35

AMinimum Coefficient of Retroreflection (R,) cd/fc/it 2(cd-Ixt-m™2).
Bvalues for 0.1° observation angle are supplementary requirements that shall
apply only when specified by the purchaser in the contract or order.

AMinimum Coefficient of Retroreflection ( R,) cd/fc/ft?(cd-Ixt-m ~2).
Bvalues for 0.1° observation angle are supplementary requirements that shall
apply only when specified by the purchaser in the contract or order.

TABLE 8 Luminance Factor (Y %) (Daytime Luminance) A

Color Minimum Maximum
White 15
Yellow 12 30
Orange 7.0 25
Green 25 11

Red 25 11
Blue 1.0 10
Brown 1.0 9.0

A(Typically Metalized Microprismatic Delineator Material) For Sheeting Type V.

or Daytime Luminance—Table 2; Other Requirements: When
the colors orange, yellow, or white are specified for construc-

. S . . TABLE 9 Type VI Sheeting 4
tion work zone applications, the outdoor weathering will be 12 » 9

months. Obs::;‘gon E?;Z?;e White Yellow Orange Green Red Blue
6.1.4_Type I\,LMlnlmum Coefficient of Retroref.lectlon— 01 e 200 0 100 P 0
Table 5; Outdoor_ Weathering—36 months, see 6.4; Reflectance ;.5 +30° 110 77 26 20 22 1
or Daytime Luminance—Table 6; Other Requirements: When 0.2° -4 250 170 70 30 35 20
the colors orange, yellow, or white are specified for construc- 8-; *_i? 232 122 gg ;}1 ;g 1;-6
tion work zone applications, the outdoor weathering will be 12 5. +30° 60 40 17 72 84  as

months. o . ) AMinimum Coefficient of Retroreflection ( R,) cd/fc/ft3(cd-Ixt-m ~2).
6.1.5 Type \V—Minimum Coefficient of Retroreflection— Bvalues for 0.1° observation angle are supplementary requirements that shall

Table 7; Outdoor Weathering—36 months, see 6.4; Reflectanc"ép'y only when specified by the purchaser in the contract or order.

or Daytime Luminance—Table 8; Other requirements: When

the colors orange, yellow, or white are specified for construcg, Daytime Luminance—Table 2.

tion work zone applications, the outdoor weathering will be 12 g 2 coefficient of RetroreflectionThe coefficient of ret-

months. o _ _ roreflection shall meet or exceed the minimum requirements of
6.1.6 Type Vi—Minimum Coefficient of Retroreflection— Taple 1, Tables 3-5, Table 7 and Table 9 as specified in 7.3.

Table 9; Outdoor Weathering—6 months, see 6.4; Reflectance g 3 Daytime Color—The color of the sheeting shall con-

form to requirements of Table 10 and one of the following

TABLE 5 Type IV Sheeting * Table 2, Table 6, or Table 8 when tested in accordance with 7.4.

Obslt_a\:;igon Er/ltlzz::e White Yellow Orange Green Red Blue Brown rI?aytime and nighttime color shall have substantially the same
ue.
8-122 P S SR S A 6.4 Accelerated Outdoor Weathering Requirementhe
0.2° -4 250 170 100 35 35 20 7.0 retroref_lective shegting sha}ll be yvgather_resi;tant and shc_)w no
0.2° +30° 80 54 34 9 9 50 20 appreciable cracking, scaling, pitting, blistering, edge lifting,
0.5° -4° 135 100 64 17 17 10 4.0 i i _ i _
020 2300 e 37 0 65 65 35 14 or curling, or more thas2-in. (0.8-mm) shrinkage or expan

AMinimum Coefficient of Retroreflection (R,) cd/fc/ft 2(cd-Ixt-m™3).
Byalues for 0.1° observation angle are supplementary requirements that shall
apply only when specified by the purchaser in the contract or order.
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sion when tested in accordance with 7.6. Conduct retroreflec-
tivity measurements after outdoor weathering at 0.2° observa-

tion and —4° and +30° entrance angﬁo@]ﬂm@ﬁfs
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