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This standard is issued under the fixed designation D5072; the number immediately following the designation indicates the year of
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superscript epsilon (&) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method covers the measurement of radon in
drinking water in concentrations above 2 Bq/L.

1.2 This test method may be used for absolute measure-
ments by calibrating with a **°Ra standard or for relative
measurements by comparing the measurements made with
each other.

1.3 This test method is used successfully with drinking
water samples and Type III reagent water conforming to
Specification D1193. It is the user’s responsibility to ensure the
validity of this test method for waters of untested matrices.

1.4 The values stated in SI units are to be regarded as
standard. No other units of measurement are included in this
standard.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:*

D1129 Terminology Relating to Water

D1193 Specification for Reagent Water

D2777 Practice for Determination of Precision and Bias of
Applicable Test Methods of Committee D19 on Water

D3370 Practices for Sampling Water from Closed Conduits

D7902 Terminology for Radiochemical Analyses

D5847 Practice for Writing Quality Control Specifications
for Standard Test Methods for Water Analysis

2.2 Other Documents:

Multi-Agency Radiological Laboratory Analytical Protocols
Manual EPA402-B-04-001A, NUREGI1576, NTIS

! This test method is under the jurisdiction of ASTM Committee D19 on Water
and is the direct responsibility of Subcommittee D19.04 on Methods of Radiochemi-
cal Analysis.
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3. Terminology
3.1 Definitions:

3.2 For definitions of terms used in this standard, refer first
to Terminology D7902 and second to Terminology D1129. For
terms not defined in this standard, or in Terminologies D7902
or D1129, reference may be made to other published glossa-
ries.

4. Summary of Test Method

4.1 This test method is based on the scintillation counting
of ??Rn and its progeny.

4.2 Ina glass liquid scintillation vial, an aliquot of unaerated
water is drawn into a syringe then gently injected beneath 10
mL of a suitable liquid scintillation cocktail that does not
contain an emulsifier. The vials are capped, shaken, and
allowed to stand 3 hours prior to counting to permit dark
adaptation and buildup of short-lived radon progeny. Radon-
222 contained in the sample is selectively partitioned into the
scintillation cocktail. The sample is counted using a liquid
scintillation counting system optimized for detection of “*’Rn
activity.

5. Significance and Use

5.1 The most prevalent of the radon isotopes in ground
water is “*?Rn. This isotope presents the greatest health risk
compared to the other naturally occurring radon isotopes if
ingested via the water pathway.

6. Interferences

6.1 Other radionuclides soluble in the scintillation cocktail
may interfere. High energy beta/gamma emitters, even though
they are not soluble in the scintillation mix, may also interfere.
These interferences will cause a high bias if present in a
significant quantity. These interferences would be rare in
drinking water samples but may be observed in some cases.

6.2 A reduced or increased counting efficiency may result if
sample quenching is significantly different than that of the
calibration standard.

6.3 Scintillation stock cocktails and sample cocktail mixes
must be dark-adapted to prevent artificial excitation of fluors
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which may lead to falsely elevated count rates which could
compromise data quality.

7. Apparatus
7.1 Sampling Funnel.
7.2 Tube, with standard faucet fitting.

7.3 Disposable Syringe, 12 mL capacity, with 20 gauge, 38
mm hypodermic needle.

7.4 Glass Liquid Scintillation Vials, 20 mL capacity with
polyethylene inner seal cap liners.

7.5 Liquid Scintillation Counter.

8. Reagents and Materials

8.1 Purity of Reagents—Reagent grade chemicals shall be
used in all tests. Unless otherwise indicated, it is intended that
all reagents shall conform to the specifications of the Commit-
tee on Analytical Reagents of the American Chemical Society,
where such specifications are available.> Other grades may be
used, provided it is first ascertained that the reagent is of
sufficiently high purity to permit its use without lessening the
accuracy of the determination.

8.2 Purity of Water—Unless otherwise indicated, references
to water shall be understood to mean conforming to Specifi-
cation D1193, Type IIL*

8.3 Radioactive Purity of Reagents—Radioactive purity
shall be such that the measured radioactivity of blank samples
does not exceed the calculated probable error of measurements.

8.4 Radium-226 Solution Standard, traceable to a national
standards laboratory such as the National Institute of Standards
and Technology (NIST) or the National Physical Laboratory
(NPL).

8.5 Scintillation Cocktail Mix, without emulsifier. Toluene
based mix is acceptable.

9. Safety

9.1 Some scintillation cocktails can pose a significant health
hazard if handled improperly. Refer to manufacturer instruc-
tions for the safe use of these materials.

3 Reagent Chemicals, American Chemical Society Specifications, American
Chemical Society, Washington, DC. For Suggestions on the testing of reagents not
listed by the American Chemical Society, see Annual Standards for Laboratory
Chemicals, BDH Ltd., Poole, Dorset, U.K., and the United States Pharmacopeia
and National Formulary, U.S. Pharmacopeial Convention, Inc. (USPC), Rockville,
MD.

“1If this water is not aerated or degassified prior/subsequent to demineralization,
radon background may be substantial. This can happen if the lab uses RO, EDI or
only deminerialization resins for purification of their water.
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10. Sampling

Note 1—Refer to Practices D3370 for applicable sampling instructions.
Also see U.S. Environmental Protection Agency reports EPA 520° and
EPA 600.°

10.1 Attach the sampling funnel and tube to a faucet with
the standard faucet fitting.

10.2 Slowly turn on the water and allow a steady stream to
flow out of the funnel for approximately 2 min. This purges the
tube and ensures a fresh sample.

10.3 Reduce the flow of water and invert the funnel. The
flow should be adjusted to a level that does not cause
turbulence in the pool of water contained in the funnel. Allow
excess water to spill over one edge of the funnel.

10.4 Examine the hose connection and tubing for air
bubbles or pockets. If these are visible, raise or lower the
funnel until they are removed.

11. Calibration and Standardization

11.1 Add a known quantity of traceable *?°Ra standard
solution to a known volume of water.

11.2 Prepare three ***Rn calibration standards by combining
a 10 mL aliquot of the ?*°Ra standard solution with 10 mL of
scintillation cocktail in a 20 mL glass scintillation vial.
Securely cap each vial and shake to mix the contents.

11.3 In liquid scintillation vials, prepare three background
samples containing 10 mL of Type III reagent water and 10 mL
of scintillation solution. Cap the vials and shake to mix the
contents.

11.4 Allow approximately 30 days for buildup of radon (that
is, secular equilibrium with **°Ra).

11.5 Shake vial to transfer nearly all the radon to the
scintillation mix phase (radon is highly soluble in the scintil-
lation mix). The **°Ra remains in the aqueous phase and,
therefore, does not contribute significantly to the count rate.

11.6 Allow for the buildup of short-lived radon progeny and
for dark-adapting by waiting 3 hours before counting.

11.7 Count the standard samples for a counting period
sufficiently long to obtain a relative counting uncertainty of <1
% (10 000 net counts minimum). Count background samples at
least as long as the test samples.

3 EPA 520/5-83-027 Methods and Results of EPA’s Study of Radon in Drinking
Water. Published December 1983. Available from U.S. Government Printing Office
Superintendent of Documents, 732 N. Capitol St., NW, Mail Stop: SDE,
Washington, DC 20401, http://www.access.gpo.gov.

SEPA 600/2-87/082 Two Test Procedures for Radon in Drinking Water.
Published March 1989. Available from U.S. Government Printing Office Superin-
tendent of Documents, 732 N. Capitol St., NW, Mail Stop: SDE, Washington, DC
20401, http://www.access.gpo.gov.
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