S
NOTICE: This standard has either been superseded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

QHW Designation: D 5326 — 94a
AMERICAN SOCIETY FOR TESTING AND MATERIALS

100 Barr Harbor Dr., West Conshohocken, PA 19428
Reprinted from the Annual Book of ASTM Standards. Copyright ASTM

Standard Test Method for
Color Development in Tinted Latex Paints

This standard is issued under the fixed designation D 5326; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope 3. Terminology

1.1 This test method covers a procedure for measuring color 3.1 Definitions:
development in tinted latex paints, for the purpose of deter- 3.1.1 color developmenrtthe extent to which the colorant
mining the efficiency of colorants, the tintability of base paintshas achieved its full tinting potential, as evidenced by the color
and the potential for poor color uniformity of applied paint change or lack thereof, when the tinted paint is subjected to
films. very strong shear stress.

1.2 The values stated in inch-pound units are to be regarded 3.1.2 tintability—the capability of a white or tint base paint
as the standard. The values given in parentheses are fty accept various colorants, as evidenced by the color devel-
information only. opment in the mixture.

1.3 This standard does not purport to address all of the 3.1.2.1 Discussior—~Sometimes called “color acceptance”.
safety concerns, if any, associated with its use. It is the 3.2 See Terminology D 16, E 284, and tRaint/Coatings
responsibility of the user of this standard to establish appro-Dictionary® for definitions of other terms used in this test
priate safety and health practices and determine the applicamethod.

bility of regulatory limitations prior to use.
4. Summary of Test Method

2. Referenced Documents 4.1 The test paint is applied by drawing it down on a striped
2.1 ASTM Standards: black and white sealed chart, at a film thickness sufficient to
D 16 Terminology Relating to Paint, Varnish, Lacquer, andobtain full hiding.

Related Products 4.2 A portion of the drawdown is subjected to strong
D 2244 Test Method for Calculation of Color Differences shearing forces in a prescribed brushing procedure.
from Instrumentally Measured Color Coordingtes 4.3 The CIELAB color difference between the drawdown

D 3924 Specification for Standard Environment for Condi-and sheared areas after drying, is reported as a measure of
tioning and Testing Paint, Varnish, Lacquer, and Relatedieficiency in the color development of the test paint.

Material$ o
D 3925 Practice for Sampling Liquid Paints and Related®: Significance and Use

Pigmented Coatings 5.1 A colorant sometimes fails to disperse completely in a
E 284 Terminology of Appearante base paint due to poor compatibility, which can be the fault of
E 1164 Practice for Obtaining Spectrophotometric Data fotthe colorant, the paint, or both. This will result in poor color

Object-Color Evaluatioh development, which is readily manifested by the common

E 1331 Test Method for Reflectance Factor and Color byprocedure of applying the paint with a doctor blade and
Spectrophotometry Using Hemispherical Geontetry subjecting the drawdown to high shear stress by finger-rubbing
E 1345 Practice for Reducing the Effect of Variability of a small area of the partially dry film. This tends to disperse
Color Measurements by the Use of Multiple Measure-undeveloped colorant, if any, and produces a color variation
ment$ between the unsheared and sheared areas of the paint film. The
E 1347 Test Method for Color and Color-Difference Mea- variation can be measured colorimetrically to give a numerical
surement by Tristimulus (Filter) Colorimefry color difference value that is a measure of the color develop-
E 1349 Test Method for Reflectance Factor and Color byment of the original paint, the smaller the difference the better
Spectrophotometry Using Bidirectional Geométry the color development and vice versa. Color difference values
obtained by finger-rubbing were found to vary widely for the
same as well as among different operators. This test method
establishes a controlled shear-stress procedure analogous to the

* This test method is under the jurisdiction of ASTM Committee D-1 on Paint finger rub-up test, but with far better reproducibility.

and Related Coatings, Materials, and Applications and is the direct responsibility of

Subcommittee D01.42 on Architectural Finishes.
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5.2 Poor color development can be a problem in theundispersed material. If necessary filter to remove persistent
production of paints, and in their performance in the field. Inlarge agregates.
production it causes a loss of colorant monetary value, and 8.2 Clean the drawdown plate thoroughly and place the test
unpredictable tinting results. In field performance it results inchart on it with the applicator close to the top edge of the chart.
color variations in the applied paint film due to the varying 8.3 Fill the syringe to the 17-mL mark and from it distribute
shear forces to which the paint is subjected at different stagel) mL of test coating evenly onto the chart in front of and close
or by different modes of application. to the applicator, then draw down with a uniform motion.

5.3 Although poor color development is primarily and most 8.4 Without delay cut an approximately 3-in. (75-mm) wide
often related to the colorant portion of a tinted paint, the whitepaint strip from the bottom end of the chart and set it aside.
pigment in the base paint can also be poorly developed due to 8.5 Tape one edge of the remaining portion of the chart onto
flocculation or other causes. In the latter case, shear dispersienflat support surface and distribute an additional 7 mL of test
can make the paint film lighter and less colorful, rather than thgaint from the syringe evenly over the test area.
reverse. Then too, the colorant and the white might both be 8.6 Dampen a clean paint brush, shake out the moisture
poorly developed, and the color change due to shear stresggorously, then dip the brush & of its filament length into
would then be the combined effect of both. the test paint in &a-filled pint container. Remove the brush,

5.4 In any case, color development is an important paintvipe the tip against the edge of the container to remove the
property, for the measurement of which this test method isurplus, then spread the paint evenly over the test area of the
intended to provide a generally accepted and reproducible teshart and allow to dry for 15- 1 min under room temperature
method. conditions.

8.7 During this drying period keep the wet paint brush
6. Apparatus wrapped in plastic film to prevent it from drying out.
6.1 Film Applicator, 6-in. (150-mm) wide with a clearance 8.8 After the specified drying period, brush over the painted

of 10 mils (250 pm}: . area repeatedly for 2 min: 10 s. Make sure that each brush
6.2 Drawdown Plate—A vacuum plate or thick plate glass stroke fully traverses the painted area and is at a uniform speed
are both satisfactory. such that there will be 150- 5 strokes during the stated

6.3 Test Charts black and white striped, with a sealed prushing period. Cover the entire area with six successive
surface, and overall size approximatel®y 11 in. (245 by  parallel strokes in alternate opposite directions followed by the

280 mm) having a test area of 0.538 (600 cnf).® same in the direction perpendicular to the preceding six,
6.4 Paint Brush 2-in. (50-mm) polyester filaments¥2in.  alternating in this way until the specified brushing time is
(70-mm) length outae-in. (15-mm) thick, with chisel tig. completed. During each stroke press the brush down so that a
6.5 Syringe 20 mL, plastic disposable type. third of the filament length is pressed against the surface of the

6.6 Force-Draft Ovepmaintained at 126 2°F (50+ 1°C).  chart. Manipulate the brush so as to maintain a uniform
~ 6.7 Reflectometerusing CIE llluminant C, specular reflec- spreading rate as much as possible during this operation.
tion excluded, and capable of measuring CIELAB colorComplete the brushout by sweeping the tip of the brush over
coordinates as defined in Test Method D 2244 and Terminoll-he painted area to smooth and eliminate brushmarks, and to
ogy E 2847 completely obscure the black and white substrate pattern.

7. Sampling and Conditioning 8.9 Place th_e completed brl_,lshout section along with the
) o drawdown section of the chart in the force-draft oven for one
7.1 Take a pint (500 mL) sample of the material in accor-, + 5 min.

dance with Practice D 3925. 8.10 Remove the two sections from the oven and tape them
7.2 Adjust or allow the sample to come to room temperatu“?ogether at the original cut.

as defined in Specification D 3924 (65 to 85°F, 18 t0 29.5°C). g 11 Measure the CIELAB color differenceE* ,, between

8. Procedure the drawdown and the brushout, avoiding measurements on
§how—through areas that might have occurred due to persistent
deep brush marks or other deficiency in spreading rate unifor-
mity. To obtainAE*,, determine CIELAB color coordinates
L*a*b*, and from them calculatdE*_, in accordance with

“A Bird type film applicator, obtainable from most suppliers of paint test Sections 8 and 9 of Test Method D 2244. Modern color

equipment, has been found satisfactory for this purpose. Other suitable applicatomfference meters givAE* b directly without need for calcu-
may be used. . a
SLeneta Form 8K-BW, obtainable from The Leneta Company; 15 Whitney lations.

Road; Mahwah, NJ 07430, was used in the round robins for this standard and four‘g
satisfactory. An equivalent may be used. . Report
203u2n0d7.sat|sfactory. Available from E-Z Paintr, 4051 S. lowa Ave., Milwaukee, WI 9.1.1 CIELAB Color difference&E*ab, between drawdown
7 Any reflectometer that measures the CIE tristimulus values of opaque surfaceand brushout,
will be found suitable. Types that provide a direct read-out of color differeviee,, 912 A general descrip’[ion of the color and the type of paint
are available, and are particularly desirable for this test method. The foIIowingO ing tested. and
standards are applicable to this measurement, depending on instrumentation ang e .
other factors: Practice E 1164, Test Method E 1331, Practice E 1345, Test Methods 9.1.3 SDECIfIC names and sources of commercial pI’OdUCtS

E 1347, E 1349. being tested, paints or colorants or both.Documents

8.1 Stir the test paint thoroughly by hand, making sure tha
it is completely uniform with no trace of sediment or otherwise
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