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Standard Test Method for
Determination of Organically Combined Sulfuric Anhydride
by Extraction Titration, Test Method B 1

This standard is issued under the fixed designation D 5351; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope between the flask and the condenser shall be a ground joint.
1.1 This test method covers the determination of the organiPerforated glass beads shall be used to prevent bumping.
cally combined sulfuric anhydride existing in a sample of 4.1.1Flask an Erlenmeyer flask (Fig. 1) made of borosili-
sulfated oil by extracting the undecomposed sulfated fat anfate glass, having a capacity of approximately 300 mL, and
other fatty matter over an acidulated, concentrated salt sol2rovided with a glass stopper. _ _
tion, boiling the residue with sulfuric acid after evaporating the 4-1.2 CondenseThe condenser required consists of a
solvent, and titrating the products of reaction. This test methodlass tube, 915 mm (36 in.) in length, and 8 mifis(in.) in
is applicable only to sulfated oils that split off their combined outside dlameter. The lower end of the tube shall be flared and
SO, upon boiling with mineral acids, including samples 9round to fit the mouth of the Erlenmeyer flask. _
containing sodium acetate or other compounds that cannot be4-1.3 Glass Beadsperforated glass beads, made of chemi-
accurately titrated in water solution with methyl orange as th&@lly resistant glass, approximately 4 mgdin.) in diameter.
indicator. This test method was derived from Test Methodd3€fore using, the glass beads shall be boiled thoroughly in
D 500, Sections 20 through 24, and ALCA Method H-43. several portions of water or until the wash water reacts neutral
1.2 The values stated in SI units are to be regarded as tH@ methyl orange indicator.
_standarq. The values given in parentheses are provided f%r_ Reagents
information only.

1.3 This standard does not purport to address all of the 5.1 Ethyl Ether ) ) )
safety concerns, if any, associated with its use. It is the °-2 Methyl Orange Indicator Solutiofl g/L)—Dissolve
responsibility of the user of this standard to establish appro-0-1 9 of methyl orange in 100 mL of water.

priate safety and health practices and determine the applica- 2-3 Sodium Chloride(NaCl), solid. _
bility of regulatory limitations prior to use. 5.4 Sodium Hydroxide, Standard Solutidd N)—
Accurately prepare and standardize & lsodium hydroxide

2. Referenced Documents (NaOH) solution. Express the strength or concentration of the
2.1 ASTM Standards: solution as milligrams of KOH per millilitre; 1 mL of N
D 500 Test Methods of Chemical Analysis of SulfonatedNaOH solution is equivalent to 56.1 mg of KOH.
and Sulfated Oifd 5.5 Sodium Hydroxide, Standard Solutiq0.5 N)—
2.2 Other Document: Accurately prepare and standardize a BL9NaOH solution.
ALCA Method H-43 Organically Combined Sulfuric Anhy- EXpress the strength of the solution as milligrams of KOH per
mg of KOH.
3. Significance and Use 5.6 Sulfuric Acid (1 + 19)—Carefully mix one volume of
3.1 This test method is intended for the determination ofconcentrated sulfuric acid @30, sp gr 1.84) into 19 volumes
organically combined sulfuric anhydride in sulfated oils. of water while stirring.
5.7 Sulfuric Acid Standard0.5 N)—Accurately prepare
4. Apparatus and standardize as 0.8 sulfuric acid (HSO,) solution.

4.1 The apparatus required consists of a glass flask providdexpress the strength of the solution as milligrams of KOH per

with a glass stopper and an air condenser. The connectidillilitre; 1 mL of 0.5 N H,SO, is equivalent to 28.05 mg of
KOH.

1 This test method is under the jurisdiction of ASTM Committee D-31 on Leather6. Procedure

and is the direct responsibility of Subcommittee D31.08 on Fats and Oils. : : : e
Current edition approved Jan. 15, 1993. Published March 1993. 6.1 The proc_edur_e CO_nSIStS Of_ ISOIatIn_g and_ pU“fY'”g the
2 Annual Book of ASTM Standardsol 15.04. fatty matter as it exists in the original oil by dissolving the

3 Available from American Leather Chemists Assn., Univ. of Cincinnati-Loc. 14, sample in a solvent, acidifying and washing with saturated
Cincinnati, OH 45221.
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layer into another separatory funnel, and wash the ether layer
with 25-mL portions of NaCl solution until practically neutral

to methyl orange, that is, until one drop of 0N NaOH
solution turns the wash water strongly alkaline. Allow all
separations to settle for at least 5 min. Combine the water
layers, and extract with two 25-mL portions of ether. Combine
the last two ether extractions and wash with NaCl solution until
free from acid, as in the case of the ether layer in the first

-

—-=9/5mm. (36in.)———->
P14

S . o funnel. Combine all the ether layers in the decomposition flask
=~ 8mm.£ 1mm. (4] and evaporate the ether.
y) Inside Diameter 6.1.2 Increase in Acidity upon Boiling, FDetermine the

increase in acidity upon boiling in accordance with the
procedure described for Test Method A in 6.1.2. Reserve the
titrated solution for the subsequent determination of total
desulfated fatty matter (Sections 20 to 24 of Test Methods
D 500). Make a blank determination as described for Test
Method A in 6.1.1. Calculate the increase in acidiyin
accordance with 6.1.2.

FIG. 1 Apparatus for Determination of Organically Combined
Sulfuric Anhydride, Method A 7. Calculation

7.1 Calculate the percentage of organically combined sul-
brine, and determining the increase in acidity upon boiling the}uric anhydride as foIFI)ows: g ¢ y

isolated product with sulfuric acid. This increase in acidity is
designated aFb.
6.1.1 Separation of Purified O#-Weigh 5 to 10 g of the  \yhere:
sample, depending upon the concentration of the fatty matterg 1426 = one tenth the molecular ratio of SBOH, and
into a 250-mL separatory funnel containing 50 mL of concen- F = increase in acidity upon boiling.
trated NaCl solution, some solid NaCl, five drops of methyl
orange indicator solution, and 50 mL of ether. Shake the3. Precision and Bias
mixture and neutralize with }$0, (1 + 19) until the lower 8.1 Although this test method is widely used, precision and
layer is distinctly pink (about 0.2 mL in excess). Highly bias information is not available at this time.
sulfated oils at this stage may form three layers instead of two.
In such cases, use a fat solvent consisting of a mixture of tw§- Keywords
parts of ether and one part of alcohol. Allow the mixture in the 9.1 extraction; leather; sulfated oils; sulfuric anhydride;
separatory funnel to settle for at least 5 min, draw off the lowettitration

Organically combined sulfuric anhydride, $0.1426X F

ASTM International takes no position respecting the validity of any patent rights asserted in connection with any item mentioned
in this standard. Users of this standard are expressly advised that determination of the validity of any such patent rights, and the risk
of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional standards
and should be addressed to ASTM International Headquarters. Your comments will receive careful consideration at a meeting of the
responsible technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should
make your views known to the ASTM Committee on Standards, at the address shown below.

This standard is copyrighted by ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959,
United States. Individual reprints (single or multiple copies) of this standard may be obtained by contacting ASTM at the above
address or at 610-832-9585 (phone), 610-832-9555 (fax), or service@astm.org (e-mail); or through the ASTM website
(www.astm.org).
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