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Standard Practices for
Visual Inspection and Grading of Fabrics Used for Inflatable
Restraints *

This standard is issued under the fixed designation D 5426; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope D 3990 Terminology Relating to Fabric Defetts

1.1 These practices cover procedures for the inspection and 2-2 ASTM Adjuncts _
grading of coated and uncoated woven fabrics, and for the Reference Photographs of Imperfections
inspection and culling of cut parts made of such fabrics, all of3

! . ) . Terminolo
which are used in the manufacture of inflatable restraint ) Hgy o ) )
cushions. 3.1 Definitions—For definitions of textile terms used in

1.2 For ease of reference, the scope, summary of practic]€S€ practices, refer to Terminologies D 123 and D 3990.
significance and use, apparatus, sampling, procedure, ang3-2 Definitions of Terms Specific to This Standard:

report sections are listed separately for each inspection prac-3-2-1 abrasion n—for inflatable restraints,a cluster of
tice. broken filaments.

3.2.2 air splice, n—for inflatable restraint fabrics,the

Inspection Practice Section . . .
thicker portion of a yarn resulting from the entanglement of the
Fabric Rolls 7 filaments at the ends of two multifilament yarns to create a
Cut Pieces 8

continuous yarn.

1.3 These practices can be used to distinguish those fabric 3.2.3 bleedthrough n—for coated inflatable restraint fab-
imperfections that may adversely affect inflatable restraintics, the presence of coating material on the uncoated side,
cushion fabrication or performance from those imperfectiondetween two yarns, without covering either yarn.

that will not. 3.2.4 blip, n—for inflatable restraint fabrics,any short,
1.4 Only major imperfections are considered in the gradingrregularly shaped or textured portion of an individual mul-
systems of these practices. tiflament yarn that has been woven into the fabric, including

1.5 Procedures and apparatus other than those stated stough offs, stripbacks, fuzz balls, snarls, and slubs.
these practices may be used by agreement of the purchaser an@®.2.5 broken filamentn—for inflatable restraint fabricsan
supplier with the specific deviations from these practicedndividual filament, separated from a multiflament yarn
acknowledged in the report. bundle, that lies on the surface of the fabric.

1.6 The values stated in either Sl units or inch-pound units 3.2.6 bruise n—for inflatable restraint fabricsa shift in the
are to be regarded separately as standard. The values statedsquareness of the weave pattern in an area that has been
each system are not exact equivalents; therefore, each systesubjected to impact or pressure.
must be used independently of the other. 3.2.7 coating sluh n—for coated inflatable restraint fab-

1.7 This standard does not purport to address all of therics, an irregularly shaped lump of coating material on the
safety concerns, if any, associated with its use. It is thesurface of the coated layer resembling a yarn slub.
responsibility of the user of this standard to establish appro- 3.2.8 coating streakn—for coated inflatable restraint fab-
priate safety and health practices and determine the applicarics, minor variation in the color or opacity of the coated layer.

bility of regulatory limitations prior to use. 3.2.9 coating transfer n—for coated inflatable restraint
fabrics,the presence of coating material on the uncoated side,
2. Referenced Documents covering one or more yarns.
2.1 ASTM Standards: 3.2.10 contamination n—for coated inflatable restraint
D 123 Terminology Relating to Textile Materidls fabrics, the presence of non-coating material in the coated
layer.

! These practices are under the jurisdiction of ASTM Committee D13 on Textiles
and are the direct responsibility of Subcommittee D13.20 on Inflatable Restraints—————————
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3.2.11 cushion n—for inflatable restraints,the inflatable 3.2.26 missing yarn n—for inflatable restraint fabrics a
fabric envelope portion of a module. yarn discontinuity resulting in a change in weave pattern.
3.2.12 defect n—specific for inflatable restraintgn imper- 3.2.27 misweave n—for inflatable restraint fabrics a

fection in a cut piece of fabric that judgment and experienceehange in the weave pattern caused by incorrect interlacing or
indicate is likely to result in either hazardous or improperinsertion of a yarn. (Includemispick wrong, draw, jerk-in.)
deployment of the inflatable restraint module in which the 3.2.28 module n—for inflatable restraints an assembly
imperfection is incorporated. composed of an inflator, cushion, mounting device, trigger, and
3.2.12.1 Discussior—An example of a defect is a hole in cover.
the piece of fabric through which inflation gases can vent 3.2.29 one-piece wovenadj—for inflatable restraints a
improperly. descriptive related to either 1) a tubulary woven fabric com-
3.2.13filling bar, n—for inflatable restraint fabrics,a  posed of two-layer inflatable sections, visible lines where the
temporary change in the filling-wise density of the weavetwo layers initially interlace, and non-inflatable woven sec-

pattern. (Synstop/start mark. tions, or 2) the cushion cut from such fabric.

3.2.14 finished adj—for inflatable restraint fabricsa de- 3.2.29.1 Discussior—Under certain designs, a weaving ma-
scriptive term for fabric that has been treated after weaving andhine is capable of simultaneously weaving two separate layers
that is suitable for coating or piece cutting. of fabric, one over the other, with tight interlacings selectively

3.2.15 foreign mattey n—for inflatable restraint fabricsan ~ woven between them. Where the layers are not interlaced, the
extraneous interwoven fragment whose size, color, or texturéabric is capable of being inflated; where they are interlaced,
indicates that it is not of the same material as the fibers in thénflation is not possible. Although the pattern in the fabric
base fabric. described by the visible line where the two inflatable layers

3.2.16 grading n—the procedure used to identify and interlace may be a complex shape other than a tube, the
quantify the number of imperfections in a roll of fabric construction is commonly referred to as tubularly woven. such
detected during visual inspection. weaving methods are sometimes used to minimize sewn seams

3.2.17 hole, n—for inflatable restraint fabricsan opening in the manufacture of inflatable restraint cushions.
not characteristic of the normal weave pattern where one or 3.2.30 rework n—for inflatable restraints the deviation

more yarns is cut, torn, or shifted. from normal process flow remedially altering finished fabiric,
3.2.18 imperfection n—a departure of a quality character- coated fabric, or cut pieces for the purpose of minimizing or
istic from its intended level or state. removing a major imperfection.

3.2.19inflatable restraint n—a vehicular safety device  3.2.31sharp creasen—for inflatable restraint fabricsa
designed to cushion an occupant or equipment during collisiorsharp ridge that can be felt easily, caused by a hard folding of
an airbag. the fabric over itself not by design.

3.2.20 inspection n—in fabric grading the process of  3.2.32short floaf n—for inflatable restraints fabricsa
viewing, measuring, examining, or otherwise comparing thevarp or filling yarn extending over five or fewer filling or warp
visual characteristics of a fabric with applicable requirementsyarmns with which it should be interlaced. _

3.2.21 long float n—for inflatable restraints fabricsa small ~ 3.2.33 short knot n—for inflatable restraints fabrics a
change in the weave pattern where a warp or filling yams.mall knob of yarn and a_ssouated tails where two yarns are
extends over six or more filling or warp yarns with which it tied together by interlocking loops for the purpose of main-
should be interlaced. taining yarn continuity. _ _ _

3.2.22 loop, n—for inflatable restraint fabricsa continuous ~ 3-2-34 spit mark n—for coated inflatable restraint fabrics
yarn that curls back on itself and protrudes from the surface oftn €ssentially round spot of coating material on the surface of
the fabric. (Synkink, snag) the coated layer. . .

3.2.23 major imperfection n—in fabric grading a devia- 3.2.35 stain n—an area of discoloration that penetrates the
tion in a roll of fabric that judgment and experience indicate isfabric surface. _ . _
likely to have an adverse affect on subsequent use or process-3-2-36 tight yarn n—for inflatable restraint fabricsa yarn
ing of the fabric. with less crimp than surrounding fibers that may create

3.2.23.1 Discussior—Examples of major imperfections are Puckering, which may appear to be shinier or to lie straighter
a yarn loop that could become snagged upon deployment of tH8 the weave pattern, or a combination thereof.
cushion and a fabric stain that could affect the physical 3.2.37yarn streak n—for inflatable restraint fabricsdis-
properties of the material. coloration of an individual yarn that does not affect adjacent

3.2.24 minor imperfection n—in fabric grading a devia- Yamns.
tion in a roll of fabric that judgment and experience indicate is )
likely to have no bearing on subsequent use or processing ¢t Summary of Practices

the fabric. 4.1 Rolls of finished or coated fabric are examined for major
3.2.24.1 Discussior—Examples of minor imperfections are imperfections as the fabric traverses an inspection station.
a seam mark and a stop/start mark. They are graded on the basis of a unit area.

3.2.25 missing coating n—for coated inflatable restraint 4.2 Cut pieces are inspected individually for major imper-
fabrics, portions of the coated layer containing exposed baséections. Cut pieces containing major imperfections are culled
fabric or scrape marks in the coated layer. from use for later review. Documents
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