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Standard Test Method for
On-Line Measurement of Low-Level Dissolved Oxygen in
Water*

This standard is issued under the fixed designation D 5462; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope tration. Oxygen consumption and regeneration balance each

dissolved oxygen (DO) in water samples primarily in rangeghrough the membrane is insignificant. o
from O to 500 pg/L (ppb), although higher ranges may be used 3-2-3 galvanic systemssensing probes and measuring in-
for calibration. On-line instrumentation is used for continuousStruments that develop an electrical current from two elec-
measurements of DO in samples that are brought througiodes inside the probe from which the final measurement is

sample lines and conditioned from high-temperature and higrderived. _
pressure sources when necessary. 3.2.4 partial pressure (of oxygea}the volume fraction of

1.2 This standard does not purport to address all of the®Xygen multiplied by the total pressure. The partial pressure of
safety concerns, if any, associated with its use. It is théXygenis the actual parameter detected by DO probes, whether
responsibility of the user of this standard to establish approJn air or dissolved in water. _
priate safety and health practices and determine the applica- 3-2.5 polarographic systemssensing probes and measur-

bility of regulatory limitations prior to useFor specific hazards INg instruments that include circuitry to control the operating
statements, see 6.5. voltage of the system, usually using a third (reference) elec-

trode in the probe.
2. Referenced Documents

21 ASTM Standards: 4. Summary of Test Method

D 1066 Practice for Sampling Stedm 4.1 Dissolved oxygen is measured by means of an electro-
D 1129 Terminology Relating to Wafer chemical cell separated from the sample by a gas-permeable
D 1192 Specification for Equipment for Sampling Water Membrane. Behind the membrane and inside the probe, elec-
and Steam in Closed Condfits trodes immersed in an electrolyte develop an electrical current
D 1193 Specification for Reagent Waker proportional to the oxygen partial pressure of the sample.
D 2777 Practice for Determination of Precision and Bias of 4-2 The partial pressure signal is temperature compensated
Applicable Methods of Committee D-19 on Waker automatically to account for variations with temperature of the
D 3370 Practices for Sampling Water from Closed Con-following: oxygen solubility in water; electrochemical cell
duit output; and, when necessary, diffusion rate of oxygen through
D 3864 Practice for Continual On-Line Monitoring Systems the membrane. This yields a direct readout in concentration of
for Water Analysi$ Hg/L (ppb) or mg/L (ppm).
4.3 Diffusion-type probes rely on a continuous diffusion of
3. Terminology oxygen through the membrane. Immediately inside the mem-
3.1 Definitions—For definitions of terms used in this test brane, oxygen is reduced at the noble metal cathode, usually
method, refer to Terminology D 1129. platinum or gold. An electrical current is developed that is
3.2 Definitions of Terms Specific to This Standard: directly proportional to the arrival rate of oxygen molecules at

3.2.1 diffusion-type probes-galvanic or polarographic sen- the cathode, which is in turn dependent on the diffusion rate
sors that depend on the continuous influx of oxygen througfitrough the membrane. The less noble anode, usually silver or
the membrane to develop the measurement signal. lead, completes the circuit and is oxidized in proportion to the

3.2.2 equilibrium-type probes-modified polarographic —current flow. At steady state, the resulting current signal is then
sensing probes that have a negligible influx of oxygen througtproportional to the oxygen partial pressure of the sample.

the membrane except during changes of sample DO concerthorough descriptions of diffusion-type probes are given by
Hitchman(1)® and Fatt(2).
L , o _ 4.4 Equilibrium-type probes rely on oxygen diffusion
This test method is under the jurisdiction of ASTM Committee D19 on Water
and is the direct responsibility of Subcommittee D19.03 on Sampling of Water and
Water-Formed Deposits, Surveillance of Water, and Flow Measurement of Water:

Current edition approved Sept. 15, 1993. Published November 1993. 3 The boldface numbers in parentheses refer to the list of references at the end of
2 Annual Book of ASTM Standardgol 11.01. this test method.
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through the membrane only until equilibrium between thespheric conditions that deviate from a nominal range of 745 to
inside and outside is achieved. Oxygen is reduced at the nobl&’5 mmHg. See Table 1 for altitude corrections. Calibration
metal cathode, as with diffusion-type probes. However, thainder low-pressure conditions without compensation would
measuring circuit forces electrical current to flow through theresult in positive measurement errors.

noble metal anode equal and opposite to that at the cathode,6.5 The growth of bacteria in sample lines and flow cham-
and the resulting oxidation reaction produces bers and on probe membranes can consume oxygen and cause
oxygen. This is the exact reverse of the reaction at the cathodeggative errors. Chemical sterilization with hydrochloric acid

so there is no net consumption of oxygen by the probe. I{1 + 44)or sodium hypochlorite solution (10 mg/L) should be
reaches equilibrium in constant DO samples, and no negberformed if errors from bacteria growth are suspected.

oxygen diffuses through the membrane. Accuracy is not

d d b f diti le fl Note 1—Warning: Do not mix hydrochloric acid and sodium hy-
etpe4n ent on membrane surface condition or sample OV\f)'ochlorite since hazardous chlorine gas would be released rapidly.
rate.

6.6 The passage of high-temperature samples containing
5. Significance and Use both DO and an oxygen scavenger through hot sample lines
, . N .can allow continued reaction of the two. With long sample
51 DO may be either a corrosive or passivating agent Ir?ines, the DO measured at the probe may be significantly below

boiler/steam cycles and is therefore controlled to specifi hat at the sample point. Short sample lines and cooling near
concentrations that are low relative to environmental ana pie p : P 9
he source are recommended.

wastewater treatment samples. Out-of-specification DO con- .
6.7 \olatile oxygen scavengers or suppressants, such as

centrations may cause corrosion in boiler systems, which Ieadﬁ; drazine. amines. and hvdrooen. that pass throuah the probe
to corrosion fatigue and corrosion products—all detrimental to y ' ' ydrogen, P 9 P

the life and efficient operation of a power unit. The efiiciency membrane may cause unwanted reactions at the electrodes and

of DO removal from boiler feedwater by mechanical or negative errors. The magnitude of errors depends on the

chemical means, or both, may be monitored by continuousl%elat've concentrations of DO and the oxygen scavenger or

measuring the DO concentration before and after the remov l;]ppreszant as well as t,he type of eIe;t;oc_hemical ;:]ell lgsgd'
process with on-line instrumentation. DO measurement is als € probe manufacturer's cautions and limitations should be
a check for air leakage into the boiler water cycle. Cogsédﬁr:v(\j/.sam le lines require conditioning to achieve equi-

5.2 Guidelines for feedwater to high-pressure boilers Withlibri.um conditiorf)s See Prgctices D 3370 t% avoid sam ﬂn
all volatile treatment generally require a feedwater DO CON: Lt orferences ' piing
centration below 5 pg/I(3). '

5.3 Boiler feedwater with oxygenated treatment is main'flo(\s/\}?nIronhc())r)i(lz%ensta?nds;:nhelre deliFI)’]()eSSIts ::gun;l;l?te dlgvzll?nw-
tained in a range of 50 to 300 pug/L D@). 9 P P

5.4 In microelectronics production, DO can be detrimentaIChrom""togr"’mh'l'.ke retention O.f dissolved Species, resultmg n
yery long delay times. Precautions are described in Section 9.

in some manufacturing processes, for example, causing unde- : ;

sirable oxidation on silicon wafers 6.10 The response time can be slow for large decreases in
' DO. This is especially true of measurements below 10 pg/L

6. Interferences following air calibration, which corresponds to a concentration

6.1 The leakage of atmospheric air into samples is some-
times difficult to avoid and detect. Although sample line fittings TABLE 1 Solubility of Oxygen (mg/L) at Various Temperatures
and connections to flow chambers may be water tight, it is still and Elevations (Based on Sea Level Barometric Pressure of
possible for air to diffuse through the water film of a joint to 760 mmHg) (5)

contaminate a low-pg/L sample. Section 9 provides furtheFemPf?t“fev Elevation, ft above Sea Level
details on this non-obvious interference. 0 1000 2000 ~ 3000 4000 5000 6000
6.2 Diffusion-type probes consume oxygen and will deplete 0 146 141 136 132 127 123 118
it from the sample in immediate contact with the membrane 2 138 133 129 124 120 116 112
f | d te. t rb Ient sam Ie ﬂO -S ma.n_ 4 13.1 12.7 12.2 11.9 11.4 11.0 10.6
surtace unless an adequate, turbu p W1 ! 6 124 120 116 112 108 104 101
tained. The manufacturer's minimum flowrate recommenda- 8 11.8 11.4 11.0 10.6 10.3 9.9 9.6
tions must be met or exceeded in order to prevent erroneously 10 s 109 105 102 9.8 95 9.2
| d 12 10.8 10.4 10.1 9.7 9.4 9.1 8.8
ow readings. _ . 14 10.3 9.9 9.6 9.3 9.0 8.7 8.3
6.3 Diffusion-type probes are subject to negative errors 16 9.9 9.7 9.2 8.9 8.6 8.3 8.0
from the buildup of coatings such as iron oxides, which impede 18 9.5 9.2 B.7 8.6 8.3 8.0 7
e o 20 9.1 8.8 8.5 8.2 7.9 7.7 7.4
the .dlfoSIOI’] rate of oxygen. (Equmbrlqm—type probes are not 5, 8.7 8.4 81 78 77 73 71
subject to errors from flowrate or coating.) 24 8.4 8.1 7.8 7.6 7.3 7.1 6.8
6.4 Calibration must be corrected for barometric pressure gg 3{13 ;g ;g ;g g-g g-g g-g
according to the manufacturer's recommendations at atmo- 5 75 79 70 6.8 65 63 61
32 7.3 7.1 6.8 6.6 6.4 6.1 5.9
34 7.1 6.9 6.6 6.4 6.2 6.0 5.8
36 6.8 6.6 6.3 6.1 5.9 5.7 55
“Leeds & Northrup, North Wales, PA, Model 7931 dissolved oxygen analyzer 38 6.6 6.4 6.2 5.9 5.7 5.6 5.4
and probe have been found to provide satisfactory equilibrium-type probe perfor- 40 6.4 6.2 6.0 5.8 5.6 5.4 5.2
mance. Documents
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