
S

Designation: D 5537 – 99 An American National Standard

Standard Test Method for
Heat Release, Flame Spread and Mass Loss Testing of
Insulating Materials Contained in Electrical or Optical Fiber
Cables When Burning in a Vertical Cable Tray
Configuration 1

This standard is issued under the fixed designation D 5537; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This is a fire-test-response standard.
1.2 This test method provides a means to measure the heat

released by burning the electrical insulating materials con-
tained in electrical or optical fiber cables when the cable
specimens, excluding accessories, are subjected to a specified
flaming ignition source and burn freely under well ventilated
conditions. Flame propagation cable damage, by char length,
and mass loss are also measured.

1.3 This test method provides two different protocols for
exposing the materials, when made into cable specimens, to an
ignition source (approximately 20 kW), for a 20 min test
duration. Use it to determine the heat release, flame propaga-
tion and mass loss characteristics of the materials contained in
single and multiconductor electrical or optical fiber cables.

1.4 This test method does not provide information on the
fire performance of materials insulating electrical or optical
fiber cables in fire conditions other than the ones specifically
used in this test method nor does it measure the contribution of
the materials in those cables to a developing fire condition.

1.5 Data describing the burning behavior from ignition to
the end of the test are obtained.

1.6 This test equipment is suitable for making other mea-
surements, including the smoke released by the burning speci-
men (Test Method D 5424) and the concentrations of certain
toxic gas species in the combustion gases (see Appendix X4).

1.7 The values stated in SI units are the standard (see
IEEE/ASTM SI 10); the values stated in parentheses are for
information only.

1.8 This standard measures and describes the response of
materials, products, or assemblies to heat and flame under
controlled conditions, but does not by itself incorporate all
factors required for fire hazard or fire risk assessment of the
materials, products or assemblies under actual fire conditions..

1.9 Fire testing of products and materials is inherently
hazardous. Employ adequate safeguards for personnel and
property in conducting these tests.

1.10 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
D 1711 Terminology Relating to Electrical Insulation2

D 5424 Test Method for Smoke Obscuration of Insulating
Materials Contained in Electrical or Optical Fiber Cables
When Burning in a Vertical Cable Tray Configuration3

E 84 Test Method for Surface Burning Characteristics of
Building Materials4

E 176 Terminology of Fire Standards4

E 603 Guide for Room Fire Experiments4

E 800 Guide for Measurement of Gases Present or Gener-
ated During Fires4

E 1354 Test Method for Heat and Visible Smoke Release
Rates for Materials and Products Using an Oxygen Con-
sumption Calorimeter4

IEEE/ASTM SI 10 Standard for Use of the International
System of Units (SI): The Modern Metric System5

2.2 NFPA Standard:
ANSI/NFPA 70, National Electrical Code, National Fire

Protection Association6

2.3 Underwriters Laboratories Standards:
UL 1581: Reference Standard for Electrical Wires, Cables,

and Flexible Cords, ANSI/UL 15817

1 This test method is under the jurisdiction of ASTM Committee D-9 on
Electrical and Electronic Insulating Materials and is the direct responsibility of
Subcommittee D09.21 on Fire Performance Standards.

Current edition approved Oct. 10, 1999. Published December 1999. Originally
published as D 5537 – 94. Last previous edition D 5537 – 98.

2 Annual Book of ASTM Standards, Vol 10.01.
3 Annual Book of ASTM Standards, Vol 10.02.
4 Annual Book of ASTM Standards, Vol 04.07.
5 Annual Book of ASTM Standards, Vol 14.02.
6 Available from National Fire Protection Association, Batterymarch Park,

Quincy, MA 02269.
7 Available from Underwriters Laboratories, Inc., 333 Pfingsten Rd., Northbrook,

IL 60062.
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UL 1685: Standard Vertical Tray Fire Propagation and
Smoke Release Test for Electrical and Optical Fiber
Cables7

2.4 Canadian Standards Association Standard:
CSA Standard C 22.2 No. 0.3-M1985, Test Methods for

Electrical Wires and Cables8

2.5 IEEE Standard:
IEEE 1202: Standard for Flame Testing of Cables for Use in

Cable Tray in Industrial and Commercial Occupancies9

2.6 ISO Standard:
ISO 9705, Fire Tests—Full Scale Room Test for Surface

Products10

3. Terminology

3.1 For definitions of terms used in this test method and
associated with fire issues refer to Terminology E 176. For
definitions of terms used in this test method and associated
with electrical insulation refer to Terminology D 1711.

3.2 Definitions of Terms Specific to This Standard:
3.2.1 sample, n—an amount of the cable type and construc-

tion to be tested, which is representative of the product for test.
3.2.2 specimen, n—the individual length of cable, or cable

bundle, to be placed in the cable tray, which is representative
of the product to be tested.

4. Summary of Test Method

4.1 This fire-test-response standard determines a number of
fire-test-response characteristics associated with burning the
materials insulating electrical or optical fiber cables, made into
cable specimens, and located in a vertical cable tray and ignited
with a propane gas burner. The main fire properties measured
are the rate of heat release and its amount. Associated with
these measurements, the test procedure also determines flame
propagation cable damage (by char length) and mass loss of
specimen. The apparatus described in this test method is also
suitable for measuring smoke obscuration (Test Method
D 5424) and rates and concentrations of gaseous combustion
products released.

4.2 The vertical cable tray that holds the specimen is located
in an enclosure of specified dimensions.

4.3 A hood, connected to a duct is located above the fire
enclosure. Heat and gas release analysis instrumentation is
placed in the duct. Smoke release instrumentation (optional) is
also placed in the duct.

4.4 Two different test procedures are specified, which differ
in the burner used and in the electrical or optical fiber cable
loading. These reflect details of four existing test methods: UL
1581 (vertical tray flammability test, protocol A) and CSA
Standard C 22.2 No. 0.3-M1985 (FT-4 vertical tray flamma-
bility test) or IEEE 1202 (protocol B) and UL 1685 and Test
Method D 5424 (both protocols).

4.5 Information specific to the individual protocols is found
in 7.6, 7.8, and 11.1.

5. Significance and Use

5.1 This test method provides a means to measure a variety
of fire-test-response characteristics associated with heat release
and resulting from burning the materials insulating electrical or
optical fiber cables, when made into cables and installed on a
vertical cable tray. The specimens are allowed to burn freely
under well ventilated conditions after ignition by means of a
propane gas burner.

5.2 The rate of heat release often serves as an indication of
the intensity of the fire generated. General considerations of the
importance of heat release rate are discussed in Appendix X1
and considerations for heat release calculations are in Appen-
dix X2.

5.3 Other optional fire-test-response characteristics that are
measurable by this test method are useful to make decisions on
fire safety. Test Method D 5424 uses the apparatus described
here for measuring smoke obscuration. The most important
gaseous components of smoke are the carbon oxides, present in
all fires. The carbon oxides are major indicators of the
completeness of combustion and are often used as part of fire
hazard assessment calculations and to improve the accuracy of
heat release measurements.

5.4 Test Limitations:
5.4.1 The fire-test-response characteristics measured in this

test are a representation of the manner in which the specimens
tested behave under certain specific conditions. Do not assume
they are representative of a generic fire performance of the
materials tested when made into cables of the construction
under consideration.

5.4.2 In particular, it is unlikely that this test is an adequate
representation of the fire behavior of cables in confined spaces,
without abundant circulation of air.

5.4.3 This is an intermediate-scale test, and the predictabil-
ity of its results to large scale fires has not been determined.
Some information exists to suggest validation with regard to
some large-scale scenarios.

6. Test Specimens

6.1 Use multiple lengths of electrical or optical fiber cable
as test specimens.

6.2 The mounting of the specimen on the cable tray is
specified in 7.8.

7. Apparatus

7.1 Enclosure:
7.1.1 The enclosure in which the specimen is tested is

shown in Fig. 1.
7.1.2 The enclosure has floor dimensions of 2.44 m6 25

mm by 2.44 m6 25 mm, with a height of 3.35 m6 25 mm (8
ft 6 1 in. by 8 ft 6 1 in. by 11 ft6 1 in. high). On top of the
walls there is a pyramidal collection hood with a collection
box.

7.1.2.1 Other enclosure sizes, such as 2.4 by 2.4 by 2.4 m (8
by 8 by 8 ft) or the 3 m cube are permitted, provided that the
internal volume of the enclosure, exclusive of the pyramidal
hood, ranges between 14.5 m3 (512 ft3) and 36 m3( 1272 ft3),
the floor area ranges between 6 m2 (64 ft2) and 9 m2(97 ft2),
and the maximum air movement within the enclosure complies
with 7.1.12 (Note 1).

8 Available from Canadian Standards Association, 178 Rexdale Blvd., Rexdale,
Ontario, Canada, M9W IR3.

9 Available from the Institute of Electrical and Electronic Engineers, 345 East
47th St., New York, NY 10017.

10 Available from (ISO), P.O. Box 56, CH-1211, Geneva, Switzerland.
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NOTE 1—There is, as yet, not enough information as to the equivalence
on smoke release between the various facilities. Further work needs to be
done to confirm this.

7.1.2.2 In case of disputes, the referee method is the tests
conducted using the enclosure in 7.1.2.

7.1.3 Walls—The maximum conductive heat flux loss of the
walls of the structure is 6.8 W/(m2K) (30 Btu/h-ft2), based
upon an inside wall temperature of 38°C (100°F) and an
outside air temperature of 24°C (75°F). Paint the interior
surface of the walls flat black. Any materials of construction
that meet the preceding requirements are acceptable. Two
examples of acceptable construction materials are nominally
152 mm (6 in.) thick concrete masonry blocks (density: 1700
kg m−3 (106 lb ft−3) and thermal conductivity nominallyk
5 1.75 W/(mK), at 21°C; 12.13 Btu in./ft2 h°F, at 70°F) or
nominally 13 mm (0.5 in.) gypsum board, with 896 6 mm (3.5
6 0.25 in.) of standard fiberglass insulation, with anRvalue of
1.94 m2 K/W (which corresponds in practical units to anR
value of 11 hft2 °F/Btu). Windows for observation of the fire
test are allowed in the walls; ensure that the total area of the
windows does not exceed 1.86 m2 (20 ft2).

7.1.3.1 Select materials of construction which can withstand
the high temperatures and presence of open flame within the
test enclosure and duct.

7.1.4 Provide air intakes at the base of two opposite walls,
one of which contains the access door. Ensure that the total
cross sectional area of the air intakes is 1.456 0.03 m2 (22506
50 in.2 ), and that the intake areas are divided approximately
equally. Fig. 1 shows dimensions for the air intakes installed in
the walls. Air intakes are not permitted in either of the other
two walls.

7.1.5 Construct a door with wired glass and locate it as
shown in Fig. 1. The door is 9006 25 mm wide and 21006 25
mm high (356 1 in. by 836 1 in.), with an overall conductive
heat flux loss no greater than that of the walls, that is, 6.8
W/(m

2

K) (30 Btu/h-ft2). A steel framed wired glass door will
meet these requirements. Adequately seal the sides and top of
the door to prevent drafts.

7.1.6 Construct a truncated pyramid stainless steel hood,
formed as shown in Fig. 1, and locate it on top of the enclosure
walls. Make the slope on each side of the hood 40°. Form a seal
between the hood and the walls; a compressible inorganic
batting as gasket is suitable.

7.1.7 Insulate the exterior of the hood to make an overall
conductive heat loss no greater than that of the walls.

7.1.8 Locate a cubical stainless steel collection box, 9106
25 mm (366 1 in.), on a side on top of the exhaust hood, with
a nominal 4106 25 mm (166 1 in.) diameter stainless steel
pipe exhaust duct centered in one side.

7.1.9 Install the exhaust duct horizontally and connect it to
the plenum of the hood.

7.1.10 Construct a square 610 mm6 25 mm (246 1 in.)
baffle, centered over the cable tray. An acceptable height is 300
to 400 mm (12 to 15 in.) above the tray.

7.1.11 Construct a collection-exhaust system, as explained
in 7.2 and Annex A2.

7.1.12 Ensure that the maximum air movement within the
enclosure, with only the intake and exhaust openings open, the
exhaust fan on, and the burner off, does not exceed 1 m s−1 (3.3
ft s−1), as measured by a vane-type anemometer in the areas in
7.1.12.1 and 7.1.12.2:

1. Enclosure: an acceptable construction consists of concrete masonry blocks, laid up with mortar, nominally 203 mm high by 406 mm wide by 152 mm thick (8 by 16
by 6 in.).

2. Wired-glass door, for access and observation. The overall size of the door is 2.1 m high and 0.9 m wide (84 by 36 in.).
3. Steel-framed wired-glass observation windows, 457 mm (18 in.) per side (optional).
4. Truncated-pyramid stainless steel hood, with each side sloped 40°.
5. Cubical collection box, 914 mm (36 in.) per side, with exhaust duct centered on one side.
6. Cable tray, mounted vertically in the center of the enclosure. Tray base (stand) is optional.
7. Air intake openings.

FIG. 1 Cable Test Enclosure
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7.1.12.1 At the floor level where the burner is positioned
during the test, and

7.1.12.2 At 1.506 0.05 m (4.9 ft 6 2 in.) above the
enclosure floor, where the cable tray is positioned during the
test.

7.2 Exhaust Collection System:
7.2.1 Construct the exhaust collection system containing, as

a minimum: a blower, a steel hood, a duct, a bidirectional
probe, thermocouple(s), and an oxygen measurement system.
Optional components of the exhaust collection system include
a system for combustion gas sampling and analysis and a
smoke obscuration measurement system (white light photocell
lamp/detector or laser).

7.2.2 Ensure that the system for collecting the smoke
(which includes gaseous combustion products) has sufficient
exhaust capacity and is designed in such a way that all of the
combustion products leaving the burning specimen are col-
lected. Make the exhaust system capacity at least 2.7 m3 s−1

(340 ft3 h−1) at normal pressure and at a temperature of 256
2°C (776 4°F).

7.2.3 Place probes for sampling of combustion gas and for
measurement of flow rate in accordance with 7.3.

7.2.4 Make all measurements of gas concentrations or flow
rates at a position in the exhaust duct where the exhaust is
uniformly mixed so that there is a nearly uniform velocity
across the duct section (turbulent flow). Make the minimum
straight section before the measuring system at least 8 times the
inside diameter of the duct, to ensure the exhaust is uniformly
mixed.

7.3 Instrumentation in Exhaust Duct:
7.3.1 The following specifications are minimum require-

ments for exhaust duct instrumentation. Additional information
is found in Annex A1 through Annex A3.

7.3.2 Flow Rate:
7.3.2.1 Measure the volumetric flow rate in the exhaust duct

by means of a bidirectional probe, or an equivalent measuring
system, with an accuracy of at least66 % (see Annex A1
through Annex A3). The response time to a stepwise change of
the duct flow rate shall not exceed 5 s, to reach 90 % of the
final value.

7.3.2.2 Use a bidirectional probe or an equivalent measuring
system to measure pressure in the duct. Locate the probe
shown in Fig. 2 in the exhaust duct, at least 4.6 m (15 ft) but
no more than 13.7 m (45 ft) from the centerline of the
collection box.

7.3.2.3 Build a stainless steel bidirectional probe consisting
of a cylinder 44 mm (1.75 in.) long and 22 mm (0.875 in.) in
inside diameter with a solid diaphragm in the center. The
pressure taps on either side of the diaphragm also provide
support for mounting the probe. Position the long axis of the
probe along the centerline of the duct. Connect the taps to a
pressure transducer which can detect pressure differences as
small as 0.25 Pa (0.001 in. of water).

7.3.2.4 Measure the mass flow rate as indicated in Annex
A3.

7.3.2.5 Measure gas temperatures in the vicinity of the
probe with Inconel sheathed Chromel-Alumel thermocouples.

Ensure that the thermocouple does not disturb the flow pattern
around the bidirectional probe. Further details are discussed in
A1.3.

7.4 Combustion Gas Analysis:
7.4.1 Sampling Line:
7.4.1.1 Construct the sampling line tubes using a material

which is not affected by the combustion gas species, thereby
influencing the concentration of the combustion gas species to
be analyzed. The recommended sequence of the gas train is:
sampling probe, soot filter, cold trap, gas path pump, vent
valve, plastic drying column and carbon dioxide removal
columns (if used), flow controller and oxygen analyzer. Each
analyzer in the gas train shall also include appropriate spanning
and zeroing facilities.

7.4.1.2 Locate the sampling probe in a position where the
exhaust duct flow is well mixed. Use a probe with a cylindrical
cross section to minimize disturbance of the air flow in the
duct. Collect the gas samples along the whole diameter of the
exhaust duct.

7.4.1.3 Manufacture the sampling line, see Fig. 3, from
corrosion resistant material, for example polytetrafluoroethyl-
ene. Remove the particulates contained in the combustion
gases with inert filters to the degree required by the gas
analysis equipment. Preferably filter the gases in more than one
step. Cool the gas mixture to a maximum of 10°C and dry the
gas samples completely before the smoke reaches each ana-
lyzer.

7.4.1.4 Use a pump for the combustion gases which does
not allow the gases to contact oil, grease or similar products, all
of which can contaminate the gas mixture. A membrane pump
is suitable.

7.4.1.5 A suitable sampling probe is shown in Fig. 4. This
sampling probe is of the bar type. Ring type sampling probes
are also acceptable, although they do not collect gas samples
across the full diameter of the duct. The sampling line is shown
in Fig. 3. A suitable pump has a capacity of 10 to 50 L min−1

at 10 kPa (minimum), as each gas analysis instrument con-
sumes about 1 L min−1. A pressure differential of at least 10
kPa, as generated by the pump, reduces the risk of smoke
clogging of the filters. Turn the intake of the sampling probe
downstream to avoid soot clogging the probe.

FIG. 2 Bidirectional Probe
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7.4.1.6 Install a soot filter, capable of removing all particles
>25µm in size.

7.4.1.7 A refrigerated column is the most successful ap-
proach to cool and dry the gases. Provide a drain plug to
remove the collected water from time to time. Alternative
devices are also acceptable.

7.4.1.8 If carbon dioxide is to be removed, it is important to
use carbon dioxide removal media, as indicated in Fig. 3.

7.4.2 Oxygen Measurement:
7.4.2.1 Measure the oxygen concentration with an accuracy

of at least6 0.04 % of full scale in the output range of 0 to 21
vol % oxygen, or60.01 vol % oxygen, in order to have
adequate measurements of rate of heat release. Take the
combustion gas sample from the end of the sampling line.
Calculate the time delay, including the time constant of the
instrument, from the test room; it is a function of the exhaust
duct flow rate. This time delay shall not exceed 60 s.

7.4.2.2 Use an oxygen analyzer, meeting the specifications
of 7.4.2.1, preferably of the paramagnetic type.11

7.5 Cable Tray:
7.5.1 Use a steel ladder cable tray, 3006 25 mm (126 1

in.) wide, 756 6 mm (36 0.25 in.) deep, and 24406 25 mm

(8 ft 6 1 in.) long. Arrange the tray so that the burner flame
will impinge on the cables midway between rungs.

7.5.1.1 Each rung in the tray is to measure 256 6 mm (16
0.25 in.) in the direction parallel to the length of the tray and
13 6 3 mm (0.56 0.125 in.) in the direction parallel to the
depth of the tray.

7.5.1.2 Space the rungs 2306 13 mm (96 0.5 in.) apart
(measured center to center).

7.5.1.3 Attach the rungs to the side rails.
7.5.1.4 Mount the cable tray vertically in the center of the

enclosure. Position the tray on a tray base (stand) which is to
be no higher than 1506 25 mm (66 1 in.).

7.6 Burner:
7.6.1 Use a 254-mm (10-in.) strip or ribbon type propane

gas burner with an air/gas Venturi mixer.
7.6.2 The flame producing surface of the burner consists

essentially of a flat metal plate that is 341 mm (137⁄16 in.) long
and 30 mm (15⁄32 in.) wide. The plate has an array of 242 holes
drilled in it. The holes are 1.35 mm (metric drill size: 1.35 mm)
or 0.052 in. (No. 55 drill) in diameter, on 3.2-mm (0.125-in.)
centers in three staggered rows of 81, 80 and 81 holes each, to
form an array measuring 257 mm (101⁄8 in.) by 5 mm (3⁄16 in.).
Center the array of holes on the plate (see Fig. 5).12

7.6.3 Protocol A:
7.6.3.1 Position the burner behind the cable tray containing

the specimen, with the flame-producing surface (face) of the
burner vertical and its long dimension horizontal and with the
257-mm (101⁄8-in.) dimension of the array of holes spaced 76
6 5 mm (3.06 0.2 in.) from the specimens in the tray and
centered midway between the side rails of the tray. Position the
centerpoint of the array of holes at 460 mm (18 in.) above the
bottom end of the tray and specimen and midway between two

11 A Siemens Oxymat 2 or a Servomex 540 A are suitable.

12 One satisfactory system is a burner supplied by American Gas Furnace
Company, Inc., of Elizabeth, NJ, Catalog No. 10L 11-55, with an air/gas Venturi
mixer, Catalog No. 14-18. Equivalent systems are probably available.

FIG. 3 Schematic Diagram of Gas Analysis System

FIG. 4 Sampling Probe
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rungs. Support the burner in a manner that allows it quick
removal and precise repositioning of the burner to the position
described. The tray faces the door.

7.6.4 Protocol B:
7.6.4.1 Mount the burner on a stand and place it 206 2°

from the horizontal with the burner ports up, in front of the
cable tray. Locate the major axis of the burner ports 3056 25
mm (126 1 in.) above the base of the cable tray and parallel
to the cable tray rungs during the fire test (Fig. 6). The tray
faces away from the door.

7.6.4.2 Attach a guide to the burner or stand such that the
leading edge of the burner face is located quickly and accu-
rately 756 5 mm (3 6 0.2 in.) horizontally away from the
nearest surface of the cables during the burn period of the test.

7.6.5 Insert a flowmeter in both the propane and the air lines
feeding the burner to measure the flow rates of these gases
during the test.

7.6.6 Use a propane flowmeter capable of measuring at least
230 cm3 s−1 (29 ft3 h−1) and an air flowmeter of at least 1330
cm

3

s−1 (170 ft3 h−1). Make flow rate measurements with an
accuracy of63 %. Mass flow controllers with recordable
outputs are permitted alternatives.

7.6.7 Supply compressed air to the burner, either bottled or
from a compressed air system. Filter the air supply sufficiently
so as to eliminate any contaminants that might affect the test
results.

7.6.8 Use air with a dew point no greater than 0°C (32°F),
as measured by a dew point measuring device.13

7.6.9 Use CP grade propane (99 % pure), having a heat
content of approximately 50.8 MJ kg−1 (21.7 k Btu lb−1) (93.0
MJ m−3 at 20°C, 101 kPa), for the burner.

7.6.10 Use a propane flow rate of 2206 8 cm3 s−1 (28 6 1
ft3 h−1 ) when corrected to standard temperature and pressure
(20°C, 101 kPa). This propane flow will provide a theoretical
heat output of 20 kW (approximately 70 000 Btu h−1). The
actual heat output is less, due to incomplete combustion of the
propane at the burner. Accurate flow rates of propane gas are
calculated using the mass flow rate equations.

7.6.11 Use an air flow rate to the burner of 12806 80 cm3

s−1 (1636 10 ft3 h−1) when corrected to standard temperature
and pressure.

7.7 Mass Loss Measuring Device:
7.7.1 Use a mass measuring device, such as a load cell, to

continuously measure the mass loss of the burning specimen.
7.7.2 The mass measuring device needs to measure the

specimen mass with an accuracy of at least645 g (1.6 oz) up
to at least 90 kg (198 lb) of specimen mass. Install it in such a
way that the heat from the burning specimen and any eccen-
tricity of the load does not affect the accuracy. Avoid range
shifts during measurements. Protect all parts of the weight
measuring device by a thermal barrier.

7.7.3 There are two alternative locations for the mass
measuring device, as described in 7.7.4 to 7.7.5 and in 7.7.6.

7.7.4 Alternative 1—Place the mass measuring device under
a platform, with a thermal barrier of dimensions 0.36 0.05 m
by 0.3 6 0.05 m (1 ft 6 2 in. by 1 ft 6 2 in.) and of a
non-combustible material, for example calcium silicate boards.
Provide the platform with sides of 0.1 m6 10 mm (46 0.4 in.)
height in order to prevent melting or falling material from the
tested specimens from falling off the thermal barrier.

7.7.5 Do not exceed 0.5 m (20 in.) from the upper surface of
the thermal barrier to floor level. Shield the area between the
thermal barrier and the floor level to avoid lifting forces due to
fire induced air flow that could influence the measurement.
Ensure that there are virtually no obstructions to the air supply
for the test set-up.

7.7.6 Alternative 2—Place the mass measuring device in the
hood and hang the cable tray from it. Thermal and combustion
gas protection of the mass measuring equipment is still
required.

7.7.7 Place a square galvanized steel platform under the
cable tray. The platform shall be constructed of nominally 1.6

13 A satisfactory system is Alnor Model 7000 U, No. 1999, but equivalent
alternative systems are probably available.

FIG. 5 Burner Holes

FIG. 6 Protocol B Cable Tray
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