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This standard is issued under the fixed designation D 5714; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope coordinate system obtained by measuring parallel toctheis

1.1 This specification covers the information content of(‘the "X value”). _
metadata for a set of digital geospatial data. This specification 3-2 accuracy—the degree of conformity of a measured or

provides a common set of terminology and definitions forcalculated value to some recognized standard or specified
concepts related to these metadata. value. This concept involves the systematic and random error

1.2 The use of the term “geographic information system”of an operation. .
and its definition in this specification is not intended to 3.3 altitude—elevation above or below a reference datum,

introduce a standard definition. as defined in Federal Information Processing Standard 70-1.
1.3 This specification covers minimum content and process>€€ alscelevation _
ing requirements for geospatial metadata. 3.4 area—a generic term for a bounded, continuous, two-

1.4 There are at least three categories of use for geospati@imensional object that may or may not include its boundary.
metadata: (1) to accompany data transfers as documentation,3-5 area chair—a chain that explicitly references left and
(2) internal, on-line documentation of processing steps anf#ght polygons and not start and end nodes. It is a component

data lineage, and (3) as stand-alone data set synopses for usedhy@ two-dimensional manifold.

spatial data catalogs, indexes, and referral services. .6 area point—a representative point within an area usu-
ally carrying attribute information about that area.
2. Referenced Documents 3.7 attribute—a defined characteristic of an entity type (for
2.1 ANSI Standards: example, composition).

ANSI X3.51 Representations of Universal Time, Local 3.8 attribute value—a specific quality or quantity assigned
Time Differentials, and United States Time Zone Refer-t0 an attribute (for example, steel), for a specific entity

ence for Information Interchange Instance. _ .
ANSI X3.30 Representation for Calendar Date and Ordinal 3-9 chain—a directed non-branching sequence of non-
Date for Information Interchange intersecting line segments or arcs bounded by nodes, or both,
ANSI 739.50 Information Retrieval Service Protocol for Not necessarily distinct, at each end. Area chain, complete
Open Systems Interconnectfon chain, and network chain are special cases of chain, and share
2.2 SDTS Standard: all characteristics of the general case as defined above.
Federal Information Processing Standard 173 in SDTS 3.10 complete chai-a chain that explicitly references left
70-13 and right polygons and start and end nodes. It is a component
2.3 M|||tary Standards: of a two-dimensional manifold.
MIL-STD-600006 Vector Product Fornfat 3.11 compound elementa group of data elements and
MIL-A-89007 Military Specification ARC Digitized Raster Other compound elements. Compound elements represent
Graphics (ADRG} higher-level concepts that cannot be represented by individual
data elements.
3. Terminology 3.12 coordinates—pairs of numbers expressing horizontal

3.1 abscissa-the coordinate of a point in a plane cartesiandistances along orthogonal axes; alternatively, triplets of num-
bers measuring horizontal and vertical distances.
* This specification is under the jurisdiction of ASTM Committee D-18 on Soil 3.13 data elemen.{_a Iog_lcally p“mltlve. item of data. .
and Rock and is the direct responsibility of Subcommittee D18.01 on Surface and 3.14 c_jata S_et_a f”e_ or files that _Contam related geometric
Subsurface Characterization. and attribute information; a collection of related data.

g}urrent edition approved April 15, 1995. Published January 1996. 3.15 depth_perpendic[”ar distance of an interior point
Available from American National Standards Institute, 11 W. 42nd St., 13th .
Floor, New York, NY 10036. from the surface of an object.
3 Available from Spatial Data Transfer Standard, Washington Department of 3.16 developable surfaee-a surface that can be flattened to

Commerce NIST, 11 W. 42nd St., 13th Floor, New York, NY 10036. (Supportive form a plane without compressing or stretching any part of it.

Terminology) Examples incl nes and cylinder
4 Available from Standardization Documents Order Desk, Bldg. 4 Section D, 700 a pde'S. (|: gde cones a dd.cy d.e S: | N larl
Robbins Ave., Philadelphia, PA 19111-5094, Attn: NPODS. 3.17 digital image—a two-dimensional array of regularly
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i D 5714
spaced picture elements (pixels) constituting a picture. 3.31 grid cell—a two-dimensional object that represents the
3.18 digital volume—a three-dimensional array of regularly smallest non-divisible element of a grid.
spaced volume elements (voxels) constituting a volume. 3.32 GT-polygor—an area that is an atomic two-

3.19 domain—in the definition of the elements in this dimensional component of one and only one two-dimensional
specification, the domain identifies valid values for a datananifold. The boundary of a GT-polygon may be defined by
element. GT-rings created from its bounding chains. A GT-polygon may

3.20 elevation—conforming to Federal Information Pro- also be associated with its chains (either the bounding set, or
cessing Standard 70-1, the term “altitude” is used in thighe complete set) by direct reference to these chains. The
specification, rather than the common term elevation. complete set of chains associated with a GT-polygon may also

3.21 entity instance-a spatial phenomenon of a defined be found by examining the polygon references on the chains.
type that is embedded in one or more phenomena of different 3.33 GT-ring—a ring created from complete or area chains,
type, or that has at least one key attribute value different fron®r both.
the corresponding attribute values of surrounding phenomena 3.34 horizontal—tangent to the geoid or parallel to a plane
(for example, the 10th Street Bridge). that is tangent to the geoid.

3.22 entity point—a point used for identifying the location ~ 3.35 implicit position—method of identifying positions by a
of point features (or areal features collapsed to a point), such gdace in an array of values.
towers, buoys, buildings, places, etc. 3.36 interior area—an area not including its boundary.

3.23 entity type—the definition and description of a setinto  3.37 label point—a reference point used for displaying map
which similar entity instances are classified (for exampleand chart text (for example, feature names) to assist in feature

bridge). identification.

3.24 explicit positior—method of identifying positions di- ~ 3.38 layer—an integrated, areally distributed, set of spatial
rectly by pairs (for horizontal positions) or triplets (for hori- data usually representing entity instances within one theme, or
zontal and vertical positions) of numbers. having one common attribute or attribute value in an associa-

3.25 G-polygor—an area consisting of an interior area, onetion of spatial objects. In the context of raster data, a layer is
outer G-ring and zero or more nonintersecting, non-neste8Pecifically a two-dimensional array of scaler values associated
inner G-rings. No ring, inner or outer, shall be collinear with or With all or part of a grid or image.
intersect any other ring of the same G-polygon. 3.39 line segment-a direct line between two points.

3.26 G-ring—a ring created from strings or arcs, or both.  3.40 link—a topological connection between two nodes. A

3.27 geoid—a mathematical representation of the surface ofink may be directed by ordering its nodes.
the earth accounting for local geodetic and gravity measure- 3.41 media—the physical devices used to record, store, or
ments. transmit data, or combination thereof.

3.28 geospatial data-information that identifies the geo- ~ 3.42 metadata—data about the content, quality, condition,
graphic location and characteristics of natural or constructe@nd other characteristics of data.
features and boundaries on the earth. This information may be 3.43 network—a graph without two-dimensional objects. If
derived from, among other things, remote sensing, mapping),rojected onto a two-dimensional surface, a network can have
and surveying technologies. either more than one node at a point or intersecting links or

3.29 graph—a set of topologically interrelated zero- chains, or both, without corresponding nodes.
dimensional (node), one-dimensional (link or chain), and 3-44 network chair—a chain that explicitly references start
sometimes two-dimensional (GT-polygon) objects that conand end nodes and not left and right polygons. It is a
form to a set of defined constraint rules. Numerous rule set§omponent of a network.
can be used to distinguish different types of graphs. Three such 3.45 node—a zero-dimensional object that is a topological
types, planar graph, network, and two-dimensional manifoldjunction of two or more links or chains, or an end point of a
are used in this specification. All three share the followinglink or chain.
rules: each link or chain is bounded by an ordered pair of 3.46 object—a digital representation of all or part of an
nodes, not necessarily distinct; a node may bound one or mogtity instance.
links or chains; and links or chains may only intersect at nodes. 3.47 ordinate—the coordinate of a point in a plane cartesian
Planar graphs and networks are two specialized types afoordinate system obtained by measuring parallel to/theis
graphs, and a two-dimensional manifold is an even morég‘the 'y’ value”).
specific type of planar graph. 3.48 phenomenon-a fact, occurrence, or circumstance.

3.30 grid—(1) a set of grid cells forming a regular, or nearly Route 10, George Washington National Forest, and Chester-
regular, tessellation of a surface; (2) a set of points arrayed ifield County are all phenomena.

a pattern that forms a regular, or nearly regular, tesselation of 3.49 pixel—two-dimensional picture element that is the

a surface. The tessellation is regular if formed by repeating themallest non-divisible element of a digital image.

pattern of a regular polygon, such as a square, equilateral 3.50 planar graph—the node and link or chain objects of
triangle, or regular hexagon. The tessellation is nearly regulathe graph occur or can be represented as though they occur
if formed by repeating the pattern of an“ almost” regularupon a planar surface. Not more than one node may exist at any
polygon such as a rectangle, non-square parallelogram, given point on the surface. Links or chains may only intersect

non-equilateral triangle. at nodes. Documents
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3.51 point—a zero-dimensional object that specifies geo-characters, “date” for day of the year, and “time” for time of the
metric location. One coordinate pair or triplet specifies theday.
location. Area point, entity point, and label point are special 3.66 universe polygor-defines the part of the universe that
implementations of the general case. is outside the perimeter of the area covered by other GT-
3.52 primitive—the quality of not being subdivided; atomic. polygons (‘covered area”) and completes the two-dimensional
3.53 processing step-a discrete unit of processing that manifold. This polygon completes the adjacency relationships
affects either the data or metadata in a data set. of the perimeter links. The boundary of the universe polygon is

3.53.1 Discussion-Different GISs may discretize processes "€Presented by one or more inner rings and no outer ring.
differently, and so the definition of processing step dependé\ttribution of the universe polygon may not exist, or may be
somewhat on the particular GIS. Processing steps shall inclucvbstantially different from the.attrlbutl(.)n of the covered area.
all steps followed to automate the data set, such as digitizing or 3-67 vector—composed of directed lines. _
scanning. Processing steps shall also include data-set reviews 3-68 vertical—at right angles to the horizontal; includes
A data set review typically will not alter the basic data, but the@ltitude and depth.
review with its results should be documented in the metadata. 3:69 VPF—the vector product format (see 2.3).

3.54 quality—an essential or distinguishing characteristic 3+/0 void polygor—defines a part of the two-dimensional
necessary for cartographic data to be fit for use. manifold that is bounded by other GT-polygons, but otherwise

3.55 raster—one or more overlapping layers for the samehas the same characteristics as the universe polygon. The
grid. or digital image geometry and topology of a void polygon are those of a

356 rast biect _ i both GT-polygon. Attribution of a void polygon may not exist, or
-00 Taster object—one or moreé iImages or grias, or both, ay be substantially different from the attribution of the
each grid or image representing a layer, such that correspong

; - : overed area.
ing grid .cells or pixels, or both, between layers are congruen 3.71 voxel—a three-dimensional element that is the smallest
and registered.

i L . . non-divisible element of a digital volume.
3.57 resolution—the minimum difference between two in- 3 75 pefinitions—These definitions are provided to clarify

dependently measured or computed values which can bgrms ysed in this specification. Definitions are from SDTS,
distinguished by the measurement or analytical method being|pg 173

considered or used.
3.58 ring—sequence of nonintersecting chains or strings o4, Data Element Description
arcs, or both, with closure. Aring represents a closed boundary

but not the interior area_lr_1§|de the closed boundary. ) entry for a data element includes the name of the data element,
3.59 schema-the definition of table columns, relations, e gefinition of the data element, a description of the values
data, Domain, and other elements of a data base, Oftefyat can be assigned to the data element. The form for the

4.1 Adata elementis a logically primitive item of data. The

illustrated using an entity-relationship diagram. definition of the data elements is:
3.60 SDTS—the Spatial Data Transfer Standard (see 2.2). Data element name—definition.
3.61 spatial data—see geospatial data. Type:
3.62 stratum—one of a series of layers, levels, or gradations ?:gmsg‘me

in an ordered system. For this specification, the term is used in Tag Value:

the sense of (1) a region of sea, atmosphere, or geology that is

distinguished by natural or arbitrary limits: (2) a S0Gi0eCo- 4.2 The information about the values for the data elements

nomic level of society comprised of persons of the same Oinclude a description of the type of the value and a description
omic fev 1€ty compri P . bf the domain of the valid values. The type of the data element

similar status, especially with regard to education or culture; Ofescribes the kind of value to be provided. The choices are

(3) a layer of vegetation, usually of the same or similar he'ght“integer” for integer numbers,* real” for real numbers, “text’

3.63 string—g_connected non-branching sequence of lingqor ascll characters, date” for day of the year, and “time” for
segments specified as the ordered sequence of points betwggfie of the day.

those line segments. _ _ 4.3 The domain describes valid values that can be assigned
3.63.1 Discussior—A string may intersect itself or other tg the data element. The domain may specify a list of valid
strings. values, references to lists of valid values, or restrictions on the

3.64 two-dimensional manifold-a planar graph and its range of values that can be assigned to a data element.
associated two-dimensional objects. Each chain bounds two 4.4 The domain also may note that the domain is free from
and only two, not necessarily distinct, GT-polygons. Therestrictions, and any values that can be represented by the
GT-polygons are mutually exclusive and completely exhausttype” of the data element can be assigned. These unrestricted,
the surface. domains are represented by the use of the word “free” followed

3.65 type—in the definition of the elements in the metadataby the type of the data element (that is, free text, free date, free
standard, a compound element has the type “compound” treal, free time, free integer). Some domains can be partly, but
provide a unique way to identify compound elements. For enot completely, specified. For example, there are several
data element, the type identifies the kind of value that can bwidely used data transfer formats, but there may be many more
assigned to the data element. The choices are “integer” fahat are less well known. To allow a producer to describe its
integer numbers, “real” for real numbers, “text” for ASCIl data in these circumstances, the conven%&yrﬁim{g
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of values followed by the designation of a “free” domain is for the time differential factor, and hhmm is the time differen-
used. In these cases, assignments of values shall be made frtiad factor (see ANSI X3.51).
the provided domain when possible. When not possible, 5.2.3 Text elements are used for nonnumeric elements such
providers may create and assign their own value. A createds names, descriptions, keywords, and commentary. This
value shall not redefine a value provided by this specificationspecification does not require specific lengths for text elements.
4.5 The descriptor “Tag Name” contains a character strinddeally, unlimited-length strings should be supported by a
tag for the specified data element whose maximum length is tecompliant GIS. In practice, however, a compliant GIS could
characters. This descriptor may be used by implementors tinplement these elements with fixed sizes providing enough
internally name data elements within a database or softwarspace for reasonable use of the elements.
system where long text of the data element name would not be 5.2.4 Code elements are used for referencing a limited set of
feasible. For reporting and display purposes, the full dataalid attribute values. Codes may be expanded into full text for
element name is the preferred form of presentation. Tag namgisplay. Code values (domain) are described in Section 11 of
will also be used by metadata management software to declathis specification. Additions to these attributes, domains may
the format tags in both Standard Graphics Markup Languagbe made as required by the user community and this specifi-
(SGML) and Hyper Text Markup Language (HTML). Meta- cation will be amended by the ASTM mapping and GIS section
data may be exchanged between software systems using ASGd include them.
text files in which all metadata elements are encoded using the 5.2 5 Values for latitude and longitude shall be expressed as
markup tags using the following example: decimal fractions of degrees. Whole degrees of latitude shall be
<TAGNAME> metadata entry value text </TAGNAME>  represented by a two-digit decimal number ranging from 0
4.6 The descriptor “Tag Value” contains a unique integer taghrough 90. Whole degrees of longitude shall be represented by
value to be used to describe and manipulate these data elemegtshree-digit decimal number ranging from 0 through 180.
within the Information Retrieval Service Protocol (see ANSI/When a decimal fraction of a degree is specified, it shall be
ISO Z39.50). separated from the whole number of degrees by a decimal
point. Decimal fractions of a degree may be expressed to the
} i o i precision desired. Latitudes north of the equator shall be
5.1 Introduction—This specification does not require spe- specified by a plus sign ( +) or by the absence of a minus sign
cific internal formats for data elements but does specify th -) preceding the two digits designating degrees. Latitudes
data types. required for data exchange. Internal Qata formats akg,th of the Equator shall be designated by a minus sign (-)
a design issue for GIS developers. A compliant GIS mMUShreceding the two digits designating degrees. Coordinate
provide access to the required metadata for interactive quelyjements are used to store positional information with respect
and update, where appropriate, for use in data processing ine earth’s surface.
procedures, and for transfer by means of the Spatial Data 5 5 5 For purposes of data transfer, this specification re-

Transfer Standard (SDTS) and by means of a spatial metadafyjres that a compliant GIS be able to automatically transfer

transfer file, formatted using Standard Graphics Markup Lang | o sybsets of metadata in conformance with the SDTS and
guage (SGML) using the provided tag names as text markerﬁsing SGML formatting.

5.2 This specification specifies only that data elements are
one of numeric, date, code, or text for ease in data transfes Integration of Metadata and Data Set
between software systems. In addition, data elements may be

described as coordinates or coordinate pairs, in which case, ¢':16'1|.The Gmsetadata f(_)r a df‘ta set fshhall dbe trecc)atted t_)y a
pair of numeric elements is indicated. compliant GIS as an integral part of the data. Operations

5.2.1 Numeric elements shall be made available for dat erformed on a data set by GIS software shall not render the
exchange as a character representation, conforming to 1S ta set’'s metadata invalid and shall update the metadata where

6093 with the provision that FULL STOP (that is, period) shall _possible. Metadata shall be retained when a data set is copied,

be used for the decimal mark. A compliant GIS would store'mport?d' or exporte_d. . Software should also su_pport the
numeric elements internally using numeric or character forma,?xtractmn and transmission of metadata from a spatial data set,

but the data must be made available for standard numeri@dependent from the data set, for purposes of data indexing

processing, preserving the precision of the data values. N("d information exchange.

meric elements may be further characterized as real or integelr.
5.2.2 Date elements shall be expressed for access and Metadata Contents

transfer in the format YYYYMMDD, where Y is year, M is 7.1 This section describes the individual metadata elements

month, and D is day (see ANSI X3.30) ((adopted as Federdp be included in this specification. Major headings (7.1, 7.3,

Information Processing Standard 4-1). Time elements are to ic.) denote major groupings of elements that are conceptually

represented using hours, minutes, seconds, and decimal fragssociated at a high level. Dependencies and optionality of data

tions of a second (to the precision desired) without separatoglements are described in Section 8.

convention, with the general form of HHMMSSSS (see ANSI 7.2 Identification Informatior—-Basic information about the

X3.43). Information with a differential factor is to be repre- data set. Type: compound, Tag Name: IDINFO, Tag Value:

sented using the general form HHMMSSSSshhmm, wher&100.

HHMMSSSS is the local time using 24-h timekeeping (ex- 7.2.1 Citation—Information to be used to reference the data

pressed to the precision desired),” s” is the plus or minus sigset. Type: compound, Tag Name: CITATICDd@WJS

5. Data Format
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7.2.2 Description—A characterization of the data set, in- South Bounding Coordinate |La North Bounding Coordinate,
cluding its intended use and limitations. Type: compound, Taglag Name: SBNDGCOORD, Tag Value: 3115.

Name: DESCR, Tag Value: 3102. 7.2.5.6 Data Set G-Polygor-Coordinates defining the out-
7.2.2.1 Abstract—A brief narrative summary of the data set. line of an area covered by a data set. Type: compound, Tag

Type: text, Domain: free text, Tag Name: ABSTRACT, Tag Name: DSGPOLY, Tag Value: 3116.

Value: 62 (bibl). 7.2.5.7Data Set G-Polygon Outer G-RirgThe closed
7.2.2.2 Purpose—A summary of the intentions with which nonintersecting boundary of an interior area. Type: compound,

the data set was developed. Type: text, Domain: free text, Taiag Name: DSGPOLYO, Tag Value: 3117.

Name: PURPOSE, Tag Value: 3104. 7.2.5.8 G-Ring Latitude—The latitude of a point of the
7.2.2.3 Supplemental Informatien-Other descriptive infor-  G-ring. Type: real, Domain: - 90.0 |La G-Ring Latitude |La

mation about the data set. Type: text, Domain: free text, Ta§0.0, Tag Name: GRINGLAT, Tag Value: 3118.

Name: SUPPLINF, Tag Value: 3105. 7.2.5.9 G-Ring Longitude-The longitude of a point of the

7.2.3 Time Period of Content-Time period(s) for which the G-ring. Type: real, Domain: - 180.0 |[La G-Ring Latitude <
data set corresponds to the ground. Type: compound, Taf80.0, Tag Name: GRINGLON, Tag Value: 3119.

Name: TIMEPDCTNT, Tag Value: 3103. 7.2.5.10Data Set G-Polygon Exclusion G-Rigrhe
7.2.3.1 Currentness RefereneeThe basis on which the closed nonintersecting boundary of a void area (or “hole”) in

time period of content information is determined. Type: text,an interior area. Type: compound, Tag Name: DSGPOLYX,

Domain:“ground condition” “publication date” free text, Tag Tag Value: 3120.

Name: CURRENT, Tag Value: 3106. 7.2.6 Keywords—Words or phrases summarizing an aspect

7.2.4 Status—The state of and maintenance information for of the data set. Type: compound, Tag Name: KEYWORDS,
the data set. Type: compound, Tag Name: STATUS, Tag Valuefag Value: 3121.

3107. 7.2.6.1 Theme—Subjects covered by the data set (for a list
7.2.4.1 Progress—The state of the data set. Type: text, of some commonly used thesauri, see Part IV: Subject/index
Domain: “Complete” “In work” “Planned,” Tag Name: term sources in Network Development and MARC Standards
PROGRESS, Tag Value: 3108. Office, 1988, USMARC code list for relators, sources, and
7.2.4.2 Maintenance and Update FrequemreThe fre- description conventions: Washington, Library of Congress).
quency with which changes and additions are made to the dafé/pe: compound, Tag Name: THEME, Tag Value: 3122.
set after the initial data set. Type: text, Domain: “Unknown” 7.2.6.2 Theme Keyword ThesaurusReference to a for-
“As needed” “Irregular” “None planned” “Continually”™ mally registered thesaurus or a similar authoritative source of
Daily” “Weekly” “Monthly” “Annually,” Tag Name: UP-  theme keywords. Type: text, Domain: “None” free text, Tag
DATE, Tag Value: 3109. Name: THMKWTHSRS, Tag Value: 3123.

7.2.5 Spatial, Domair-The geographic areal, domain of 7.2.6.3 Theme Keyword-Common-use word or phrase
the data set. Type: compound, Tag Name: SPDOM, Tag Valugised to describe the subject of the data set. Type: text, Domain:
3110. free text, Tag Name: THEMEKEY, Tag Value: 3124.

7.2.5.1 Bounding Coordinates-The limits of coverage of a 7.2.6.4 Place—Geographic locations characterized by the
data set expressed by latitude and longitude values in the orddata set. Type: compound, Tag Name: GEOGPLACE, Tag
western-most, eastern-most, northern-most, and southerialue: 58 (bibl).
most. For data sets that include a complete band of latitude 7.2.6.5 Place Keyword ThesaurasReference to a formally
around the earth, the West Bounding Coordinate shall beegistered thesaurus or a similar authoritative source of place
assigned the value — 180.0, and the East Bounding Coordinakeywords. Type: text, Domain: “None” “Geographic Names
shall be assigned the value 180.0 Type: compound, Tag Nam#&formation System” free text, Tag Name: PLCKWTHSRS,
BOUNDING, Tag Value: 3111. Tag Value: 3126.

7.2.5.2 West Bounding CoordinateWestern-most coordi- 7.2.6.6 Place Keyword—-The geographic name of a location
nate of the limit of coverage expressed in longitude. Type: realgovered by a data set. Type: text, Domain: free text, Tag Name:
Domain: — 180.0 |La West Bounding Coordinate < 180.0, Tag°’LCKEYWORD, Tag Value: 3127.

Name: WBNDGCOORD, Tag Value: 3112. 7.2.6.7 Stratum—Layered, vertical locations characterized
7.2.5.3 East Bounding CoordinateEastern-most coordi- by the data set. Type: compound, Tag Name: STRATUM, Tag
nate of the limit of coverage expressed in longitude. Type: realyalue: 3128.

Domain: - 180.0 |La East Bounding Coordinate |La 180.0, Tag 7.2.6.8 Stratum Keyword ThesaurusReference to a for-
Name: EBNDGCOORD, Tag Value: 3113. mally registered thesaurus or a similar authoritative source of
7.2.5.4 North Bounding Coordinate-Northern-most coor- stratum keywords. Type: text, Domain: “None” free text, Tag

dinate of the limit of coverage expressed in latitude. Type: realName: STRATKT, Tag Value: 3129.

Domain: - 90.0 |La North Bounding Coordinate |La 90.0; 7.2.6.9 Stratum Keyword-The name of a vertical location

North Bounding Coordinate |Ls South Bounding Coordinateused to describe the locations covered by a data set. Type: text,

Tag Name: NBNDGCOORD, Tag Value: 3114. Domain: free text, Tag Name: STRATKEY, Tag Value: 3130.
7.2.5.5 South Bounding CoordinateSouthern-most coor- 7.2.6.10 Temporal—Time period(s) characterized by the

dinate of the limit of coverage expressed in latitude. Type: realdata set. Type: compound, Tag Name: TEMPORAL, Tag

Domain: - 90.0 |La South Bounding Coordinate |La 90.0;Value: 3131. Documents
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7.2.6.11 Temporal Keyword ThesaurdsReference to a for- text, Domain: free text, Tag Name: SECHANDL, Tag Value:
mally registered thesaurus or a similar authoritative source 03145.
temporal keywords. Type: text, Domain: “None” free text, Tag 7.2.13 Native Data Set EnvironmentA description of the
Name: TEMPKEYT, Tag Value: 3132. data set in the producer’s processing environment, including
7.2.6.12 Temporal Keyword-The name of a time period items such as the name of the software (including version), the
covered by a data set. Type: text, Domain: free text, Tag Namezomputer operating system, file name (including host-, path-,
TMPKEYWORD, Tag Value: 3133. and file names), and the data set size. Type: text, Domain: free
7.2.7 Access ConstraintsRestrictions and legal prerequi- text, Tag Name: NATIVE, Tag Value: 3146.
sites for accessing the data set. These include any access’-2.14 Cross Refereneelnformation about other, related
constraints applied to ensure the protection of privacy ogata sets that are likely to be of interest. Type: compound, Tag
intellectual property, and any special restrictions or limitationsName: CROSSREF, Tag Value: 3147.
on obtaining the data set. Type: text, Domain: “None” free text, 7.3 Data Quality Informatior—A general assessment of the
Tag Name: ACCESSCONS, Tag Value: 3134. quality of the data set. (Recommendations on information to be
7.2.8 Use Constraints—Restrictions and legal prerequisites "eported and tests to be performed are found in “Spatial Data
for using the data set after access is granted. These include afpality,” that is Chapter 3 of Part 1 in Department of
access constraints applied to ensure the protection of privacy érommerce, 1992, Spatial Data Transfer Standard (SDTS)
intellectual property and any special restrictions or limitations(Federal Information Processing Standard 173). Type: com-

on obtaining the data set. Type: text, Domain: “None” free textpound, Tag Name: DATAQUAL, Tag Value: 3200.
Tag Name: USECONSTR, Tag Value: 3135. 7.3.1 Attribute Accuracy—An assessment of the accuracy of

7.2.9 Point of Contact—Contact information for an indi- the identification of entities and assignment of attribute values

vidual or organization that is knowledgeable about the data sel? the_data set. Type: compound, Tag Name: ATTRACC, Tag
Type: compound, Tag Name: PTCONTAC, Tag Value: 3136, Value: 3201. _
7.2.10 Browse Graphie-A graphic that provides an illus- 7.3.1.1 Attribute Accuracy ReportAn explanation of the

tration of the data set. The graphic should include a legend foficcuracy of the identification of the entities and assignments of

interpreting the graphic. Type: compound, Tag Name.values in the data set and a description of the tests used. Type:

BROWSE, Tag Value: 3137 text, Domain: free text, Tag Name: ATTRACCR, Tag Value:
7.2.10.1,Browse Gr.aphic .File NameName of a related 32;)23'1 2 Quantitative Attribute Accuracy Assessmed
graphic file that provides an illustration of the data set. Type; 7 y

text, Domain: free text, Tag Name: BROWSEN, Tag Valuezvalue ass_lgned to summarize the accuracy of the identification
3138. of the entities and assignments of values in the data set and the

I - . identification of the test that yielded the value. Type: com-

7.2.10.2 Browse Graphic File DescriptioA-A text descrip- pound, Tag Name: QATTRAC% Tag Value: 3203. yp
tion of the illustration. Type: text, Domain: free text, Tag 7.3.i.3 Attribute Accuracy VaIL’Je—An estimate of the accu-
Name: BROWSED, Tag \./alu.e. 3139. L racy of the identification of the entities and assignments of

7.2.10.3Browse Graphic File Type-Graphic file type of @  ayribute values in the data set. Type: text, Domain: “Un-
related graphic file. Type: text, Domain:, Domain values in thegnawn” free text Tag Name: ATTRACCV, Tag Value: 3204.
following table; free text, Tag Name: BROWSET, Tag Value: 731 4Attribu£e Accurac L P

P - ) (o9 - 3.1 y Explanatiea-The identification

3140, Domain:*CGM” Computer Graphics Metafile "EPS of the test that yielded the Attribute Accuracy Value. Type: text,

Encapsulated Postscript format® GIF” Graphic Interchangey,main: free text, Tag Name: ATTRACCE, Tag Value: 3205.
Format “JPEG” Joint Photographic Experts Group format 7.3.2 Logical Consistency ReperAn explanation of the

“PBM" Portable Bit Map format PS" Postscript format “TIFF,” fidelity of the relationships in the data set and the tests used.

Tagged Image File Format “XWD_”.X'WmeWS Dump. . Type: text, Domain: free text, Tag Name: LOGIC, Tag Value:
7.2.11 Data Set Credit-Recognition of those who contrib- 35046

uted to the data set. Type: text, Domain: free text, Tag Name: ; 3 5 Completeness Reperinformation about omissions,

DATACRED, Tag Value: 3141. selection criteria, generalization, definitions used, and other
7.2.12 Security Informatioa-Handling restrictions im-  ryles used to derive the data set. Type: text, Domain: free text,

posed on the data set because of national security, privacy, ag Name: COMPLETE, Tag Value: 3207.

other concerns. Type: compound, Tag Name: SEINFO, Tag 7 3 4 positional Accuracy-An assessment of the accuracy

Value: 3142. of the positions of spatial objects. Type: compound, Tag Name:
7.2.12.1 Security Classification SysterName of the clas- POACCC, Tag Value: 3208.

sification system Type: text, Domain: free text, Tag Name: 7.3.4.1 Horizontal Positional Accuracy-An estimate of

SECSYS, Tag Value: 3143. accuracy of the horizontal positions of the spatial objects.
7.2.12.2 Security Classificatior-Name of the handling re- Type: compound, Tag Name: HORIZPA, Tag Value: 3209.

strictions on the data set. Type: text, Domain: “Top secret” 7.3.4.2 Horizontal Positional Accuracy RepertAn expla-

“secret” “confidential” “restricted™ unclassified” “sensitive” nation of the accuracy of the horizontal coordinate measure-

free text, tag name: secclas, tag value: 3144. ments and a description of the tests used. Type: text, Domain:
7.2.12.3 Security Handling Descriptioa-Additional infor-  free text, Tag Name: HORIZPAR, Tag Value: 3210.

mation about the restrictions on handling the data set. Type: 7.3.4.3 Quantitative Horizontal Pomém‘s
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