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This standard is issued under the fixed designation D 572; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope D 4483 Practice for Determining Precision for Test Method

1.1 This test method describes a procedure to determine the Standards in the Rubber and Carbon Black Industries
relative deterioration resistance of vulcanized rubber in a higré

. . Summary of Test Method
temperature and high pressure oxygen environment. There may X ,
be no exact correlation between this accelerated test and3-1 Specimens of vulcanized rubber are exposed to a dete-

natural aging of rubber because of the varied conditions ofiorating influence at a specified elevated temperature and

natural aging. This accelerated test is suitable for laborator§*Ygen pressure for known periods of time, after which their
compound or product comparisons. physical properties are determined. These are compared with

the properties determined on the original specimens and the
Note 1—For evaluating rubber vulcanizates under less severe Condbhanges noted.
tions more nearly approaching natural aging, the use of Test Methods 3.2 Unless otherwise specified, the determination of the
D 573 and D 865 is recommended. p . . . .
. ] physical properties shall be carried out in accordance with Test
1.2 The values stated in S| units are to be regarded as th@ethods D 412.
Standard. The Va|ueS given in pal’entheses are fOI’ information 3.3 Except as may be Otherwise Specified in this test
only. _ method, the requirements of Practices D 3182 and D 3183 shalll
1.3 This standard does not purport to address all of thepe complied with and are made part of this test method.
safety concerns, if any, associated with its use. It is the 3.4 In case of conflict between the provisions of this test
responsibility of the user of this standard to establish appromethod and those of detailed specifications or test methods for
priate safety and health practices and determine the applicag particular material, the latter shall take precedence.
bility of regulatory limitations prior to use.(For specific
precautionary statement, see Note 2.) 4. Significance and Use
4.1 Rubber and rubber products must resist the deterioration
of physical properties with time caused by oxidative and
2.1 ASTM Standards: _ thermal aging. This test method provides a way to assess these
D 412 Test Methods for Vulcanized Rubber and Thermoperformance characteristics of rubber, under certain acceler-
plastic Rubbers and Thermoplastic Elastomers—TeRsiongted conditions as specified.
D 454 Test Method for Rubber Deterioration by Heat and 4.2 Piease refer to the Annex in Test Method D573 for

2. Referenced Documents

Air Pressuré S _ important information on standard compounds used for preci-
Dg73r?_TeSt Method for Rubber—Deterioration in an Air sion testing for accelerated test aging evaluation.
ve
D 865 Test Method for Rubber—Deterioration by Heating5. Oxygen-Pressure Vessel
in Air (Test Tube Enclosuré) Note 2—Caution: Adequate safety provisions are important when

D 3182 Practice fo_r _ Rubber—Materials, Equipment, andheating oxidizable organic materials in oxygen since the rate of reaction
Procedures for Mixing Standard Compounds and Prepainay become very rapid in some cases, particularly if large surface area is
ing Standard Vulcanized Shegéts exposed, and very high pressures may be developed. If the same

D 3183 Practice for Rubber—Preparation of Pieces for Tesgquipment is used for the oxygen-pressure test and the air-pressure heat
Purposes from Produéts test, Test Method D 454, care must be exercised to see that the thermo-
static controls are properly set, since the specimens may react very rapidly
with oxygen at the temperature of the air-pressure heat test. Liquids
acceptable as heating media for one test may be hazardous when used for

1 This test method is under the jurisdiction of ASTM Committee D-11 on Rubberthe other test.

and is the direct responsibility of Subcommittee D11.15 on Degradation Tests. _ ;
Current edition approved November 10, 1999. Published January 2000. Origi- 5.1 The OXygen-pressure chamber shall consist of a metal

nally published as D 572 — 40. Last previous edition D 572-88 (F894) vessel designed tO. retain an internal atm.OSphere of oxygen gas
2 Annual Book of ASTM Standardgol 09.01. under pressure, with provisions for placing rubber specimens
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within it and subjecting the whole to controlled uniform 5.1.8 No copper or brass parts shall be exposed to the
temperature. Because of the superior temperature control ardmosphere, nor used in the pressure chamber and tubing or
heat transfer, metal vessels completely immersed in a liquigtalves leading to it.

medium are recommended for purposes of referee tests. The

apparatus shall conform to the following requirements: 6. Sampling

5.1.1 The size of the chamber shall be optional but shall be 6.1 The sample size shall be sufficient to allow for the

such that the specimens may be suspended therein verticaligtermination of the original properties on three specimens and
without undue crowding and without touching each other or they|so on three or more specimens for each exposure period of

sides of the chamber. the test. At least 24 h must elapse between completion of the
5.1.2 The source of heat is optional but shall be locatedulcanization of the samples and the start of the aging test.
outside of the aging chamber proper. 6.2 When minimum requirements are specified, one test on

5.1.3 The heating medium is optional. Water, air, or otheithree dumbbells shall be considered sufficient. But if the results

fluids known to be safe in the presence of oxygen may be usedre below the specified requirements, two additional specimens

Water has an advantage because of its rapid heat transfer apid@ll be prepared from the original sample and tested. Should

noncombustible nature. If air is used, the heated air shall b€ results of either of these tests be below the specified

thoroughly circulated by means of mechanical agitation, andeduirements, the sample shall be considered to have failed to

baffles shall be used as required to prevent local overheating€et the specifications.

and dead spots. Oils or other combustible fluids are extremel )

hazardous in the presence of oxygen, and should not be used 4s Test Specimens

heating media for this test. 7.1 Dumbbell-shaped specimens prepared as described in
5.1.4 Automatic temperature control of the heating mediumTest Methods D 412 shall be considered standard. Their form

by means of thermostatic regulation shall be used. The reghall be such that no mechanical, chemical, or heat treatment

lation system shall be provided with power failure protectionWill be required after exposure in the pressure chamber. If any

and over-shoot protection to prevent accidental runaway tenrdjustments (for example, to thickness) are necessary, they
perature increase. should be performed prior to exposure.

5.1.5 The temperature should be automatically recorded /-2 The cross-sectional dimensions of test specimens for
over the entire test period using a temperature-measuringg/culating the physical properties shall be measured prior to
device capable of measuring at the specific temperature fo<POSUre in the aging chamber. Gage lines used for measuring
within +1°C. For apparatus not equipped with automatic€'ongations shal! be applle_d _after_the specimens have be_en
recording capabilities, temperature shall be measured witA98d- Only specimens of similar dimensions having approxi-

sufficient frequency to ascertain that the temperature limitdnately the same exposed areas may be compared with each

specified in 10.2 are adhered to. If the pressure chamber feher.

completely immersed, the temperature may be taken as that of )

the heating medium. The sensitive element of the temperaturd: Number of Test Specimens

measuring device shall be close to the pressure chamber but not8.1 At least three test specimens shall be used to determine

touching it. If the pressure chamber is not completely im-the original physical properties of each sample and also three

mersed in the heating medium, the sensitive element may bar more specimens of the same material for each exposure

placed in a thermometer well extending into the pressurgeriod of the test.

chamber. The thermometer well should be filled with water, or 8.2 When minimum requirements are specified, one test

oil, to a depth sufficient to cover the element, in order toshall be made for tensile strength and elongation. If the results

facilitate heat transfer. If it is confirmed by actual check thatare below the specified requirements, two additional specimens

the temperature of the oxygen within the chamber is the samghall be prepared from the original sample and tested. Should

as that of the heating medium, the temperature may be taken the results of either of these tests be below the specified

the heating medium instead of in the thermometer well. If airequirements, the samples shall be considered to have failed to

is used as the heating medium, a check of the oven temperatungeet the specifications.

shall be made by means of temperature-indicating devices

placed in various parts of the oven to verify the uniformity of 9. Tests of Unaged Specimens

heating. In any case, it is desirable to verify the recorded g 1 petermine the stress-strain properties or tensile strength

temperature by checking with a temperature-indicating devicgng yltiimate elongation and any other required properties of

having its sensitive element directly exposed to the 0Xygefne original unaged specimens within 96 h of the start of the

within the pressure chamber. aging period. Discard results on specimens that are found to be
5.1.6 Positive, rapid, and complete circulation of the heatingmperfect and retest.

medium shall be maintained so as to assure accurate, uniformg 2 when rubber compounds are to be tested for the purpose

heating. of determining compliance with specifications, it shall be
5.1.7 The pressure chamber shall be equipped with a relpermissible to determine the original properties required in 9.1

able safety valve or rupture diaphragm set for release at 345€Imultaneously with the determination of the values after the

kPa (500 psi) pressure. first aging period even though the elajf3r0 EnsITIEFTES6 h-
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