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Standard Test Method for
Cloud Point of Petroleum Products (Linear Cooling Rate
Method) *

This standard is issued under the fixed designation D 5772; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

INTRODUCTION

This test method describes an alternative procedure for the determination of cloud point of
petroleum products of Test Method D 2500/IP219 using an automatic apparatus. The temperature
results from this test method have been found to be equivalent to Test Method D 2500/IP219. When
specification requires Test Method D 2500/IP219, do not substitute this test method or any other
method without obtaining comparative data and agreement from the specifier.

1. Scope 2.2 |IP Standard:

cloud point of petroleum products and biodiesel fuels that are
transparent in layers 40 mm in thickness by an automatic o
instrument using a linear cooling rate. 3.1 Definitions:

1.2 This test method covers the range of temperatures 3.1.1 cloud point n—in petroleum products and biodiesel
from — 40 to 49°C with temperature resolution of 0.1°C. fuels the temperature of a liquid specimen when a wax crystal

1.3 The values stated in SI units are to be regarded as tpRiructure that is similar in appearance to a cloud is formed upon

standard. The values given in parentheses are for informatiofP0ling under prescribed conditions.
only. 3.1.1.1 Discussior—The cloud point appears when the tem-

1.4 This standard does not purport to address all of thePerature of the specimen is low enough to cause wax crystals
safety concerns, if any, associated with its use. It is thd® Precipitate. In homogeneous liquids, the cloud is always

responsibility of the user of this standard to establish appro-noted first at the location in the specimen where the specimen
priate safety and health practices and determine the app|icatemperature is the lowest. This is typically at the lower portion

. Terminology

bility of regulatory limitations prior to use. of the test jar when using the apparatus described in Test
Method D 2500.

2. Referenced Documents 3.1.2 biodiese] n—a fuel comprised of mono-alkyl esters of
2.1 ASTM Standards: long-chain fatty acids derived from vegetable oils or animal
D 2500 Test Method for Cloud Point of Petroleum Prod-fats, designated B100.

uct2 3.1.2.1 Discussior—Biodiesel is typically produced by a
D 4057 Practice for Manual Sampling of Petroleum andréaction of vegetable oil or animal fat with an alcohol such as

Petroleum Producis methanol or ethanol in the presence of a catalyst to yield-
D 4177 Practice for Automatic Sampling of Petroleum andMono-esters and glycerin. The fuel typically may contain up to

Petroleum Producis 14 different types of fatty acids that are chemically transformed

into fatty acid methyl esters (FAME).
3.1.3 biodiesel blend n—a blend of biodiesel fuel with

*This test method is under the jurisdiction of ASTM Committee D02 on petroleum-based diesel fuel designated BXX, where XX is the
Petroleum Products and Lubricantsand is the direct responsibility of Subcommittegg|yme percentage of biodiesel.
D02.070n Flow Properties.
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3.2 Descriptions of Terms Specific to This Standard: test cell of the approximate dimensions listed in Annex A1, and
3.2.1 automatic cloud pointn—the temperature of a speci- contain a temperature measuring device.
men when the appearance of the cloud is determined under the6.2 Beaker glass or plastic (disposable) (50 mL), for
conditions of this test method. containing the sample prior to introduction into the test cell.
3.2.1.1 Discussior—The cloud point in this test method is 6.3 Circulating Bath a refrigeration unit equipped with a
determined by an automatic instrument using an optical deviceirculating pump capable of maintaining a temperature at least
for detection of the crystal formation. The apparatus and th€0°C lower than the lowest expected cloud point to be
conditions are different from those established for Test Methoaneasured.
D 2500, although, according to interlaboratory examination,
the results have been determined to be equivalent to Test Reagents and Materials

Method D 2500. . _ 7.1 Cleaning Solventssuitable for cleaning and drying the

3.2.2 D 2500/1P219 equalent cloud pomt,n—the tem- test Ce”’ such as petro]eum naphtha and aceIWer(ing_
perature of a specimen, in integers, calculated by rounding thejammable. Liquid causes eye burns. Vapor is harmful. May be
results of this test method to the next lower integer. fatal or cause blindness if swallowed or inhaled.)

3.2.2.1 Discussior—This test method produces results with 7.2 Methyl Alcoho) anhydrous, for use as cooling medium
0.1°C resolution. Should the user wish to provide results withn circulating bath.

a similar format to Test Method D 2500, then this calculation
can be performed. Some apparatus can perform this calculati® Sampling

automatically. 8.1 Obtain a sample in accordance with Practices D 4057 or

4. Summary of Test Method D4l177.

. : . . 8.2 Samples of very viscous materials may be warmed until
. 41 After insertion of the specimen into the apparatus an‘i’hey are reasonably fluid before they are sampled. However, no
initiation of the program, the specimen is heated and the@ample should be heated more than absolutely necessary.
cooled at a specified rate. The specimen is continuously 8.3 The sample shall not be heated above 70°C. When the

;nomtc;red ?};} arl optical tl'ght ba;]rrlerﬂior the frﬁ:’statl_ Strucftut[]esample is heated above 70°C, allow the sample to cool below
ormation. The temperature, when the crystatization of g pefgre filtering or inserting into the apparatus.

wax in the specimen is detected by the optical barrier, is 8.4 When moisture is present in the sample, remove the

Lecorc(ijed V\ath a r_eS(l)Iutloq of 0.1°C. The specimen is thenfnoisture by a method such as filtration through dry lint-free
eated to the original starting temperature. filter paper until the oil is perfectly clear. Make such filtration
5. Significance and Use at a temperature at least 14°C above the expected cloud point.

5.1 For petroleum products and diesel fuels, the cloud point Note 1—Moisture will be noticed in the sample as a separate phase or
is an index of the lowest temperature of its utility for certainas @ haze _throughout th_e entire sample. Generally, a slight haze will not
applications. Wax crystals of sufficient quantity can plug filters™erfere with the detection of the wax cloud.

Ussedz iTDSO”;e fuekljlsys(;c_ems. _ _ _ 9. Preparation of Apparatus
-2 betroleum blending operations require precise measure-g 4 Prepare the instrument for operation in accordance with

ment of the cloud point. the manufacturer’s instructions
5.3 This test method can determine the temperature of the 9.2 Clean and dry the test cell using suitable solvents as

test specimen at which wax crystals have formed sufficiently to

be observed as a cloud, with a resolution of 0.1°C. prescribed by thhe mafqufacturer._ lati hf L.
5.4 This test method provides results that when rounded tg 9.3 Prepare the refrigerated circulating bath for operation in

the next lower integer are equivalent to Test Method D 2500.accordance with the manufacturer’s instructions and allow it to

5.5 This test method is more precise than Test Metho&‘ttam a temperature at least 20°C lower than the expected
D 2500. cloud point of the sample.

6. Apparatus 10. Calibration and Standardization

6.1 Automatic Apparatis—The automatic cloud point ap-  10.1 Ensure that all of the manufacturer's instructions for
paratus described in Annex Al consists of a microprocessofalibrating, checking, and operating the apparatus are fol-
controlled measuring unit that is capable of heating, cooling!owed. _ _
optically observing the appearance of the automatic cloud 10-2 Asample with a mutually agreed upon cloud point can
point, and recording the temperature of the specimen. ThB€ used to verify performance of the apparatus.
apparatus shall be equipped with a digital display, cooling/
heating block assembly, optical light barrier assembly, and &1+ Procedure

11.1 Pour at least 20 mL of the sample into the beaker.
When necessary, heat the sample in a water bath or oven until
® The sole source of supply of the Herzog Model SC 815 and SC 819 known tqt s just sufﬁciently fluid to pour into the beaker.
the committee at this time is Walter Herzog, Lauda, Germany. If you are aware of 11 5 pjace the beaker under the entrance of the test cell and
alternative suppliers, please provide this information to ASTM International . . s .
Headquarters. Your comments will receive careful consideration at a meeting of thgtart the test in accordance with the manufacturer’s instruc-

responsible technical committégwhich you may attend. tions. Ocu ments
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