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1. Scope*

1.1 This test method covers two procedures for the deter-
mination of the pour point temperatures of crude oils down to
−36 °C. Procedure A provides a measure of the maximum
(upper) pour point temperature and is described in 9.1. Proce-
dure B provides a measure of the minimum (lower) pour point
temperature and is described in 9.2.

1.2 The use of this test method is limited to use for crude
oils. Pour point temperatures of other petroleum products can
be determined by Test Method D97.

1.3 The values stated in SI units are to be regarded as
standard. No other units of measurement are included in this
standard.

1.4 WARNING—Mercury has been designated by many
regulatory agencies as a hazardous material that can cause
central nervous system, kidney, and liver damage. Mercury, or
its vapor, may be hazardous to health and corrosive to
materials. Caution should be taken when handling mercury and
mercury-containing products. See the applicable product Ma-
terial Safety Data Sheet (MSDS) for details and EPA’s
website—http://www.epa.gov/mercury/faq.htm—for addi-
tional information. Users should be aware that selling mercury
and/or mercury containing products in your state or country
may be prohibited by law.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use. For specific hazard
statements, see Section 7.

2. Referenced Documents

2.1 ASTM Standards:2

D97 Test Method for Pour Point of Petroleum Products
D130 Test Method for Corrosiveness to Copper from Petro-

leum Products by Copper Strip Test
D323 Test Method for Vapor Pressure of Petroleum Products

(Reid Method)
D4057 Practice for Manual Sampling of Petroleum and

Petroleum Products
D4177 Practice for Automatic Sampling of Petroleum and

Petroleum Products
D7962 Practice for Determination of Minimum Immersion

Depth and Assessment of Temperature Sensor Measure-
ment Drift

E1 Specification for ASTM Liquid-in-Glass Thermometers
E77 Test Method for Inspection and Verification of Ther-

mometers
E1137 Specification for Industrial Platinum Resistance Ther-

mometers
E2251 Specification for Liquid-in-Glass ASTM Thermom-

eters with Low-Hazard Precision Liquids
E2877 Guide for Digital Contact Thermometers

3. Terminology

3.1 Definitions of Terms Specific to This Standard:
3.1.1 digital contact thermometer (DCT), n—an electronic

device consisting of a digital display and associated tempera-
ture sensing probe.

3.1.1.1 Discussion—This device consists of a temperature
sensor connected to a measuring instrument; this instrument
measures the temperature-dependent quantity of the sensor,
computes the temperature from the measured quantity, and
provides a digital output. This digital output goes to a digital
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display and/or recording device that may be internal or external
to the device. These devices are sometimes referred to as a
“digital thermometer.”

3.1.1.2 Discussion—PET is an acronym for portable elec-
tronic thermometers, a subset of digital contact thermometers
(DCT).

3.1.2 maximum (upper) pour point, n—the pour point ob-
tained after the test specimen has been subjected to a pre-
scribed treatment designed to enhance gelation of wax crystals
and solidification of the test specimen.

3.1.3 minimum (lower) pour point, n—the pour point ob-
tained after the test specimen has been subjected to a pre-
scribed treatment designed to delay gelation of wax crystals
and solidification of the test specimen.

3.1.4 pour point, n—the lowest temperature at which move-
ment of the test specimen is observed under the conditions of
the test.

4. Summary of Test Method

4.1 After preliminary heating, the test specimen is cooled at
a specified rate and examined at intervals of 3 °C for flow
characteristics. The lowest temperature at which movement of
the test specimen is observed is recorded as the pour point.

5. Significance and Use

5.1 The pour point of a crude oil is an index of the lowest
temperature of handleability for certain applications.

5.2 This is the only pour point method specifically designed
for crude oils.

5.3 The maximum and minimum pour point temperatures
provide a temperature window where a crude oil, depending on
its thermal history, might appear in the liquid as well as the
solid state.

5.4 The test method can be used to supplement other
measurements of cold flow behavior. It is especially useful for
the screening of the effect of wax interaction modifiers on the
flow behavior of crude oils.

6. Apparatus

6.1 Pour Point Test Apparatus Assembly (see Fig. 1):

6.1.1 Test Jar, cylindrical, of clear glass, flat bottomed,
outside diameter 33.2 mm to 34.8 mm, and height 115 mm to
125 mm. The inside diameter of the jar can range from
30.0 mm to 32.4 mm, within the constraint that the wall
thickness shall be no greater than 1.6 mm. The jar shall have a
line to indicate a sample height 54 mm 6 3 mm above the
inside bottom. The inside of the test jar (up to the mark) shall
be visibly clean and free of scratches.

6.1.2 Temperature Measuring Device—Either liquid-in-
glass thermometer as described in 6.1.2.1 or digital contact
thermometer (DCT) meeting the requirements described in
6.1.2.3 and 6.1.2.4.

NOTE 1—All dimensions are stated in millimetres. Positioning of temperature sensing devices are shown in the figure.
FIG. 1 Apparatus for Pour Point Test
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6.1.2.1 Liquid-in-Glass Thermometers, having ranges
shown in the following table and conforming to the require-
ments prescribed in Specification E1 or Specification E2251
for thermometers:

Thermometer

Thermometer Temperature Range
Number

ASTM IP

High cloud and pour −38 °C to +50 °C 5C, S5C 1C
Low cloud and pour −80 °C to +20 °C 6C 2C
Melting point +32 °C to +127 °C 61C 63C

6.1.2.2 Since separation of liquid column thermometers
occasionally occurs and may escape detection, the ice point of
the thermometers shall be checked prior to the test and used
only if they are accurate within 61 °C (see Test Method E77).

6.1.2.3 Digital contact thermometer requirements for pour
point:3

Parameter Requirement
DCT Guide E2877 Class G or better

Temperature Range –80 °C to 50 °C

Display Resolution 0.1 °C minimum

Sensor Type Platinum Resistance Thermometer (PRT)

Sensor 3 mm o.d. sheath with a sensing element
less than 10 mm in length

Minimum Immersion Less than 40 mm per Practice D7962

Length of Sheath in Sample Tip of sheath between 10 mm and 15 mm
below sample meniscus (Fig. 1).

Accuracy ±500 mK (±0.5 °C) for combined probe and
sensor

Response Time Less than or equal to 25 s as defined in
Specification E1137

Drift Less than 500 mK (0.5 °C) per year

Calibration Error Less than 500 mK (0.5 °C) over the range of
intended use.

Calibration Range –40 °C or lower to 50 °C

Calibration Data 4 data points evenly distributed over calibra-
tion range with data included in calibration
report.

Calibration Report From a calibration laboratory with demon-
strated competency in temperature calibra-
tion which is traceable to a national calibra-
tion laboratory or metrology standards body.

6.1.2.4 Digital contact thermometer requirements for melt-
ing point:
Parameter Requirement
DCT Guide E2877 Class E or better

Temperature Range 32 °C to 130 °C

Display Resolution 0.1 °C minimum

Sensor Type Platinum Resistance Thermometer (PRT)

Sensor 3 mm o.d. sheath with a sensing element
less than 24 mm in length

Minimum Immersion Less than 40 mm per Practice D7962

Length of Sheath in Sample Tip of sheath between 10 mm and 15 mm
below sample meniscus (Fig. 1).

Accuracy ±500 mK (±0.5 °C) for combined probe and
sensor

Response Time Less than or equal to 25 s as defined in
Specification E1137

Drift Less than 500 mK (0.5 °C) per year

Calibration Error Less than 500 mK (0.5 °C) over the range of
intended use.

Calibration Range 32 °C or lower to 130 °C

Calibration Data 4 data points evenly distributed over calibra-
tion range with data included in calibration
report.

Calibration Report From a calibration laboratory with demon-
strated competency in temperature calibra-
tion which is traceable to a national calibra-
tion laboratory or metrology standards body.

NOTE 1—When the DCT display is mounted on the end to the probe’s
sheath, the test jar with the probe inserted will be unstable. To resolve this,
it is recommended that the probe be between 15 cm and 30 cm in length.
A 5 cm long stopper that has a low thermal conductivity with approxi-
mately half of it inserted in the sample tube will improve stability.

6.1.2.5 The DCT calibration drift shall be checked at least
annually by either measuring the ice point or against a
reference thermometer in a constant temperature bath at the
prescribed immersion depth to ensure compliance with 6.1.2.3
or 6.1.2.4. See Practice D7962.

NOTE 2—When a DCT’s calibration drifts in one direction over several
calibration checks, it is an indication of a change in the DCT, thus a full
recalibration is necessary.

6.1.3 Cork, to fit the test jar, center bored for the test
thermometer.

6.1.4 Jacket, watertight, cylindrical, metal, flat bottomed,
115 mm 6 3 mm depth, with inside diameter of 44.2 mm to
45.8 mm. It shall be supported in a vertical position in the
cooling bath (6.1.7) so that no more than 25 mm projects out
of the cooling medium. The jacket shall be capable of being
cleaned.

6.1.5 Disk, cork or felt, 6 mm thick to fit loosely inside the
jacket.

6.1.6 Gasket, to fit snugly around the outside of the test jar
and loosely inside the jacket. The gasket shall be made of
rubber, leather, or other material that is sufficiently elastic to
cling to the test jar and hard enough to hold its shape. Its
purpose is to prevent the test jar from touching the jacket.

6.1.7 Cooling Bath or Baths, of a type suitable for obtaining
the required temperatures. The size and shape of the bath are
optional, but a support to hold the jacket firmly in a vertical
position is essential. The bath temperature shall be monitored
by means of the appropriate thermometer (6.1.2) or any other
temperature measuring device capable of measuring and dis-
playing the designated temperature with the required precision
and accuracy. The required bath temperatures shall either be

3 Supporting data have been filed at ASTM International Headquarters and may
be obtained by requesting Research Report RR:D02-1826. Contact ASTM Customer
Service at service@astm.org.

D5853 − 16

3

Full document details: ASTM D5853-16

http://www.avadocuments.com/doc/astm-d5853-16
http://www.avadocuments.com/doc/astm-d5853-16

