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Standard Practice for
. . - 1
Dark Oven Heat Exposure of Bituminous Materials
This standard is issued under the fixed designation D 5869; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
1. Scope 4.3 This practice permits the selection of the duration of

1.1 This practice establishes a procedure and conditions éfeat exposure from three specified time periods, which are 35,
temperature and time for heat exposure of bituminous materiaf0, and 180+ 0.25 consecutive days. The duration selected
in the presence of air. must be included in any report of results obtained by using this

1.2 The values stated in Sl units are to be regarded as tH¥actice.
standard. The values given in parentheses are for informationnore 1—The time period to be used should be specified in any standard
only. that refers to this practice. European standards for polymer-modified

1.3 This standard does not purport to address all of thebituminous materials specify 180 days at 70°C. For research purposes,
safety concerns, if any, associated with its use. It is theselection of other time periods is permitted, provided that the precise
responsibility of the user of this standard to establish appro-duration is stated in any report of results.
priate safety and health practices and determine the applicag Significance and Use

bility of regulatory limitations prior to use. L . . .
y g y P 5.1 Bituminous materials undergo changes in physical prop-

2. Referenced Documents erties as a result of being subjected to heat. Bituminous
21 ASTM Standards: materials undergo changes in physical properties as they age in
service. Since service conditions vary widely, any relationship
between changes observed in this practice and changes in
service must be established by the user of this practice.

D 883 Terminology Relating to Plastics

D 1079 Terminology Relating to Roofing, Waterproofing,
and Bituminous Materiafs

D 1566 Terminology Relating to Rublder 6. Apparatus

E 1 Specification for ASTM Thermometérs

E 145 Specification for Gravity-Convection and Forced-
Ventilation Oven$

6.1 Oven—The oven shall have forced ventilation, shall be
electrically heated, and shall conform to the requirements of
Specification E 145, Type 1IB. The oven shall be of sufficient
3. Terminology size to accommodate the size and number of specimens
selected by the user of this practice.

6.2 Thermometer-The thermometer shall be an ASTM
partial immersion (general use) thermometer, conforming to
4. Summary of Practice the requirements for thermometer 2°C (or 2°F) in accordance

4.1 Specimens of bituminous materials are exposed to he$fith Specification E 1. (Partially immersed in the oven and
in a dark forced-ventilation oven at a specified elevated®2d from the shaft extending outside the oven.)
temperature for a known period of time.

4.2 This practice specifies an exposure temperature df 70
3°C (158 5°F) in a forced-ventilation oven.

3.1 Definitions—For definitions of terms used in this prac-
tice, refer to Terminologies D 883, D 1079, and D 1566.

7. Specimens

7.1 The number, geometry, and size of specimens shall be
determined by the user of this practice.

1 This practice is under the jurisdiction of ASTM Committee D08 on Roofing, 8. Heat Exposure
Waterproofing, and Bituminous Materialsand is the direct responsibility of Subcom- 8.1 Expose the specimens in a forced-ventilation oven at 70
mittee D08.02 on Prepared Roofings, Shingles, and Siding Materials. + 3°C (158i 5°F )

Current edition approved Dec. 10, 1995. Published February 1996. . .
2 Annual Book ofp,fSTM Standardéol 08.01. Y 8.2 The specimens shall be supported in the oven on
3 Annual Book of ASTM Standardgol 04.04. shelves, plates, or other containers appropriate to the specimen

* Annual Book of ASTM Standardéol 09.01. being studied. Specimens shall be separated on shelves to
5 Annual Book of ASTM Standardgol 14.03.
8 Annual Book of ASTM Standardgol 14.02.
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allow free access of air. The specimen orientation, vertical, 9.1.1 State the geometry of the specimen, orientation during
horizontal, and so forth, shall be determined by the user of thithe exposure, and nature of support.
practice. _ _ 9.1.2 Report the duration of exposure to the heat.
8.3 The duration of exposure of the specimens to the heat
sha]l be selected by the user of th|_s practice from the following; Keywords
options: (1) 35 = 0.25 consecutive days2Y 90 + 0.25 o )
consecutive days; or3] 180 = 0.25 consecutive days. (See 10.1 bituminous materials; dark oven exposure; heat
also Note 1.) exposure

9. Report
9.1 Report the following information:

ASTM International takes no position respecting the validity of any patent rights asserted in connection with any item mentioned
in this standard. Users of this standard are expressly advised that determination of the validity of any such patent rights, and the risk
of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional standards
and should be addressed to ASTM International Headquarters. Your comments will receive careful consideration at a meeting of the
responsible technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should
make your views known to the ASTM Committee on Standards, at the address shown below.

This standard is copyrighted by ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959,
United States. Individual reprints (single or multiple copies) of this standard may be obtained by contacting ASTM at the above
address or at 610-832-9585 (phone), 610-832-9555 (fax), or service@astm.org (e-mail); or through the ASTM website
(www.astm.org).
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