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QHW Designation: D 5901 — 99

IPW Designation: 434/98

Standard Test Method for
Freezing Point of Aviation Fuels (Automated Optical
Method) *

This standard is issued under the fixed designation D 5901; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone] indicates an editorial change since the last revision or reapproval.

1. Scope 3. Terminology

1.1 This test method covers the determination of the tem- 3.1 Definitions:
perature below which solid hydrocarbon crystals may form in  3.1.1 freezing pointn— in aviation fuels the fuel tempera-
aviation turbine fuels. ture at which solid hydrocarbon crystals, formed on cooling,

Note 1—This test method describes an alternative procedure an((i‘Ilsappear when the temperature of the fuel is allowed to rise.

automated apparatus which mimics the apparatus and procedure describec3-2 Definitions of Terms Specific to This Standard:
in Test Method D 2386. 3.2.1 automated methqdth— in this standard the robotic

1.2 The measuring range of the apparatus is from delutomatmn of a manual procedure and apparatus.

to - 70°C. The precision statements were derived fromy Summary of Test Method

samples with freezing point temperatures from - 45 to - 65°C. 4.1 After insertion of 25 mL of the test specimen into a test

Note 2—Typical aviation fuel has freezing point temperatures in chamber, the test specimen is cooled while being continuously
the — 40 to - 65°C range. Samples with higher freezing points were noktirred and monitored by an optical system. The temperature of
available for the current interlaboratory program. the specimen is measured with an electronic temperature

1.3 The values stated in Sl units are to be regarded as thraeasuring device. When crystal formation is detected in the
standard. The values given in parentheses are for informatiospecimen, the temperature is recorded and the specimen in the
only. test chamber is allowed to warm, while being continuously

1.4 This standard does not purport to address all of thestirred and monitored, until the crystals in the specimen
safety concerns, if any, associated with its use. It is theompletely disappear. The temperature of the specimen when
responsibility of the user of this standard to establish approthe last crystals disappear is recorded as the freezing point
priate safety and health practices and determine the applicaautomated method).
bility of regulatory limitations prior to usef-or specific hazard

statements see Notes 3-7. 5. Significance and Use
5.1 The freezing point of an aviation fuel is an index of the
2. Referenced Documents lowest temperature of its utility for certain applications. Solid
2.1 ASTM Standards: hydrocarbon crystals can restrict the flow of fuel in the fuel

D 2386 Test Method for Freezing Point of Aviation Fifels system of the aircraft. The temperature of the fuel in the aircraft
D 4057 Practice for Manual Sampling of Petroleum andtank normally decreases during flight depending on aircraft

Petroleum Products speed, altitude, and flight duration. The freezing point of the
D 4177 Practice for Automatic Sampling of Petroleum andfuel must always be lower than the minimum operational fuel
Petroleum Products temperature.
E 1 Specification for ASTM Thermometérs 5.2 Petroleum blending operations require precise measure-

ment of the freezing point.
! This test method is under the jurisdiction of ASTM Committee D-2 on 5;3 This test method EXpresses results with a resolution of
Petroleum Products and Lubricants and is the direct responsibility of Subcommitte@-l C.

D02.07.0D on Wax-Related Viscometric Properties of Fuels and Oils. 5.4 This test method provides results that have been found
Current edition approved Jan. 10, 1999. Published March 1999.Originallytg phe equivalent to the results from Test Method D 2386 on
published as D 5901 ~ 96. Last previous edition D 5901 - 96. identical samples. When the specification requires the use of
2 Annual Book of ASTM Standardéol 05.01. ples. p q

2 Annual Book of ASTM Standardgol 05.02.
4 Annual Book of ASTM Standardgol 14.03.
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iy D 5901
Test Method D 2386, do not substitute this test method or any 9.2 Clean and dry the test chamber with petroleum naphtha
other method. to rinse out any previous specimen followed by a second rinse
of alcohol to remove naphtha. Dry with moisture-free air or
6. Apparatus (see Annex Al) gas. Ensure that moisture does not remain inside the test

6.1 Automated Apparatis-The apparatus as described in chamber.

Annex Al shall consist of a test chamber comprising a jacketed 9.3 Prepare the refrigerated circulating bath for operation in

test tube supported in a jacketed enclosure configuration that fgecordance with the manufacturer’s instructions and allow it to

capable of cooling and heating the test specimen to thattain a temperature lower than — 75°C. The temperature of the
temperatures required in the test. The apparatus shall haveaicohol, at the test chamber, shall not be below -80°C unless
nitrogen purge collar as part of the closure assembly for the tegfie expected freezing point is below -60°C.

chamber, which prevents moisture from combining with the 9.4 Confirm that the supply of nitrogen purge gas is con-

test specimen. The apparatus shall be capable of measuring thected and regulated in accordance with the manufacturer’'s
temperature of the test specimen, continuously stirring the teggstructions.

specimen at the prescribed rate, automatically cooling and the
heating the test specimen, monitoring the test specimen with &
electronic optical system for appearance and disappearance ofl0.1 Ensure that all of the manufacturer’s instructions for

the crystals in the test specimen under the conditions of thealibrating, checking, and operating the apparatus are followed
test, and recording the appearance and disappearance tempdfgluding calibration of the temperature measuring system
tures. against a certified standard temperature device.

6.2 Circulating Bath refrigeration unit equipped with a  10.2 A sample with a mutually agreed upon freezing point
circulating pump capable of maintaining the temperature of guch as one from an interlaboratory test program, Test Method
quantity of methyl alcohol at least 20°C lower than theD 2386 or equivalent, can be used to verify performance of the
minimum test specimen temperature expected. apparatus within the precisions of this test method.

Note 3—To achieve a typical test chamber cooling condition 11. Procedure

of — 75°C, the circulating bath should be capable of achieving — 85 11.1 Measure out 2% 1 mL of the fuel and transfer it to the
to — 90°C, since approximately 5 to 10°C is consumed in the circulation ) .
lines and insulation. clean, dry, test chamber. Support the test chamber in the

position recommended by the manufacturer, enclosing the top

7. Reagents and Materials of the test chamber with a closure assembly supporting the
7.1 Cooling Medium, Methyl Alcohe+ A commercial or  Stirrer, temperature measuring device, optical system, and
technical grade of anhydrous methanol is suitable for use as tfdtrogen purge collar. Adjust the temperature measuring device

. Calibration and Standardization

cooling medium. position, if necessary, so that it is positioned in the center of the
_ test chamber. Ensure that the bottom of the temperature
Note 4—Warning: Extremely flammable. measuring device is between 10 to 15 mm from the bottom of

Note 5—Warning: Toxic. the test chamber. Connect the cooling medium inlet and outlet

7.2 Nitrogen Gas dry nitrogen gas which has a dew point hoses to the respective connections on the test chamber
below the lowest temperature expected to be attained by tha&ccording to the manufacturer’s instructions.
test specimen under the conditions of the test. 11.2 Start the operation of the apparatus according to the
manufacturer’s instructions. This shall enable the flow of the
cooling medium for cooling of the specimen, the flow of the
. . . . urge gas and the stirring of the specimen continuously and
7.3 Cleaning Solvenissuitable for cleaning and drying the \I?vitr?outg interruption. Thegstirrer shpall move up and d)(;wn
test chamber, such as petroleum naphtha or methyl alconol., g ticaly at the rate of 1 to 1.5 cycles per second, taking care
Note 8—Warning: Flammable. Liquid causes eye burns. Vapor harm-that the stirrer loops approach the bottom of the test chamber
ful. May be fatal or cause blindness if swallowed or inhaled. on the downstroke and remain below the specimen surface on
. the upstroke.
8. Sampling 11.3 The optical system shall monitor the specimen for the
8.1 Obtain a sample in accordance with Practices D 4057 asippearance of hydrocarbon crystals. The apparatus shall disre-

Note 6—Warning: Compressed gas under high pressure.
Note 7—Warning: Inert gas can be an asphyxiant when inhaled.

D 4177. gard any cloud-like formation, due to water, that appears in the
8.2 At least 25 mL of sample is required for each test. Refetest specimen at approximately — 10°C which does not increase
to Practice D 4057. in intensity as the specimen temperature decreases.
) 11.4 After the crystals are detected, the apparatus shall
9. Preparation of Apparatus discontinue the flow of the cooling medium allowing the test
9.1 Prepare the apparatus for operation in accordance witspecimen to warm by circulating nitrogen gas in place of the
the manufacturer’s instructions. cooling medium. The apparatus shall continue the stirring of

the specimen in the prescribed manner.
11.5 The optical system shall continue to monitor the

5Herzog Model SC 860, available from Walter Herzog, Lauda, Germany, hashydrocarbon CryStaIS in the Spedmenﬁd the apparatus shall
been found suitable for use in this test method. record the temperature when the crystals @GUHIVRRESBear.
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iy D 5901

11.6 After the hydrocarbon crystals have disappeared, thimg in different laboratories on identical test material would, in
apparatus shall discontinue the stirring and the warminghe long run, in the normal and correct operation of this test
medium. method, exceed 1.43°C only in one case in twenty.

11.7 Remove the test chamber from the apparatus and clean; 3 » gjas—Because there are no liquid hydrocarbon mix-
and dry according to the manufacturer's instructions. tures of known freezing point, which simulate aviation fuels,
12. Report bias cannot be established.

12.1 Report the temperature Of Crysta' disappearance re- 13.3 Relative B|a'S—The current interlaboratory tests indi'
corded in 11.5 to the nearest 0.1°C as the freezing point, Te§gte that there is no relative bias between this automated test
Method D 5901. method and Test Method D 2386.

13.4 The precision data were developed in a 1994 coopera-
o o ] tive test program using 14 samples of fuel. These samples
13.1 Precision—The precision of this test method as deter- ooy ered the range of aviation turbine fuel products including
mined by the statistical examination of the interlaborétoegt Jet A, Jet A1, Jet B, JP-4, and JP-5. Some samples were
results is as follows: hydrocracked or hydrotreated, or both. Fifteen laboratories

13.'1'1 Repeatability-The dlﬁergnce between two results articipated with the manual Test Method D 2386 apparatus
obtained by the same operator with the same apparatus under . - .

. » ; . . and ten laboratories participated with the automated apparatus
constant operating conditions on identical test material would

in the long run, in the normal and correct operation of this tespescrlbed n th|s_ test method. I_nforme_ltlon on the type of
method, exceed 0.46°C only in one case in twenty. samples and their average freezing point are in the research

6
13.1.2 Reproducibility—The difference between two single "€PO
and independent results obtained by different operators Workl—

13. Precision and Bias

4. Keywords

°The results of the interlaboratory test from which these values have been 14'1 automated _freeZIr_]g point; aviation gasoline; aviation
derived are filed with ASTM Headquarters. Request Research Report RR:D02-138bUrbine fuels; freezing point

ANNEX
(Mandatory Information)

Al. AUTOMATED FREEZING POINT APPARATUS

Al.1 Test Chamberconfiguration of jacketed test tube and collar and shall prevent moisture from entering the test tube
jacketed enclosure as described in A1.1.1 and A1.1.2. using nitrogen purge.

Al.1.1 Jacketed Test Tuborosilicate glass tube, double- .
walled, unsilvered vessel as shown in Fig. Al.1, similar to a A1.3 Stirrer, shall be made of 1.6 0.1-mm metal rod,
Dewar flask, the space between the test tube and the outer gld¥gically brass, as shown in Fig. A1.3, being a smooth

jacket being filled at atmospheric pressure with dry nitrogen ofhree—loop spiral at the bottom; the outer diameter of the spiral
air. is approximately 15 mm.

Al.1.2 Jacketed Enclosureimilar to the one shown in Fig. i i )
Al.1, with connections for circulation of cooling/heating A1-4 Temperature Measuring Devican electronic tem-

medium around the jacketed test tube. The enclosure shdlerature measuring device, such as a resistance thermometer or

permit the necessary depth of immersion of the jacketed tedhermocouple. The device shall exhibit the same temperaturg

tube into the cooling/heating medium and is attached arounffSPonse as the ASTM 114C/IP14C thermometers (see Speci-

the jacketed test tube. The immersion depth is determined di$ation E 1) and have a resolution to 0.1°C and an accuracy

follows—the meniscus of the test specimen when placed intd/ithin at least 0.5 %.

the jacketed test tube shall be 15 to 20 mm below the meniscus

of the cooling/heating medium in the jacketed enclosure. ALl5 Optical Detection SystemAn electronic optical

system for monitoring the test specimen for the appearance/

Al1.2 Closure Assembly-The mouth of the jacketed test disappearance of hydrocarbon crystals. The system can be of

tube shall have an assembly similar to the one shown in Figany suitable positioning and design capable of detection of the

Al.2, supporting the temperature measuring device, opticdbrmation of the hydrocarbon crystals. A typical configuration

system, and nitrogen collar through which the stirrer passess shown in Fig. A1.3 with opposing light transmitter and

which shall be used to prevent condensation of moisture in theeceiver.

specimen. The collar can be of any dimensions to allow

attachment to the mouth of the jacketed test tube and shall A1.6 — Automated Apparatd$e typjcal apparatus (see

allow free movement of the stirrer as it passes through th&ig. Al.4) is shown as an example. ocuments
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