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100 Barr Harbor Dr., West Conshohocken, PA 19428
Reprinted from the Annual Book of ASTM Standards. Copyright ASTM

Standard Test Method for
Semi-Quantitative Field Test Method for Base Number in

New and Used Lubricants by Color-Indicator Titration 1

This standard is issued under the fixed designation D 5984; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope Potentiometric Titratioh

1.1 This test method covers a procedure for determining thg
basic constituents in petroleum products in the field or labora- o
tory using a pre-packaged test kit. The test uses a micro- 3-1 Definitions: , , ,
titration resulting in a visual end point facilitated by a color 3-1.1 base number,-a-the quantity of an acid, expressed in
indicator. terms of the equivalent number of milligrams of potassium

1.1.1 This test method covers base numbers from 0 to 20. fydroxide per gram of sample, that is required to fitrate a
can be extended to higher ranges by diluting the sample or b§,amp|e dissolved in the specified solvent to a specified end
using a smaller sample size: however, the precision data weRPINt (for example, Test Method D 4739).
obtained for base numbers up to 20. 3.1.1.1 Discussior—This test method uses fixed amounts of

1.2 This test method can be used to indicate relative changdgooctane and alcoholic hydrochloric acid as the sample solvent
that occur in an oil during use under oxidizing conditions. @nd the end point is defined as the amount of titrant required to
Although the test is performed under closely specified congdir€ach a yellow end-point with a methyl red indicator solution.
tions with standardized reagents, the test method does ngt Summary of Test Method
measure an absolute basic property that can be used to predict ) )
performance of an oil under service conditions. No general 4-1 To determine the base number of an oil sample, the
relationship between bearing corrosion and base number Rample is dissolved in a fixed amount afooctane and
KNOWn. alcoholic hydrochlonc acid. The solution is mixed well with 7.

1.3 The values stated in SI units are to be regarded as tfaL of sodium chloride solution and the aqueous and organic
standard. The values given in parentheses are for informatidf}ases are allowed to separate. The aqueous phase is then
only. decanted off and a small amount of methyl red indicator is

1.4 This standard does not purport to address all of the@dded. The solution is titrated with a solution of sodium
safety concerns, if any, associated with its use. It is thdydroxide contained in a calibrated 1 mL micro-burette. When

responsibility of the user of this standard to establish approN€ solution changes from magenta to yellow, the titration is

priate safety and health practices and determine the applicaﬁtoi)ped and the base number is read off the side of the titration

. Terminology

bility of regulatory limitations prior to use. urette.
2. Referenced Documents 5. Significance and Use
2.1 ASTM Standards: 5.1 New and used petroleum products can contain basic
D 1193 Specification for Reagent Waer constituents that are present as additives or as degradation
D 2896 Test Method for Base Number of Petroleum ProgRroducts formed during service. The amount of these additives
ucts by Potentiometric Perchloric Acid Titratfn in an oil can be determined by titrating against an acid. The
D 4057 Practice for Manual Sampling of Petroleum andPase number is a measure of the amount of basic substance in
Petroleum Producis the oil, always under the conditions of the test. A decrease in
D 4177 Practice for Automatic Sampling of Petroleum angP@S€ number is often used as a measure of lubricant degrada-
Petroleum Producis tion, but any condemning limits must be empirically estab-

D 4739 Test Method for Base Number Determination by!iShed. _
5.2 This test method uses reagents that are considered less

[ hazardous than most reagents used in alternate base number

1 This test method is under the jurisdiction of ASTM Committee D-2 on Methods. It uses pre-packaged reagents to facilitate base
Petroleum Products and Lubricantsand is the direct responsibility of Subcommittegaumber determinations in the field where scientific equipment
D02.06 on Analysis of Lubricants. . . f :
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il D 5984

Note 1—Results obtained by this test method are similar to thosewarmed to aid mixing. Used oils should be vigorously mixed to
obtained by Test Method D 2896. (Research Report D02-1345) ensure homogeneity before Samp"ng.
8.4 As used oils can change appreciably in storage, samples

. A 5 X
6 pparatug ) ) shall be tested as soon as possible after removal from the
6.1 Sampling Syringefixed volume of 0.35 mL. lubricating system.

6.2 Test Tubes (2)pliable, plastic with threaded tops ca- g 5 prepare the oil sample by shaking well to disperse any
pable of holding at least 20 mL, one with a standard screw CaBarticulates.
and the second with a screw cap that is equipped with a g g place the tip of the fixed volume sampling syringe into
dispenser nozzle. _ the oil sample. Draw back the plunger of the sampling syringe

6.3 Titrating Burette disposable, 1.0 mL. _ until it stops. Remove the syringe from the oil sample and wipe

6.4 Filter Funnel capable of removing suspended oil drop- ihe gytside clean of any excess oil. Dispense the entire volume
lets from aqueous solutions. Polypropylene wool has beeg the syringe into the first test tube. Replace the cap on the test
found to work well for this purpose. tube.

8.7 Add 1.0 mL of 2,2,4-trimethyl pentanedoctane) and
shake the tube well to mix the oil with the diluent. Add 1.0 mL

7.1 Purity of Reagents-Reagent grade chemicals shall be ot 114 mol/L alcoholic HCI and shake the tube well for 30 s,
used in all tests. Pre-packaged, manufactured test kits shall UsRowing the acid to react with the diluted oil sample.

7. Reagents and Materials

only reagent grade chemicals. 8.8 Pour 7.0 mL 20 % NaCl solution into the oil mixture.

7.2 Purity of Water—All water will be reagent water as cap the tube and shake the mixture well for 30 s so that the two
specified by Type il of Specification D 1193. . phases are completely dispersed. Stand the tube upside-down

7.3 Hydrog:hlorlc Acid 0.114 mol/L_&0.00l mol/L) HCIin 54 its cap and allow the aqueous and organic phases to
propan-2-ol {sopropy! alcohol) Warning: see Note 2). separate.

7.4 Methyl Red Indicatar0.05 % (m/v) solution of methyl g g pjace the plastic filter into the top of the second test
red in anhydrous ethandiMarning: see Note 2). tube. Keeping the first test tube upside-down and vertical, open
_ 7.5 Sodium Chloride Solutiory.0 mL of 20 % (m/m) NaCl  he gispenser cap on the tube and dispense exactly 5 mL of the
in reagent grade, C{Jree water. aqueous solution through the filter into the second test tube.

7.6 Sodium Hydroxide Titrgmtfl..o mL of 0.0645 mollL g0 dispensing as soon as 5 mL has been placed in the tube.
(+0.0005 mol/L) NaOH Warning: see Note 3) sealed from g 19 pjace the 1.0 mL micro-burette into the tube containing

the environment in a plastic titration burette which is indexedine 50 mL of aqueous extract. Seal the burette into place by

with base number units from 0 to 20. _ screwing the threaded cap of the burette onto the test tube. Add
7.7 2,2,4-Trimethyl Pentaneispoctane)—(Waming: see 5 mL of the methyl red indicator solution and disperse the

Note 2). indicator throughout the solution by gently shaking. Start
Note 2—Warning: Flammable. slowly dispensing the titrant into the solution and shake gently.
Note 3—Warning: Toxic and corrosive. As soon as the solution turns from magenta to yellow, stop the

78 titration and read the result, in base number units, off the side

8. Procedur of the burette barrel. The reading should be taken at the tip of
8.1 Obtain samples for analysis by this test method irthe plunger.

accordance with instructions given in Practice D 4057 or

D 4177. 9. Precision and Bias

8.2 If a sample is to be taken directly from a hot engine, 9.1 The precision of this test method as determined by the
follow the manufacturer’s instructions for obtaining a repre-statistical examination of test results from 11 samples of new
sentative sample. Allow the oil to cool to <50°C before and used oils, covering base numbers between 0 and 20, run in
proceeding further. duplicate by nine different laboratories (Research Report D02-

8.3 Itis essential to ensure the sample is representative sing@45) is as follows:
any sediment can be acidic or basic or have adsorbed acidic or9.1.1 Repeatability—The difference between successive re-
basic material from the sample. When necessary, samples a@lts obtained by the same operator with the same apparatus

under constant operating conditions on identical test material
would, in the long run, in the normal and correct operation of

> A patent pending field test kit containing appropriate apparatus reagents, anfhe test method. exceed the following value only in one case in
materials is available from Dexsil Corp., Hamden, CT. !

8 This procedure is covered by U.S. patent number 5,366,898, Dexsil Corp.twenty:

Hamden, CT. _ _ _ 3 , r = 0.94 base number uniteng KOH/g sample (1)
7 The American Society for Testing and Materials takes no position respecting

the validity of any patent rights asserted in connection with any item mentioned in  9.1.2 Reproducibility—The difference between two single
this proposal. Users of this proposal are expressly advised that determination of thgnd independent results obtained by different operators
validity of any such patent rights, and the risk of infringement of such rights, are : . . . . . .
entirely their own responsibility. workmg_ in different Ia_boratorles on identical test ma_terlal
8 Interested parties are invited to submit information regarding the identity ofWould, in the long run, in the normal and correct operation of

acceptable alternatives to this patented item to the Committee on Standards, ASTihe test method, exceed the following values only in one case
Headquarters, 100 Barr Harbor Drive, West Conshohocken, PA 19428. Commen!ﬁ twenty'
will receive careful consideration at a meeting of the responsible technica '

committee which the submitter may attend. R = 1.91 base number uniiengkOH/g B‘mbu méhts
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