NOTICE: This standard has either been superseded and replaced by a new version or withdrawn.
Contact ASTM International (www.astm.org) for the latest information

[lIM) Designation: D 6201 _ 03 An American National Standard
il

INTERNATIONAL

Standard Test Method for
Dynamometer Evaluation of Unleaded Spark-Ignition Engine
Fuel for Intake Valve Deposit Formation *

This standard is issued under the fixed designation D 6201; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope Subject Section
. . Intake Valve Rinsing and Parts Cleaning Area 6.1.4
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2. Referenced Documents E 203 Test Method for Water Using Volumetric Karl Fischer

2.1 ASTM Standards: Titratior® . o
D 86 Test Method for Distillation of Petroleum Products at E 1064 Tes_t Methogl for V\_/ate_r in Organic Liquids by
Atmospheric Pressfte Coulometric Karl Fischer Titratich

g : iy o 2.2 ANSI Standard:
D 235 Specification for Mineral Spirits (Petroleum Spirits)
(Hydrocarbon Dry Cleaning Solvenfs) MC96.1 Temperature Measurement-Thermocouples

: 2.3 Coordinating Research Council (CRE):
D 287 Test Method for API Gravity of Crude Petroleum and CRC Manual 169 Carburetor and Inéucti%? System Rating
Petroleum Products (Hydrometer Methbd) Manual '
D 381 Test Method for Existent Gum in Fuels by Jet 24 SAE Standard*
Evaporatiof L . . J254 Instrumentation and Techniques for Exhaust Gas
D 525 Test Method for Oxidation Stability of Gasoline Emissions Measurement
(Induction Period Method)
D 873 Test Method for Oxidation Stability of Aviation Fuels 3. Terminology

(Potential Residue Methotl) _ 3.1 Definitions of Terms Specific to This Standard:
D 1266 Test Method for Sulfur in Petroleum Products 37 1 pase fueln—unleaded automotive spark-ignition en-
(Lamp Method} gine fuel that does not contain a deposit control additive, but

D 1298 Practice for Density, Relative Density (Specific may contain antioxidants, corrosion inhibitors, metal deactiva-
Gravity), or API Gravity of Crude Petroleum and Liquid tgys, dyes, or oxygenates, or a combination thereof.
Petroleum Products by Hydrometer Metfiod 3.1.2 blowby, n—the combustion products and unburned

D 1319 Test Method for Hydrocarbon Types in Liquid ajr/fuel mixture that enter the crankcase.

Petroleum Products by Fluorescent Indicator Adsorftion  3.1.3 deposit control additiven—material added to the base

D 1744 Test Method for Determination of Water in Liquid fuel to prevent or remove deposits in the entire engine intake
Petroleum Products by Karl Fischer Readent system.

D 2427 Test Method for Determination of,dhrough G 3.1.3.1 Discussion—For the purpose of this test method, the
Hydrocarbons in Gasolines by Gas Chromatogrdphy  performance evaluation of a deposit control additive is limited

D 2622 Test Method for Sulfur in Petroleum Products byto the tulip area of intake valves.

Wavelength Dispersive X-ray Fluoroscence Spectrorfietry  3.1.4 exhaust emissions—combustion products from the

D 3237 Test Method for Lead in Gasoline by Atomic test fuel including unburned hydrocarbons (HC), carbon mon-

Absorption Spectrometfy oxide (CO), carbon dioxide (Cf) unreacted oxygen (£ and
D 4057 Practice for Manual Sampling of Petroleum andoxides of nitrogen (NQ).
Petroleum Products 3.1.5 intake systemn—components of the engine whose

D 4294 Test Method for Sulfur in Petroleum and Petroleumfunction it is to prepare and deliver an air/fuel mixture to the
Products by Energy-Dispersive X-ray Fluorescence Speccombustion chamber and includes the throttle, intake manifold,

trometry? exhaust gas recirculation (EGR) and positive crankcase venti-
D 4814 Specification for Automotive Spark-Ignition Engine 1ation (PCV) ports, cylinder head runners and ports, intake
Fuef valves, and fuel injectors.

D 4953 Test Method for Vapor Pressure of Gasoline and 3.1.6 intake valve deposin—material accumulated on the
Gasoline-Oxygenate Blends (Dry Meth8d) tulip area of the intake valve, generally composed of carbon,

D 5059 Test Method for Lead in Gasoline by X-ray Spec_other fuel, lubricant, and additive decomposition products, and
troscopy atmospheric contaminants.

D 5190 Test Method for Vapor Pressure of Petroleum Prod- 3.1.7 test fuel ”—b"?‘$e fuel with or without the addition of
. a deposit control additive.
ucts (Automatic Method)

D 5191 Test Method for Vapor Pressure of Petroleum Prodz, symmary of Test Method

ucts (Mini Methgd? f luati f . . 4.1 This test method utilizes a 1994 Ford 2.3 L in-line, four
Dg.?ozf T?SL.'\S.? Odfoé Eva !:alilon OtAUtometC/Ve En'glne cylinder, Ford Ranger truck engine with 49 state emission

IS Tor inhibition of Leposit Formation an €ar In & calibration. The cylinder block and cylinder head are con-
Spark_-lgmtlon Internal Combustion Engine Fueled V.V'th structed of cast iron. The engine features an overhead cam-
Gasoline and Operated under Low-Temperature, I"ght'shaft, a cross-flow, fast burn cylinder head design, and elec-

Duty Condition$ tronic port fuel injection.
D 5482 Test Method for Vapor Pressure of Petroleum Prod-

ucts (Mini Method - Atmospheric)
8 Annual Book of ASTM Standardéol. 15.05.

9 Available from American National Standards Institute (ANSI), 25 W. 43rd St.,
4th Floor, New York, NY 10036.

4 Annual Book of ASTM Standardgol. 05.01. 10 Available from the Coordinating Research Council, Inc., 3650 Mansell Road,
5 Annual Book of ASTM Standardgol. 06.04. Suite 140, Alpharetta, GA 30022.

% Annual Book of ASTM Standardgol. 05.02. 11 Available from Society of Automotive Engineers (SAE), 400 Commonwealth
7 Annual Book of ASTM Standardgol. 05.03. Dr., Warrendale, PA 15096-0001. Doc u m ents
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4.2 Each test engine is built to a rigid set of specifications 6.1.1 Engine and Cylinder Head Build-up and Measurement
using a specially designated intake valve deposit parts kilrea—The engine and cylinder head build-up and measure-
produced by the Ford Motor Co. (see Table A2.3). New,ment area shall be reasonably free from contaminants and
weighed, intake valves are used to rebuild the cylinder head. Anaintained at a uniform temperatute3°C (+=5°F) between 10
standard engine oil is used for each test and a new oil filter iso 27°C (50 to 80°F).

installed. The test engine is subjectgd to a rigorous quality 6.1.2 Engine Operating Area-The engine operating area
control procedure to verify proper engine operation. To ensurgnould be relatively free from contaminants. The temperature
compliance with the test objective, data acquisition of keyand humidity level of the operating area are not specified. Air
parameters is utilized during test operation. from a fan can be routed on to the production air intake system
4.3 The complete fuel system is flushed of test fuel from thgq assist in maintaining intake air temperature control.
previous test. The fuel system is then filled with the new test 6.1.3 Fuel Injector Testing Area-The fuel injector testing

fuel. ; -
o . area shall be reasonably free of contaminants. The humidit
4.4 The engine is operated on a cycle consisting of two! y y

i ) . . ould be maintained at a uniform comfortable level.
stages. The first stage comprises operating the engine at 20 arning— In addition to other precautions, provide adequate
][é TTriinnd ?g.e(sslgc)gn(gi?agmemcm)prims?aglfcc));)i;?isr:;h#leeperr?gji?’lljar\a}gmnaﬂon and fire protection in areas where flammable or
2800 r/min and 71.8 kPa (540 mm Hg) manifold absolute latile liquids and sonen_ts, or both, are used_.)
pressure for 8 min. Ramp time between each stage is 30 s and®-1-4 Intake Valve Rinsing and Parts Cleaning Aredhe
is independent of the stage times. The cycle is repeated for 1dtake valve rinsing and parts cleaning area shall be reasonably

h. free of contaminants. The humidity should be maintained at a
uniform comfortable level. Because of the delicate nature of
5. Significance and Use the deposits, do not subject the deposits to extreme changes in

temperature or humidity.\VWarning— In addition to other
%recautions, provide adequate ventilation and fire protection in
fuel’'s tendency to form intake valve deposits areas where flammable or volatile liquids and solvents, or both,

5.1.1 State and Federal Legislative and Regulatory are used.) ] o
Action—Regulatory action by California Air Resources Board 6-1.5 Parts Rating and Intake Valve Weighing Aredhe
(CARB)!2 and the United States Environmental ProtectionParts rating area and the |_ntake valve weighing area shall be
Agency (EPAJ® necessitate the acceptance of a standardizetfasonably free of contaminants.
test method to evaluate the intake system deposit forming 6.2 Test Stand Laboratory Equipment
tendency of an automotive spark-ignition engine fuel. 6.2.1 Test Stand ConfiguratierAn example of a similar

5.1.2 Relevance of ResuitsThe operating conditions and test stand configuration is described in Test Method D 5302
design of the engine used in this test method are not represefBequence VE lubricant test method) since the same Ford 2.3
tative of all engines. These factors shall be considered whep base engine is utilized. Mount the engine on the test stand so
interpreting test results. that the flywheel friction face is 4.6 0.5° from the vertical

5.2 Test Validity with the front of the engine higher than the rear. The engine

5.2.1 Procedural Compliance-The test results are not con- shall be coupled directly to the dynamometer through a
sidered valid unless the test is completed in compliance with aliriveshaft. A test stand set-up kit is detailed in Table A2.1. A
requirements of this test method. Deviations from the paramspecial “dynamometer laboratory” wiring harness, Part No.
eter limits presented in Sections 12-14 will result in an invalidDTSC.260.113.00E is required. Engine driven accessories
test. Apply engineering judgment during conduct of the tesinclude engine water pump and alternator or idler pulley
method when assessing any anomalies to ensure validity of th&nfiguration as detailed in 10.7.9. If an alternator is installed,
test results. it is to serve only as an idler pulley; it is not to be energized.

5.2.2 Engine Compliance-A test is not considered valid 6.2.2 Dynamometer Speed and Load Control SysteFhe
unless the test engine meets the quality control iNSpectiogynamometer used for this test is the Midwest 1014, 175
requirements as described in Sections 10 and 12. horsepower, dry gap dynamometer or equivalent. Equivalency
means that the dynamometer and dynamometer control system
shall be capable of controlling the procedural specifications as

Note 1—Photographs are provided in Annex Al depicting the requireddetailed in Table 1 and the stage transitions to the specifications
apparatus and suggesting appropriate design details. in 13.4.3.1 and 13.4.4.1.

6.1 Laboratory Facilities 6.2.3 Intake Air Supply SystemThe laboratory intake air
supply system shall be capable of controlling moisture content,
dry bulb temperature, and inlet air pressure as specified in

12 State of California Air Resources Board—Stationary Source Division, TestTabIe 1. See 10.7.8 and Fig' Al.4 for details of connection of
Method for Evaluating Intake Valve Deposits (IVDs) in Vehicle Engines (California the laboratory intake air system to the engine.

Code of Re i i i . i ifornia Ai ; i ; ;
Resources gg::g(,)rl;?d-rggxlsé185?2::@2”21220,Aéijlgglt%elg.om the calfomia Ar 6'2'3'1 Intake Air .Hum.ldlty_Determma“on. of the dew

13 Clean Air Act Amendments of 1990. Available from the Superintendent of point may be made either in the Iaboratory main duct system or
Documents, U.S. Government Printing Office, Washington, DC 20402. at the test stand. However, maintain duﬂg@gﬂdﬁ@ﬁtye at

5.1 Test Method-The Coordinating Research Council

sponsored testing to develop this test method to evaluate

6. Apparatus
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TABLE 1 IVD Dynamometer Test Operating Parameters and

6.2.5 Fuel Supply SystemA schematic diagram of a typi-

Specifications cal fuel supply system is shown in Fig. A1.7. Supply an excess
Parameter” Specification volume of fuel to the fuel rail at all times. Introduce make-up
Stage 1 2 fuel (fuel used by the engine) into the loop from an external
Time  Stage length, min . 8 source. Mi)g the make-up fuel with fuel t_hat is returned from
’ the fuel rail (fuel not used by the engine). Pump the fuel
Engine  Engine speed, r/min 2000 + 25 2800 + 15 through a mixing chamber, or small heat exchanger, which is
Loading  Engine load, kW <5 record used to mix the two streams and provide fuel of consistent
Engine  Inlet temperature, °C 101+3-5 101 +3 temperature to the engine as specified in Table 1. Deliver the
oil Outlet temperature, °C record fuel to a high-pressure pump that boosts the pressure and
Inlet pressure, kPa gage record supplies the fuel to the fuel rail.
Outlet temperature, °C 90 =+ 3 6.2.6 Engine Control Processor Calibration and Main En-
Engine  Inlet temperature, °C record gine Wiring Harness-Two engine control EEC-1V processors
Cooling  Delta pressure, kPa gage <4l are required for use in this test method, one for use during new
Flowrate, L/min record 64.4 1.9 . . K
engine break-in and one for test operation. The processor for
Intake  Inlet temperature, °C 32+3 new engine break-in, as detailed in 12.1.6, shall be the Ford
A et ELerﬁfdlftre(:gr?e?:?-S; « oo Ranger non-modified manual transmission calibration EEC-IV
Y 99 o processor (Part No. F47F-12A650-BGC) which is available
Engine  Manifold absolute pressure, kPa 30.6 13 718+ 13 from local Ford dealers. The specified engine control calibra-
Breathing  Exhaust back pressure, kPa abs 02=1 1051 tion for the test operation, as detailed in Table 1, shall be the
Flow—kg/h record modified Ford Ranger manual transmission calibration
Engine  Flow—total kg record EEC-IV processor (OHTIVD-001-02) available from OH
Fueling Inlet temperature, °C 85 Technologies, Iné* See Annex A2 for further details. The
Equivalence ratio or 1.00 + 0.03 system should properly control the air-fuel ratio, the EGR and
Exhaust O, volume % record 05+ 03 the ignition timing throughout the test. No other method shall
Emissions - £0a, volume %6 record be used in conjunction with or in place of the specified EEC-IV
, volume % record 0.7 =04 . ) A . . ..
NO,, ppm (optional) record processor to adjust the air-fuel ratio, EGR or ignition timing.
6.2.7 Ignition System-See 6.2.6 for engine control EEC-IV
other Eﬁﬁb‘y’f’g:ﬂzmed rate. Unin e processors which shall be used for ignition system control. See
Spark advance, ° BTDC 30 = 3 25 + 3 Annex A2 for a listing of other required ignition system

A Maintain all parameters as close to midrange as possible. The engine load in
Stage 1 should be less than 5 kW. The ramp time between each stage is 30 s.
Ramp the speed and manifold absolute pressure linearly and at the same time.
Fifteen seconds into each ramp the speed shall be 2400 + 75 r/min, and the
manifold absolute pressure shall be 51.2 + 6.6 kPa (385 = 50 mm Hg).

components.

6.2.8 Engine Coolant SystemA typical cooling system is
detailed in Fig. A1.11.

6.2.8.1 Control the coolant outlet temperature and flow rate
according to the specifications listed in Table 1. The thermostat
is not used. The coolant capacity is 214 L.

all points downstream of the humidity measurement point 6.2.9 External Oil System-Configure the external oil sys-
above the dew point to prevent condensation loss (loss dem in accordance with the photographs shown in Fig. A1.8
absolute humidity).
6.2.3.2 Correct each reading for non-standard barometri¢'4) is required. The heat exchanger should be mounted in a
conditions using the following equation:

Humidity (corrected, g/lkg = 621.98X (Pgy/(Ppar — Psad) (1)

where:
Psat =

saturation pressure, mm Hg, and

Poar = barometric pressure, mm Hg.
6.2.4 Exhaust SystemThe laboratory exhaust system shall opportunity for adaptation of existing test stand instrumenta-

and Fig. A1.9. An oil system adapter assembly (OHT6A-007-

vertical plane. Be sure all hoses and fittings on the oil heat
exchanger are properly connected and secure.

6.2.10 Temperature Measurement Equipment and
Locations—Temperature measurement locations for the proce-
durally required temperatures are specified. Specific measure-
ment equipment is not specified. This allows reasonable

have the capability of controlling exhaust back pressure agon. The accuracy and resolution of the temperature measure-
SpECiﬁEd in Table 1. The exhaust system shall include the baqlﬁent sensors and Comp|ete temperature measurement system
pressure control valve, exhaust back pressure probe, exhagsall follow the guidelines detailed in ASTM Research Report
emissions probe or UEGO (Lambda) sensor, and the enginRR: D02-1218'° If thermocouples are used, all thermocouples
oxygen sensor. The Ford production exhaust manifold is to bexcept the intake air thermocouple shall be premium, sheathed

used to connect the engine to the laboratory exhaust systenypes. The intake air thermocouple may be an open-tip type.
Fig. A1.6 and 6.2.11.5 give details regarding the exhaust back

pressure probe configuration and location, and Fig. A1.6 and
6.2.14 give details regarding the exhaust emissions pro

configuration and location. A catalytic converter may be5 39
installed downstream of the exhaust back pressure and aw—fue? 15 Supporting data have been filed at ASTM International Headquarters and may

ratio probes. be obtained by requesting Research Report RR: @e@u ments
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Thermocouples between 3.0 and 6.5 mm (0.125 and 0.25 in.) 6.2.11.4 Manifold Absolute PressureMeasure manifold
diameter may be used. However, minimum diameter thermoabsolute pressure between the vacutiee and the intake
couples are recommended at locations which require shorhanifold (see Fig. A1.5).
immersion depths to prevent undesirable temperature gradi- 6.2.11.5Exhaust Back PressureMeasure exhaust back
ents. Thermocouple, wires, and extension wires shall bgressure downstream of the engine oxygen sensor at a distance
matched to perform in accordance with the limits of error asmo greater than 400 mm and at the center of the exhaust stream.
defined by ANSI publication MC96.1-1975. Type J (Iron- Fig. A1.6 gives details regarding the exhaust back pressure
Constantan), Type T (Copper-Constantan), or Type Kprobe configuration and location. A condensate trap should be
(Chromel-Alumel) thermocouples are acceptable and if RTDsnstalled between the probe and sensor to accumulate water
are used, they shall be of a quality to give equivalent readinggresent in the exhaust gas.
to the specified premium thermocouples. Temperature sensorsg 2.11.6 Crankcase PressureMeasure the crankcase pres-
shall not have greater than 5 cm (2 in.) of sheath exposed to lafjjre at the dipstick tube. The sensor shall be capable of
ambient. All temperature sensor probe tips shall be located iFheasuring positive and negative pressure.
the center of the stream of the medium being measured unlessg 5 12 Flow Measurement Equipment and LocatierSlow
otherwise specified. _ measurement locations for the procedurally required flows are
6.2.10.1Engine Oil Inlet—Install the temperature sensor tip specified. Specific measurement equipment is not specified.
at the center of the flow stream through the oil filter adapterrhis allows reasonable opportunity for adaptation of existing
housing at the engine (See 6.2.9, Fig. A1.8, and Fig. A1.9). test stand instrumentation. The accuracy and resolution of the
6.2.10.2Engine Oil Outlet-Install the temperature sensor flow measurement sensors and complete flow measurement
tip at the center of the flow stream through the cross fittingsystem shall follow the guidelines detailed in ASTM Research
attached to the bottom of the heat exchanger (see Fig. A1.8Report RR: D02-1218°

6.2.10.3Engine Coolant Inlet-Install the temperature sen-  6.2.12.1 Engine Coolant-Measure the engine coolant flow
sor tip at the center of the flow stream between the coolant heahte in an area most applicable to the flow measurement device
exchanger and the engine at a distance of #3000 mm from  ysed so that the most accurate measurement can be taken.
the coolant inlet at the engine block. 6.2.12.2 Fue—The fuel system shall be configured so that

6.2.10.4Engine Coolant Outlet-Install the temperature the fuel return line from the fuel rail returns downstream of the
sensor tip at the center of the flow stream through theuel flow measurement device so that only the make-up fuel
thermostat housing within 50 mm of the coolant exit orifice onfiow is measured (see Fig. A1.7).
the cylinder head. 6.2.13 Speed and Load Measurement Equipment and

6.2.10.5Intake Air Inlet—Locate the intake air temperature | ocations—Speed and load measurement locations for the
sensor probe in the production air filter housing between the alsrocedural required speeds and loads are not specified. Specific
filter and the engine intake manifold. Install the temperatur%easurement equipment is not Speciﬁed_ This allows reason-
sensor probe tip 5&= 10 mm into the housing and perpen- aple opportunity for adaptation of existing test stand instru-
dicular to the housing (see Fig. A1.7). mentation. The accuracy and resolution of the speed and load

6.2.10.6 Fuel Temperature-Install the temperature sensor measurement sensors and complete speed and load measure-
tip at the center of the flow stream after the high pressure pumment system shall follow the guidelines detailed in ASTM
and just prior to the engine fuel rail (see Fig. A1.7). Research Report RR: D02-1218.

6.2.11 Pressure Measurement Equipment and Locatiens  6.2.14 Exhaust Emissions Measurement Equipment and
Pressure measurement locations for the procedurally requir@thcation—Engine air-fuel ratio may be monitored either by a
pressures are specified. Specific measurement equipment is ngdal time” equivalence ratio measurement system or by
specified. This allows reasonable opportunity for adaptation oéxhaust gas analysis (measurement f@D, and CQ). With
existing test stand instrumentation. The accuracy and resoliither system, measurements are to be made downstream of the

tion of the pressure measurement sensors and complete presgine oxygen sensor at a distance no greater than 400 mm and
sure measurement system shall follow the guidelines detailegk the center of the exhaust stream.

in ASTM Research Report RR: D02-1218. _ 6.2.14.1Real Time—Equivalence Ratio Measurement
~6.2.11.10il Inlet—Measure the oil inlet pressure at the oil System-It is recommended that a real time equivalence ratio
filter adapter housing (see Fig. A1.9 and 6.2.9). measurement system be utilized. One example of a typical

6.2.11.2 Coolant Delta Pressure (outlet-inlefjThe coolant  system is the Horiba Model MEXA 110. The system utilizes an
delta pressure determines the flow restrictions of the externalxtended range exhaust gas oxygen sensor (UEGO) air-fuel
cooling system. The measurement is the resultant of thgensor that is inserted into the exhaust gas stream. The
absolute value of the difference between the pressure measurg@trument gives instantaneous equivalence ratio measurement
as the coolant exists the cylinder head and prior to the coolanthich provides the ability to detect when the engine is not
entering the water pump. Make pressure measurements withsperating at normal equivalence ratio conditions (usually
300 mm of these locations. indicating an engine or engine management system problem),

6.2.11.3 Air Inlet—Locate the intake air pressure probe in thus allowing for a problem to be addressed as it occurs. If an
the production air filter housing between the air filter and theequivalence ratio system is utilized, the hydrogen/carbon (H/C)
engine intake manifold. Install the probe®5 3 mm into the ratio for the specific fuel being run shall be input into the

housing. analyzer before conducting the enginfdfgcuments
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6.2.14.2 Exhaust Gas AnalysisPrecision instruments for
measurement of £ CO, and CQ are required if exhaust
emissions are measured for air-fuel ratio determination. Mea-
surement of NQ is optional. Equipment suitable for automo-
bile emission measurements is recommended. Precision non-
dispersive infrared instrumentation for CO and polarographic
instrumentation for @ are suggested (see SAE J254). Re-
sponse time is an important consideration in the performance
of this instrumentation. Fig. A1.6 provides details regarding the
exhaust emissions probe configuration and location.

6.2.15 DPFE (EGR) Voltage Measurement Equipment and
Location—DPFE voltage measurement locations for the pro-
cedural requirements shall be measured at Pin 27 of the
EEC-IV processor. Pin 46 is signal return (ground). Specific
measurement equipment is not specified. This allows reason-
able opportunity for adaptation of existing test stand instru-
mentation. The accuracy and resolution of the DPFE voltage
measurement equipment shall follow the guidelines detailed in
ASTM Research Report RR: D02-1218.

6.2.16 Ignition Timing Measurement Equipment and
Location—Specific measurement locations and equipment for
the measurement of spark advance are not specified.

6.3 Test Engine Hardware-This section specifies the en-
gine hardware required for testing.

Engine wire harness

Engine assembly?

Fuel injector®

Filter, air

Guide, timing belt

Hose, DPFE

Ignition control assembly
Ignition wire, LH

Ignition wire, RH

Key, valve spring retainer

Lash adjusters

Plate, cam

Pulley water pump

Regulator, EGR vacuum (EVR)
Retainers

Rocker arms

S&W, cam plate

Sensor, air charge temperature
(ACT)

Sensor, crankshaft timing assembly
Sensor, engine coolant temperature
(ECT)

Sensor, heated exhaust gas O,
(HEGO)

Sensor, mass air flow (MAF)
Sensor, pressure feedback EGR
Assembly (PFE)

Sensor, throttle position (TPS)
Sprocket, cam

Valve, EGR

Valve spring and damper
Washer, cam sprocket

6'3'1 T,eSt Engine Parts-The te_St engine part; reqwred are  atpe cylinder head may be reused as long as it meets the procedural
detailed in Annex A2. The Engine Parts Kit in Table A2.3 requirements for buildup as detailed in 10.4 and 10.5.
contains a new cylinder head and the necessary parts forThe engine assembly may be reused depending on the condition of the
assembling the cylinder head for four tests cylinder head bolt holes, cylinder bore wear, blowby, and oil consumption.
. . ) . Procedural requirements have yet to be determined. Refer to 12.4 for procedural
6.3._2 New Engine Parts RequiredThe foIIo_wmg table_ requirements for oil consumption.
contains those new parts to be used for preparing the engine to° The fuel injectors may be reused as long as they meet the procedural

run this test method. requirements detailed in 10.3.1.
. 6.4 Special Measurement and Assembly Equipment
Belt, camshatft drive

Bolt, head to block 6.4.1 Graduated CylinderBlending of the deposit control

Filter, air additive may be required and the concentration may be given
E::g 2‘""" as a volumetric ratio. Use a sensible sized container for

measuring.

6.4.2 Analytical Balance—Blending of the additive may be
required and the concentration may be given as a mass ratio.
An analytical balance capable of 0.01 g resolution with a
maximum capacity of at least 2000 g is recommended. Also, a
Gasket, water outlet connection balancg is required to Qetermine intake valve weight, which is
PCV valve approximately 100 g, with accuracy of 0.25 % of full scale and
Seal, cam resolution of 0.0001 g. Calibrate the balance following the

Seal, exhaust valve ) :
Seal intake valve manufacturer’s procedure and frequency recommendations.

Gasket, EGR valve

Gasket, exhaust manifold
Gasket, head

Gasket, low manifold - head
Gasket, plenum manifold
Gasket, rocker arm cover
Gasket - throttle body

Spark plugs 6.4.3 Desiccator—An airtight chamber with lid shall con-
xa:ve, ?ﬁhf;ust tain an adequate amount of desiccant to maintain a relatively
alve, Intake

moisture-free environment for intake valves with deposits. (see
6.3.3 Reusable Engine PartsThe parts listed in the fol- 7.8).
lowing table may be reused. The replacement frequency is 6.4.4 Oven—Use a natural convection oven that is capable
listed in the footnotes. Discard all parts when they becomef maintaining 93+ 5°C (200 = 9°F) for evaporating the
unserviceable. cleaning solvents from the valves. The oven shall have
sufficient dimensions to stand the valve upright. There shall be
no arcing contacts in the oven.
6.4.5 Power Wire Wheel-Use a power wire wheel (bench
grinder fitted with a fine, 150 mm (6 in.) diameter steel wire
(B;Zﬁqsclf;;t sprocket wheel) to clean the intake valves as specified. See 13.1.
Coil 6.4.6 Walnut Shell Blaster-Similar to a sand blaster, the
Cylinder head” walnut shell blaster uses shop air pressure; however, a fine,
EEC-IV processor abrasive media of crushed walnut shellp)yyesdlingiespidfsand.
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The walnut shells are sufficiently abrasive to remove carbon 7.1.1.1 The base fuel storage container(s) shall be relatively
while not removing metal from the surface being cleaned. Théree from all contaminants.

walnut shell blaster technique is more effective than solvents 7.1.1.2 Take at least a 900 mL fuel sample of the delivered
and generally preferred over a wire brush for removing carborase fuel before the base fuel is installed into the fuel storage
deposits from the valves and the cylinder head. container(s). The fuel sample shall be representative of the

6.4.7 Valve Stem and Guide Measuring Equipment overall base fuel.

Specific equipment to measure valve stem-to-guide clearances7.1.1.3 Flush the fuel storage container(s) with the base fuel.
in the cylinder head as required in this test method (see 10.4.6) 7.1.1.4 Add the base fuel to the storage container(s).
is not specified. Use any commercially available automotive 7.1.1.5 Take at least a 900 mL fuel sample after the fuel
equipment that is capable of measuring to the specificationstorage container(s) are flushed with the base fuel and the base
and tolerances listed in 10.4.6. fuel has been installed into the fuel storage container(s). The
6.4.7.1 Accurate measurements are mandatory to determirieel sample shall be representative of the overall base fuel.
stem-to-guide clearance as this parameter can affect oil con- 7.1.2 Test Fuel Quantity-Approximately 950 L (250 gal)
sumption and intake valve deposit accumulation. of test fuel (including all flushes) is required for the test.

6.4.8 Vernier Caliper—A vernier caliper is necessary to  7.1.3 Additive/Base Fuel-Some test requesters may re-
measure valve seat width of the cylinder head as required iguire the test fuel be blended at the test laboratory and,
this test method (see 10.4.7). therefore, will supply the neat deposit control additive and

6.4.8.1 Accurate measurement of valve seat width is reuntreated base fuel. The test requester shall supply the deposit
quired as this parameter can affect heat transfer from theontrol additive and base fuel in appropriate volumes and
valves, particularly the intake valve and the surface wherdackaging to ensure safe and efficient handling. Blending
deposits may accumulate, ultimately affecting deposit accumunstructions detailing the concentration ratio either volumetric-
lation. based or mass-based shall accompany all deposit control

6.4.9 Valve Spring Compression Testing Machiré valve additives. Mass-based measurement is preferred. However, it is
spring compression testing machine capable of assessing val(ost desirable to have the additive supplied in premeasured,
spring condition as specified in 10.4.9 is required. The devicédividual containers. Clearly identify the blended fuel.

shall have an accuracy of 2 % and a resolution of 0.45 kg (1 7.1.4 Test Fuel-Test fuel Containing depOSit control addi-
Ib). tive shall be a homogeneous blend of additives and base fuel.

6.4.10 Valve Lapping Toe-Use a device to rotate or Blend sufficient fuel before the start of the test. The fuel may

oscillate the valves on the seat to lap the valves. Suitable valvee stored in drums or tankage, and shall be labeled clearly to

lapping tools are available from automotive tool supplyPrevent misfueling. Measure and record quantities of fuel and

sources. See 10.4.3. additive blended and dispensed for use in determining the fuel
6.4.11 Valve and Valve Seat Cutting Equipment CONsumption. . _ .

Equipment may be needed to ensure valve and valve seat’-1.5 Engine Break-in Fue-The engine break-in fuel shall

mating quality as outlined in 10.4.2. Acceptable equipment i§0mp6|y with Specification D 4814 requirements or Haltermann

available from automotive tool supply sources. EEEl_ or eqUIvc'_:lIent. App_roxmately 380 L (100 gal) are
6.4.12 Blowby Measurement ApparatusThe blowby mea- "€quired for engine break-in.

surement apparatus is a device to measure flow rate of the gasNore 2—Consider using a fuel with a minimum octane rating of 92

passing the piston rings and entering the crankcase. This flo@R+M)/2) to avoid detonation in the engine during the break-in period.

rate provides an indication of the condition of the piston rings 7 1 g Reference FuelSee Section 9 regarding reference
and cylinder bore and, therefore, is used as a quality assuranggs| requirements and specifications.

criteria. The device shall have an accuracy of 5 % full scale and 7 » Engine Oil/Assembly LubricantThe standard engine
a resolution of 0.3 L/min (0.01 ¥min). _ oil and assembly Iubricant shall be the IVD Reference Oil
6.4.13 Fuel Injector Test Rig-A suitable device capable of (vpD Dynamometer Reference Of.Approximately 4.7 L (5

accurate, repeatable flow measurement of port fqel injectors iét) are needed for this test method, including engine assembly
required. This device shall be capable of performing necessamynd initial crankcase fill.

commercially available apparatus has been identified. volumes of a commercial ethylene glycol based low-silicate
6.4.14 PCV Valve Flow Rate DevieeThis device is used to  antifreeze and distilled or demineralized watBo not use
verify the flow rate of the PCV valves. Fabricate the deviceyninhibited ethylene glycol.

according to the details shown in Flg A1.10. 7.4 Solvents and Cleaners
6.4.15 Timing Light—An inductive pickup timing light may ~ 7.4.1 Normal-Hexane or CyclohexareThe valves are
be used to measure ignition timing. rinsed with eithern-hexane or cyclohexaneWarning—In

addition to other precautions, provide adequate ventilation and
7. Reagents and Materials
7.1 Fuel S —
R i 161vD Reference Base fuel is a product of Haltermann Products, subsidiary of
. 7':.L'1 Fuel Managemem-Fuel management Is very le.cal the Dow Chemical Company,1201 S. Sheldon Rd., P.O. Box 429, Channelview, TX
in this test. The following procedure shall be used each time @7530.0429.

new base fuel batch will be used in testing: 17 Available from Conoco Oil Co., P.O. Box 8040) Ryt HTI@FIES
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fire protection in areas where flammable or volatile liquids andTABLE 2 1IVD Reference Base Fuel Typical Batch Properties and

solvents, or both, are used. Suitable protective clothing is Transport and Storage Warning Limits
recommended_) Parameter Typical Batch Initial Transport and Storage
Analysis Values Warning Limits
Note 3—Re§gent-grad¢ c_he_micals will be used for all test procedures,p, gravity 59.9 58.7-61.2
Unle_s_s ot_herW|se noted, it is intended thgt all reagents conform to th€apor pressure® 61.5 kPa 60-63 kPa
specifications of the Committee on Analytical Reagents of the Americamotal sulfur® 0.025 mass % 0.01-0.04 mass %, max
Chemical Society® where such specifications are available. Other gradesolvent waEshed gum” 1 mg/100 mL 5 mg/100 mL, max
may be used provided it is first ascertained that the reagent is of sufﬁcierﬁ'fg'}l‘aﬂon 30.1°C o5_a5°C
Eurlty to permit its use without lessening the accuracy of the determina- 10 % evaporated 52 500 505500
lon. 50 % evaporated 102.5°C 95-110°C
7.4.2 Naphtha SolventStoddard solvent conforming to  29% evaporated PP o
Type | of Specification D 235 is recommended. Proprietaryygrocarbon type” '
solvents of this general type may be used. This fluid may be Aromatics 31.0 volume % 27-35 volume %
used for cleaning parts (that is, valve train parts, cylinder head, 9'¢fins 7.0 volume % 5-10 volume %
. . . . Saturates 62.0 volume % 55-68 volume %
intake mann‘o!d, throttle body) and asa fuel injector test fluid.tne following parameters
7.5 Fuel Injector Flow Test Fluid-Use naphtha solvent are analyzed on an
(see 7_4_2)_ absolute basis:
7.6 Valve I—_apping Cor_npoundUse Fel Pro Clover 320 Appearance clear and bright clear and bright
Grade 1A silicon carbide grease compound (Part Nowater® 0.001 volume % 0.01 volume %, max
H Lead <2.5 mg/L 13 mg/L, max
1A51804) valve Iappmg compouﬁa. Oxidation stability’ >1440 min 1440 min, min

7.7 Crushed Walnut ShellsA walnut shell blaster may be T . S g
- - n accordance wi es etho or .
used to remove carbon and deposits from the head of, if s, accordance with Test Method D 4953, D 5190, D 5191, or D 5482 Vapor
necessary, from the intake valves at end-of-test (see 13.1.6.Byessure.
Use clean, fresh walnut shells which are available commer- _ In accordance with Test Method b 1266, D 2622, or D 4294.
ially f industrial d ¢ ti | In accordance with Test Method D 381.
cially from industrial and automotive supply sources. £ 1 accordance with Test Method D 86.
7.8 Desiccant—Use a granular form of anhydrous calcium  in accordance with Test Method D 1319.

20 i H H S In accordance with Test Method D 1744, E 203, or E 1064.
sulfate (CaS@).=® When not in use, store the desiccant in an H 1N accordance with Teet Method D 3237 or D 5050,

airtight container. "In accordance with Test Method D 525.

8. Hazards

8.1 Specific Hazards-Personnel are exposed to various is involved in the design of the program. The TMC reviews the
hazards while in the testing area. Take appropriate care t@st results and after satisfactory completion of the program,
ensure the safety of all personnel while in the testing area. will authorize the fuel supplier to notify potential purchasers of

the approval status of the IVD reference base fuel batch.

9. Reference Fuel 9.2 Fuel Batch Analysis

9.1 Reference Base Fuel Batch Approval Proeefach 9.2.1 Analyze each IVD reference base fuel shipment upon
new batch of IVD reference base ftilis approved by the receipt from the supplier to determine the value of the
following process: parameters shown in Table 2. Compare the results to the values

9.1.1 Before initial blending, each of the fuel components isobtained by the supplier on that particular batch. The results
analyzed by the fuel supplier. A small amount of fuel mixtureshould be within the ranges shown beside each parameter. This
is then blended and analyzed using the methods described jmovides a method to determine if the fuel batch is as shipped,
Table 2 and in 9.2.2 and 9.2.3. The TMC, in conjunction withhas been contaminated, or has aged prematurely. If any results
the ASTM IVD Dynamometer Test Surveillance Panel, deterall outside the ranges shown in Table 2, the laboratory should
mines the acceptability of the analytical data and authorizesontact the TMC for help in resolving the problem. These
blending of the entire batch for engine testing. analyses track parameters easily measured at most locations

9.1.2 A sample of the IVD reference base fuel is shipped t@and are usually successful at detecting either gross fuel
designated independent laboratories. A program involvingontamination or significant deterioration with age, heat, oxi-
more than one calibration test is completed using the IVDdation, or mishandling, when compared with initial analysis
reference base fuel and reference fuel additives selected by talues for the fuel batch. The primary sources of intake valve
TMC. The ASTM IVD Dynamometer Test Surveillance Panel deposition species within a fuel are imperfectly defined, but are

controlled in initial production of the fuel by the manufacturer,
and verified by the user group by the process described in

8 Reagent Chemicals, American Chemical Society Specificatmerican 9.1.2.

Chemical Society, Washington, DC. For suggestions on the testing of reagents not . .

listed by the American Chemical Society, s@anual Standards for Laboratory 9.2.2 In addltlon’ the fuel SUPp“er shall analyze the contents

ChemicalsBDH Ltd., Poole, Dorset, U.K., and thenited States Pharmacopeia Of each storage tank that contains IVD reference base fuel used

and National Formularyl.S. Pharmacopeial Convention, Inc. (USPC), Rockville, for qualified IVD Dynamometer Tests every two months to
19 Available from Jacobs Equipment Distributing Company, 729 South Flores,ensure . the fu.EI has not dEtenora.lted excesswely or be.en

San Antonio, TX 78204. contaminated in storage. Laboratories should take composite

2% Drierite has been found to be satisfactory. An equivalent material can be usedsamples using Practice D 4057 as a gmeummg)lier
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shall provide an adequate supply of fuel sample containers with 10.2.2 Cylinder Bore Inspection-Inspect cylinder bores for
packaging and pre-addressed return labels to each dynamonmmusual wear (scores, pits, etc.).

eter IVD laboratory. Upon receipt of fuel samples from the 10.2.3 Engine Block Inspectiorinspect the integrity of the
laboratories, the fuel supplier will perform the following engine block by monitoring the engine’s compression pressure
analyses, report the results to the submitting laboratory, angsee 12.3.4), percent leakdown (see 12.3.4), and oil consump-

tabulate the results in a database: tion (see 12.3.1). The block should be replaced if unusual wear
Test Method is detected.
D 4953, D 5190! D 5191, or D 5482 Vapor Pressure 10.2.4 Cylinder Head-to-Cylinder Block Mating Surface
D 287 API Gravity Clean the cylinder head-to-cylinder block mating surface of
D 86 Distillation any gasket material or deposit using a gasket scraper, the
D 381 Solvent Washed Gum appropriate solvents (see 7.4), a walnut shell blaster, or other
D 381 Unwashed Gum appropriate tools.

D 525 Oxidation Stabilit . . .
9.2.3 In instances Whgre results from the physical and 10.3 Preparation of Miscellaneous Engine Components
chemical tests listed previously appear to vary significantly. +0-3-1 Fuel Injector Preparation-Prior to engine installa-
from the expected results, a second sample will be analyzed P €valuate all injectors (new and used) for spray-pattern and
the following tests will als’o be conducted. or both: low-rate using a suitable apparatus as defined in 6.4.13 and
C, through G hydrocarbon determinatién by gas Chroma_Stoddard Solvent (see 7.4.2). The evaluation procedure is
togrgphy Test Method D 2427 outlined in this section. Injectors may be cleaned and reused if
Potential Gum. Test Method D 873 the criteria outlined in this section are satisfied.

9.2.4 Forward the results of the analyses performed in 9.2.1 10.3.1.1Flush New Injectors-Flush new injectors for 30 s
and 9.2.2 to the TMC for inclusion in the appropriate data basd© remove any assembly residue before flow testing.

9.3 Fuel Batch Shipment and Storag&hip the fuel in 10.3.1.2 Operating Flow Rig—Using a rig as described in
containers with the minimum allowable venting as dictated by6.4.13, turn on the fuel pumps, the flow meter, and the timer.
all safety and environmental regulations, especially wherAfter the pumps are turned on, the test fluid (see 7.5) will start
shipment times are anticipated to be longer than one weeko flow through the slave injector. Maintain the test fluid
Store the fuel following all applicable safety and environmen-pressure supplied to injector at 2693.4 kPa (39* 0.5 psi)

tal regulations. during the entire test. The maintenance of this pressure is very
. critical because a small change in pressure will have a dramatic
10. Preparation of Apparatus effect on the flow rate and spray pattern.
10.1 Test Stand Preparation 10.3.1.3Flow-test Injectors—Flow-test each injector for

10.1.1 Instrumentation Calibratior-Calibrate all sensors three 60-s periods. Record each of these measurements. The

and indicators as required by the particular types of instrumerfina| flow rate of the injector is based on the average of these
tation utilized. Section 11 provides details on all calibrationtnree, 60-s trials.

requirements. o 10.3.1.40bserve Spray QualityWhile the injector is
10.1.2 Exhaust Back Pressure and Exhaust EmIssiong,ing make a visual observation of the spray pattern quality.
Sample Probe InspectisaThe exhaust back pressure and pacorq this observation for each occurrence. Reject any

exhaugt emission sample probes can be used until they ,bec,orfﬁ?ector that demonstrates an abnormal spray pattern. Injectors
unserviceable. Inspect probes for wear, cracks, contaminatio@pai not leak or drip while under pressure for at least 30 s

residue, and so forth, and feP"’?‘Ce if necessary. when the injectors are not open. Replace any injector that drips
10.1.3 External Hose Inspectierinspect all external hoses 8r leaks.

for wear, cracks, contamination, unspecified restrictions, an 10.3.1.5Acceptance Criteria-Meet the following guide-

so forth, and replace as necessary. lines when selecting injectors to be used for this test method
10.1.4 Engine Wire Harness InspectieAnspect the engine g Inject S o :
5)0 not use groups of injectors or individual injectors not

wire harness for broken connectors, broken wires, fraye 1 eeting the following auidelines
wires, general integrity, and replace or repair as required. 9 - 9 g A . )

10.1.5 EGR Voltage Readout PreparatieAThe EGR volt- . .(1) Flpw Specification-Individual InjectOFsFIow—'test in-
age signal is located at Pin 27 of the Ford EEC-IV Processofividual injectors at 269+ 3.4 kPa (39+ 0.5 psi) using

Connect a voltage readout device to Pin 27 (output) and Pin 4gtoddard solvent at 15 to 25°C (59 to 77°F) and specific
(signal return) of the Ford EEC-IV Processor. gravity of 0.754 to 0.82. Adjust flow rates for test conditions of

10.2 Engine Block Preparatian fluid temperature and pressure. Individual injectors shall have

10.2.1 Piston Top Preparation and Inspectiefinspect pis- 10w rates of 1.82 to 2.23 mL/s.
ton tops for integrity. Ensure there are no unusual wear patterns (2) Flow Specification-GroupsGroups of four injectors
on piston tops (pitting, scratches, and so forth). Make surghall not have any one injector deviate from the four injector
piston tops are completely clean of all deposits. Use appropriaverage by more than 3 %.
ate solvents (see 7.4), a walnut shell blaster, or other appro- 10.3.2 Intake Manifold Preparatior-Make sure the intake
priate tools to clean the piston tops. Make sure the tools useghanifold is clean before each test. Use an acceptable cleaning
do not alter the piston top surface, and the piston-to-cylindeagent such as a commercially available carburetor cleaner or
wall crevices are clean of all contaminants. Stoddard solvent. Inspect the intake m@i@@gmgﬁtghe
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