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Standard Practice for
Collection of Dislodgeable Pesticide Residues from Floors 1
This standard is issued under the fixed designation D 6333; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
1. Scope E 337 Test Method for Measuring Humidity with a Psy-
1.1 This practice covers a procedure for collection of  chrometer (the Measurement of Wet- and Dry-Bulb Tem-
dislodgeable pesticide residues from indoor floor surfaces. peratures)

1.2 This practice and the sampling methodology describe% Terminology
are applicable to bare floors or covered floor surfaces, for’ L _ S
example, carpeting and vinyl flooring. 3.1 Definitions—For definitions of terms used in this prac-

1.3 This practice and the sampling methodology describe§Ce: refer to Terminology D 1356. ,
are applicable to all pesticides listed in Practice D 4861 3-1.1dislodgeable residuethat part of the residue of a

whether applied directly to the floor surface or transportethemical deposited on a solid surface that may be transferred

there by migration within the room or tracked in from DY direct contact to human skin or clothing. _
outdoors. 3.1.2 sampling traverse-the distance from the starting

1.4 Floor surfaces for which this practice has been succes®9int to the end point over which the sampling media contacts

fully applied include nylon plush carpeting, polypropylenethe floor surface for cqllection of a single sample. _
level-loop carpeting, and vinyl flooring. 3.1.3 transfer coefficiert-the ratio of the amount of pesti-

1.5 Sample analysis will be dependent upon the nature dtide residue collected by the sampling media to the area of the

the pesticides targeted and is beyond the scope of this practicrface contacted by the media during a single sampling

however, the analytical procedures discussed in Practicéaverse. _ _ _
D 4861 are applicable to this practice. 3.1.4 transfer efficiency-the ratio of the transfer coefficient

1.6 The values stated in SI units are to be regarded as tH@ the pesticide surface loading determined by analysis of
deposition coupons placed strategically on the test surface
standard. o St
1.7 This standard does not purport to address all of thePefore the pesticide application.
safety concerns, if any, associated with its use. It is the4 Summary of Practice
responsibility of the user of this standard to establish appro- , i o .
priate safety and health practices and determine the applica- 4.1 The sampling method described in this practice is taken

bility of regulatory limitations prior to its use. from published work(1,2,3,47.
4.2 Dislodgeable pesticide residues from floor surfaces are

2. Referenced Documents collected by transfer to an annular ring of polyurethane foam
2.1 ASTM Standards? (PUF), which is rolled across the floor at a constant speed and
D 1193 Specification for Reagent Water applied pressure. S o
D 1356 Terminology Relating to Sampling and Analysis of 4-3 The PUF sampling ring is slipped over a cylindrical

Atmospheres metal axle that functions as the front wheel of the PUF roller

D 4861 Practice for Sampling and Selection of Analytical@PParatus. The apparatus is typically constructed of aluminum

Techniques for Pesticides and Polychlorinated Biphenyl@”d consists of aframe with two permanent rear wheels and the
in Air detachable axle cylinder on the front.

E 1 Specification for ASTM Liquid-in-Glass Thermometers 4-4 Weights are attached to the roller frame to apply the
desired downward force on the PUF roller ring (sampling

pressure). A total weight of 3.88 kg provides a sampling

pressure of 8300 Pa, corresponding approximately to that of a
;TAhislprgcticfes undet: the jurisddif:ticm ofdASTtM Commi_tttﬁ_? D2f280anampl?tntg 9 kg child crawling or walking.
99,00 o Incdoor T eres anc s fhe Clrect fesponsibily of Stbeommie® 4.5 A handle is connected at the rear of the roller frame to
Current edition approved October 1, 2003. Published November 2003. Originalfpush or pull the device across the floor surface.
approved in 1998. Last previous edition approved in 1998 as D 6333 - 98.
2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service@astm.org.Afotual Book of ASTM
Standards/olume information, refer to the standard’s Document Summary page on * The boldface numbers in parentheses refer to the list of references at the end of
the ASTM website. this standard.
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4.6 A template or similar measuring device is used toresponsibility to evaluate the data collected by this practice and
identify the area to be sampled. The axle cylinder is fitted withmake such determinations in the light of other available
a clean PUF ring, and the roller is then pushed at a constant rateformation.
of approximately 10 cm/s over a distance of 1.0 m and then
immediately pulled in the reverse direction back over the samé. Interferences
sampling area at the same rate of speed, ending at the original6.1 There are no known interferences to the collection of
starting position. dislodgeable pesticide residues from floors using this practice.

4.7 The PUF ring is removed from the detached axleThe presence of excessive moisture levels in carpeting, as may
cylinder and placed in a sealed container for transport to thee the case shortly after a wet cleaning operation, may affect
laboratory for analysis. the dislodgeability of residues, possibly yielding higher than

4.8 The PUF ring is extracted and analyzed using specifiaormal results.
analytical procedures for the pesticides of interest. Typical 6.2 Analytical interferences may be caused by contaminants
methods involve Soxhlet extraction with analysis of extracts byin the sampling medium, solvents, and reagents and on
gas chromatography/mass spectrometry (GC/MS), gaglassware and other sampling or sample processing hardware
chromatography/electron capture detection (GC/ECD), othat result in discrete artifacts and elevated baselines, or both,
other techniques noted in Practice D 4861. in the detector profiles. For potential analytical interferences,

refer to Practice D 4861.
5. Significance and Use

5.1 This practice may be used to estimate the potential fof - APparatus
human exposure to pesticide residues that may be dislodged7.1 PUF Roller Sampler (as shown in Fig. 1) may be
from residential floor surfaces by dermal contact. The samplingonstructed by a machinist using primarily aluminum materi-
device employed is designed to approximately replicate thals. The typical apparatus consists of a frame (12.4 by 25.4 cm)
pressure appliedyba 9 kgchild crawling or walking on the that is attached to a rear axle that holds a swivel joint in the
floor. center for attaching the handle and has two aluminum wheels

5.2 Laboratory tests and field studies have shown that th€.5-cm wide by 10.2-cm diameter). The distance between the
transfer coefficient of the sampling device for collection of outside of the two wheels is 21.6 cm and between the inside of
dried pesticide residues from nylon plush carpets is two tdhe wheels is 16.5 cm. An aluminum cylinder (7.6-cm long by
three times higher than that of a dry hand (palm only) pressed.3-cm diameter) is attached to the front of the sampler frame

ten times at 7300 Pa over the same area of cdfét5) by 6-mm diameter hex head axle bolts on the cylinder that fit
5.3 This practice has been found suitable for use on plushnto slots on the frame. This cylinder serves as the front axle
and level loop carpets and vinyl flooring, 3). and also holds the PUF sampling medium (see 7.2). The front

5.4 This practice does not describe procedures for evaluaxle cylinder is secured in the slots by spring steel retaining
tion of the safety of floor surfaces or the potential for humanclips that permit easy attachment and removal of the cylinder.
exposure to dislodgeable pesticide residues. It is the userBhe handle for the sampler is two pieces that screw together

PUF Ring

Stainless Steel
Weight

FIG. 1 PUF Roller: A. In Position for Sampling. B. Axle Cylinder/Frame Assembly. Docu ments
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