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Designation: D 6359 – 99

Standard Specification for
Minimum Retroreflectance of Newly Applied Pavement
Marking Using Portable Hand-Operated Instruments1

This standard is issued under the fixed designation D 6359; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification covers the minimum retroreflective
properties of newly applied horizontal pavement markings
containing retroreflecting spheres, such as traffic stripes and
surface symbols. The geometry specified for these values
corresponds to that of Test Method E 1710 and is the same as
CEN geometry.

1.2 This specification is intended to provide standards of
horizontal pavement markings to ensure that adequate conspi-
cuity for the driver at night is provided by newly applied
markings. This specification applies to the measurement of the
markings using portable hand-operated instruments.

1.3 Newly applied pavement markings are those that have
been applied within 14 days before testing and from which all
excess glass spheres have been removed.

NOTE 1—Excess glass spheres contribute to erroneous readings directly
after application and are generally not present a few days after application.
They should be removed by strong brushing or by air pressure or other
methods that do not remove the spheres that are correctly embedded and
in water-borne paint after film coalescing.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
D 4505 Specification for Preformed Plastic Pavement

Marking Tape for Extended Service Life2

D 4592 Specification for Preformed Plastic Pavement
Marking Tape for Limited Service Life2

E 284 Terminology of Appearance3

E 808 Practice for Describing Retroreflection3

E 1710 Test Method for Measurement of Retroreflective
Pavement Marking Materials with CEN-Prescribed Geom-
etry Using a Portable Retroreflectometer3

2.2 Other Standards:
CEN/EN 1436:1997 Road Equipment. Horizontal Signal-

ization. Road Marking Performance for Road Users4

US Mil-Std 105D Sampling Procedure and Tables for In-
spection by Attributes5

3. Terminology

3.1 The terms and definitions in Terminology E 284 and
Practice E 808 are applicable to this specification.

3.2 Definitions:
3.2.1 coeffıcient of retroreflected luminance, RL, n—the ratio

of the luminance, L, of a projected surface to the normal
illuminance, E' , at the surface on a plane normal to the
incident light, expressed in candelas per square metre per lux
(cd m-2lx-1).

3.2.1.1 Discussion—Because of the low luminance of pave-
ment markings, the units used commonly are millicandelas per
square metre per lux (mcd m-2lx-1)

3.3 Definitions of Terms Specific to This Standard:
3.3.1 acceptable quality level, AQL, n—the maximum per-

cent defective that, for purposes of sampling inspection, can be
considered satisfactory as a process average.

3.3.1.1 Discussion—This is the largest proportion of pave-
ment marking readings with values below the acceptable level.

3.3.2 CEN geometry—the geometry of instrument measure-
ment specified by CEN, based on a viewing distance of 30 m
from an arbitrary passenger vehicle with an eye height of 1.2 m
and a single headlight mounting height of 0.65 m in the same
vertical plane and a pavement stripe directly ahead of the
headlight.

3.3.3 checkpoint area—the marking area to be evaluated
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3.3.4 global control area—for pavement markings, the road
length containing the markings subjected to control, for ex-
ample, lines, symbols, legends, pedestrian crossings, etc.

3.3.5 inspection by attributes—inspection whereby either
the unit of product is classified simply as acceptable or
non-acceptable, or the number of rejections in the unit of
product is counted, with respect to a given requirement or set
of requirements.

3.3.5.1 Discussion—A discrete one-dimensional probability
distribution used in industrial quality control. Mathematically
known as hyper-geometric probability distribution functions.

3.3.6 limit quality, LQ, n—limit of the AQL that is accept-
able, providing a specified limited quality for protection.

3.3.6.1 Discussion—This is the proportion of pavement
marking readings with values below the acceptable level,
which in the worst case, would be allowed.

3.3.7 test point—the point in the checkpoint area where the
measurement is made.

3.3.8 producer’s risk—the risk the producer of the marking
takes that the marking will fail the requirement of 5.1.

3.3.8.1 Discussion—If the population of the entire pave-
ment marking fulfills the specification, there is still the prob-
ability that the sampling of the marking will fall below the
acceptable value. This is designated the a risk.

3.3.9 user’s risk—the risk the end-user or controller takes
that the marking will meet the requirement of 5.1.

3.3.9.1 Discussion—If the population of the entire pave-
ment marking fails the specification, there is still the probabil-
ity that the sampling of the marking will equal or exceed the
acceptable value. This is designated the b risk.

3.3.10 zone of measurement—the road length containing the
marking units to be measured that appear to below specifica-
tion.

3.3.10.1 Discussion—Visual inspection of the marking is
what is intended here. If the marking appears questionable in
terms of its retroreflectivity, then measurements shall be
undertaken. The zone of measurement for this visual inspection
begins with the first stretch of suspect marking and extends to
the last.

4. Summary of Specification

4.1 This specification sets the minimum retroreflectance
values for newly applied pavement markings and the sampling
criteria used for determining compliance with this specifica-
tion.

5. Performance Requirements

5.1 Retroreflection— The pavement marking material shall
be retroreflecting white or yellow, and shall be readily visible
as white or yellow when viewed with automobile headlights at
night. The pavement marking shall be measured after removal
of all excess glass spheres and within 14 days after application
(see 1.3). The pavement marking shall have a minimum initial
coefficient of retroreflective luminance of 250 mcd m-2lx-1 for
white and 175 mcd m-2lx-1 for yellow.

5.2 Measurement Geometry— The measurement geometry
used to determine the values in 5.1 shall be 88.76° for the
entrance angle (b1), (b25 0°) and 1.05° for the observation
angle. The aperture angles for both the source and receiver

shall not exceed 0.33°. Test Method E 1710 shall be used to
determine the requirements of 5.1.

6. Sampling

6.1 All measurements obtained in the sampling areas listed
as follows are to be made in the direction of traffic flow, except
on the centerline of two-lane roads where the required number
of measurements will be made in each direction. Both single
and double lines are to be measured, and the acceptance criteria
of 6.3 shall be followed for each line in both directions.

NOTE 2—This sampling procedure shall be used when the pavement
marking applied is typically uniform throughout the zone.

6.2 Sampling—This specification sets the a risk, b risk, and
AQL at 6.5 % and the LQ at 20 %.

6.2.1 Solid Longitudinal Lines:
6.2.1.1 300 m Zone of Measurement (see Fig. 1)—

Measurement containing one randomly located checkpoint area
100 m long.

6.2.1.2 300 m Zone, Checkpoint Area—Measurements shall
be made approximately every 5 m along the line, with the
sample size set at 20 and the acceptance criteria of 6.3 used.

6.2.1.3 300 m - 10 km Zone of Measurement (see Fig.
2)—Two checkpoint areas 100 m long are required up to 1 km.
The checkpoint areas shall be randomly located with no
overlap. Checkpoint areas shall be taken at the start, midpoint,
and end zones of measurement greater than 1 km. Test point
measurements within each checkpoint area shall be made with
a sample size of 20 and the acceptance criteria of 6.3 used.
Within the checkpoint areas test point measurements shall be
made at approximately 5 m intervals along the line.

6.2.1.4 Zone of Measurement Greater Than 10 km (see Fig.
3)—Checkpoint areas 100 m in length shall be located at the
start and end of the zone and every 5 km within the zone.
Within the checkpoint areas, test point measurements shall be
made at approximately 5-m intervals along the checkpoint area
with a sample size of 20 and the acceptance criteria of 6.3 used.

6.2.2 Broken Longitudinal Lines:
6.2.2.1 300 m Zone of Measurement, containing one ran-

domly located checkpoint area.
6.2.2.2 300 m Zone, Checkpoint Area—Two test point

measurements shall be taken randomly on each of 10 strokes,
with the sample measurement size set at 20 and the acceptance
criteria of 6.3 used. The random measurement shall be sepa-
rated by at least 1 m.

NOTE 1—See 6.1 and 6.2 for further information.
FIG. 1 Typical Measurement Locations for Zones Less than 300
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