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QH].p DeSignation: D 638 —99 An American National Standard

Standard Test Method for

Tensile Properties of Plastics *

This standard is issued under the fixed designation D 638; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope * safety concerns, if any, associated with its use. It is the

1.1 This test method covers the determination of the tensil&Sponsibility of the user of this standard to establish appro-
properties of unreinforced and reinforced plastics in the fornPriate safety and health practices and determine the applica-
of standard dumbbell-shaped test specimens when tested undfty of regulatory limitations prior to use.
defined conditions of pretreatment, temperature, humidity,
testing machine speed.

1.2 This test method can be used for testing materials of any 2-1 ASTM Standards: o _
thickness up to 14 mm (0.55 in.). However, for testing D 229 Test Methods for Rigid Sheet and Plate Materials

specimens in the form of thin sheeting, including film less than _ Used for Electrical Insulatich
1.0 mm (0.04 in.) in thickness, Test Methods D 882 is the D 412 Test Methods for Vulcanized Rubber and Thermo-

preferred test method. Materials with a thickness greater than _Plastic Rubbers and Thermoplastic Elastomers— Tedsion
14 mm (0.55 in.) must be reduced by machining. D 618 Practice for Condmomng Plastics for Testing _
1.3 This test method includes the option of determining D 651 Test Method for Tensile Strength of Molded Electri-

Poisson’s ratio at room temperature. cal Insulating Materiafs , _ _ ,
D 882 Test Methods for Tensile Properties of Thin Plastic

Note 1—This test method and ISO 527-1 are technically equivalent. SheetinQ
Note 2—This test method is not intended to cover precise physical D 883 Terminology Relating to Plastfcs

procedures. It is recognized that the constant rate of crosshead movement .
type of test leaves much to be desired from a theoretical standpoint, that D 1822 Test Method for Tensile-Impact Energy to Break

wide differences may exist between rate of crosshead movement and rate  Plastics and Electrical Insulating Materi‘_éjs _
of strain between gage marks on the specimen, and that the testing speeddD 3039/D 3039M Test Method for Tensile Properties of
specified disguise important effects characteristic of materials in the ~ Polymer Matrix Composite Materidls

plastic state. Further, it is realized that variations in the thicknesses of test D 4000 Classification System for Specifying Plastic Mate-
specimens, which are permitted by these procedures, produce variations in  rjg|s”

_the surface-volume ratios of such specimens, and that these variations MY 4066 Specification for Nylon Injection and Extrusion

influence the test results. Hence, where directly comparable results are .

desired, all samples should be of equal thickness. Special additional tests Materials . . . .

should be used where more precise physical data are needed. D 5947 Test Methods for Physical Dimensions of Solid
Nore 3—This test method may be used for testing phenolic molded ~ Plastic Specimefis

resin or laminated materials. However, where these materials are used asE 4 Practices for Force Verification of Testing Machihes

electrical insulation, such materials should be tested in accordance with £ 83 Practice for Verification and Classification of Exten-
Test Methods D 229 and Test Method D 651. someters

Note 4—For tensile properties of resin-matrix composites reinforced : ) :
with oriented continuous or discontinuous high modulus >20-GPa E 13629 Test Method for Poisson’s Ratio at Room Tempera-
(>3.0x 10°-psi) fibers, tests shall be made in accordance with Test tur ) .
Method D 3039/D 3039M. E 691 Practice for Conducting an Interlaboratory Study to
d Determine the Precision of a Test MetfABd

2.2 1SO Standard:

an%. Referenced Documents

1.4 Test data obtained by this test method are relevant an
appropriate for use in engineering design.

1.5 The values stated in Sl units are to be regarded as the_,
2 Annual Book of ASTM Standardgol 10.01.

standard. The values given in parentheses are for information, "o o " ot con dardddl 09,01,

only. “+ Annual Book of ASTM Standardgol 08.01.
1.6 This standard does not purport to address all of the °Discontinued; sed994 Annual Book of ASTM Standardel 10.01.

& Annual Book of ASTM Standardéol 15.03.

7 Annual Book of ASTM Standardgol 08.02.

. . Lo ) ) 8 Annual Book of ASTM Standardéol 08.03.
1 This test method is under the jurisdiction of ASTM Committee D-20 on Plastics ° Annual Book of ASTM Standatdéol 03.01.

and is the direct responsibility of Subcommittee D 20.10 on Mechanical Properties. 10 onnual Book of ASTM Standardgol 14.02.
Current edition approved Nov. 10, 1999. Published February 2000. Originally
published as D 638 — 41 T. Last previous edition D 638 — 98.

*A Summary of Changes section appears at the end of this standard. Docu ments
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{ilb D 638
ISO 527-1 Determination of Tensile Properiies 4.4 Poisson’s Ratie-When uniaxial tensile force is applied

) to a solid, the solid stretches in the direction of the applied

3. Terminology force (axially), but it also contracts in both dimensions lateral
3.1 Definitions—Definitions of terms applying to this test to the applied force. If the solid is homogeneous and isotropic,
method appear in Terminology D 883 and Annex A2. and the material remains elastic under the action of the applied
force, the lateral strain bears a constant relationship to the axial
4. Significance and Use strain. This constant, called Poisson’s ratio, is defined as the

4.1 This test method is designed to produce tensile propertyegative ratio of the transverse (negative) to axial strain under
data for the control and specification of plastic materials. Thesgniaxial stress.
data are also useful for qualitative characterization and for 4.4.1 Poisson’s ratio is used for the design of structures in
research and development. For many materials, there may benich all dimensional changes resulting from the application
specification that requires the use of this test method, but witef force need to be taken into account and in the application of
some procedural modifications that take precedence wheiie generalized theory of elasticity to structural analysis.
adhering to th_e specif!c_atiqn. Therefore, _it is a(_jvisable to refer Note 6—The accuracy of the determination of Poisson’s ratio is
to that material specification before using this test methodysyally limited by the accuracy of the transverse strain measurements
Table 1 in Classification D 4000 lists the ASTM materials because the percentage errors in these measurements are usually greater
standards that currently exist. than in the axial strain measurements. Since a ratio rather than an absolute

4.2 Tensile properties may vary with specimen preparatioﬁuantity is mea_sure_d, it is only necessary to know accuratgly the relative
and with speed and environment of testing. Consequently',a'“e of the callb_ratlon factors of the extensometers. Also, in general, the
where precise comparative results are desired, these factofdue Of the applied loads need not be known accurately.
must be cgrefully controlled. _ _ 5. Apparatus

4.2.1 It is realized that a material cannot be tested without . . : :
also testing the method of preparation of that material. Hence, 5.1 Testing Machine-A testing machine of 'gh_e constant-
when comparative tests of materials per se are desired, tH te-of-crqsshead-movement type and comprising essentially
greatest care must be exercised to ensure that all samples Apg following:

prepared in exactly the same way, unless the test is to include 5'161 Fixed .Membel A fixed or essentially stationary
the effects of sample preparation. Similarly, for referee pur/NMEMDEr carrying one grip. .
5.1.2 Movable MemberA movable member carrying a

poses or comparisons within any given series of specimens,

care must be taken to secure the maximum degree of uniforec0nd grip. , _ .
mity in details of preparation, treatment, and handling. 5.1.3 Grips—Grips for holding the test specimen between

4.3 Tensile properties may provide useful data for plasticdh€ fixed member and the movable member of the testing
engineering design purposes. However, because of the higRachine can be either the fixed or self-aligning type.
degree of sensitivity exhibited by many plastics to rate of >-1-3:1 Fixed grips are rigidly attached to the fixed and

straining and environmental conditions, data obtained by thi§10vable members of the testing machine. When this type of
test method cannot be considered valid for applications involydTiP iS used extreme care should be taken to ensure that the test

ing load-time scales or environments widely different fromSPecimen is inserted and clamped so that the long axis of the
those of this test method. In cases of such dissimilarity, nd€St SPecimen coincides with the direction of pull through the
reliable estimation of the limit of usefulness can be made foCeNter line of the grip assembly. .

most plastics. This sensitivity to rate of straining and environ- °-1.3.2 Self-aligning grips are attached to the fixed and
ment necessitates testing over a broad load-time scale (incluiovable members of the testing machine in such a manner that

ing impact and creep) and range of environmental conditions i€y, Will move freely into alignment as soon as any load is
tensile properties are to suffice for engineering design purapphed so tha_t the long aX|s.of the test specimen will cqmmde
poses. with the direction of the applied pull through the center line of

the grip assembly. The specimens should be aligned as per-
Note 5—Since the existence of a true elastic limit in plastics (as i”fectly as possible with the direction of pull so that no rotary
many other organic materials and in many metals) is debatable, thﬁmtion that may induce slippage will occur in the grips; there

propriety of applying the term “elastic modulus” in its quoted, generally . o e L . .
accepted definition to describe the “stiffness” or “rigidity” of a plastic has is & limit to the amount of misalignment self-aligning grips will

been seriously questioned. The exact stress-strain characteristics of plasgcommodate.

materials are highly dependent on such factors as rate of application of 5.1.3.3 The test specimen shall be held in such a way that
stress, temperature, previous history of specimen, etc. However, stresslippage relative to the grips is prevented insofar as possible.
strain curves for plastics, determined as described in this test methogsrip surfaces that are deeply scored or serrated with a pattern
almost always show a linear region at low stresses, and a straight Ii_ngim”ar to those of a coarse single-cut file, serrations about 2.4

drawn tangent to this portion of the curve permits calculation of an elasti . .
modulus of the usually defined type. Such a constant is useful if itcmm (0.09 in.) apart and about 1.6 mm (0.06 in.) deep, have

arbitrary nature and dependence on time, temperature, and similar factj??en found satisfactory for most thermoplashcs. Finer serra-
are realized. tions have been found to be more satisfactory for harder

plastics, such as the thermosetting materials. The serrations
should be kept clean and sharp. Breaking in the grips may
11 Available from American National Standards Institute, 11 W. 42nd St., 13thOCCUr at times, even when dee.p serrations or abra(_:ied specimen
Floor, New York, NY 10036. surfaces are used; other techniques mustgeﬁum@ﬁ@es.
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Other techniques that have been found useful, particularly wittess), the same above extensometer, attenuated to 20 % exten-
smooth-faced grips, are abrading that portion of the surface dfion, may be used. In any case, the extensometer system must
the specimen that will be in the grips, and interposing thinmeet at least Class C (Practice E 83) requirements, which
pieces of abrasive cloth, abrasive paper, or plastic, or rubbeinclude a fixed strain error of 0.001 strain arl.0 % of the
coated fabric, commonly called hospital sheeting, between thimdicated strain, whichever is greater.
specimen and the grip surface. No. 80 double-sided abrasive 5.2.3 High-Extension Measuremenrtd-or making mea-
paper has been found effective in many cases. An open-mesiirements at elongations greater than 20 %, measuring tech-
fabric, in which the threads are coated with abrasive, has alsoiques with error no greater thanl0 % of the measured value
been effective. Reducing the cross-sectional area of the speare acceptable.
men may also be effective. The use of special types of grips is 5.2.4 Poisson’s Ratie-Bi-axial extensometer or axial and
sometimes necessary to eliminate slippage and breakage in thansverse extensometers capable of recording axial strain and
grips. transverse strain simultaneously. The extensometers shall be
5.1.4 Drive Mechanism-A drive mechanism for imparting capable of measuring the change in strains with an accuracy of
to the movable member a uniform, controlled velocity with 1 % of the relevant value or better.

respect to the St"_"t_'on'r_‘lry me_mber’ with this velocity to be Note 8—Strain gages can be used as an alternative method to measure
regulated as specified in Section 8. axial and transverse strain; however, proper techniques for mounting
5.1.5 Load Indicator—A suitable load-indicating mecha- strain gages are crucial to obtaining accurate data. Consult strain gage
nism capable of showing the total tensile load carried by theuppliers for instruction and training in these special techniques.
test specimen when held by the grips. This mechanism shall be 5.3 Micrometers—Suitable micrometers for measuring the
essentially free of inertia lag at the specified rate of testing andlidth and thickness of the test specimen to an incremental
shall indicate the load with an accuracy df1 % of the discrimination of at least 0.025 mm (0.001 in.) should be used.
indicated value, or better. The accuracy of the testing maching|l width and thickness measurements of rigid and semirigid
shall be verified in accordance with Practices E 4. plastics may be measured with a hand micrometer with ratchet.
Note 7—Experience has shown that many testing machines now in us’g‘ swtable instrument for measuring the thICkness of nonrigid
are incapable of maintaining accuracy for as long as the periods betwedf St Specimens shall havd) a contact measuring pressure of
inspection recommended in Practices E 4. Hence, it is recommended thdb = 2.5 kPa (3.6+ 0.36 psi),(2) a movable circular contact
each machine be studied individually and verified as often as may b&ot 6.35*+ 0.025 mm (0.250+ 0.001 in.) in diameter, an(8)
found necessary. It frequently will be necessary to perform this functiorg, [ower fixed anvil Iarge enough to extend beyond the contact
daily. foot in all directions and being parallel to the contact foot
5.1.6 The fixed member, movable member, drive mechawithin 0.005 mm (0.0002 in.) over the entire foot area. Flatness
nism, and grips shall be constructed of such materials and ifif the foot and anvil shall conform to Test Method D 5947.
such proportions that the total elastic longitudinal strain of the 5.3.1 An optional instrument equipped with a circular con-
system constituted by these parts does not exceed 1 % of tfi@ct foot 15.88+ 0.08 mm (0.625+ 0.003 in.) in diameter is
total longitudinal strain between the two gage marks on the te§ecommended for thickness measuring of process samples or
specimen at any time during the test and at any load up to thi@rger specimens at least 15.88 mm in minimum width.
rated capacity of the machine. 6. Test Specimens
5.2 Extension Indicatoi(extensometer)—A suitable instru- g ¢ Sheet, Plate, and Molded Plastics

ment shall be used for determining the distance between two 6.1.1 ngld and Sem|r|g|d Plasties-The test Specimen shall
designated points within the gage length of the test specimen &3 ntorm to the dimensions shown in Fig. 1. The Type |
the specimen is stretched. For referee purposes, the ‘?Xtensogb'ecimen is the preferred specimen and shall be used where
eter must be set at the full gage length of the specimen, ag ficient material having a thickness of 7 mm (0.28 in.) or less
shown in Fig. 1. It is desirable, but not essential, that thiSg available. The Type Il specimen may be used when a
instrument automatically record this distance, or any change i terial does not break in the narrow section with the preferred

it, as a f_unction of the load on the test specimen or of thel’ype | specimen. The Type V specimen shall be used where
elapsed time from the start of the test, or both. If only the Iatteromy limited material having a thickness of 4 mm (0.16 in.) or
is obtained, load-time data must also be taken. This instrumefies is available for evaluation. or where a large number of

shall be essentially free of inertia at the specified speed pecimens are to be exposed in a limited space (thermal and
testing. Extensometers shall be classified and their calibratiogy, i-onmental stability tests, etc.). The Type IV specimen
periodically verified in accordance with Practice E 83. should be used when direct comparisons are required between
5.2.1 Modulus-of-Elasticity Measurements-or modulus-  materials in different rigidity cases (that is, nonrigid and
of-elasticity measurements, an extensometer with & maximu§emjrigid). The Type Il specimen must be used for all
strain error of 0.0002 mm/mm (in./in.) that automatically andmaterials with a thickness of greater than 7 mm (0.28 in.) but
continuously records shall be used. An extensometer classifigtht more than 14 mm (0.55 in.).
by Practice E 83 as fulfilling the requirements of a B-2 6.1.2 Nonrigid Plastics—The test specimen shall conform
classification within the range of use for modulus measureto the dimensions shown in Fig. 1. The Type IV specimen shall
ments meets this requirement. be used for testing nonrigid plastics with a thickness of 4 mm
5.2.2 Low-Extension Measurementd-or elongation-at- (0.16 in.) or less. The Type Ill specimen must be used for all
yield and low-extension measurements (nominally 20 % omaterials with a thickness greater than 7 [y @3 imari g
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TYPE IV

Specimen Dimensions for Thickness, T, mm (in.)*

Dimensions (see drawings)

7 (0.28) or under

Over 7 to 14 (0.28 to 0.55), incl

4 (0.16) or under

Tolerances

Type | Type Il Type I Type IVE Type VEP
W—Width of narrow section&* 13 (0.50) 6 (0.25) 19 (0.75) 6 (0.25) 3.18 (0.125) +0.5 (+0.02)5¢
L—Length of narrow section 57 (2.25) 57 (2.25) 57 (2.25) 33 (1.30) 9.53 (0.375) +0.5 (+0.02)¢
WO—Width overall, min® 19 (0.75) 19 (0.75) 29 (1.13) 19 (0.75) +6.4 (+0.25)
WO—Width overall, min® 9.53 (0.375) +3.18 (+0.125)
LO—Length overall, min* 165 (6.5) 183 (7.2) 246 (9.7) 115 (4.5) 63.5 (2.5) no max (N0 max)
G—Gage length’ 50 (2.00) 50 (2.00) 50 (2.00) 7.62 (0.300) +0.25 (+0.010)
G—Gage length’ 25 (1.00) +0.13 (+0.005)
D—Distance between grips 115 (4.5) 135 (5.3) 115 (4.5) 65 (2.5)7 25.4 (1.0) +5(+0.2)
R—Radius of fillet 76 (3.00) 76 (3.00) 76 (3.00) 14 (0.56) 12.7 (0.5) +1 (+0.04)¢
RO—Outer radius (Type V) 25 (1.00) +1 (+0.04)

A Thickness, T, shall be 3.2+ 0.4 mm (0.13 = 0.02 in.) for all types of molded specimens, and for other Types | and Il specimens where possible. If specimens are
machined from sheets or plates, thickness, T, may be the thickness of the sheet or plate provided this does not exceed the range stated for the intended specimen type.
For sheets of nominal thickness greater than 14 mm (0.55 in.) the specimens shall be machined to 14 = 0.4 mm (0.55 * 0.02 in.) in thickness, for use with the Type IlI
specimen. For sheets of nominal thickness between 14 and 51 mm (0.55 and 2 in.) approximately equal amounts shall be machined from each surface. For thicker sheets
both surfaces of the specimen shall be machined, and the location of the specimen with reference to the original thickness of the sheet shall be noted. Tolerances on
thickness less than 14 mm (0.55 in.) shall be those standard for the grade of material tested.

B For the Type IV specimen, the internal width of the narrow section of the die shall be 6.00 + 0.05 mm (0.250= 0.002 in.). The dimensions are essentially those of Die
C in Test Methods D 412.

€ The Type V specimen shall be machined or die cut to the dimensions shown, or molded in a mold whose cavity has these dimensions. The dimensions shall be:

W= 3.18 + 0.03 mm (0.125 + 0.001 in.),
L =9.53 * 0.08 mm (0.375 = 0.003 in.),
G = 7.62 = 0.02 mm (0.300 = 0.001 in.), and
R =127 = 0.08 mm (0.500 * 0.003 in.).

The other tolerances are those in the table.

P Supporting data on the introduction of the L specimen of Test Method D 1822 as the Type V specimen are available from ASTM Headquarters. Request RR:D20-1038.

EThe width at the center W, shall be +0.00 mm, —-0.10 mm ( +0.000 in., -0.004 in.) compared with width W at other parts of the reduced section. Any reduction in W
at the center shall be gradual, equally on each side so that no abrupt changes in dimension result.

F For molded specimens, a draft of not over 0.13 mm (0.005 in.) may be allowed for either Type | or Il specimens 3.2 mm (0.13 in.) in thickness, and this should be taken
into account when calculating width of the specimen. Thus a typical section of a molded Type | specimen, having the maximum allowable draft, could be as follows:

G Overall widths greater than the minimum indicated may be desirable for some materials in order to avoid breaking in the grips.

" Overall lengths greater than the minimum indicated may be desirable either to avoid breaking in the grips or to satisfy special test requirements.

! Test marks or initial extensometer span.

JWhen self-tightening grips are used, for highly extensible polymers, the distance between grips will depend upon the types of grips used and may not be critical if

maintained uniform once chosen. i
......... 0.505 in., max ......

(12.83 mm)
0.005 in. max
(0.13 mm)

0.500 in.

(12.70 mm)

FIG. 1 Tension Test Specimens for Sheet, Plate, and Molded Plastics

more than 14 mm (0.55 in.). 6.1.4 Preparation—Test specimens shall be prepared by

6.1.3 Reinforced CompositesThe test specimen for rein- machining operations, or die cutting, from materials in sheet,
forced composites, including highly orthotropic laminates,plate, slab, or similar form. Materials thicker than 14 mm (0.55
shall conform to the dimensions of the Type | specimen showin.) must be machined to 14 mm (0.55 in.) for use as Type I

in Fig. 1. Documents

Document Sharing Hub

Full document details: ASTM D638-99


http://www.avadocuments.com/doc/astm-d638-99
http://www.avadocuments.com/doc/astm-d638-99

