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1. Scope

1.1 This test method covers the use of a rotorless oscillating
shear rheometer for measuring after cure dynamic properties at
predetermined temperature(s) below the cure temperature.

1.2 Specified cure conditions that approximate a ‘“static
cure” also are covered to minimize effects on cured rubber
compound dynamic properties. This test method is not in-
tended to replace Test Method D5289.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

1.4 Warning—Compounds based on silicone or fluoroelas-
tomers may have high levels of thermal contraction or poor
adhesion to the dies when cooled after the cure portion of this
test method, causing slippage during strain sweeps. If this
occurs, the results will not be reliable.

2. Referenced Documents

2.1 ASTM Standards:*

D1349 Practice for Rubber—Standard Conditions for Test-
ing

D4483 Practice for Evaluating Precision for Test Method
Standards in the Rubber and Carbon Black Manufacturing
Industries

D5289 Test Method for Rubber Property—Vulcanization
Using Rotorless Cure Meters

D5992 Guide for Dynamic Testing of Vulcanized Rubber
and Rubber-Like Materials Using Vibratory Methods

3. Terminology
3.1 Definitions of Terms Specific to This Standard:

! This test method is under the jurisdiction of ASTM Committee D11 on Rubber
and is the direct responsibility of Subcommittee D11.10 on Physical Testing.
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3.1.1 complex shear modulus, G* n—the ratio of peak
amplitude shear stress to peak amplitude shear strain;
mathematically, G* = (G? + G2,

3.1.2 complex torque, S* n—the peak amplitude torque
response measured by a reaction torque transducer for a
sinusoidally applied strain; mathematically, S* is computed by
S* = (§? + S"3H12

3.1.3 dynamic cure, n—any cure condition which oscillates
or moves the die.

3.1.4 elastic torque, S, n—the peak amplitude torque
component, which is in phase with a sinusoidally applied
strain.

3.1.5 loss angle, 8, n—the phase angle by which the
complex torque (S*) leads a sinusoidally applied strain.

3.1.6 loss factor, tan 8, n—the ratio of loss modulus to
storage modulus, or the ratio of viscous torque to elastic
torque; mathematically, tan & = G'/G' = S"/S".

3.1.7 loss shear modulus, G", n—the component of applied
stress that is 90° out-of-phase with the shear strain, divided by
the strain.

3.1.8 static cure, n—the cure conditions of 0.0° arc strain
and 0.0 Hz in frequency, that is, no movement of the dies
during the cure test.

3.1.9 storage shear modulus, G', n—the component of
applied stress that is in phase with the shear strain, divided by
the strain.

3.1.10 viscous torque, S", n—the peak amplitude torque
component, which is 90° out of phase with a sinusoidally
applied strain.

4. Summary of Test Method

4.1 A rubber test specimen is contained in a die cavity that
is closed and maintained at an elevated cure temperature. The
cavity is formed by two dies, one of which is oscillated through
a rotary amplitude. This action produces a sinusoidal torsional
strain in the test specimen resulting in a sinusoidal torque,
which measures the viscoelastic changes of the test specimen
as it cures. The test specimen must be a unvulcanized rubber
compound containing curatives. A controlled limited strain is
applied during cure to prevent effecting the aftercure proper-
ties.
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4.2 After a predetermined cure time, the temperature is
reduced and dynamic property measurements can be based on
a strain sweep in which the strain amplitude is programmed to
change in steps under constant frequency and temperature, a
frequency sweep in which the frequency is programmed to
change in steps under constant strain amplitude and
temperature, or, a temperature sweep in which the temperature
is programmed to decrease under constant strain amplitude and
frequency conditions.

4.3 For an after-cure strain sweep, the instrument is typi-
cally programmed to increase the strain with each subsequent
step change. This is done to minimize the influence of prior test
conditions on subsequent test steps. Typically two repeat strain
sweeps may be programmed consecutively to quantify the
Payne Effect,” which is the reduction in dynamic storage
modulus from strain softening of the rubber vulcanizate.

5. Significance and Use

5.1 This test method is used to determine the vulcanization
characteristics of (vulcanizable) rubber compounds under se-
lected test conditions of strain and frequency which do not
significantly affect the cured dynamic properties. In the same
test, this test method also will measure the dynamic properties
of the vulcanizate at temperatures significantly below the cure
temperature. These lower temperature measurements are nec-
essary in order to more effectively relate to rubber product
service conditions.

5.2 This test method may be used for quality control in
rubber manufacturing processes and for research and develop-
ment testing of rubber compounds containing curatives. This
test method also may be used for evaluating cure and dynamic
property differences resulting from the use of different com-
pounding ingredients.

5.3 For additional information regarding the significance of
dynamic testing of vulcanized rubber, the reader may wish to
reference Guide D5992.

6. Apparatus

6.1 Torsion Strain Rotorless Oscillating Rheometer with a
Sealed Cavity—This type of rheometer measures the elastic
torque S’ and viscous torque S" produced by oscillating angular
strain of set amplitude and frequency in a completely closed
and sealed test cavity.

6.2 Sealed Die Cavity—The sealed die cavity is formed by
two conical surface dies. In the measuring position, the two
dies are fixed a specified distance apart so that the cavity is
closed and sealed (see Fig. 1).

6.3 Die Gap—For the sealed cavity, no gap should exist at
the edges of the dies. At the center of the dies, the die gap shall
be set at 0.45 = 0.05 mm.

6.4 Die Closing Mechanism—For the sealed cavity, a pneu-
matic cylinder or other device shall close the dies and hold
them closed during the test with a force not less than 11 kN
(2500 1bf).

3 A.R. Payne, J. Polymer Sci., 6, 57 (1962).
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FIG. 1 Typical Sealed Torsion Shear Rotorless Curemeter

6.5 Die Oscillating System—The die oscillating system
consists of a direct drive motor, which imparts a torsional
oscillating movement to the lower die in the cavity plane.

6.5.1 The oscillation amplitude can be varied, but a selec-
tion of 0.2° arc (=2.8 % shear strain) is preferred for the cure
test while strains from *1 to =100 % are preferred for the
after-cure strain sweeps. The oscillation frequency can be
varied between 0.03 Hz and 30 Hz.

6.6 Torque Measuring System—The torque measuring sys-
tem shall measure the resultant shear torque.

6.6.1 The torque measuring device shall be rigidly coupled
to the upper die, any deformation between the die and device
shall be negligibly small, and the device shall generate a signal,
which is proportional to the torque. The total error resulting
from zero point error, sensitivity error, linearity, and repeat-
ability errors shall not exceed 1 % of the selected measuring
range.

6.6.2 The torque recording device shall be used to record the

signal from the torque measuring eDoguments.

Document Sharing Hub


http://www.avadocuments.com/doc/astm-d6601-12
http://www.avadocuments.com/doc/astm-d6601-12

Al pe601 - 12

/TCIRQUE SPRING ROD

TORQUE CALIBRATION
DEVICE

FIG. 2 Typical Torque Standard Calibration Device for Torsion
Shear Curemeters

response time for full scale deflection of the torque scale of 1
s or less. The torque shall be recorded with an accuracy of =*
0.5 % of the range. Torque recording devices may include
analog chart recorders, printers, plotters, or computers.

6.6.3 A reference torque device is required to calibrate the
torque measurement system. A torque standard may be used to
calibrate the torque measuring system at the selected angular
displacement by clamping a steel torsion rod to the oscillating
and the torque measuring dies of the torsion shear rheometer
(see Fig. 2). The reference values for angular displacement and
corresponding torque shall be established by the manufacturer
for each torque standard.

6.7 Reference Test Temperature—The standard reference
test temperature for cure shall be either 140°C, 160°C, or
180°C while dynamic property measurements after-cure (dy-
namic property measurements made after completion of the
cure test) should be made at either 100°C or 60°C. Tests may
be carried out at other temperatures, if required. Other tem-
peratures should be selected in accordance with Practice
D1349 when practical.

6.8 Temperature Control System—This system shall permit
the reference temperature to be varied between 40°C and
220°C with an accuracy of *£0.3°C or better.

6.8.1 The dies shall heat to the set point temperature in 1.0
min or less from closure of the test cavity. Once the initial
heating up time has been completed, die temperature shall not

Full document details: ASTM D6601-12

TABLE 1 Test Conditions for Cure Test”

Note 1—Cure properties should be measured in accordance with Test
Method D5289.

Cure Condition No.

Temperature, °C Frequency, Hz Strain, + ° Arc.

1 140 1.67 0.2
2 160 1.67 0.2
3 180 1.67 0.2
4 140 0 0
5 160 0 0
6 180 0 0

A Please note that cure conditions of 0.2° arc strain and 1.67 Hz frequency may
influence post cure properties

vary by more than =0.3°C for the remainder of a cure test at
a set temperature. When the set temperature is changed in a
programmed temperature sweep or strain sweep, dynamic
property measurements should not be recorded until the die
temperatures are within =0.3°C of the new set temperature for
at least 30 s.

6.8.2 Temperature distribution within the test piece shall be
as uniform as possible. Within the deformation zone, a toler-
ance of £1°C of the average test piece temperature shall not be
exceeded.

6.8.3 Die temperature is determined by a temperature sensor
used for control. The difference between the die temperature
and the average test piece temperature shall not be more than
2°C. Temperature measurement accuracy shall be +0.3°C for
the die temperature sensor.

6.8.4 The upper and lower dies shall each be jacketed with
forced air cooling devices in order to rapidly decrease the
temperature of the upper and lower dies after the cure test is
completed.

7. Test Specimen

7.1 A test specimen taken from a sample shall be between 5
and 6 cm® for the sealed cavity oscillating rheometer. The
specimen volume should exceed the test cavity volume by a
small amount, to be determined by preliminary tests. Typically,
specimen volume should be 130 to 150 % of the test cavity
volume. Once a target mass for a desired volume has been
established, specimen masses should be controlled to within
*0.5 g for best repeatability. The initial test specimen shape
should fit well within the perimeter of the test cavity.

7.2 Compounded Rubber Specimens—Test specimens shall
be taken from a rubber compound as required by the mixing
method or other sampling instructions. Only rubber com-
pounds with curatives may be tested.

7.2.1 The rubber compound shall be in the form of a sheet,
at room temperature, and as free of air as possible.

8. Procedure

8.1 Select from one of six different cure conditions shown in
Table 1.

8.2 Select from one of eight different after-cure dynamic
testing conditions shown in Table 2.

8.3 Program a test configuration which incorporates these
conditions and store on the instrument computer operating

system. Documents
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TABLE 2 Test Conditions for After-Cure Strain Sweeps

First Strain Sweep

Dynamic Property

Temperature °C Frequency, Hz

Strain? , + %

Second Strain Sweep

Temperature °C Frequency, Hz Strain® , + %

Condition No.
1 100 1 1,2,5,10,20 100 1 1,2,5,10,20
2 100 10 1,2,5,10,20 100 10 1,2,5,10,20
3 60 1 1,2,5,10,20 60 1 1,2,5,10,20
4 60 10 1,2,5,10,20 60 10 1,2,5,10,20

A|f a specially soft compound with a Shore A Durometer below 40 is tested, additional strain conditions of 50 and 100 % may be added to the strain sweeps.

8.4 Load the test configuration to run the test.
8.5 Enter specimen identification.

8.6 Wait until both dies are at the initial test temperature.
Open the test cavity and visually check both upper and lower
dies for cleanliness. Clean the dies, if necessary. Place the test
specimen on the center of the lower die and close the dies
within 20 s.

9. Report

9.1 Report the following information.

9.1.1 Afull description of the sample, or test specimen(s), or
both, including their origin.

9.1.2 Type and model of oscillating rheometer.

9.1.3 The frequency, strain, temperature and time for the
cure test (if no strain, indicate “static cure”).

9.1.4 Minimum torque (M, ) as dNm, maximum torque (M)
as dNm, time to scorch as indicated by time to one unit rise (in
dNm units) from minimum torque (fg,;) in minutes and decimal
fraction of a minute, and time to 10 %, 50 %, and 90 % state of
cure in minutes and decimal fraction of a minute.

Note 1—For static cure, no cure properties are reported since no
measurements are possible.

9.1.5 The temperature, frequency and different strains ap-
plied in an after-cure strain sweep.

9.1.6 The storage shear modulus G’ in kPa and the percent
strain for each step in the programmed strain sweep.

9.1.7 The loss shear modulus G"” in kPa and the percent
strain for each step in the programmed strain sweep.

9.1.8 The tangent delta (tan 8) and the percent strain for
each step in the programmed strain sweep.

9.1.9 If two consecutive strain sweeps are programmed, the
results from both of these strain sweeps should be recorded
(reference the Payne Effect discussed in 4.3).

10. Precision and Bias

10.1 These precision statements have been prepared in
accordance with Practice D4483. Refer to this practice for
terminology and other statistical details.

10.2 The precision results in this precision and bias section
give an estimate of the precision of this test method with the
materials used in the particular interlaboratory program de-
scribed below. The precision parameters should not be used for
acceptance or rejection testing of any group of materials
without documentation that they are applicable to those par-
ticular materials and the specific testing protocols of the test
method.
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10.3 A type 1 interlaboratory precision program was con-
ducted. Both repeatability and reproducibility represent short
term (daily) testing conditions. The testing was performed
using two operators in each laboratory performing the test once
on each material on each of two days (total of four tests). A test
result is the value obtained from a single determination.
Acceptable difference values were not measured. The between
operator component of variation is included in the calculated
values for (r) and (R).

10.4 The results of the precision calculations for this test are
given. The materials are arranged in ascending “mean level”
order. The relative reproducibility is more independent of the
mean level so the relative repeatability, (r), and reproducibility,
(R), are the preferred parameters.

10.5 Repeatability—The pooled relative repeatability, (r), of
this test has been established and may be used as an estimate
of repeatability, as appropriate. The difference between two
single test results (or determinations) found on identical test
material under the repeatability conditions prescribed for this
test will exceed the repeatability on an average of not more
than once in 20 cases in the normal and correct operation of the
method. Two single test results that differ by more than the
appropriate value must be suspected of being from different
populations and some appropriate action taken.

Note 2—Appropriate action may be an investigation of the test method
procedure or apparatus for faulty operation or the declaration of a
significant difference in the two materials, samples, and so forth, which
generated the two test results.

10.6 Reproducibility—The pooled relative reproducibility,
(R), of this test has been established. The difference between
two single and independent test results found by two operators
working under the prescribed reproducibility conditions in
different laboratories on identical test material will exceed the
reproducibility on an average of not more than once in 20 cases
in the normal and correct operation of the method. Two single
test results produced in different laboratories that differ by
more than the appropriate value must be suspected of being
from different populations and some appropriate investigative
or technical/commercial action taken.

10.7 Bias—In test method terminology, bias is the difference
between an average test value and the reference (true) test
property value. Reference values do not exist for this test
method since the value or level of the test property is
exclusively defined by the test method. Bias, therefore, cannot
be determined.

10.8 Precision Type—All precision statements given below
are Type 1 Precision in accordance wihBogumentse.
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