S

NOTICE: This standard has either been superseded and replaced by a new version or withdrawn.
Contact ASTM International (www.astm.org) for the latest information

qu.:[w Designation: D 6670 — 01
St/

INTERNATIONAL

Standard Practice for
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original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (€) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This practice is intended for determining volatile or-
ganic compound (VOC) emissions from materials and products
(building materials, material systems, furniture, consumer
products, etc.) and equipment (printers, photocopiers, air
cleaners, etc.) under environmental and product usage condi-
tions that are typical of those found in office and residential
buildings.

1.2 This practice is for identifying VOCs emitted and
determining their emission rates over a period of time.

1.3 This practice describes the design, construction, perfor-
mance evaluation, and use of full-scale chambers for VOC
emission testing.

1.4 While this practice is limited to the measurement of
VOC emissions, many of the general principles and procedures
(such as methods for evaluating the general performance of the
chamber system) may also be useful for the determination of
other chemical emissions (for example, ozone, nitrogen diox-
ide). Determination of aerosol and particle emissions is beyond
the scope of this document.

2. Referenced Documents

2.1 ASTM Standards: >

D 1356 Terminology Relating to Sampling and Analysis of
Atmospheres

D 1914 Practice for Conversion Units and Factors Relating
to Sampling and Analysis of Atmospheres

D 3686 Practice for Sampling Atmospheres to Collect Or-
ganic Compound Vapors (Activated Charcoal Tube Ad-
sorption Method)

! This practice is under the jurisdiction of ASTM Committee D22 on Sampling
and Analysis of Atmospheres and is the direct responsibility of Subcommittee
D22.05 on Indoor Air.

Current edition approved May 10, 2001. Published July 2001.

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.

D 5116 Guide for Small-Scale Environmental Chamber
Determinations of Organic Emissions From Indoor
Materials/Products

D 5197 Test Method for Determination of Formaldehyde
and Other Carbonyl Compounds in Air (Active Sampler
Methodology)

D 5466 Test Method for Determination of Volatile Organic
Chemicals in Atmospheres (Canister Sampling Methodol-
ogy)

D 6196 Practice for Selection of Sorbents and Pumped
Sampling/Thermal Desorption Analysis Procedures for
Volatile Organic Compounds in Air

D 6345 Guide for Selection of Methods for Active, Integra-
tive Sampling of Volatile Organic Compounds in Air

E 779 Test Method for Determining Air Leakage Rate by
Fan Pressurization

E 1333 Test Method for Determining Formaldehyde Con-
centrations in Air and Emission Rates from Wood Products
Using a Large Chamber

IEEE/ASTM SI 10 - Standard for Use of the International
System of Units (SI): The Modern Metric System

2.2 Other Documents:

ACGIH 1995 (American Conference of Governmental In-
dustrial Hygienists), Threshold Limit Values (TLVs) for
Chemical Substances and Physical Agents in the Work
Environment and Biological Exposure Indices. Cincinnati,
OH

ASHRAE 1999, ASHRAE 62-99 “Ventilation for Accept-
able Indoor Air Quality,” American Society of Heating,
Refrigerating, and Air-Conditioning Engineers. Atlanta,
GA

CMEIAQ (Consortium for Material Emissions and Indoor
Air Quality) Final Report 1.1 A Method for Sampling and
Analysis of Volatile Organic Compounds in Emission
Testing of Building Materials. Institute for Research in
Construction, National Research Council Canada, Ottawa,
Ontario K1A 0OR6, Canada

CMEIAQ Final Report 3.1 Models for Predicting Volatile
Organic Compound (VOC) Emissions from Building

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.
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Materials, Institute for Research in Construction, National
Research Council Canada, Ottawa, Ontario K1A OR6,
Canada

ECA-IAQ (European Collaborative Action) “Indoor Air
Quality and Its Impact on Man,” 1997. Total volatile
organic compounds (TVOCs) in indoor air quality inves-
tigations. Report No. 19. EUR 17675 EN. Luxembourg:
Office for Official Publications of the European Commu-
nity

U.S. EPA Compendium of Methods for Determination of
Toxic Organic Compounds in Ambient Air, Report EPA-
600/4-89/017 available through the National Technical
Information Service, Springfield, VA 22161; PB90-
116989. This report contains TO-17

World Health Organization, 1989 “Indoor Air Quality: Or-
ganic Pollutants,” EURO Reports and Studies No. 111,
World Health Organization, Copenhagen, pp. 1-64

3. Terminology

3.1 Definitions—or definitions and terms commonly used in
ASTM standards, including this standard, refer to Terminology
D 1356. For an explanation of units, symbols, and conversion
factors, refer to Practice D 1914.

3.2 Definitions of Terms Specific to This Standard:

3.2.1 chamber loading ratio—the total amount of test speci-
men divided by the net air volume of the environmental test
chamber in 1/m?, m/m3, m*>/m?, and m®*/m? for unit, line, area,
and volume emission sources, respectively (see 3.2.4).

3.2.2 clean air—defined in this practice as air that satisfies
all of the following criteria:

(1) concentrations of total VOCs = 10 pg/m3;

(2) concentration of any individual compound to be mea-
sured < 2.0 ug/m*;

(3) particle concentrations = 100 particles/m® of 0.5 pym
diameter or larger (that is, the Class M2 according to ASHRAE
1995 (1)° clean room requirement for >0.5 pym diameter
particles;

(4) concentrations of ozone and other potentially reactive
species such as nitrogen oxides (NO,) and sulfur oxides (SO,)
should be at or below detectable levels (for example, <10
ug/m?).

3.2.3 clean air change rate (1/h)—the flow rate of clean air
(defined in 3.2.2) in m*/h supplied into the chamber divided by
the net air volume (in m®) of the environmental test chamber
(that is, volume of an empty chamber minus the volume taken
by all contents in the chamber during testing such as the test
specimen, sampling ports). The clean air flow rate may be
measured directly at the clean air supply duct. The clean air
change rate can also be determined by conducting a tracer gas
test (for example, a tracer gas decay test) in the chamber. Note
that the air exchange rate (in units of 1/h) is abbreviated as
ACH.

3.2.4 emission factor—the mass of a VOC or total VOC
emitted per unit time and per unit amount of source tested.
Depending on the type of source, the amount of source may be

3 The boldface numbers in parentheses refer to the list of references at the end of

expressed by its exposed surface area (that is, an area source
such as a painted gypsum wallboard surface), its dominant
dimension (that is, a line source such as a caulk or sealant), its
mass, or its standard setup (that is, a “unit” source such as a
predefined work station system). As a result, the unit for the
emission factor will be mg/h, mg/(m h), mg/(m*h), mg/(kg h),
and mg/(m3h) for the ‘“‘unit,” line, area, mass, and volume
emission sources, respectively.

3.2.5 emission rate—the mass of a VOC or total VOC
emitted from all the test specimen(s) present in the space per
unit time, mg/h. It is equal to the emission factor times the
amount of emission source.

3.2.6 full-scale chamber—a room-size chamber that can
house the material/product to be tested in its real dimensions,
and provide the required environmental conditions (tempera-
ture, relative humidity, and air velocity) that are similar to the
material/product use in full-scale room conditions.

3.2.7 time zero—the start time when the emission factor is
measured. It will depend on the purpose of the testing. For
example, time zero may be defined as the time when the test
specimen is loaded into the chamber if the test specimen is
prepared outside the chamber. Alternatively, when the emission
during an application process (for example, painting) is to be
tested, time zero may be defined as the time when the
application begins.

3.2.8 total volatile organic compound (TVOC)—the sum of
the concentrations of all the individual VOCs captured from air
by a given sorbent, or a given combination of several sorbents,
thermally desorbed into and eluted from a given gas chromato-
graphic system, and measured by a given detector. For VOC
definition, see Terminology D 1356.

Note 1—The measured value of TVOC will depend on the collection
and desorption efficiency of the sorbent trap; the efficiency of transfer to
the GC column; the type and size of the GC column; the GC temperature
program and other chromatographic parameters; and the type of GC
detector.

3.2.9 tracer gas—a gaseous compound that can be used to
determine the mixing characteristics of the test chamber and be
a cross-check of the air change rate. The tracer gas must not be
emitted by the test specimen and must not be contained in the
supply air.

4. Summary of Practice

4.1 Materials or products are placed in a full-scale test
chamber within which temperature, relative humidity, and air
change rate are controlled according to set parameters. Air is
sampled at the exhaust of or inside the chamber, and analyzed
by appropriate methods to identify the major emitted com-
pounds and their concentrations as a function of time. The
measured concentrations are then used to determine the emis-
sion rates, and/or the emission characteristics of the material or
product. This information can be used to assess the contribu-
tion of the materials and products to the concentrations in the
space of interest (for example, the occupied zone).

5. Significance and Use

5.1 VOCs emitted from materials/products affect indoor air
quality (IAQ) in buildings. To determine the impact of these

emissions on IAQ, it is necessary to knoelumle]t'ﬁs
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over time. This practice provides guidelines for using a
full-scale environmental chamber for testing large materials
and full-scale material systems/assemblies.

5.2 While this practice is developed for measuring VOC
emissions, the chamber facilities and methods of evaluation
presented in this practice are also useful for a variety of
purposes including: (/) testing the emissions during the appli-
cation process (for example, painting), or other related sources;
(2) developing scaleup methods (for example, from small
chamber results to a full-scale scenario); (3) studying the
interaction between sources and sinks, and validating source/
sink models which are the basis for IAQ prediction; and (4)
testing interactions between source emissions and other com-
pounds in the air (for example, NO,, ozone, SO,).

6. Principles

6.1 Tests Under Uniform Chamber Concentration
Conditions—Assuming that the concentration of each emitted
VOC tested in the chamber air is uniform as a result of good
mixing, the concentration is then governed by the mass balance
equation:

dc(r)
V—g— = R(®) - 0C(1) - (1) M
where:
V= air volume of the chamber excluding air volume
taken by test specimens, m>;
t = time, h;

C(t) = concentration of the emitted VOC in the air ex-
hausted from the chamber (can be measured at the
chamber return or exhaust air ducts), mg/m3;

R(t) = emission rate of the source(s) in the chamber, mg/h;

Q = clean air flow rate supplied to the chamber (mea-

sured at clean air supply duct or determined by a

tracer gas test), m>/h; and,

sink term representing loss (or re-emission if nega-

tive) of the VOC due to adsorption/desorption effect

on the interior surfaces of the chamber and ducts,
mg/h (see section 8.6 for its determination).

Based on Eq 1, the VOC emission rates of a test specimen as
a function of time can be determined by measuring the
concentrations of the air exhausted from the chamber and the
clean airflow rate (refer to Section 11 for the actual calculation
procedure). The concentrations and clean airflow rate must be
determined for the same temperature condition since the air
volume changes with air temperature. For example, when
testing products that generate significant heat (for example,
copiers), the exhaust air temperature will be higher than the
supply air temperature. If the concentration is measured at the
chamber exhaust while airflow rate is measured at the chamber
supply, the supply airflow rate must be first adjusted to the
equivalent airflow rate under the exhaust air temperature (that
is, multiplied by the ratio of exhaust to supply air temperature
in degrees Kelvin) before it is used for determining the
emission rate.

Note that, in addition to the uniform VOC concentration
assumption, Eq 1 also assumes no chemical reaction in the
chamber, no air entry into the chamber other than the supply
air, and a negligible VOC concentration at the supply air,

o)
<
~
Nl

compared to that measured at the chamber exhaust. The
validity of using Eq 1 depends on how well the chamber’s
actual operation meets these assumptions. Therefore, the per-
formance of the chamber must be evaluated against certain
criteria in order to obtain reliable and reproducible test results
(see Section 8).

6.2 Tests Under Non-Uniform Concentration Conditions—
The full-scale chamber system can also be used to simulate the
room airflow conditions in real buildings, which are not
necessarily well mixed (for example, in the case of a displace-
ment ventilation system). In this case, the VOC concentrations
measured within a defined occupied zone in the chamber (for
example, concentrations measured at the center of or various
locations within the chamber) can be used directly to simulate
the impact of the test materials/products on the VOC concen-
tration levels in the room under a specified material/product
loading ratio and ventilation rate conditions that are similar to
those expected in real buildings. Such tests may be useful in
evaluating complex field situations. However, a detailed un-
derstanding of air movement and emission dynamics for each
simulation is necessary in order to extrapolate the test results to
other field situations.

Typical airflow patterns and air distributions in ventilated
spaces may be simulated by appropriate designs of supply air
diffusers and return air grilles with appropriate recirculated
airflow rate if the goal is to assess emissions under realistic
airflow conditions. The total air change rate (outdoor/clean
airflow rate plus the recirculated airflow rate) in office build-
ings may range from 1.0 to 9.0/h, depending on the heating/
cooling requirements for the space. Typical types of air
diffusers and airflow patterns in ventilated rooms are described
in ASHRAE 1997¢ (1).°

6.3 Variables Affecting Emission Rates—The emission of
pollutants from indoor materials/products generally involves
three mass transfer processes: (/) diffusion of pollutants from
within the material to the surface; (2) thermal dynamic mass
equilibrium conditions at the material/air interface (that is, at
the surface); and (3) convection from the surface to the ambient
air. Variables affecting emission rates include those related to
the materials/products themselves (emitting source variables)
and those related to the environment within which they are
tested or used (environmental variables). Other factors that
may affect emission rates include chemical reactions or oper-
ating conditions of the test product (for example, emissions
from office machines may depend upon conditions of use).

6.3.1 Emitting Source Variables—Emitting source variables
include the physical and chemical properties of the materials/
products/application such as chemical composition, density,
thickness, internal structure, surface characteristics, and ways
materials are applied. These are related to raw materials,
additives, the manufacturing processes, and operating condi-
tions. These variables influence the type of VOCs that are
emitted, their diffusion coefficients within the material, their
adsorption/desorption equilibrium constants over the surface,
and ultimately their emission rate profiles.

The physical and chemical properties of manufactured
products may change with time and may be affected by

environmental conditions. Therefore, it tiwments
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the age of materials or products to be tested. It is also important
to document the history (for example, environmental condi-
tions during storage and transportation periods before testing)
of the test specimens from their manufacture until testing. If
the goal of the testing is to compare the emission characteris-
tics of different materials or products of the same type, all test
specimens should be approximately the same age and have
approximately the same history of exposure to environmental
conditions.

6.3.2 Environmental Variables—Local environmental con-
ditions can significantly affect VOC emissions. Major factors
include temperature, relative humidity, air motion (velocity and
turbulence), and VOC concentrations in the ambient air. The
ventilation rate in test chambers (or building space) and the
loading (amount of product used in a certain space volume)
also affect the VOC emissions, since they affect the local VOC
concentrations and airflow conditions in the chamber/space.
These environmental factors can change the VOC emission
rates at any given time and, therefore, produce different
emission profiles. The following sections briefly review the
effects of these environmental factors.

6.3.2.1 Temperature—An increase in the temperature of the
materials and or the ambient air can result in an increase in
diffusivities and evaporative mass transfer coefficients. More
importantly, increasing temperature will significantly increase
the vapor pressure of VOCs. For instance, a temperature
increase from 23 to 33 °C will increase the mass transfer
coefficient for decane by only 6 %, but will increase the vapor
pressure for decane by 83 %. This will lead to an increase in
VOC emission rates, since emission rate is proportional to the
vapor pressure of the VOC for “wet” emitting sources. The
strength of this temperature effect depends on specific materi-
als and VOCs emitted according to Wolkoff 1998 (2) and Van
der Wal et al. 1997 (3). Relationships between the ambient air
temperature and emission rates have yet to be developed.
Full-scale chamber tests are currently conducted under a
standard temperature (for example, 23 = 0.5 °C for non
heat-generating products). Specimens are, therefore, precondi-
tioned under the same temperature before testing.

For products that generate significant heat (for example,
copy machines), a relatively large variation of air temperature
and airflow pattern in the chamber may be present due to the
convective heat transfer from the test product. Ideally, the
chamber air temperature should be controlled to typical indoor
air temperatures when evaluating heat generating devices, as
happens in mechanically ventilated buildings [Brown, 1999
(4)]. Where this is not possible due to limitations of the
chamber system, the test protocol should define the chamber
operating procedures consistent with the test objectives and the
test protocol should address the impact of temperature on
determination and comparability of emission rates.

6.3.2.2 Relative Humidity—Relative humidity may affect
emissions of pollutants that are hydrophilic or pollutants
generated by chemical reactions with water. It may also affect
VOC emissions from materials that are hygroscopic since the
adsorbed water may change the diffusion properties of the
material and how the VOC desorbs from the surface. For
emission sources that contain water (for example, water-based

paints, water-based cleaners, and water-based adhesives), rela-
tive humidity may have a profound impact on the VOC
emissions because it controls the rate of water evaporation
from the source. The extent to which the relative humidity
affects VOC emissions depends on specific materials and
VOCs emitted according to Wolkoff 1998 (2) and Roache et al.
1996 (5).

As detailed information on the effect of relative humidity on
emission rates is not available, chamber tests are usually
conducted under a single relative humidity (for example, 50 =
5 % RH) for products that do not adsorb or generate significant
amounts of moisture. Ideally, test specimens should be precon-
ditioned under the test relative humidity condition before
testing. However, this is usually not practical because exposing
the test specimen to conditioned air also means emitting VOCs
before the test is actually started. As a result, test products are
usually wrapped or sealed in their original package materials/
containers for temperature conditioning only before testing.

For moisture-adsorbing products (for example, fresh furni-
ture materials) or moisture-generating products (for example,
printers, liquid chemical products), a larger variation of relative
humidity may be allowed in the chamber. Similar to the
temperature variation in the chamber when testing a heat-
generating product (see section 6.3.2.1), the moisture variation
in the chamber when testing moisture-adsorbing or moisture-
generating products also depends on the chamber operation.
Specific chamber operating procedure and acceptable variabil-
ity of relative humidity in the chamber should be established in
a product-specific test protocol based on the test objectives.

6.3.2.3 Air Velocity and Turbulence—Air velocity and tur-
bulence affect the evaporative mass transfer from both solid
and liquid sources. For “wet” materials such as paints, stains,
and varnishes, whose initial emission period is primarily
controlled by evaporative mass transfer, increasing the air
velocity and turbulence will lead to an increase in emission
rates of VOCs. The effect becomes smaller as the materials
become drier according to Roache et al. 1996 (5) and Zhang et
al. 1996a (6). For dry materials such as carpets, wood-based
products, and polyvinyl chloride (PVC) floorings, air velocity
and turbulence affect emission rates only within the first 5 to 10
h of being exposed to the ambient air. After that, the effect
becomes insignificant because the emissions will be controlled
by internal diffusion, according to Awad 1999 (7), Yang 1999
(8), Wolkoff et al. 1996 (9), Little et al. 1994 (10), and Roache
et al. 1998 (5).

In office and residential buildings, the magnitude of air
velocities over material surfaces is typically in the range of 0
to 0.25 m/s according to Mathews et al. 1987 (11) and Zhang
et al. 1995 (12). Turbulence kinetic energy is typically in the
range of 0 to 0.01 (m/s)>. In full-scale chambers, these air
velocity and turbulence levels can be simulated if the testing
purpose is to simulate a real room airflow condition. Because
the actual air velocity and turbulence levels will be different
from location to location in the chamber, multi-point measure-
ments should be taken near the surfaces (for example, 1.0 cm
from the surface) of test specimens to verify that the desired air
velocity and turbulence levels are achieved. This is especially

important for testing convective—controll@g@umems
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such as paints and wood stains. For internal diffusion-
controlled emission sources such as carpets and engineered
wood products, precise controls of the air velocity and turbu-
lence over the surfaces of test specimens are not required
unless the emission rates during the first 5-10 h are of interest.
For internal diffusion-controlled emission sources a general
specification on air velocity (for example, in the range of 0.05
to 0.25 m/s) is usually sufficient.

6.3.2.4 VOC Concentrations in Air, Air Change Rate, and
Loading Ratio—For an emitting material, the VOC concentra-
tion at the material surface is higher than that in the surround-
ing air. A higher VOC concentration in the air will lead to a
lower concentration gradient between the material surface and
the surrounding air, and hence a lower convective mass transfer
rate from the surface to the air. The emission rate decreases as
the VOC concentration in the chamber increases (for example,
during the initial emission period of “wet” materials).

VOC concentrations in a chamber/space are dependent on
the air change rate (ventilation rate) and/or material loading
ratio for a given emission source. A high air change rate or a
low material loading ratio will result in a low concentration in
the chamber or space, and hence increase the emission rates. In
addition, increasing the air change rate can also result in an
increase in velocity and turbulence levels over the emitting
surfaces, and hence the convective mass transfer coefficient.

Chamber tests can be conducted to simulate the impact of
outdoor/clean air supply on room VOC concentrations. In
office and residential buildings, outdoor air change rates may
range from 0.05 to 1.5 air changes per hour [ASHRAE 1997a
(13), ASHRAE 1997b (14), and Reardon and Zhang 1995
(15)]. ASHRAE Standard 62-1999 (16) specifies the outdoor
air flow requirements for achieving acceptable IAQ. Additional
recirculated air is required to meet the heating or cooling
requirements for the space. If the purpose of a chamber test is
to evaluate the impact of clean/outdoor air change rate on the
VOC concentration levels, a small mixing fan (for example,
those used for cooling a microcomputer) may be placed in the
chamber to achieve adequate mixing for emission tests (see
section 6.1). When this is done, however, airflow patterns in
actual rooms are not simulated in the chamber.

6.4 The Role of Source Emission Models—Source emission
models are used to describe the VOC emission rates (or
emission factor) as a function of time, environmental condi-
tions (temperature, humidity, and air velocity, etc.), and/or
source (initial VOC content and composition, density, etc.)
variables. These models are useful for designing full-scale
experiments. For example, they can be used to select air
sampling intervals and experimental conditions. They are also
useful for analyzing emission test results from which the
coefficients of selected models are estimated (see Section 11).
Finally, the models can be used to extrapolate short-term
emission test data to a longer term and from environmental
chamber test conditions to field conditions. However, care
should always be exercised in the extrapolation since any
model has its limitations [CMEIAQ Final Report 3.1, Guo
1996 (17), Little et al., 1994 (10), and Zhang and Shaw 1997
(18)].

7. Facilities and Equipment

7.1 General Considerations for Chamber System Design
and Construction—A complete full-scale chamber test facility
consists of: a full-scale chamber and its heating, ventilation,
and air-conditioning (HVAC) system for air supply and condi-
tioning, an air sampling and analysis system, and a data
acquisition and recording system. The system should be
housed in a clean and air-conditioned laboratory space. Fol-
lowing are the general design and construction considerations:

7.1.1 The chamber should be large enough to accommodate
the products to be tested and allow the simulation of the
product use in full-scale room conditions.

7.1.2 The chamber HVAC system must provide stable and
accurate control of the airflow rate, temperature, differential
pressure (pressure relative to the ambient pressure outside the
chamber), and relative humidity within the chamber, and have
the capacity to operate over the entire range of desired
operating/testing conditions, considering the generation of heat
and moisture from sources to be tested.

7.1.3 The chamber, air cleaning, and distribution compo-
nents must be constructed of materials that minimize adsorp-
tion and emission of VOCs [for example, stainless steel, glass,
polytetrafluoroethylene (PTFE)]. Fans and bearings must be
designed to prevent intrusion of emissions from lubricants into
the clean air system.

7.1.4 The chamber system should be airtight in order to
minimize any air leakage between the inside and the outside of
the chamber system.

7.1.5 The chamber system should be capable of providing
sufficient mixing in the chamber for testing under the uniform
VOC concentration assumption. If the chamber is intended to
simulate airflow patterns, air distribution, air velocity, and
turbulence levels that are typically found in real ventilated
rooms, in addition to having the capability to accurately
determine the emissions from indoor products, the chamber
should be designed to accommodate both types of studies.

7.1.6 The chamber system should be able to provide on-line
monitoring of the test conditions including airflow rates (clean
and recirculated air), air temperature, relative humidity, and
differential pressure inside the chamber and in the ventilation
ducts. For example, a data acquisition system may be set up to
monitor these conditions every minute. (Note that the reading
frequency required for achieving good control accuracy may be
much smaller, but will depend on the chamber system.) This
will facilitate the detection of any malfunction of the system
and help diagnose problems.

7.1.7 The chamber system should have adequate sampling
ports for taking air samples both within the chamber and in the
ventilation ducts.

7.1.8 All components of the chamber system (such as ducts,
fans, cooling/heating coils) should be thoroughly cleaned
before they are installed. Effort should also be made to avoid
contamination during the construction period.

7.1.9 The chamber system and all components should be
easily accessible for cleaning and maintenance.

7.2 The Full-scale Chamber:

7.2.1 Construction Material—Materials such as stainless

steel, glass, aluminum, and PTFE coating ﬁgwm mqlts
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construction of the interior surfaces of the chamber, with
stainless steel being the most common choice. Type 304 or 316
stainless steel with No. 4 finishing (a general purpose polished
finish that finds wide applications in restaurant, dairy, food
processing, medical, and chemical equipment as well as
various architectural products) may be used as the interior wall
and floor surface. For example, 11 gage stainless steel panels
may be used for the floor, and 14 gage used for the ceiling and
walls. Sections can be fastened together by continuous welding
at the joints of two panels and by tack welding to their
supporting frame. Some discoloration may be observed in the
vicinity of the welded lines due to the heat and oxidation in the
welding process. The interior welded joints may be cleaned by
wire brushing or mechanical grinding. If a highly polished
surface finish is desired, matte-finish stainless steel sheets
should be used since they can be more easily polished
mechanically after construction to a semi-mirror finish (equiva-
lent to the sterile finish used in hospitals). Ideally, it is desirable
to electro-polish the surface to minimize the sink effect on the
surfaces, but this is generally not practical because of the size
of the chamber.

7.2.2 Chamber Door—The chamber door must be large
enough to accommodate the largest material/product compo-
nents to be tested. The seals between the door and chamber
surfaces must be made of non-emitting and non-adsorbing
materials (such as PTFE) and be adequate to maintain chamber
leak rates at or below acceptable levels. PTFE gaskets and door
clamps are usually used. If the door opens to the inside and the
chamber will operate under a positive pressure relative to the
outside of the chamber, the positive pressure in the chamber
will improve the tightness of the door during chamber opera-
tion. If the door opens to the outside and the chamber is
operated under a positive pressure, at least two clamps on each
side of the doorframe are usually necessary to ensure proper
airtightness. In either case, the door should be operable from
inside and outside the chamber for safety purposes. For
experiments in which a technician will enter and exit the
chamber (painting, etc.), it is desirable to have a small entry
chamber with its own airtight door.

7.2.3 Lighting and Observation Windows—Lights may be
installed above ceiling glass panels sealed with PTFE gaskets.
PTFE-gasket-sealed observation windows may be installed on
walls or the chamber door.

7.2.4 Insulation—The floor, ceiling, walls, and door of the
chamber should be well insulated to minimize the influence of
temperature fluctuation outside the chamber on the air tem-
perature in the chamber.

7.2.5 Air Sampling Ports—Sampling ports should be in-
stalled at desired locations depending on the test purpose (for
example, at the mid-height of walls). Stainless steel feed-
through connectors with sealing caps may be used for this
purpose. The length of the sampling line between the sampling
device (for example, adsorbent tube) and the sampling location
should be minimized in order to reduce the effect of VOC
adsorption/desorption in the sampling line on the measure-
ments.

7.3.1 System Design—Different approaches may be used to
supply controlled and conditioned airflow to the chamber. Figs.
1 and 2 show two different example systems. Depending on the
purpose of testing, System 1 (Fig. 1) may operate in several
modes: (/) full exhaust (FE) mode, in which all the supply air
is exhausted with no air recirculated back to the chamber; (2)
recirculation (RC) mode, in which part or all of the air from the
chamber is recirculated back to the chamber; and (3) by-pass
(BP) mode, in which part or all the air from the chamber is
recirculated back to the chamber, bypassing the heating and
cooling coils and humidifier. The BP mode may be used to
determine if the HVAC components have significant
adsorption/desorption effects for the VOCs measured. System
2 (Fig. 2) uses a completely different design for air supply,
conditioning, and handling of air to the chamber. Air supply is
from a compressor at 690 kPa, regulated to 150 kPa before
reaching a flow-regulating valve that is linked via process
controllers to a turbine flowmeter. Chamber pressure can be at
0-250 Pa above the ambient pressure in the laboratory space,
and requires no extraction fan for operation. An air-
conditioning plant operates between the flow regulating valve
and the meter, conditioning only the supply air. Air enters the
chamber along a central, perforated duct at ceiling level. Two
similar ducts at floor level are connected to a supply duct via
a fan so that chamber air can be recirculated. Extra heater and
chiller components are located in the recirculation duct. The
clean supply air is forced from the chamber under positive
pressure via six exhaust ports in the chamber walls. This
chamber can operate under the FE and RC modes described
above, but without humidification of recirculated air.

7.3.2 Air Preconditioning—The air supplied to the system
may come either directly from outdoors or from the laboratory
space. The supply air must be preconditioned to avoid con-
tamination of the chamber system and to allow the chamber
system to operate at all designed temperature and humidity
conditions. For example, in System 1 (Fig. 1), preconditioning
is accomplished by passing the air through a particulate filter,
an electric preheater, a chilled water cooling unit, and a
desiccant dehumidifier. A single-speed fan is used to circulate
the air in the preconditioning loop. This preconditioning loop
allows the system to operate at -40 to 30 °C outdoor air
temperature and up to 95 % relative humidity. The precondi-
tioning equipment should be sized to condition the air to the
temperature and humidity ranges that can be handled by the
conditioning components downstream in the recirculation loop
to achieve the required control accuracy. In example System 2,
air delivered from the compressor is passed through two
oil-coalescing filters and a refrigerative dryer, and then im-
proved by purification.

7.3.3 Air Purification—The supply air should be cleaned to
satisfy the criteria of clean air (see section 3.2.2). This can be
accomplished by passing the air through a catalytic oxidation
system, activated carbon filters or packed beds, and a high-
efficiency particulate air (HEPA) filter. These filters or chemi-
cal adsorption beds should have sufficient capacity and be
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7.3.4 Heating, Cooling, and Humidification—The supply
air should be further conditioned to achieve the required
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temperature and humidity control. This may be achieved by
passing air through cooling/heating coils %eﬂm@mS
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