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INTERNATIONAL
Standard Test Method for
Determining Water Vapor Transmission Rates Through

. . 1

Nonwoven and Plastic Barriers
This standard is issued under the fixed designation D6701; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (¢) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method covers a procedure for determining the
rate of water vapor transmission ranging between 500 to
100,000 g/m*day through nonwoven and plastic barrier mate-
rials. The method is applicable to films, barriers consisting of
single or multilayer synthetic or natural polymers, nonwoven
fabric, and nonwoven fabrics coated with films up to 3 mm (0.1
in.) in thickness.

1.2 This test method provides for the determination of (/)
water vapor transmission rate (WVTR), and (2) the permeance
to water vapor.

1.3 The values stated in metric units are to be regarded as
the standard. The acceptable units for water vapor transmission
rate are usually g/m’day.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:*

D123 Terminology Relating to Textiles

D1898 Practice for Sampling of Plastics (Withdrawn 1998)*

D4204 Practice for Preparing Plastic Film Specimens for a
Round-Robin Study

D5729 Test Method for Thickness of Nonwoven Fabrics
(Withdrawn 2008)°

E691 Practice for Conducting an Interlaboratory Study to
Determine the Precision of a Test Method

! This test method is under the jurisdiction of ASTM Committee FO2 on Flexible
Barrier Packaging and is the direct responsibility of Subcommittee F02.10 on
Permeation.

Current edition approved Aug. 1, 2016. Published September 2016. Originally
approved in 2001. Last previous edition approved in 2001 as D6701-01, which was
withdrawn in October 2008 and reinstated in August 2016.

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.

*The last approved version of this historical standard is referenced on
www.astm.org.
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F1249 Test Method for Water Vapor Transmission Rate
Through Plastic Film and Sheeting Using a Modulated
Infrared Sensor

3. Terminology

3.1 Definitions:

3.1.1 water vapor permeability coefficient, n—the ratio of
the permeance and the thickness.

3.1.1.1 Discussion—This quantity should not be used unless
the relationship between thickness and permeance has been
verified in tests using several thickness’ of the material. The
water vapor permeability is meaningful only for homogeneous
materials, in which case it is a property characteristic of bulk
material. An accepted unit of water vapor permeability is the
metric perm centimeter, or 1g per m”per day per mm Hg-cm of
thickness. The SI unit is the mol/m*-s-Pa-mm.

3.1.2 water vapor permeance, n—the ratio of a barrier’s
water vapor transmission rate to the vapor pressure difference
between the two surfaces.

3.1.2.1 Discussion—An accepted unit of water vapor per-
meance is the metric perm, or 1 g/m? per day per mm Hg. The
SI unit is the mol/m?-s-Pa. Since the water vapor permeance of
a specimen is generally a function of relative humidity and
temperature, therefore those conditions must be stated.

3.1.3 water vapor transmission rate (WVTR), n—the steady-
state time rate of water vapor flow through unit area of a
specimen, normal to the surfaces under specific conditions of
temperature and humidity at each surface.

3.1.3.1 Discussion—A common practice accepted unit of
water vapor transmission rate is metric g/m* per day. The test
conditions of relative humidity and temperature where the
driving force is the difference in relative humidity across the
specimen must be stated.

4. Summary of Test Method

4.1 A dry chamber, guard film, and a wet chamber make up
a diffusion cell in which the test film is sealed. A first test is
made of the water vapor transmission rate of the guard film and
air gap between an evaporator assembly that generates 100 %
relative humidity. A sensor produces an electrical signal, the
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amplitude of which is proportional to water vapor concentra-
tion. The electrical signal is routed to a computer for process-
ing. The computer calculates the transmission rate of the air
gap and guard film and stores the value for further use. The
barrier is then sealed in the test cell and the apparatus started
in the test mode. As before, the electrical signal representing
the water vapor is sent to the computer which then calculates
the transmission rate of the combination of the air gap, the
guard film, and the test barrier. The computer then uses this
information to calculate the water vapor transmission rate of
the material being tested. The computer determines when the
measured results indicate that the specimens have reached
equilibrium values and the testing is considered finished.

5. Significance and Use

5.1 The purpose of this test method is to obtain values for
the water vapor transmission rate of barrier materials.

5.2 Water vapor transmission rate is an important property
of materials and can be related to shelf life; product stability,
breath-ability, and wearing comfort.

5.3 Data from this test method is suitable as a referee
method of testing, provided that the purchaser and seller have
agreed on sampling procedures, test conditions, and acceptance
criteria.

Full document details: ASTM D6701-16

6. Apparatus

6.1 This method utilizes water vapor transmission appara-
tus* comprised of the following:

6.1.1 Test Cells, the apparatus has six test cells within two
assemblies. Fig. 1 shows a typical cell cross section. The six
cells are formed by metal halves which, when closed upon the
test specimens, will accurately define a circular area for each.
A typical acceptable diffusion cell area is 10 cm?. The volume
enclosed by each cell half, when clamped, is not critical. It is
desirable that the air gap between the water evaporator
assembly and the guard film be as small practical, but not so
small that an unsupported film which sags or buckles will
contact the evaporator assembly. The barrier under test should
be in intimate contact with the guard film. A depth of
approximately 3.2 mm (0.125 in.) has been found to be
satisfactory for the carrier gas side of 10-cm? cells.

6.1.1.1 Test Cell O-ring, an appropriately sized groove
machined into the humid chamber side of the test cell that
retains a chlorprene O-ring. The test area is considered to be

+The sole source of supply of the apparatus known to the committee at this time
is Mocon, Inc., 7500 Boone Avenue North, Suite 111, Minneapolis, MN 55428. If
you are aware of any alternative suppliers, please provide this information to ASTM
headquarters. Your comments will receive careful consideration at a meeting of the
responsible technical committee, which you may attend. Mocon’s apparatus is
known as the Permatran-W model 100k.
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