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Designation: D 6819 – 02 e1

Standard Test Method for
Accelerated Temperature Aging of Printing and Writing
Paper by Dry Oven Exposure Apparatus 1

This standard is issued under the fixed designation D 6819; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

e1 NOTE—In 6.1, “forced-ventilation oven” was editorially changed to “forced-convection oven” in March 2003.

1. Scope

1.1 This test method describes a laboratory procedure for
accelerating the aging of printing and writing paper within
sealed glass tubes through exposure to elevated temperature
within an oven.

1.2 This test method applies to all types of printing and
writing paper whether it is plain base paper, has internal
additives, is coated, is printed or contains any variants of
printing and writing paper found in normal usage.

1.3 This test method specifies the sample preparation and
conditions of exposure required to obtain information on the
stability of paper to aging with regard to changes in mechanical
strength properties brought about by exposure of such paper to
elevated temperature.

1.4 This test method provides the means to compare the
stability of different papers on a relative basis, but does not
attempt to project the exact life expectancy for a given paper.
Life expectancy depends in large part on the limits of accept-
ability beyond which various paper properties are no longer
useful, as defined by end-users. For a given paper, those limits
will be different for different end-users. This test method does
not provide a means to measure or to calculate such life
expectancy.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
D 585 Practice for Sampling and Accepting a Single Lot of

Paper, Paperboard, Fiberboard, and Related Products2

D 644 Test Method for Moisture Content of Paper and
Paperboard by Oven Drying2

D 685 Practice for Conditioning Paper and Paper Products
for Testing2

D 689 Test Method for Internal Tearing Resistance of Pa-
per2

D 828 Test Method for Tensile Properties of Paper and
Paperboard Using Constant-Rate-of-Elongation Appara-
tus2

D 1968 Terminology Relating to Paper and Paper Products2

D 2176 Test Method for Folding Endurance of Paper by the
M.I.T. Tester2

D 5804 Test Methods for Zero-Span Tensile Strength (“Dry
Zero-Span Tensile”)2

3. Terminology

3.1 Definitions—Definitions shall be in accordance with
Terminology D 1968. For terms used in this specification
which are not provided by Terminology D 1968, see the
Dictionary of Paper.3

4. Summary of Test Method

4.1 In this test method conditioned samples of printing and
writing paper are placed inside airtight glass tubes to retain
moisture and air. They are then aged at a constant elevated
temperature in a well-controlled laboratory oven for a fixed test
period. The aging of paper due to its interaction with moisture
and air is accelerated at the elevated temperature. Mechanical
strength properties of the paper are measured before and after
the aging process. The extent of retention of these properties
provides a measure of the physical strength stability of the
paper as it relates to its aging.

1 This test method is under the jurisdiction of ASTM Committee D06 on Paper
and Paper Products and is the direct responsibility of Subcommittee D06.92 on Test
Methods.

Current edition approved Aug. 10, 2002. Published October 2002.
2 Annual Book of ASTM Standards, Vol 15.09.

3 Available from the Technical Association of the Pulp and Paper Industry
(TAPPI), P.O. Box 105113, Atlanta, GA 30348, 5th ed., 1996.
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5. Significance and Use

5.1 This test method will find use by parties concerned with
the relative level of physical strength stability over time of
various printing and writing papers.

5.2 The test will provide manufacturers, paper users and
other interested parties with rankings of paper stability that
identify papers that will be stable and those that will be
unstable when aged under normal conditions of use and
handling over time.

5.3 The stability rankings may be used for definition of the
stability of a given printing and writing paper to aging over
time when subjected to reasonable conditions of use and
handling. These rankings will not define specific periods of life
expectancy, as the limit of mechanical strength property
acceptability will be different for various users of a given
paper.

6. Apparatus

6.1 Use a laboratory forced-convection oven that maintains
a uniform temperature of 1006 1.0°C.

6.2 Configure the oven so that conditioned paper, enclosed
within airtight glass tubes, can be aged in its interior space.

6.3 Include multiple racks within the oven to allow horizon-
tal orientation of glass tubes inside the oven.

6.4 Provide glass tubes of approximately 36.0-cm3 internal
volume per oven-dry gram of paper to be evaluated. Use
screw-on caps that are fitted with O-rings or gaskets that ensure
a hermetic seal of the interior contents during the elevated
temperature aging. Use materials (glass, cap, O-ring, or gasket)
that are thermally stable at or preferably well above the aging
temperature of 100°C, and also chemically resistant to acid
corrosion. Two sources of tubes of approximately 145-cm3

internal volume have been tested and found to be satisfactory.
They are:

6.4.1 Kontes Hybridization Tubes, 35-mm inside diameter
by 150-mm long (Kontes No. K736500-3515). These glass
tubes have polypropylene screw caps with silicone rubber
O-rings.

6.4.2 Lab-Line Hybridization Tubes, 38-mm outside diam-
eter by 150-mm long (Lab-Line No. 308-9). These tubes have
polypropylene screw caps with TFE-fluorocarbon resin gas-
kets.

7. Calibration

7.1 Provide an oven in which the internal temperature
uniformity can be maintained to within61.0°C at 100°C.

7.2 Recalibrate the oven with sufficient frequency to ensure
continual maintenance of the required temperature.

8. Conditioning

8.1 Condition the paper samples according to Practice
D 685 for a minimum of 24 h both immediately prior to and
immediately following the accelerated aging period. Omit the
preconditioning step of Practice D 685 following the aging
period.

9. Procedure

9.1 At all times throughout this test procedure, handle paper
samples only with clean cotton gloves. This means that clean

cotton gloves are required for handling of the paper both before
and following the aging procedure.

9.2 Select paper samples according to Practice D 585.
9.3 For the sample selected, randomize the sheets of paper.
9.4 From the randomized set of paper sheets, select eight

individual sheets (equivalent to 81⁄2 by 11-in. sheets) at random
for each test unit. Two test units are required for each sample;
one for the testing of the unaged paper, and a second for the
testing of the aged paper.

9.5 Thoroughly clean the aging tubes prior to insertion of
paper. The required cleaning sequence follows:

9.5.1 Wash thoroughly with non-ionic detergent and tap
water.

9.5.2 Rinse the tubes thoroughly with tap water to remove
all residual soap.

9.5.3 Rinse three more times with distilled water and allow
to drain sufficiently.

9.5.4 Dry the tubes in an oven at about 105°C.
9.5.5 Condition the complete tube assembly (opened) for a

minimum of 24 h in a room conditioned at the terms specified
in Practice D 685.

9.6 If starting with new, previously unused aging tubes,
caps, O-rings or gaskets, bake them at 100 to 105°C for at least
24 h in preparation for their first use, following the completion
of the previous cleaning steps.

9.7 After conditioning has been completed, cap the tubes
and maintain them in that condition until their use in an aging
test.

9.8 For each test unit, cut the paper sheets in the dimensions
appropriate for the relevant ASTM strength tests that are to be
performed following the aging procedure.

9.9 Place conditioned paper in the tubes for aging, but
determine the weight required as the ovendry weight of the
paper. To insert the correct ovendry weight, determine the
moisture content of the conditioned paper according to Test
Method D 644. Subtract the weight of moisture as thus
determined from the total conditioned weight of the paper to
calculate the correct ovendry weight. Insert an amount of
conditioned paper that will provide a ratio of 0.0275 ovendry
gram of paper for each cubic centimeter of capped aging tube
internal volume.

9.10 For the tubes of 145 cm3 identified in 6.4, insert an
amount of conditioned paper equivalent to 4.0 g6 0.1 ovendry
grams per tube. Four tubes are required to age one test unit
with fold strips (40) and tear strips (8 to 16, depending on
grammage) divided evenly between the four tubes. For tubes of
different volume, adjust the number of strips proportionately to
maintain the required 0.0275 ovendry grams of paper per cubic
centimeter of internal capped tube volume. Ensure that there
are at least 40 fold strips and 8 to 16 tear strips (depending on
grammage) in each test unit.

9.11 If the required ovendry weight of paper cannot be
acquired by adjustment of specimen dimensions (within the
allowable tolerances), cut an additional small portion of paper
from the same test unit and add it to the tube to provide the
required mass per unit volume for the tube size being utilized.

9.12 While still in the conditioned room, insert the condi-
tioned specimens into the aging tubes. For the tear strength test,
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