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1. Scope

1.1 Purpose and Application—This guide summarizes the
equipment, field procedures, and interpretation methods for the
assessment of subsurface materials and their pore fluids using
the Time Domain Electromagnetic (TDEM) method. This
method is also known as the Transient Electromagnetic Method
(TEM), and in this guide is referred to as the TDEM/TEM
method. Time Domain and Transient refer to the measurement
of a time-varying induced electromagnetic field.

1.1.1 The TDEM/TEM method is applicable to investiga-
tion of a wide range of subsurface conditions. TDEM/TEM
methods measure variations in the electrical resistivity (or the
reciprocal, the electrical conductivity) of the subsurface soil or
rock caused by both lateral and vertical variations in various
physical properties of the soil or rock. By measuring both
lateral and vertical changes in resistivity, variations in subsur-
face conditions can be determined.

1.1.2 Electromagnetic measurements of resistivity as de-
scribed in this guide are applied in geologic studies, geotech-
nical studies, hydrologic investigations, and for mapping
subsurface conditions at waste disposal sites (1).? Resistivity
measurements can be used to map geologic changes such as
lithology, geological structure, fractures, stratigraphy, and
depth to bedrock. In addition, measurement of resistivity can
be applied to hydrologic investigations such as the depth to
water table, depth to aquitard, presence of coastal or inland
ground water salinity, and for the direct exploration for ground
water.

1.1.3 General references for the use of the method are
McNeill (2), Kearey and Brooks (3), and Telford et al (4).

1.2 Limitations:

1.2.1 This guide provides an overview of the TDEM/TEM
method. It does not provide or address the details of the theory,
field procedures, or interpretation of the data. Numerous
references are included for that purpose and are considered an
essential part of this guide. It is recommended that the user of

! This guide is under the jurisdiction of ASTM Committee D18 on Soil and Rock
and is the direct responsibility of Subcommittee D18.01 on Surface and Subsurface
Characterization.
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2 The boldface numbers in parentheses refer to the list of references at the end of
this standard.
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the TDEM/TEM method be familiar with the references cited
and with the ASTM standards D 420, D 653, D 5088, D 5608,
D 5730, D 5753, D 6235, D 6429 and D 6431.

1.2.2 This guide is limited to TDEM/TEM measurements
made on land. The TDEM/TEM method can be adapted for a
number of special uses on land, water, ice, within a borehole,
and airborne. Special TDEM/TEM configurations are used for
metal and unexploded ordnance detection. These TDEM/TEM
methods are not discussed in this guide.

1.2.3 The approaches suggested in this guide for the TDEM/
TEM method are commonly used, widely accepted, and
proven. However, other approaches or modifications to the
TDEM/TEM method that are technically sound may be sub-
stituted.

1.2.4 This guide offers an organized collection of informa-
tion or a series of options and does not recommend a specific
course of action. This document cannot replace education,
experience, and should be used in conjunction with profes-
sional judgment. Not all aspects of this guide may be appli-
cable in all circumstances. This ASTM standard is not intended
to represent or replace the standard of care by which the
adequacy of a given professional service must be judged, nor
should this document be applied without consideration of a
project’s many unique aspects. The word standard in the title of
this document means only that the document has been ap-
proved through the ASTM consensus process.

1.3 Precautions:

1.3.1 It is the responsibility of the user of this guide to
follow any precautions in the equipment manufacturer’s rec-
ommendations and to establish appropriate health and safety
practices.

1.3.2 If the method is used at sites with hazardous materials,
operations, or equipment, it is the responsibility of the user of
this guide to establish appropriate safety and health practices
and to determine the applicability of any regulations prior to
use.

1.3.3 This guide does not purport to address all of the safety
concerns that may be associated with the use of the TDEM/
TEM method. It must be emphasized that potentially lethal
voltages exist at the output terminals of many TDEM/TEM
transmitters, and also across the transmitter loop, which is

Documents

Document Sharing Hub

Full document details: ASTM D6820-02


http://www.avadocuments.com/doc/astm-d6820-02
http://www.avadocuments.com/doc/astm-d6820-02

4y b 6820 - 02

sometimes uninsulated. It is the responsibility of the user of
this equipment to establish appropriate safety practices and to
determine the applicability of regulations prior to use.

1.3.4 The values stated in SI units are regarded as standard.
The values given in parentheses are inch-pound units, which
are provided for information only and are not considered
standard.

2. Referenced Documents

2.1 ASTM Standards:

D 420 Guide to Site Characterization for Engineering, De-
sign, and Construction Purposes®

D 653 Terminology Relating to Soil, Rock, and Contained
Fluids®

D 3740 Practice for Minimum Requirements for Agencies
Engaged in the Testing and/or Inspection of Soil and Rock
as Used in Engineering Design and Construction®

D 5088 Practice for the Decontamination of Field Equip-
ment Used at Nonradioactive Waste Sites®

D 5608 Practice for the Decontamination of Field Equip-
ment Used at Low Level Radioactive Waste Sites?

D 5730 Guide to Site Characterization for Environmental
Purposes with Emphasis on Soil, Rock, the Vadose Zone
and Ground Water*

D 5753 Guide for Planning and Conducting Borehole Geo-
physical Logging®

D 6235 Guide for Expedited Site Characterization of Haz-
ardous Waste Sites*

D 6429 Guide for Selecting Surface Geophysical Methods*

D 6431 Guide for Using the Direct Current Resistivity
Method for Subsurface Investigation®

D 6639 Guide for Using the Frequency Domain Electro-
magnetic Method for Subsurface Investigations*

3. Terminology

3.1 Definitions:

3.1.1 See Terminology D 653.The majority of the technical
terms used in this document are defined in Sheriff (5) and Bates
and Jackson (6).

3 Annual Book of ASTM Standards, Vol 04.08.
* Annual Book of ASTM Standards, Vol 04.09.

receiver coil

4. Summary of Guide

4.1 Summary of the Method—A typical TDEM/TEM survey
configuration for resistivity sounding (Fig. 1) consists of a
transmitter connected to a (usually single-turn) square loop of
wire (generally but not necessarily insulated), laid on the
ground. A multi-turn receiver coil, usually located at the center
of the transmitter loop, is connected to a receiver through a
short length of cable.

4.1.1 The transmitter current waveform is usually a peri-
odic, symmetrical square wave (Fig. 2). After every second
quarter-period the transmitter current (typically between 1 and
40 amps) is abruptly reduced to zero for one quarter period,
after which it flows in the opposite direction to the previous
flow.

4.1.2 Other TDEM/TEM configurations use triangular wave
current waveforms and measure the time-varying magnetic
field while the current is on.

4.1.3 The process of abruptly reducing the transmitter
current to zero induces, in accord with Faraday’s Law, a
short-duration voltage pulse in the ground that causes a current
to flow in the vicinity of the transmitter wire (Fig. 3). After the
transmitter current is abruptly turned off, the current loop can
be thought of as an image, just below the surface of the ground,
of the transmitter loop. However, because of the resistivity of
the ground, the magnitude of the current flow immediately
decays. This decaying current induces a voltage pulse in the
ground, which causes more current to flow at larger distances
from the transmitter loop and at greater depths (Fig. 3). The
deeper current flow also decays, due to the resistivity of the
ground, inducing even deeper current flow. To determine the
resistivity as a function of depth, the magnitude of the current
flow in the ground as a function of time is determined by
measuring the voltage induced in the receiver coil. The voltage
is proportional to the time rate of change of the magnetic field
arising from the subsurface current flow. The magnetic field is
directly proportional to the magnitude of the subsurface
current. By measuring the receiver coil voltage at successively
later times, measurement is effectively made of the current
flow, and thus the electrical resistivity of the earth, at succes-
sively greater depths.

4.1.4 Data resulting from a TDEM/TEM sounding consist
of a curve of receiver coil output voltage as a function of time.
Analysis of this curve produces a layered earth model of the
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FIG. 1 Typical TDEM/TEM Survey Configuration (9)

Documents

Document Sharing Hub

Full document details: ASTM D6820-02


http://www.avadocuments.com/doc/astm-d6820-02
http://www.avadocuments.com/doc/astm-d6820-02

4y b 6820 - 02

(5]
=
w
2 g i ‘+—T' fF’i‘—T' - n-'l Current in transmitter
< <4 Time-on ime- o ime-o |° t
EZ2o | | = foop and primary
£ ga i | ‘:éj__ magnetic field
=3 | —
3 \ |
s I8
o Su © l l
822 | | Electromotive force
z EE I | induced in the earth and
Tu ! { nearby targets by the
“ 'l T ' rapid transmitter current
% l turn - off
2 l !
14 ‘ |
Measurement
during l
{,_Time-oft ] !

l |

i |

SECONDARY
MAGNETIC
FIELD

Secondary magnetic field
M resulting from eddy
l current fiow in the

earth and nearby targets

FIG. 2 Typical Time Domain Electromagnetic Waveforms (2)
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FIG. 3 Time Domain Electromagnetic Eddy Current Flow at (a) Early Time and (b) Late Time (2)

variation of earth resistivity as a function of depth. The analysis
can be done graphically or with commercially available
TDEM/TEM data inversion programs.

4.1.5 To determine lateral variations of resistivity in the
subsurface, both transmitter and receiver are moved along
profile lines on a survey grid. In this way, a three-dimensional
picture of the terrain resistivity is developed.

4.1.6 TDEM/TEM surveys for geologic, engineering, hy-
drologic and environmental applications are carried out to
determine depths of layers or lateral changes in geological
conditions to a depth of tens of meters. Using larger transmit-
ters and more sensitive receivers, it is possible to achieve
depths up to 1000 m.

4.2 Complementary Data—Geologic and water table data
obtained from borehole logs, geologic maps, data from out-
crops or other geological or surface geophysical methods
(Guide D 6429) and borehole geophysical methods (Guide
D 5753) are always helpful in interpreting subsurface condi-
tions from TDEM/TEM survey data.

5. Significance and Use

5.1.1 This guide summarizes the equipment, field proce-
dures, and interpretation methods for using the TDEM/TEM
method for determination of those subsurface conditions that
cause variations in subsurface resistivity. Personnel require-
ments are as discussed in Practice D 3740.

5.1.2 All TDEM/TEM instruments are based on the concept
that a time-varying magnetic field generated by a change in the
current flowing in a large loop on the ground will cause current
to flow in the earth below it (Fig. 3). In the typical TDEM/TEM
system, these earth-induced currents are generated by abruptly
terminating a steady current flowing in the transmitter loop (2).
The currents induced in the earth material move downward and
outward with time and, in a horizontally layered earth, the
strength of the currents is directly related to the ground
conductivity at that depth. These currents decay exponentially.
The decay lasts microseconds, except in the cases of a highly
conductive ore body or conductive layer when the decay can
last up to a second. Hence, many measurements can be made
in a short time period allowing the data quality to be improved
by stacking.

5.1.3 Most TDEM/TEM systems use a square wave trans-

5.1 Concepts:
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(Fig. 2) with the total measurement period of less than a
minute. Because the strength of the signal depends on the
induced current strength and secondary magnetic field, the
depth of investigation depends on the magnetic moment of the
transmitter.

5.1.4 A typical transient response, or receiver voltage mea-
sured, for a homogeneous subsurface (half-space) is shown in
Fig. 4. The resistivity of the subsurface is obtained from the
late stage response. If there are two horizontal layers with
different resistivities, the response or receiver output voltage is
similar to the curves shown in Fig. 5.

5.2 Parameter Measured and Representative Values:

5.2.1 The TDEM/TEM technique is used to measure the
resistivity of subsurface materials. Although the resistivity of
materials can be a good indicator of the type of material, it is
never a unique indicator. Fig. 6 shows resistivity values for
various earth materials. Each soil or rock type has a wide range
of resistivity values and many ranges overlap. It is the
interpreter who, based on knowledge of the local geology and
other conditions, must interpret the resistivity data and arrive at
a reasonable geologic and hydrologic interpretation. Very
often, it is the 1 shape of a resistivity anomaly that is diagnostic,
rather than the actual values of interpreted resistivity.

5.2.2 In the TDEM/TEM technique, the measured quantity
is the time-varying voltage induced in the receiver coil and
generated by the time-varying magnetic flux (field) of the
decaying currents as they move to successively greater depths
in the earth. This time rate of change of magnetic flux, and thus
the receiver output voltage, has units of volts per square meter
of receiver coil area (which area is supplied by the equipment
manufacturer). Since the voltage is usually extremely small it
is measured in nanovolts (nV) per square meter of receiver
coil, where 1 nV = 10 volts.

5.2.3 The resistivity (usually designated in the geophysical
literature by the symbol p) represents the absolute ability of a
substance to prevent the flow of an electrical current. The
reciprocal of resistivity is conductivity (usually designated by
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the symbol o, where o = 1/p), which represents the absolute
ability of the same substance to allow the flow of electrical
current. Resistive terrain has a low value of conductivity and
vice versa. Throughout this guide, the term resistivity is used .
The resistivity of a material depends on the physical properties
of the material and is independent of the geometry. Units of
resistivity are ohmmeters or ohm-ft (1 ohmmeter = 3.28 ohm
ft). Units of conductivity are siemens/meter (S/m) or more
commonly millisiemens/meter (mS/m), where 1 S/m = 1000
mS/m. Thus p (ohmmeters) = 1/ o (siemens/meter) = 1000/c
(mS/m).

5.2.4 For most applications in engineering and hydrogeol-
ogy, the pore fluid dominates the flow of electrical current and
thus, the resistivity. As a general rule, materials that lack
porosity show high resistivity (examples are massive lime-
stone, most igneous and metamorphic rocks); materials whose
pore space lacks water show high resistivity (examples are dry
sand or gravel, ice); materials whose pore water is fresh show
high resistivity (examples are clean gravel or sand, even when
saturated); and materials whose pore water is saline show very
low resistivity.

5.2.5 The relationship between resistivity and water satura-
tion is not linear. The resistivity increases relatively slowly as
saturation decreases from 100 % to 40 to 60 %, and then
increases much more rapidly as the saturation continues to
decrease.

5.2.6 Many geologic materials show medium or low resis-
tivity if clay minerals are present (examples are clay soil,
severely weathered rock). Clay minerals decrease the resistiv-
ity because they adsorb cations in an exchangeable state on
their surfaces.

5.2.7 An empirical relationship known as Archie’s Law
describes an approximate relationship between the resistivity
of a matrix material, its porosity and the resistivity of the pore
fluid. For saturated sandstones and limestones and many other
saturated substances, the resistivity, r, is given approximately
by:
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FIG. 4 Typical TEM Receiver Output Voltage Versus Time Plot (9)
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FIG. 5 TDEM Receiver Output Voltage for Various Earth Models (9)
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FIG. 6 Typical Ranges of Resistivities of Earth Materials (5)

—b

p=ap,d M
where:
p,, = resistivity of the pore fluid,
¢ = porosity,
a = aconstant whose value depends on the material, but is
approximately 1, and
b = aconstant whose value depends on the material, but is
approximately 2.
5.2.8 Variations in temperature above freezing will affect

resistivity measurements as a result of the temperature depen-
dence of the resistivity of the pore fluid, which is of the order
of 2 % per degree Celsius. Thus, data from measurements
made in winter can be quite different from those made in
summer.

5.2.9 As the ground temperature decreases below freezing,
the resistivity increases with decreasing temperature, slowly
for fine materials (in which a significant portion of the water 1

Full document details: ASTM D6820-02

remains unfrozen, even at quite low temperatures), and rapidly
for coarse materials (in which the water freezes immediately).

5.2.10 Further information about factors that control the
electrical resistivity or conductivity of different geological
materials (7).

5.2.11 Because the TDEM/TEM technique measures sub-
surface resistivity, only geological or hydrological structures
that cause spatial variations in resistivity are detected by this
technique. If there is no resistivity contrast between the
different geological materials or structures, if the resistivity
contrast is too small to be detected by the instrument, or if the
resistivity of the subsurface material is very high, the TDEM/
TEM technique gives no useful information.

5.3 Equipment—Geophysical equipment used for the
TDEM/TEM method includes a transmitter, a transmitter loop
of wire, a transmitter power supply, a receiver and a receiver
coil.
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