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Standard Test Method for
Accelerated Pollutant Aging of Printing and Writing Paper
by Pollution Chamber Exposure Apparatus

This standard is issued under the fixed designation D 6833; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope 3. Terminology

1.1 This test method describes a laboratory procedure for 3.1 Definitions—Definitions shall be in accordance with
the exposure of printing and writing paper to common atmo-Terminology D 1968. For terms used in this specification
spheric pollutant gas at elevated levels of concentration tevhich are not provided by Terminology D 1968, see the
permit accelerated aging of such paper. Dictionary of Paper
1.2 This test method specifies the sample preparation and
conditions of exposure required to obtain information on the*- Summary of Test Method
relative stability of paper with regard to change in mechanical 4.1 In this test method, a specially designed pollution
strength and optical properties brought about by exposure athamber is used to expose sheets of paper that are separately
such paper to common atmospheric pollutant gas. hung in the chamber. Exposure of the paper is to an elevated
1.3 This test method provides qualitative results regardingoncentration of nitrogen dioxide gas. The gas is circulated
paper stability and does not define the exact life expectancy farniformly around the external surfaces of the paper in a
a given paper to reach a specified set of strength or opticalontrolled manner and for a specified period of time. The gas
properties. The limit(s) of acceptability for a specified set ofreacts chemically with the ingredients of the paper and causes
properties must be defined by each end user and will determinghanges in its physical strength and in its optical properties. By
the life expectancy of the paper to be tested. comparing initial and final levels of these parameters against
1.4 This standard does not purport to address all of thespecified difference criteria, a measure of the stability of paper
safety concerns, if any, associated with its use. It is thestrength and optical properties is obtained.
responsibility of the user of this standard to establish appro-

priate safety and health practices and determine the applica®: Significance and Use

bility of regulatory limitations prior to use. 5.1 This test method will find use by parties concerned
about the influence of common atmospheric pollutant gases on
2. Referenced Documents the permanence of the physical strength and optical properties
2.1 ASTM Standards: of various printing and writing papers.

D 585 Practice for Sampling and Accepting a Single Lot of 5.2 The test will provide manufacturers, paper users and
Paper, Paperboard, Fiberboard and Related Prdducts other interested parties with quantified rankings of paper

D 685 Practice for Conditioning Paper and Paper Productstability that identify papers that are stable, moderately stable
for Testing and unstable when exposed to common atmospheric pollutant

D 1968 Terminology Relating to Paper and Paper Productsgases over periods of time.

D 2176 Test Method for Folding Endurance of Paper by the 5.3 The stability rankings may be used for definition of the

M.I.T. TesteF stability of paper to pollutant gas exposure, but will not define
E 122 Practice for Choice of Sample Size to Estimate aspecific periods of life expectancy, as the limits of acceptable
Measure of Quality for a Lot or Proce’ss physical strength and optical properties will be different for

2.2 TAPPI Test Method: various users of a given paper.

T 524 Color of Paper and Paperboard (45°/0° Geontétry)
6. Apparatus

6.1 Use a test chamber that is designed to provide a very
* This test method is under the jurisdiction of ASTM Committee D06 on Paperuniform flow of pollutant gas (diluted in standard commercial
and Paper Products and is the direct responsibility of Subcommittee D06.92 on Teglry air) over all surfaces of individually suspended sheets of
Methods. . . .
Current edition approved Sept. 10, 2002. Published October 2002. paper. Utilize materials for construction of the components_ of
2 annual Book of ASTM Standardéol 15.09. the chamber exposed to the gas stream that are highly resistant

3 Annual Book of ASTM Standardéol 14.02.
4 Available from the Technical Association of the Pulp and Paper Industry, P.O:
Box 105113, Atlanta, GA 30348. S Available from TAPPI, 5th ed., 1996.
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to the corrosive nature of the pollutant gas. double fold strength may require changing the weight on the

6.2 Provide a control system that ensures very precise flowlunger of the fold endurance instrument. As specified in Test
of the pollutant gas into the chamber. The gas concentration iMethod D 2176, use only weights between 500 and 1500 g.
the pollution chamber shall be monitored and recorded wittProvide the same tension load to each specimen after pollution
appropriate equipment and instruments. aging as was applied to that specimen before aging.

6.3 Provide a separate and independent system to measurel0.3 Select a set of specimens for aging that is sufficiently
and control relative humidity in the test chamber by addition oflarge to ensure 95 % confidence that the test results represent
steam. the population of paper being surveyed and that shall be in

6.4 Include an exhaust system in the design of the pollutiormccordance with Practice E 122.
apparatus that permits pollutant gas flow (volume/h) to be 10.4 Suspend specimens from the four corners of the test
continuously removed. The amount to be removed each howhamber and thread them through rods provided for their
shall be equal to approximately 5% of the volume in thesuspension.
chamber. This is to ensure that there is no buildup in the 10.5 Expose all specimens to 50 ppm of nitrogen dioxide in
chamber of products of degradation emitted from the papedry air as controlled in the gas input stream for 120.5 h. Do
during the period of exposure. not insert additional specimens or remove specimens from the

6.5 Utilize a test chamber that will ensure uniform andchamber during the period of exposure.
separated positioning of individual sheets of paper within the 10.6 Maintain the internal space of the test chamber at 23°C
chamber. Its design shall be such that all paper surfaces receigad 50 % relative humidity during the conduct of the procedure
a flow of gas that has uniform velocity and concentration ovewusing control methods as specified in Practice D 685.
the surface of all sheets. 10.7 Immediately upon removal from the test chamber,

6.6 Provide safety systems in the workspace surroundingondition the paper specimens in the dark for 24 h according to
the test chamber to ensure that any gas that may escape frdPnactice D 685.
the system will be thoroughly and quickly removed from the 10.8 Immediately upon removal from the conditioning pro-
workspace in a manner that is safe and environmentally soundess, once again measure the fold endurance and yellowness of

) ) the specimens.
7. Sampling and Test Specimens 10.9 Measure resistance to fold strength loss (M.1.T. fold

7.1 Select a paper sample according to Practice D 585. retention) and resistance to yellowingy §*) according to Test

7.2 For the set of test specimens selected, randomize thdethod D 2176 and TAPPI T 524 respectively.
sheets of paper according to accepted statistical procedure. . )

11. Calculation and Interpretation of Results
8. Calibration 11.1 Calculate the percentage change in fold endurance
8.1 Provide a system for delivery of gas to the test chambesaccording to the following formula:

such that a flow of gas containing 50 2 ppm of nitrogen F—F

dioxide in dry air will be continuously delivered to the % Change= —— X 100 1)
chamber. '
8.2 Recalibrate the instrument with sufficient frequency to where:
ensure continual delivery of the required gas flow. Fi = initial fold endurance, and
F; = final fold endurance.
9. Conditioning 11.2 Calculate the absolute change in yellowness according
9.1 Condition all test specimens in the dark prior to andto the following formula:
following the pollutant-aging test according to Practice D 685. Change in yellowness\b* = |b*, — b*, @)

10. Procedure where:

10.1 Measure the initial M.L.T. folding endurance and yel- b*; = final yellowness, and
lowness *) of the paper after conditioning of the paper. b*, = initial yellowness.
Conduct this test just prior to insertion into the test chamber of 11.3 With regard to loss of fold endurance, the following
specimens from the same lot as were initially tested. Measurelasses are specified:
M.L.T. folding endurance according to Test Method D 2176. 11.3.1 High strength stability=50 % M.l.T. Fold Endur-
Measure yellowness on the top-side of the paper according t@nce retention.
the b* value of the CIE system according to TAPPI T 524, 11.3.2 Low strength stability: <50 % M.I.T. Fold Endurance
10.2 Because papers of different basis weight will haveretention.
more or less initial folding endurance, vary the tension on the 11.4 With regard to change of yellowness, the following
specimen so that a target range between 400 and 700 douldkasses are specified:
folds will be obtained from each initial specimen prior to 11.4.1 High optical stability:=0.5 points of absolutd*
aging. While this range is desirable, specific papers may haviacrease.
initial double fold strengths either above or below this range. 11.4.2 Moderate optical stability: >0s%.0 points of abso-
An effort should be made to cause the paper to fail with lessute b* increase.
than 1000 double folds, but even this may not be possible for 11.4.3 Optically unstable: >5.0 points of absollte in-
the strongest papers and is not mandatory. To adjust initiatrease. Documents
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