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INTERNATIONAL

Standard Test Method for

Indicating Wear Characteristics of Non-Petroleum and
Petroleum Hydraulic Fluids in a Constant Volume Vane

Pump’

This standard is issued under the fixed designation D7043; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (¢) indicates an editorial change since the last revision or reapproval.

1. Scope*

1.1 This test method covers a constant volume vane pump
test procedure operated at 1200 rpm and 13.8 MPa.

1.2 The values stated in SI units are to be regarded as
standard. No other units of measurement are included in this
standard.

1.2.1 Exception—There are no SI equivalents for the inch
fasteners and inch O-rings that are used in the apparatus in this
test method.

1.2.2 Exception—In some cases English pressure values are
given in parentheses as a safety measure.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:*

D2882 Test Method for Indicating Wear Characteristics of
Petroleum and Non-Petroleum Hydraulic Fluids in Con-
stant Volume Vane Pump (Withdrawn 2003)?

D6300 Practice for Determination of Precision and Bias
Data for Use in Test Methods for Petroleum Products and
Lubricants

' This test method is under the jurisdiction of ASTM Committee D02 on
Petroleum Products, Liquid Fuels, and Lubricants and is the direct responsibility of
Subcommittee D02.N0.07 on Lubricating Properties.

Current edition approved June 1, 2012. Published October 2012. Originally
approved in 2004. Last previous edition approved in 2010 as D7043-10. DOI:
10.1520/D7043-12.

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service@astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.

3The last approved version of this historical standard is referenced on
Www.astm.org.

*A Summary of Changes section appears at the end of this standard
Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959. United States
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E691 Practice for Conducting an Interlaboratory Study to
Determine the Precision of a Test Method

3. Terminology

3.1 Definitions of Terms Specific to This Standard:
3.1.1 flushing, v—process of cleaning the test system before
testing to prevent cross-contamination.

3.1.2 torquing, v—process of tightening the pump head bolts
to achieve a uniform clamping force.

4. Summary of Test Method

4.1 An amount of 18.9 = 0.5 L of a hydraulic fluid are
circulated through a rotary vane pump system for 100 h at a
pump speed of 1200 * 60 r/min and a pump outlet pressure of
13.8 £ 0.3 MPa (2000 = 40 psi). Fluid temperature at the
pump inlet is 66 = 3°C for all water glycols, emulsions, and
other water containing fluids and for petroleum and synthetic
fluids of ISO Grade 46 or lighter. A temperature of 80 * 3°C
is used for all other synthetic and petroleum fluids.

4.2 The result obtained is the total mass loss from the cam
ring and the twelve vanes during the test. Other reported values
are initial flow rate and final flow rate.

4.3 The total quantity of test oil required for a run is 26.5 L.

5. Significance and Use

5.1 This test method is an indicator of the wear character-
istics of non-petroleum and petroleum hydraulic fluids operat-
ing in a constant volume vane pump. Excessive wear in vane
pumps could lead to malfunction of hydraulic systems in
critical applications.

6. Apparatus

6.1 The basic system consists of the following (see Fig. 1):
6.1.1 AC Motor, 1200-rpm, or other suitable drive, with 11
kw (15 hp) as suggested minimum power requirement (Item 5,
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ltem Description Required?
1. Reservoir
2. Inlet temperature sensor
3. Pump
4. Flexible coupling
5. Motor
6. High pressure gauge
7. Snubber valve
8. Relief valve
9. Filter
10. Heat exchanger
11. Temperature control valve
12. Flow meter
13. Low pressure gauge
14, Fluid sampling port
15. Pump inlet valve Not required
16. Return line valve Not required
17. Inlet vacuum gauge Not required
18. Outlet temperature sensor Not required
19. Case drain for B1 pump
A. 61 to 66 cm, vertical Required
B. 15.2 cm, minimum horizontal Required
C. 10.2 cm, maximum Required

Full document details: ASTM D7043-12

FIG. 1 System Schematic
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Install narrow lip of re-
tainer toward bearing if
groove is not in center

Assemble seal with spring
toward inside of pump

Description of ltems

Iltem Number Name Amount Description
1 Head Bolt 8 %3-16 x 1-V4-in. hex head cap screw, Grade 8
2 Head Bearing 1 No. 6200, open type
3 Pump Head 1 Vickers 24064
4 Head Packing” 1 —235 square cut O-ring
5 Outer Bushing 1 Conestoga 2882-4E
6 Alignment Pin 1 Conestoga 2882-10
7 Cam Ring® 1 Conestoga 2882-5
8 Rotor? 1 Conestoga 2882-1C
9 Vane® 12 Conestoga 2882-V12 (12 piece kit)
10 Inner Bushing 1 Conestoga 2882-4C
1 Pump Body 1 Vickers 188235
12 Retaining Ring 1 20-mm steel retaining ring 3AM1-20
13 Shaft Bearing 1 #6204, open type
14 Seal Retainer 1 Vickers 185078
15 O-Ring” 1 —223 O-ring
16 Shaft Seal” 1 double lip with garter spring .875 x 1.500 x .312 rubber clad
17 Shaft 1 Conestoga 2882-2A
18 Key 1 Conestoga 2882-20A or Vickers 1612
19a Foot Mount 1 Vickers 188234
19b Flange Mount 1 Vickers 188233
20 Gasket 1 Conestoga 2882-27 or Vickers 2546 not used with Foot Mount (item 19a)
21 Screw 6 ¥8-16 x 78 socket head cap screw

A Specify compound.
B Specify size.

FIG. 2 Pump Components

Fig. 1). The motor must have right hand rotation (counterclock-
wise rotation as viewed from the shaft end).

6.1.2 Test Stand Base, with appropriate, rigid mounting for
the motor, pump, reservoir, and other components.

6.1.3 Rotary Vane Pump, replaceable cartridge type. A
Vickers* V104C or V105C or Conestoga USA B1 housing is
used along with internal components from Conestoga USA,

“*Previously available, this apparatus was made obsolete in 2000 by Vickers,
which is part of Eaton Hydraulics Group USA 14615 Lone Oak Road Eden Prairie,
MN 55344. If you are aware of alternative suppliers, please provide this information
to ASTM International Headquarters. Your comments will receive careful consid-
eration at a meeting of the responsible technical committee,' which you may attend.

Full document details: ASTM D7043-12

Inc.’ The assembly should produce 28.4 L/min flow at 1200
r/min with ISO Grade 32 fluid at 49°C, at 6.9 MPa (Item 3, Fig.
1; Fig. 2; Fig. 3). (Warning—Eaton-Vickers test pump is rated
at 6.9 MPa (1000 psi) but is being operated at 13.8 MPa (2000
psi). A protective shield around the pump is recommended.)

Note 1—This test method has been written for the use of Conestoga
USA Inc. internals along with an Eaton-Vickers or Conestoga USA
housing and head. If components from other manufacturers are used, refer

> The sole source of supply of the apparatus known to the committee at this time
is Conestoga USA Inc., P.O. Box 3052, Pottstown, PA 19464. If you are aware of
alternative suppliers, please provide this information to ASTM International
Headquarters. Your comments will receive careful consideration at a meeting of the
responsible technical committee,' which you may attend.
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DESCRIPTION PART NO. |@TY

PUMP HEAD BI-7 1

SHAFT BI1-2 1

6301 OPEN BEARING  [B1-15 1

REAR COVER B9 1

-129 COVER SEAL B1-35 1

3/8 HEAVY FLAT WASHER  |B1-42 8
-235HEAD PACKING  [2882-18 | 1

1/4-20 X 1/2 SHCS B1-23 7

BODY ALIGNMENTKEY  |B1-6C ]

PUMP BODY Bl-6 1

6204 OPEN BEARING  |B1-4 1

SHAFT SEAL 2882-16 | 1

10-32 X 1/2 SHCS B1-22 5

HEAD COVER 18 1

-135 REAR SEAL [o1-3¢ 1

FOOT MOUNT 6120 1

3/8-16X 1-1/2HHCS  |B1-21 8
EXT.RETAINING RING  |2882-24 | 1

INT, RETAINING RING  |B1-37 1

SHAFT KEY 2882-20A | 1

1/2 HEAVY FLAT WASHER  |B1-30H 4
/213X 1-1/2HHCS  |B130G | 4
CAMRING 2882-5 1

25 INNER BUSHING 2882-4C | 1
2 ROTOR 2882-1C | 1
27 VANE 28823 12
28 OUTER BUSHING 2B824E | 1

29 ALIGMMENT PIN 2882-10
30 | WIB19-020 WAVE SPRING  |B1-25

FIG. 3 Conestoga USA, Inc., B1 Pump Assembly

to Test Method D2882-00 for preparation and selection guidelines.

6.1.3.1 The replaceable cartridge consists of the cam ring,
the rotor, two bushings, a set of twelve vanes, and an alignment
pin.

6.1.3.2 The individual cartridge parts are purchased sepa-
rately. Conestoga USA, Inc. part numbers for these items are:
cam ring No. 2882-5, alignment pin No. 2882-10, rotor No.
2882-1C, bronze bushings No. 2882-4C and 2882-4E, and
vane kit (12 vanes) No. 2882-V12.

6.1.3.3 There are to be no modifications to the pump
housing such as plugging the drain hole in the pump body or
drilling and tapping a hole in the head for an external drain.

6.1.4 Reservoir, (Item 1, Fig. 1).

6.1.4.1 The reservoir shall be equipped with a removable
baffle and a close fitting lid, all of stainless steel construction.
The reservoir can be square or rectangular (with a flat bottom)
or cylindrical (with a spherical or cone shaped bottom) and
must be designed so as to avoid air entrainment in the fluid.

Note 2—A suitable reservoir design is presented in Test Method
D2882-00.

6.1.4.2 To promote deaeration and thermal mixing of the
fluid, the baffle shall be designed so that returning fluid will
follow an indirect path from the return port to the outlet port.

Full document details: ASTM D7043-12

6.1.4.3 To avoid air entrainment, the reservoir shall be
designed so that the return line enters well below the fluid
level, fluid flow does not cascade over the baffle, and there will
be a minimum of 15 cm of fluid depth above the pump inlet
line.

6.1.4.4 Fluid ports may be added as required by the user for
the installation of a low level switch, reservoir temperature
sensor, bottom drain, and so forth.

6.1.4.5 If the reservoir is positioned so that the contents
cannot be visually checked for aeration by removing the lid, a
fluid-tight glass viewing port may be located in the side of the
reservoir.

6.1.5 OQutlet Pressure Control Valve, Eaton-Vickers pressure
relief valve (CT-06-C/3.4 to 13.8 MPa) with either manual or
remote control (Item 8, Fig. 1).°

6.1.6 Temperature Control Device, suitable for controlling
coolant flow to the heat exchanger to maintain test fluid at the
specified temperature (Item 11, Fig. 1).

©Request Vickers publication I-3369-S for the ﬁef valve service dati See

http://hydraulics.eaton.com/products/vickers.html. o c um e n s
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