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Standard Practice for
Conducting Road Service Tests on Fluid Traffic Marking
Materials *

This standard is issued under the fixed designation D 713; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope marking material will be used in practice. Such surfaces

1.1 This practice covers the determination of the relativdnclude portland cement concrete, sheet asphalt, bituminous

thermoplastic, epoxy, and polyester products under actual roegj
conditions using transverse test lines. Materials under test are . )
applied under prescribed conditions and periodic observations 5-1 Clean the test area thoroughly of all foreign material. Do
are made using prescribed performance criteria. not apply traffic paint when the pavemen_t surface is damp or

1.2 The values stated in inch-pound units are to be regardeff€t nor when the pavement temperature is below 50°F (10°C).

as the standard. The values given in parentheses are fGPplication between 10 am. and 3 p.m. is recommended.
information only. During application record air and pavement temperature

1.3 This standard does not purport to address all of thehourly.
safety concerns, if any, associated with its use. It is th% Measurement of Wet Film Thickness
responsibility of the user of this standard to establish appro-

priate safety and health practices and determine the applica- 6._1 To aid in obtaining the correct film thickness, a length of
bility of regulatory limitations prior to use. roofing paper placed by the side of the road can be used. Place

a rigid metal test panel on the roofing paper and in the path of
2. Referenced Documents the test line. A 12 by 12-in. (300 by 300-mm) metal pa¥el
2.1 ASTM Standards: in. (1.5 mm) in thickness is satisfactory. Inmediately after the

D 711 Test Method for No-Pick-Up Time of Traffic Pafnt test line is applied by the motorized striper, read the wet film
D 913 Test Method for Evaluating Degree of Resistance tghickness. If the wet film thickness is not satisfactory, adjust the

Conditions at Time of Application

Wear of Traffic Pairf spray pressure and repeat until the target wet film thickness is
attained. It is important that no glass beads or other interfering
3. Significance and Use materials be present that would give a false wet film reading.

3.1 This practice is an accelerated evaluation of beadVhen the wet film thickness is correct, apply a test line across
retention and wear characteristics of fluid trafic marking@ tared metal panel and weigh immediately. A balance must be
materials. It is used to determine the useful life of suchimmediately available and be thoroughly shielded from wind
markings in the field. The same procedures are applicable @S Well as be of 1500-g capacity with 0.1 g or better sensitivity.
evaluating longitudinal lines to determine service life. As a basis for determination of glass bead application (7.1) the

weight of a paint line 4 by 12 in. (100 by 300 mm) (without
4. Type and Location of Pavement for Tests consideration for solvent loss) can be calculated as follows:

4.1 Select sections where traffic is moderate and free-rolling W = 0.0943x t X g )
with no grades, curves, intersections, or access points near
enough to cause excessive braking or turning movementgVhere: o
where wear is uniform with full exposure to the sun throughout V. = Weight of paint line, g,
daylight hours, and there is good drainage. Select surfaces thi B mll_tk;]lckness,”and b
are representative of the pavements upon which the fluid traficc.  ~ W9 t per gation, 1b.

7. Measurement of Glass Beads

1 This practice is under the jurisdiction of ASTM Committee D-1 on Paint and 7.1 After th'e completior] of 6-1_1 apply'anlother test Iing toa
Related Coatings, Materials, and Applications and is the direct responsibility otared panel with the motorized striper, this time also adding the
Subcommittee DO1.44 on Traffic Coatings. glass beads, and weigh immediately. The weight difference

Current edition approved February 15, 1990. Published April 1990. Originally - : -
published as D 713 — 43 T, Last previous edition D 713  87. between this measurement and that in 6.1 gives the amount of
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glass beads on the panel. The process can be repeated if a.1.2 The no-track maximum time is measured when the
adjustment in the bead application rate is needed. The weiglpavement temperature is from 60 to 120°F (15 to 50°C) and
of applied glass beads can be calculated as follows: under local humidity conditions, providing that the pavement is

W = 1.418x B @ dny.

where: Note 3—A laboratory no-track test is described in Test Method D 711.

oo This test is a laboratory control test and has little or no correlation with
W = weight of glass beads, g, am_j field results. Some paints have a tendency to skin over rapidly allowing
B = glass beads per gallon of paint, Ib. the specimen to meet the maximum specified time for the laboratory test,
but would be unsatisfactory at that time on a road surface.

9.2 Appearance-The impression of the observer of the
8.1 Apply the test stripes 4 in. (100 mm) in width and general condition of the test lines when viewed without any
transversely on the road. At the option of the purchaser, the tesletailed inspection, from a distance of at least 10 ft. It is a
stripes may be applied to the pavement at an angle of 45° to theeasure of satisfactory or unsatisfactory appeal to the ob-
direction of the traffic, or longitudinally in each wheel path, in server. It includes a comparison of the color of the surface
order to increase the area of contact with traffic. under consideration with the original color, taking into account
8.2 Apply test stripes (trained personnel under the superviehanges due to yellowing, bleeding, darkening, fading, dirt
sion of the purchaser) by using a pavement-marking machineollection, mold growth, etc. This determination is made in
similar to the production pavement marking equipment. Applyeach wheel track in an area extending 9 in. (229 mm) each side
the test stripes to at least two sections of each road surfac# the point of greatest wear. The appearance is rated either
selected to ensure against undetected road surface problerasceptable or unacceptable.
When more than one specimen is tested at more than one9.3 Durability—The durability is equal to one tenth of the
location, change the sequence of placement to minimize thpercentages of material remaining on the pavement (when
effect of time of day and time period before the test deck isexamined by the unaided eye). This determination is made in
opened to traffic. each wheel track in an area extending 9 in. (229 mm) each side
8.3 Apply at least two lines of each specimen in eachof the point of greatest wear. The percent of paint remaining on
section for better statistical reliability. A tared panel as used irthe pavement is considered as the percent of the prescribed area
the measurement of glass beads (see 7.1) should be placetitest stripe in which the substrate is not exposed. Make the
between the wheel track of one line’s application as a doublevaluations in accordance with Test Method D 913.
check for r_naterla_l and glass bead f_-,lppllcatlon rates. Wel_gh_ts Note 4—In the absence of a specification by the purchaser, failure shall
between this reading and that found in 7.1 should agree withige 5 rating less than 4 (less than 40 % material remaining on the
0.5 g. The purchaser may wish to place another smaller panghvement).

between the wheel tracks to retain for future reference. 9.4 Night Visibility—Night visibility designates the appar-
8.4 The road surface test lines should have a wet filmyy; prightness when examined at night under tungsten illumi-

thickness within=0.5 mil of that required by the purchaser. -tion from the side of the road, with eye and light source
Note 1—If no wet film thickness is specified, 15.0 mil is recom- Separated by % in. (40 mm) that corresponds to an observa-

mended. tion angle of approximately2° . Night visibility determina-

8.5 A fluid marking material with which the purchaser hastlons are made in the wheel track areas used for raiing
urability, and are based on a factor of 10 for an unexposed

had considerable production experience is included in the te%tandard panel placed next to the test stripe and 0 for no

series as a control. apparent brightness
8.6 Glass beads are placed in the paint film withif.5 PP 9 '

Ib/gal of that required by the purchaser. All glass beads are Note 5—In the absence of a specification by the purchaser, failure shall

supplied by the purchaser. be a rating less than 4. N
Note 6—A new test method for night visibility using a retro-

Note 2—If no bead application rate is specified, 6.0 Ib/gal of paint is reflectometer is being developed which is expected to have much greater
recommended. precision.

9.5 Length of Useful Life-The length of useful life is
determined by the number of days of duration between the date
9.1 Auto-No-Track Time-The auto no-track time is deter- the sample was applied to the road surface and the date any one
mined by passing over the freshly applied line in a simulatetf the designated measurements falls below the specified
passing maneuver with a standard size passenger car withinimum rating.
regular treads (no snow treads). A line showing no visual
pick-up and redeposition of the materials onto the pavementO. Evaluation Procedure
surface when viewed from a distance of 50 ft (15 m) in the 10.1 Make periodic inspections of the test sections in
highway direction is considered as showing no pick-up andhccordance with 9.2, 9.3, and 9.4. Record at each inspection the
conforming to the drying time requirements. general daytime appearance (including color), film condition,
9.1.1 The test line is applied at the same temperature, thend night visibility (retro-reflectance).
same wet film thickness, and the same rate of glass beads asl0.2 Inspect the test lines at regular monthly intervals. As
will be specified by the purchaser in production application. the test lines approach failure, they s@bﬁrpﬁ@mgery

8. Application Procedure

9. Performance Criteria

) Document Sharing Hub

Full document details: ASTM D713-90(1998)


http://www.avadocuments.com/doc/astm-d713-90-1998
http://www.avadocuments.com/doc/astm-d713-90-1998

