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Designation: D7220 – 06

Standard Test Method for
Sulfur in Automotive Fuels by Polarization X-ray
Fluorescence Spectrometry1

This standard is issued under the fixed designation D7220; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method specifies an energy-dispersive X-ray
fluorescence (EDXRF) method for the determination of total
sulfur in automotive fuels with a concentration range of 6
mg/kg to 50 mg/kg.

1.1.1 The pooled limit of quantitation of this test method as
obtained by statistical analysis of inter laboratory test results is
6 mg/kg sulfur.

1.2 A fundamental assumption in this test method is that the
standard and sample matrix is well matched. Matrix mismatch
can be caused by C/H ratio differences between samples and
standards or by the presence of other heteroatoms.

1.3 The values stated in SI units are to be regarded as the
standard. The preferred concentration units are mg/kg sulfur.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:2

D4057 Practice for Manual Sampling of Petroleum and
Petroleum Products

D4177 Practice for Automatic Sampling of Petroleum and
Petroleum Products

D6299 Practice for Applying Statistical Quality Assurance
and Control Charting Techniques to Evaluate Analytical
Measurement System Performance

E29 Practice for Using Significant Digits in Test Data to
Determine Conformance with Specifications

2.2 ISO Standard:3

ISO 4259 Determination and application of precision data
in relation to methods of test

3. Terminology

3.1 Definitions:
3.1.1 polarization X-ray fluorescence, n—typically a polar-

ization EDXRF instrument is used. In difference to direct
excitation EDXRF spectrometry, polarization X-ray fluores-
cence uses polarized radiation for excitation. Combined with
Cartesian geometry (of excitation, sample and detection sys-
tem) this results in a significant improvement of the detection
limit compared to direct excitation EDXRF.4

3.2 Abbreviations:
3.2.1 DBS—actual mass of Di-n-butyl sulfide, g
3.2.2 EDXRF—Energy dispersive X-ray spectrometry
3.2.3 PTFE—Polytetrafluorethylene
3.2.4 SDBS—mass % of sulfur in Di-n-butyl sulfide, typi-

cally 21.91%
3.2.5 SStd—mg/kg sulfur in the calibration standard
3.2.6 SStock—mg/kg of sulfur in the stock standard
3.2.7 STK—actual mass of stock standard, g

4. Summary of Test Method

4.1 The sample is placed in the polarized X-ray beam, and
the peak area of the sulfur Ka line at 2.307 keV is measured.
The background spectrum, measured with a sulfur free white
oil or other matrix matching blank sample (see 8.4) is adapted
to the measured spectrum using adjustment regions following
the instrument manufacturer’s instructions and then subtracted
from the measured spectrum. The resultant net counting rate is
then compared to a previously prepared calibration curve or
equation to obtain the concentration of sulfur in mg/kg.
(Warning—Exposure to excessive quantities of X-radiation is
injurious to health. The operator needs to take appropriate
actions to avoid exposing any part of their body, not only to
primary X-rays, but also to secondary or scattered radiation
that might be present. The X-ray spectrometer should be

1 This test method is under the jurisdiction of ASTM Committee D02 on
Petroleum Products and Lubricants and is the direct responsibility of Subcommittee
D02.03 on Elemental Analysis.
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operated in accordance with the regulations governing the use
of ionizing radiation.)

5. Significance and Use

5.1 This test method provides measurement of total sulfur in
automotive fuels with a minimum of sample preparation. A
typical analysis time is 200 to 300 s per sample.

5.2 The quality of automotive fuel can be related to the
amount of sulfur present. Knowledge of sulfur concentration is
necessary for processing purposes. There are also regulations
promulgated in federal, state, and local agencies that restrict
the amount of sulfur present in some fuel.

5.3 If this test method is applied to petroleum materials with
matrices significantly different from the calibration materials
specified in this test method, the cautions and recommenda-
tions in Section 6 should be observed when interpreting the
results.

6. Interferences

6.1 When the elemental composition (excluding sulfur) of
samples differs significantly from the standards, errors in the
sulfur determination can result. For example, differences in the
carbon-hydrogen ratio of sample and calibration standards
introduce errors in the determination.

6.2 M-85 and M-100 are fuels containing 85 and 100 %
methanol, respectively. They have a high oxygen content
leading to significant absorption of sulfur Ka radiation. Such
fuels can, however, be analyzed using this test method pro-
vided either that correction factors are applied to the results
(when calibrating with white oils) or that the calibration
standards are prepared to match the matrix of the sample.

6.3 In general, petroleum materials with compositions that
vary from the calibration samples as specified in Section 11 can
be analyzed with standards made from base materials that are
of the same or similar composition. Thus a gasoline may be
simulated by mixing isooctane and toluene in a ratio that
approximates the expected aromatic content of the samples to
be analyzed. Standards made from this simulated gasoline can
produce results that are more accurate than results obtained
using white oil standards.

7. Apparatus

7.1 Polarization X-ray Fluorescence Analyzer5—A Polar-
ized Excitation Energy Dispersive XRF spectrometer may be
used if its design incorporates as a minimum, the following
features:

7.1.1 Source of X-ray Excitation, X-ray end window tube
with Pd or Rh anode and Beryllium window, in combination
with polarizing X-ray optics. The polarizer must polarize Pd or
Rh La radiation.

7.1.2 Sample Cell, providing a sample depth of at least
4 mm and equipped with replaceable X-ray transparent film
window.

7.1.3 X-ray Detector, with a resolution value not to exceed
175 eV at 5.9 keV (10.000cps). A Si drift chamber has been
found suitable for use. Using a detection system with this
minimum spectral resolution has been shown to eliminate the
potential effect of interference from chlorine on sulfur should
either salt contamination, or chlorine from other sources (for
example, recycled vegetable oils) occur.

7.1.4 He-flush, the system must allow flushing of the optical
path with helium (see 8.6).

7.1.5 Signal Conditioning and Data Handling Electronics,
including the functions of X-ray intensity counting, spectra
handling by background subtraction and deconvolution, calcu-
lation of overlap corrections and conversion of sulfur X-ray
intensity into mg/kg sulfur concentration.

8. Reagents and Materials

8.1 Purity of Reagents6—Reagent grade chemicals shall be
used in all tests. Unless otherwise indicated, it is intended that
all reagents conform to the specifications of the Committee on
Analytical Reagents of the American Chemical Society where
such specifications are available. Other grades may be used,
provided it is first ascertained that the reagent is of sufficiently
high purity to permit its use without lessening the accuracy of
the determination.

8.2 Di-n-butyl Sulfide—a high-purity standard with a certi-
fied analysis for sulfur content. Use the certified sulfur content
when calculating the exact concentrations of the calibration
standards (see 11.1). (Warning—Di-n-butyl sulfide is both
flammable and toxic.)

NOTE 1—It is essential to know the concentration of sulfur in the
di-n-butyl sulfide, not the purity, since impurities may also be sulfur
containing compounds.

8.3 Drift Correction Monitor(s) (Optional)—Several differ-
ent materials have been found to be suitable for use as drift
correction monitors. Examples of sulfur containing materials
that have been found to be suitable include a renewable liquid
petroleum material or a fused glass disk. The monitor’s count
rate, in combination with count time, shall be sufficient to give
a relative counting error of less than 1 %. The count rate for the
monitor sample is determined during calibration (see 11.4) and
again at the time of analysis (see 12.1). These counting rates
are used to calculate a drift correction factor (see 13.1).

8.3.1 Drift correction is usually implemented automatically
in software, although the calculation can readily be done
manually. For X-ray instruments that are highly stable, the
magnitude of the drift correction factor may not differ signifi-
cantly from unity.

8.4 White Oil (Light Paraffın Oil) or Matrix-Matching
Blank Sample, with a certified content of less than 0.2 mg/kg
sulfur. If only one matrix is to be analyzed (for example, diesel)
accuracy of results may be improved by using a matrix

5 The sole source of supply of the apparatus known to the committee at this time
is SPECTRO Analytical Instruments GmbH & Co. KG, Boschstrasse 10, D-47533
Kleve, Germany. If you are aware of alternative suppliers, please provide this
information to ASTM International Headquarters. Your comments will receive
careful consideration at a meeting of the responsible technical committee,1 which
you may attend.

6 Reagent Chemicals, American Chemical Society Specifications, American
Chemical Society, Washington, DC. For suggestions on the testing of reagents not
listed by the American Chemical Society, see Annular Standards for Laboratory
Chemicals, BDH Ltd. Poole, Dorset, UK, and the United States Pharmacopeia and
National Formulary, U.S. Pharmaceutical Convention, Inc. (USPC), Rockville,
MD.
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