
S

Designation: D7351 − 07

StandardTest Method for
Determination of Sediment Retention Device Effectiveness
in Sheet Flow Applications1

This standard is issued under the fixed designation D7351; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method establishes the guidelines, require-
ments and procedures for evaluating the ability of Sediment
Retention Devices (SRDs) to retain sediment when exposed to
sediment-laden water “sheet” flows.

1.2 This test method is applicable to the use of an SRD as a
vertical permeable interceptor designed to remove suspended
soil from overland, nonconcentrated water flow. The function
of an SRD is to trap and allow settlement of soil particles from
sediment laden water. The purpose is to reduce the transport of
eroded soil from a disturbed site by water runoff.

1.3 The test method presented herein is intended to indicate
representative performance and is not necessarily adequate for
all purposes in view of the wide variety of possible sediments
and performance objectives.

1.4 The values stated in SI units are to be regarded as
standard. The inch-pound values given in parentheses are
provided for information purposes only.

1.5 All observed and calculated values shall conform to the
guidelines for significant digits and rounding established in
Practice D6026.

1.5.1 The procedures used to specify how data are collected/
recorded and calculated in this standard are regarded as the
industry standard. In addition, they are representative of the
significant digits that should generally be retained. The proce-
dures used do not consider material variation, purpose for
obtaining the data, special purpose studies, or any consider-
ation for the user’s objectives; and it is common practice to
increase or reduce significant digits of reported data to com-
mensurate with these considerations. It is beyond the scope of
this standard to consider significant digits used in analysis
methods for engineering design.

1.6 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-

priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:2

D653 Terminology Relating to Soil, Rock, and Contained
Fluids

D698 Test Methods for Laboratory Compaction Character-
istics of Soil Using Standard Effort (12 400 ft-lbf/ft3 (600
kN-m/m3))

D3740 Practice for Minimum Requirements for Agencies
Engaged in Testing and/or Inspection of Soil and Rock as
Used in Engineering Design and Construction

D5141 Test Method for Determining Filtering Efficiency and
Flow Rate of the Filtration Component of a Sediment
Retention Device

D6026 Practice for Using Significant Digits in Geotechnical
Data

3. Terminology

3.1 For definitions of terms used in this test method, see
Terminology D653.

4. Summary of Test Method

4.1 Sediment-laden water is allowed to “sheet flow” up to
and seep through, over, and/or under an installed sediment
retention device (SRD). At a minimum, the amount (via water
and soil weight) of sediment-laden flow is measured both
upstream and downstream of the SRD.

4.2 The measurement of sediment that passes through, over,
and/or under the SRD compared to the amount in the upstream
flow is used to quantify the effectiveness of the SRD in
retaining sediments3 ,4.

1 This test method is under the jurisdiction of ASTM Committee D18 on Soil and
Rock and is the direct responsibility of Subcommittee D18.25 on Erosion and
Sediment Control Technology.
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2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service@astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.

3 Sprague, C.J. (2004), “Testing the Effectiveness of Sediment Retention
Devices”, StormCon ‘04, Palm Desert, CA, (digital proceedings).

4 Sprague, C.J. and Carpenter, T. (2004), “A New Procedure for Testing the
Effectiveness of Sediment Retention Devices”, Conf. XXXV, International Erosion
Control Assoc., Philadelphia, pp. 265-275.
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5. Significance and Use

5.1 This test method quantifies the ability of a sediment
retention device (SRD) to retain eroded sediments caused by
sheet flowing water under full-scale conditions. This test
method may also assist in identifying physical attributes of
SRDs that contribute to their erosion control performance.

5.2 The effectiveness of SRDs is installation dependent.
Thus, replicating field installation techniques is an important
aspect of this test method. This test method is full-scale and
therefore, appropriate as an indication of product performance,
for general comparison of product capabilities, and for assess-
ment of product installation techniques.

NOTE 1—Test Method D5141 is an alternate test method for evaluating
sediment retention device effectiveness, if it is not necessary to simulate
field installation conditions.

NOTE 2—The quality of the result produced by this standard is
dependent on the competence of the personnel performing it, and the
suitability of the equipment and facilities used. Agencies that meet the
criteria of Practice D3740 are generally considered capable of competent
and objective testing/sampling/inspection/etc. Users of this standard are
cautioned that compliance with Practice D3740 does not in itself assure
reliable results. Reliable results depend on many factors: Practice D3740
provides a means of evaluating some of those factors.

6. Apparatus

6.1 Equipment required. (See Fig. 1 and Fig. 2)
6.1.1 Combination mixing tank and scale—A tank with an

internal paddle mixer device mounted on scales capable of
holding/weighing 4500 kg of sediment-laden water.

6.1.2 A clean water source and pumping equipment—A
source of water and associated pumping equipment sufficient to
repeatedly fill the mixing tank in a timely manner.

6.1.3 A consistent soil stockpile —A stockpile of soil in
sufficient quantity to both create sediment-laden water and to
create/replace subgrade in the installation zone. The general

soil type to be used for testing shall be loam with target grain
sizes and plasticity index as shown in Table 1, unless otherwise
specified.

6.1.4 A loader for moving the soil to the mixer—A front-end
loader of sufficient reach and capacity to dump a prescribed
amount of soil into the mixing tank.

6.1.5 A variable discharge apparatus from the mixer—A
variable discharge apparatus from the mixer – A valve-
controlled discharge hose that allows for controlled, uniform
discharge from the mixing tank.

6.1.6 Soil and water sampling equipment —Sampling jars
(at least 12 per test) for taking “grab” samples periodically
during the test.

6.1.7 Excavating/compacting machinery for cleaning and
preparing the test area — Earthmoving and compacting
equipment is needed to prepare/replace the soil in the installa-
tion zone.

6.1.8 A scaled collection system adequate to handle the
released runoff— A tank mounted on scales of sufficient
volume to collect all runoff passing the SRD.

6.2 Retention Area:
6.2.1 A non-permeable, smooth, 3:1 slope surface (at least 5

m long) immediately below the mixer discharge shall be
provided to spread the discharge to the width of the retention
zone (length of the SRD installation) and to provide a retention
zone above the installation zone.

6.2.2 An installation zone approximately 2 m wide by the
intended length of the SRD installation (typically 20 ft)
comprised of prepared soil subgrade to allow full-scale instal-
lation of the SRD to be tested.

6.2.3 The center of the installed SRD should be placed in
the center of the installation zone each time to replicate height
of water as it relates to volume retained.

FIG. 1 Profile Schematic

D7351 − 07

2

Full document details: ASTM D7351-07

http://www.avadocuments.com/doc/astm-d7351-07
http://www.avadocuments.com/doc/astm-d7351-07

