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Performance Bond Status of a Permitted Coal Mine
This standard is issued under the fixed designation D7627; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (¢) indicates an editorial change since the last revision or reapproval.
1. Scope

1.1 This practice covers the minimum elements for the
accurate location and description of geospatial data for defining
the land reclamation and performance bond status of a permit-
ted coal mine.

1.1.1 Hereafter, reference to bond status means performance
bond status.

1.1.2 This practice addresses coal mining geospatial bound-
ary data relative to the Surface Mining Control and Reclama-
tion Act of 1977 (SMCRA), including interim and permanent
program lands.? This geospatial data shall be obtained from
each state, tribal or federal (or combinations thereof) coal
mining regulatory authority (RA) authorized under SMCRA to
regulate surface coal mining operations (SCMO). Each RA
shall be the authoritative data source (ADS) for coal mining
geospatial data.

1.1.3 As used in this practice, the land reclamation status of
the surface areas of a permitted coal mining operation repre-
sents the area where coal removal and reclamation and related
supporting activities has occurred, is occurring, or is planned
and authorized by the RA within a defined SCMO.

1.1.4 Not all RAs use the same SMCRA bond release phase
definitions. For example, SMCRA uses three phases whereas
some RAs use four phases.

1.1.5 Participation in the compilation of spatial data is not
uniform across RAs, which may affect completeness, both in
terms of spatial data and associated attributes. For some RAs,
this standard may not be applicable because features described
herein do not occur within their area of responsibility.

1.1.6 This standard is one of several in development related
to SMCRA approved coal mining operations. Also under
development is a terminology standard. Initial development of
these standards is being done on an individual basis (See
Practice D7384), however they may be consolidated to reduce
repetition of information between them.

! This practice is under the jurisdiction of ASTM Committee D18 on Soil and
Rock and is the direct responsibility of Subcommittee D18.01 on Surface and
Subsurface Characterization.
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2 Public Law 95-87, the Surface Mining Control and Reclamation Act of 1977
(SMCRA), passed August 3, 1977, as amended.
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1.2 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulator limitations prior to use.

1.3 The values stated in either SI units or inch-pound units
are to be regarded separately as standard. The values stated in
each system may not be exact equivalents; therefore, each
system shall be used independently of the other. Combining
values from the two systems may result in non-conformance
with the standard.

1.4 This practice offers a set of instructions for performing
one or more specific operations. This document cannot replace
education or experience and should be used in conjunction
with professional judgment. Not all aspects of this practice may
be applicable in all circumstances. This ASTM standard is not
intended to represent or replace the standard of care by which
the adequacy of a given professional service must be judged,
nor should this document be applied without consideration of
a project’s many unique aspects. The word “Standard” in the
title of this document means only that the document has been
approved through the ASTM consensus process.

2. Referenced Documents

2.1 ASTM Standards:*

D653 Terminology Relating to Soil, Rock, and Contained
Fluids

D7384 Practice for Minimum Geospatial Data for a Surface
Coal Mining Boundary

2.2 ANSI Standards:*

ANSI INCITS 61-1986 (R2002) Geographic Point Loca-
tions for Information Interchange, Representation of (for-
merly ANSI X3.61-1986 (R1997))

ANSI INCITS 320-1998 (R2003) Information technology—
Spatial Data Transfer

3 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.

4 Available from American National Standards Institute (ANSI), 25 W. 43rd St.,
4th Floor, New York, NY 10036, http://www.ansi.org.
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2.3 Federal Geographic Data Committee Standards:®

FGDC-STD-001 Content Standard for Digital Geospatial
Metadata

FGDC Project 1574-D Information Technology—
Geographic Information Framework Data Content Stan-
dard, Part 5 Governmental Unit and Other Geographic
Aarea Boundaries

2.4 Code of Federal Regulations:®
30 CFR Part 700, et seq.

2.5 Other Regulations:®
OSM, Directive Reg-8 December 21, 2006

3. Terminology

3.1 Except as listed or noted below, all definitions are in
accordance with D653.

3.2 Definitions of Terms Specific to This Standard:’
3.2.1 active SCMO—an SCMO that has ongoing coal pro-
duction or reclamation activities or both.

3.2.2 attribute—a defined characteristic of a feature (for
example, performance bond status).

3.2.3 attribute value—a specific quality or quantity assigned
to an attribute for a specific feature.

3.2.4 authoritative data source—a recognized source as
defined in SMCRA.

3.2.5 backfill/regraded—placement of material back into an
excavated area in order to achieve a predetermined grade and
changing the contour of any surface by the use of leveling or
grading equipment.

3.2.6 bonded area—the land within the permit area upon
which the operator will conduct surface coal mining and
reclamation operations within the permit term. Bond is asso-
ciated with the entire permit area or an increment of land
within the permitted area.

3.2.7 bond forfeiture—default of the performance bond
resulting in revocation of the permit.

3.2.8 bond release—the process of releasing permit holder’s
performance bond following approval of having met reclama-
tion requirements of affected lands.

3.2.9 disturbed—an area where vegetation, topsoil, or over-
burden is removed or upon which topsoil, spoil, coal process-
ing waste, underground development waste, or non-coal waste
is placed by surface coal mining operations. Those areas are
classified as disturbed until reclamation is complete.

3.2.10 domain—a finite list (or range) of permissible values
for a specified attribute.

3.2.11 feature—geographical representation of a discrete
real world phenomena. For this standard the geographical

3 Available from Federal Geographic Data Committee, 590 National Center,
Reston, VA 20192, www.fgdc.gov.

¢ Available from U.S. Government Printing Office Superintendent of Documents,
732 N. Capitol St., NW, Mail Stop: SDE, Washington, DC 20401, http:/
WWW.access.gpo.gov.

7 The terms defined here are consistent with those defined in 30 CFR Part 700,
et seq and SMCRA, though not verbatim.
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representation is usually realized in a digital information
system such as a GIS represented as points, lines, and
polygons.

3.2.12 inactive SCMO—an SCMO that has no coal extrac-
tion or reclamation activity taking place but the permitted area
may still be bonded.

3.2.13 incremental bond area—a portion of a permitted area
from which a performance bond can be released according to
scheduled increments.

3.2.14 line segment—a direct line between two points.

3.2.15 national ID—permit ID assigned to SCMO by RA,
prefixed with state or tribal abbreviation.

3.2.16 Office of Surface Mining Reclamation and Enforce-
ment (OSM)—OSM is the federal government bureau estab-
lished under Title II of SMCRA, found within the United States
Department of Interior (DOI). The SMCRA provides OSM a
legal basis for assigning primary responsibility for regulation
of coal mining operations and reclamation of abandoned mine
land to the states and Indian tribes. Twenty-four coal resource
states have been granted primary regulatory authority, also
known as “primacy,” and the exclusive jurisdiction of the
implementation of SMCRA. In coal states that do not have
primacy and some federal and Indian lands, OSM issues the
coal mine permits, conducts the inspections, and handles the
enforcement and reclamation responsibilities.

3.2.17 permit—a written authorization to conduct surface
coal mining and reclamation operations issued by an RA to a
permittee.

3.2.18 permit area—the approved permit area or incremen-
tal area of land indicated on the latest map approved by the RA,
that is covered by the operator’s performance bond as required
by Section 509 of SMCRA and where the permittee may
conduct coal mining and reclamation operations.

3.2.19 permit boundary—the border of the area of land upon
which the permittee may conduct coal mining and reclamation
operations indicated on the latest map approved by the RA.

3.2.20 permit ID—unique identifier assigned by the RA for
administrative purposes.

3.2.21 permit status—to distinguish whether an SCMO is
active, inactive, forfeited, or revoked.

3.2.22 permittee—an entity to whom a permit has been
issued by an RA to conduct coal mining and reclamation
operations.

3.2.23 phase I release—evaluated and released upon
completion of backfilling, regrading, and drainage control for
areas under the performance bond, in accordance with the
approved reclamation plan.

3.2.24 phase Il release—evaluated and released upon estab-
lishment of vegetation on the regraded mined lands for areas
under the performance bond, in accordance with the approved
reclamation plan.

3.2.25 phase Il release—evaluated and released upon
completion of all reclamation and hydrologic requirements

fully met for areas under the performal2@@UMenNnts
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