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Standard Test Methods for
Self-Adhesive Modified Bituminous Sheet Material1

This standard is issued under the fixed designation D7694/D7694M; the number immediately following the designation indicates the
year of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last
reapproval. A superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 These test methods cover test procedures for
prefabricated, reinforced, self-adhesive (SA) polymer-modified
bituminous sheet materials designed for single- or multiple-ply
application in roofing and waterproofing membranes.

1.2 These test methods specifically address the self-
adhesive characteristics of modified bituminous sheet
materials, and are intended as a supplement to those found in
Test Methods D5147/D5147M.

1.3 The values stated in either SI units or inch-pound units
are to be regarded separately as standard. The values stated in
each system are not necessarily exact equivalents; therefore, to
ensure conformance with the standard, each system shall be
used independently of the other, and values from the two
systems shall not be combined.

1.4 This standard may involve hazardous materials,
operations, and equipment. This standard does not purport to
address all of the safety concerns, if any, associated with its
use. It is the responsibility of the user of this standard to
establish appropriate safety, health, and environmental prac-
tices and determine the applicability of regulatory limitations
prior to use.

1.5 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D146/D146M Test Methods for Sampling and Testing
Bitumen-Saturated Felts and Woven Fabrics for Roofing
and Waterproofing

D3167 Test Method for Floating Roller Peel Resistance of
Adhesives

D1079 Terminology Relating to Roofing and Waterproofing
D5147/D5147M Test Methods for Sampling and Testing

Modified Bituminous Sheet Material
E177 Practice for Use of the Terms Precision and Bias in

ASTM Test Methods
E691 Practice for Conducting an Interlaboratory Study to

Determine the Precision of a Test Method

3. Significance and Use

3.1 These test methods are used to evaluate the properties of
self-adhesive modified bituminous membranes. The results
determine compliance with the applicable specifications, or
they can be used for comparative analysis.

3.2 The test methods apply to “as manufactured” material
and may not apply to material that has been weathered or is
past the manufacturer’s recommended shelf life.

4. Sampling

4.1 From each shipment or fraction thereof, select at random
a number of rolls equal to one half the cube root of the total
number rolls of the lot. If the calculated number is fractional,
express it as the next highest whole number. For convenience,
a table showing the number of rolls to be selected from the lots
of various sizes is given in Test Method D146/D146M.

4.2 The minimum sample shall consist of five rolls. The
rolls so selected constitute the representative sample used for
all subsequent observations and tests pertaining to the lot of
material being tested.

4.3 When mutually agreed upon by the concerned parties,
other sampling frequencies may be used and reported within
the framework of these procedures.

5. Adhesion to Plywood

5.1 Scope—This test method covers the determination of the
adhesive properties of the product sheets to a standardized
plywood substrate, as set forth in Test Method D3167 except as
noted below. The method also allows for the evaluation of a
membrane installation over the standardized substrate treated
with a primer.

5.2 Conditioning—Testing and conditioning is to be per-
formed at test temperatures 23 6 2°C [73 6 4°F] and 4 6 1°C

1 These test methods are under the jurisdiction of ASTM Committee D08 on
Roofing and Waterproofing and is the direct responsibility of Subcommittee D08.04
on Felts, Fabrics and Bituminous Sheet Materials.
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[40 6 2°F] unless otherwise specified. The plywood must be
conditioned at test temperatures for at least seven days prior to
assembly. All other materials used to construct the assembly
should be conditioned for at least 1.5 h 6 0.5 h prior to testing.
Similarly, the test assembly (self-adhesive sheet adhered to
plywood), the deadweight roller, and the primer (if used), must
be conditioned at the test temperature for at least 1.5 h 6 0.5
h prior to testing.

5.3 Specimen Preparation:
5.3.1 The test specimen shall consist of one piece of

self-adhesive sheet, 75 by 200 6 3 mm [3 by 8 6 1⁄8 in.],
overlapped and bonded 75 by 100 6 3 mm [3 by 4 6 1⁄8 in.]
to the top surface of a piece of plywood that is 100 by 200 6

3 mm [4 by 8 6 1⁄8 in.]. Primer is optional and may be applied
to the substrate per manufacturer specification, appropriate for
specimen preparation temperatures. The grain direction of the
plywood shall run the 200 6 3 mm [8 6 1⁄8 in.] length for the
test assembly. The overlap shall be such that the last 4 in. of
plywood (a strip 100 by 100 6 3 mm [4 by 4 6 1⁄8 in.]) is
exposed, and 100 6 3 mm [4 6 1⁄8 in.] of the self-adhesive
sheet is available for gripping in the test machine (Fig. 1). The
plywood shall be 6 mm [1⁄4 in.] minimum thickness, virola,
birch, or equivalent smooth surfaced, veneered plywood. Test
surface shall be free of knots, repairs, or other similar imper-
fections.

5.3.2 At no time shall the roller stop travel on the area to be
tested. Spacers should be used to allow the roller to travel off
of the sample before it is returned. Uniformly press the
self-adhesive sheet onto plywood by rolling three times back
and forth on the aligned specimens in the direction of the
plywood grain with a roller of a mass of 12 6 1 kg [26 6 2 lb],
a diameter of 125 6 3 mm [5 6 1⁄8 in.], and a width of 125 6

3 mm [5 6 1⁄8 in.]. Do not allow for any additional pressure to
be applied onto the self-adhesive sheets. The deadweight roller
should be rolled at a rate of 4 to 6 s per back and forth cycle.
The test specimen shall be completely taut with no slack in the
self-adhesive sheet.

5.3.3 At least five specimens shall be tested for each test
temperature.

5.3.4 The specimens shall be assembled individually. Cut-
ting specimens to size after assembly may influence the test
results.

NOTE 1—Adhesion to other potential deck materials and substrates may
also be determined by this test method.

5.4 Apparatus:
5.4.1 Perform the test in a constant rate of extension type

test machine.
5.4.2 The rate of travel of the crosshead shall be 50 6 3

mm/min [2 6 1⁄8 in./min]. This rate, which provides a laminate

FIG. 1 Self-Adhesive Sample Preparation
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