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1. Scope

1.1 This is a fire-test-response standard.

1.2 These test methods cover the determination of flamma-
bility of paper and paperboards of all types no more than Yie in.
(1.6 mm) in thickness, that have been treated to retard the
spread of flame when ignited. Such papers are commonly
designated as flame-retardant-treated.

1.3 These test methods may be used with, and may be used
to distinguish between, paper and paperboard materials having
a flame-retardant-treatment removed by leaching in water, and
those whose flame-retardant-treatment is not removed by water
leaching.

1.4 These test methods appear as follows:

Section
Test Method A—Flammability of Treated Paper and Paperboard Af- 8.1
ter Leaching for 4 h With 24°C Reagent Water
Test Method B—Flammability of Treated Paper and Paperboard 8.2

Without Leaching

1.5 The primary intended use of Test Method A is with
paper or paperboard materials having a flame-retardant treat-
ment that is not removed by water leaching, or to specify the
properties of such materials.

1.6 The primary intended use of Test Method B is with
paper or paperboard materials having a flame-retardant treat-
ment known to be removed under the leaching conditions
specified in Test Method A, or where non-removal of the
flame-retardant treatment by water leaching is not a desired or
specified property.

1.7 This standard should be used to measure and describe
the properties of materials, products, or assemblies in response
to heat and flame under controlled laboratory conditions and
should not be used to describe or appraise the fire hazard or
fire risk of materials, products, or assemblies under actual fire
conditions. However, results of this test may be used as
elements of a fire risk assessment which takes into account all
of the factors which are pertinent to an assessment of the fire
hazard of a particular end use.

! These test methods are under the jurisdiction of ASTM Committee D06 on
Paper and Paper Products and are the direct responsibility of Subcommittee D06.92
on Test Methods.
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1.8 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards: >

D 585 Practice for Sampling and Accepting a Single Lot of
Paper, Paperboard, Fiberboard, and Related Product

D 685 Practice for Conditioning Paper and Paper Products
for Testing

D 1193 Specification for Reagent Water

D 1968 Terminology Relating to Paper and Paper Products

E 122 Practice for Calculating Sample Size to Estimate,
With Specified Precision, the Average for a Characteristic
of a Lot or Process

E 176 Terminology of Fire Standards

3. Terminology

3.1 Definitions of Terms Specific to This Standard:

3.1.1 char length, n—the length of charred material in
millimetres (or inches) removed from the specimen under the
conditions of these test methods.

3.1.2 flaming time, n—the time in seconds a specimen
continues to burn under the conditions of these test methods
after removal of the burner flame.

3.1.3 glowing time, n—the time in seconds a specimen
continues to glow under the conditions of these test methods
after it has ceased to flame.

3.1.4 Type I flame retarded, a—paper or paperboard having
flame-retardant treatment removed by leaching with water
under the conditions described in these test methods.

3.1.5 Type II flame retarded, a—paper or paperboard having
flame-retardant treatment not removed by leaching with water
under the conditions described in these test methods.

3.2 For terms associated with fire issues use Terminology
E 176.

2 For referenced ASTM standards, visit the ASTM website, Wwww.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.
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FIG. 1 Metal Cabinet

3.3 For terms associated with paper issues use Terminology
D 1968.

4. Significance and Use

4.1 The utility of paper and paperboard for many functional
and decorative purposes requires resistance to the spread of
flame. These test methods are useful in both qualitative and
quantitative measurement of the flame retardant property of
paper and paperboard. Certain uses may also require a knowl-
edge of the durability of the flame-retardant treatments applied
to paper and paperboard when exposed to water. Judicious
analysis of the test data may be useful for design purposes in
applications and fabrication of materials requiring flame-
resistant properties.

5. Apparatus

5.1 Metal Cabinet, (see Fig. 1), of sheet metal (or other
noncombustible material), 305 by 355 mm (12 by 14 in.) at the
base and 760 mm (30 in.) high, having a door provided with a
transparent insert for observing the burning specimen. The top
closure has a baffle plate 25 mm (1 in.) below the top. The top
is vented by 16 holes of 12.5-mm (0.5-in.) diameter equally
spaced. Each of the two sides of the cabinet is vented by eight
holes 12.5-mm diameter with centers 25 mm above the base.

5.2 Specimen Holder, an inverted U-shaped metal clamp
suspended from the center of the cabinet, to hold a specimen 70
mm (2.75 in.) wide and 210 mm (8.25 in.) long, with the long
axis vertical. The specimen is clamped vertically for its entire
length at a distance of 10 mm (0.375 in.) in from the edges, to
expose an area of 50 by 210 mm (2 by 8.25 in.). The holder is
preferably attached to the top so that it can be rotated from the
outside, permitting both sides of the specimen to be observed.
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5.3 Test Flame, supplied by a Bunsen or Tirrill gas burner
having a tube 10-mm (0.375-in.) inside diameter centered
beneath the lower edge of the clamped specimen and with the
top of the tube 19 mm (0.75 in.) beneath it, adjusted with its air
supply closed to give a flame 40 mm (1.6 in.) high. The burner
is equipped with an extended handle and a track so that it may
be slid into position after lighting.

Note 1—For general use, either commercial natural gas, or liquefied
propane gas is acceptable. If additional precision is required, a synthetic
gas mixture of the following composition may be used: 55 * 1%
hydrogen, 24 = 1 % methane, 3 = 1 % ethane, and 18 %= 1 % carbon
monoxide. The gas should be supplied to the burner at a pressure of 17.2
+ 1.8 kPa (2%2 = V4 psi).

5.4 Timer, stopwatch or electric timer.

5.5 Scale, graduated in millimetres or 0.1-in. units.

6. Sampling

6.1 Acceptance Sampling—Acceptance sampling shall be in
accordance with Method D 585.

6.2 Sampling for Other Purposes—The sampling and the
number of test specimens depend on the purpose of the testing.
Practice E 122 is recommended.

7. Test Specimens

7.1 For Type I flame-retarded paper or paperboard, cut from
each test unit two test specimens in the machine direction
(MD) and two in the cross direction (CD), with each specimen
70 mm (2.75 in.) wide and 210 mm (8.25 in.) long. Group the
specimens into two sets consisting of one MD specimen and
one CD specimen.

7.2 For Type II flame-retarded paper or paperboard cut from
each test unit four test specimens in the machine direction
(MD) and four in the cross direction (CD), with each specimen
70 mm (2.75 in.) wide and 210 mm (8.25 in.) long. Group the
specimens into four sets consisting of one MD specimen and
one CD specimen.

8. Procedure

8.1 Test Method A—Flammability of Treated Paper and
Paperboard After Leaching for 4 h With 24°C Reagent Water:

8.1.1 Leaching Procedure:

8.1.1.1 Place two of the four sets of specimens prepared in
7.2 into a 2000-mL beaker.

8.1.1.2 Fill the beaker containing the specimens with re-
agent water having a maximum conductivity of five microsi-
emens per centimetre or less. Reagent water, Type I through IV,
in accordance with Specification D 1193 complies with this
requirement. Adjust water temperature to 24 = 1°C prior to
use.

8.1.1.3 Cover the beaker with a wire mesh screen. Continue
to add 24 = 1°C reagent water at a rate of 12 L/h for a period
of 4 £ 0.1 h through a glass tube of 6.35-mm (0.25-in.) inside
diameter extending to the bottom of the beaker.

8.1.1.4 At the conclusion of the leaching period, remove the
specimens from the beaker and blot off excess water with paper

toweling.
8.1.1.5 Dry the specimens flat in an oven at 105 * 3°C for
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