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Standard Test Methods for
Flexural Properties of Unreinforced and Reinforced Plastics
. . . 1
and Electrical Insulating Materials
This standard is issued under the fixed designation D 790; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone] indicates an editorial change since the last revision or reapproval.
This standard has been approved for use by agencies of the Department of Defense.
1. Scope * 2. Referenced Documents

1.1 These test methods cover the determination of flexural 2.1 ASTM Standards:
properties of unreinforced and reinforced plastics, including D 618 Practice for Conditioning Plastics for Tesing
high-modulus composites and electrical insulating materials in D 638 Test Method for Tensile Properties of Plastics
the form of rectangular bars molded directly or cut from sheets, D 883 Terminology Relating to Plastfts
plates, or molded shapes. These test methods are generallyD 4000 Classification System for Specifying Plastic Mate-
applicable to both rigid and semirigid materials. However, rials®
flexural strength cannot be determined for those materials that D 5947 Test Methods for Physical Dimensions of Solid
do not break or that do not fail in the outer surface of the test  Plastic Specimeris
specimen within the 5.0 % strain limit of these test methods. D 6272 Test Method for Flexural Properties of Unrein-
These test methods utilize a three-point loading system applied forced and Reinforced Plastics and Electrical Insulating
to a simply supported beam. A four-point loading system Materials by Four-Point Bendirig

method can be found in Test Method D 6272. E 4 Practices for Force Verification of Testing Machihes
1.1.1 Procedure A designed principally for materials that E 691 Practice for Conducting an Interlaboratory Study to
break at comparatively small deflections. Determine the Precision of a Test Metfod
1.1.2 Procedure Bdesigned particularly for those materials )
that undergo large deflections during testing. 3. Terminology

1.1.3 Procedure A shall be used for measurement of flexural 3.1 Definitions—Definitions of terms applying to these test
properties, particularly flexural modulus, unless the materiamethods appear in Terminology D 883 and Annex Al of Test
specification states otherwise. Procedure B may be used fdfdethod D 638.
measurement of flexural strength only. Tangent modulus data
obtained by Procedure A tends to exhibit lower standardh Summary of Test Method
deviations than comparable data obtained by means of Proce-4.1 A bar of rectangular cross section rests on two supports
dure B. and is loaded by means of a loading nose midway between the

1.2 Comparative tests may be run in accordance with eithesupports (see Fig. 1). A support span-to-depth ratio of 16:1
procedure, provided that the procedure is found satisfactory faghall be used unless there is reason to suspect that a larger
the material being tested. span-to-depth ratio may be required, as may be the case for

1.3 The values stated in Sl units are to be regarded as theertain laminated materials (see Section 7 and Note 8 for
standard. The values provided in parentheses are for informguidance).
tion only. 4.2 The specimen is deflected until rupture occurs in the

1.4 This standard does not purport to address all of theouter surface of the test specimen or until a maximum strain
safety concerns, if any, associated with its use. It is thgsee 12.7) of 5.0 % is reached, whichever occurs first.
responsibility of the user of this standard to establish appro- 4.3 Procedure A employs a strain rate of 0.01 mm/mm/min
priate safety and health practices and determine the applica(0.01 in./in./min) and is the preferred procedure for this test
bility of regulatory limitations prior to use. method, while Procedure B employs a strain rate of 0.10

: . mm/mm/min (0.10 in./in./min).
Note 1—These test methods are not technically equivalent to ISO 178. ( )

! These test methods are under the jurisdiction of ASTM Committee D20 on 2 Annual Book of ASTM Standardgol 08.01.
Plastics and are the direct responsibility of Subcommittee D20.10 on Mechanical *Annual Book of ASTM Standardgol 08.02.

Properties. 4 Annual Book of ASTM Standardéol 08.03.
Current edition approved April 10, 2002. Published June 2002. Originally ®Annual Book of ASTM Standardgol 03.01.
published as D 790 — 70. Last previous edition D 790 — 00. ® Annual Book of ASTM Standardgol 14.02.
*A Summary of Changes section appears at the end of this standard. Docu ments
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) TABLE 1 Flexural Strength
{ a) B Values Expressed in Units of %
M Material Mean, 102 psi of 10° psi
VrA VRB ’C RD
(A) ABS 9.99 1.59 6.05 4.44 17.2
DAP thermoset 14.3 6.58 6.58 18.6 18.6
Cast acrylic 16.3 1.67 11.3 4.73 32.0
GR polyester 19.5 1.43 2.14 4.05 6.08
GR polycarbonate 21.0 5.16 6.05 14.6 17.1
SMC 26.0 4.76 7.19 135 20.4

AV, = within-laboratory coefficient of variation for the indicated material. It is
[ i ] obtained by first pooling the within-laboratory standard deviations of the test
results from all of the participating laboratories: Sr = [[(5,)? + (S5)? . . . + ( S,)2]/n]
12 then V, = (S, divided by the overall average for the material) X 100.

' ' B v, = between-laboratory reproducibility, expressed as the coefficient of varia-
. tion: S={S2+ S,2'2 where S, is the standard deviation of laboratory means.
) Then: Vi = (S g divided by the overall average for the material) X 100.

€ r = within-laboratory critical interval between two test results = 2.8 X V..

L P R = between-laboratory critical interval between two test results = 2.8 X V.
SUPPORT  SPAN

[

testing, or appropriate corrections shall be made. The load
indicating mechanism shall be essentially free from inertial lag
Note—(a) Minimum radius = 3.2 mm ¥ in.). () Maximum radius  at the crosshead rate used. The accuracy of the testing machine
supports 1.6 times specimen depth; maximum radius loading nose =ghall be verified in accordance with Practices E 4.
times specimen depth. _ ) 6.2 Loading Noses and Suppo#tsThe loading nose and
FIG. 1 Allowable Range of Loading Nose and Support Radi supports shall have cylindrical surfaces. In order to avoid
excessive indentation, or failure due to stress concentration
directly under the loading nose, the radii of the loading nose
nd supports shall be 5:00.1 mm (0.197+ 0.004 in.) unless
herwise specified or agreed upon between the interested
clients. When other loading noses and supports are used they
purposes. . . . must comply with the following requirements: they shall have
5.2 Materials that do not fail by the maximum  Strain 5 pinimum radius of 3.2 mni4 in.) for all specimens, and for
allowed under these test methods (3-point bend) may be mor, ecimens 3.2 mm or greater in depth, the radius of the
Suited to a 4-point_bgnd test. Th_e basic differen_ce between t pports may.be up to 1.6 times the specirﬁen depth. They shall
two test methods. IS 1n thg Io_catlon of the maximum bendm_ e this large if significant indentation or compressive failure
moment and maximum axial fiber stresses. The maximum axi ccurs. The arc of the loading nose in contact with the

fiber ;tresses occur on a line under the Ioad'ing nose ‘.” 3—poig ecimen shall be sufficiently large to prevent contact of the
bending and over the area between the loading noses in 4-PolBhecimen with the sides of the nose (see Fig. 1). The maximum

beg%ingl. | " ith . denth radius of the loading nose shall be no more than 4 times the
. exural properties may vary with specimen dep 'epecimen depth.

temperature, atmospheric conditions, and the difference in rat

of straining as specified in Procedures A and B (see also Note Note 2—Test data have shown that the loading nose and support

8). dimensions can influence the flexural modulus and flexural strength
5.4 Before proceeding with these test methods, referenc\é‘;‘lues'The_load'ng nose dimension has the greater mflue_nce. Dlmensu_)ns

e e . . the loading nose and supports must be specified in the material

should be made to the specification of the material being testeapeciﬁcaﬁon

Any test specimen preparation, conditioning, dimensions, or - . . .

testing parameters, or combination thereof, covered in the 6.3 Micrometers— Suitable micrometers for measuring the

materials specification shall take precedence over those me flggnrri?]gti?rllcgpztsfe:;tt(r;%Zthr;;p(%cé)n(;i?nt;)s?]rg)ullr::ickr)eenl],lesgﬁl
tioned in these test methods. If there are no material specifiz ' : ) '

cat?ons, then the defau!t conditions apply. T_able 1lin CIassifiA:;;’:;g;hm?ydb?'g(er;essusregﬁf#':hm;nnésm?;g%']%tz?svﬁﬁ g{g:gt
gﬁ:‘roerr]]ti,yztxeigt] 53:1 gggtlif;s the ASTM materials standards th suitable instrument for measuring the thickness of nonrigid
' test specimens shall have: a contact measuring pressure of
6. Apparatus 25+ 2.5 kPa (3.6= 0.36 psi), a movable circular contact foot
. . . . 6.35=* 0.025 mm (0.25Gt 0.001 in.) in diameter and a lower
6.1 Testing Machine- A properly calibrated testing ma- g o4 anvil large enough to extend beyond the contact foot in
chine that can be operated at constant rates of crosshead motl f'directions and being parallel to the contact foot within 0.005

over the range indicated, and in which the error in the loaq,, (0.002 in.) over the entire foot area. Flatness of foot and
; 0 .

measuring system shall not exce=dl % of t.he maximurm load . anvil shall conform to the portion of the Calibration section of

expected to be measured. It shall be equipped with a deflect|01:1est Methods D 5947

measuring device. The stiffness of the testing machine shall be i
such that the total elastic deformation of the system does not Test Specimens
exceed 1 % of the total deflection of the test specimen during 7.1 The specimens may be cut fromPDIREU ments
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5. Significance and Use

5.1 Flexural properties as determined by these test metho@
are especially useful for quality control and specification
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molded shapes, or may be molded to the desired finisheble necessary (32:1 or 40:1 are recommended). When laminated
dimensions. The actual dimensions used in Section 4.2, Catnaterials exhibit low compressive strength perpendicular to the
culation, shall be measured in accordance with Test Methodaminations, they shall be loaded with a large radius loading
D 5947. nose (up to four times the specimen depth to prevent premature
N _— . . damage to the outer fibers.
ote 3—Any necessary polishing of specimens shall be done only in . . .
the lengthwise direction of the specimen. 7.4 Molding Materials (Thermoplastics and Thermosets)
The recommended specimen for molding materials is 127 by
12.7 by 3.2 mm (5 byby ¥s in.) tested flatwise on a support
. . ) . ' span, resulting in a support span-to-depth ratio of 16 (tolerance
Including Vulcanized Fiber and Glass Bonded Mica) +1). Thicker specimens should be avoided if they exhibit
7.2.1 I\/I_atenals 1.6 mm¥isin.) or Greater_ln Thickness- significant shrink marks or bubbles when molded.
For flatwise tests, the depth of the specimen shall be the 7 5 High-St th Reinf dc ites. Including Hiahl
thickness of the material. For edgewise tests, the width of the, .’ Igh->treng eintorced Lomposites, Inciuding Righly
fthotrop|c Laminates-The span-to-depth ratio shall be cho-

specimen shall be the thickness of the sheet, and the depth sh . ) . .
not exceed the width (see Notes 4 and 5). For all tests, theen such that failure occurs in the outer fibers of the specimens

. d is due only to the bending moment (see Note 8). A
support span shall be 16 (toleraneé) times the depth of the 2" Y
begfn. Sr?ecimen width éhall not gxceed one f(F))urth of thgPan-to-depth ratio larger than 16:1 may be necessary (32:1 or

support span for specimens greater than 3.2 riir(.) in 40:1 are recommended). For some highly anisotropic compos-

depth. Specimens 3.2 mm or less in depth shall be 12.7¥m (ites, shear deformation can significantly influence modulus
in.) in width. The specimen shall be long enough to allow formeasurements, even at span-to-depth ratios as high as 40:1.

overhangng on each en of aleat 10 of the suppont spafi1°5, 97 hese mateias an icrease n he span-o-depty
but in no case less than 6.4 min {n.) on each end. Overhang :

shall be sufficient to prevent the specimen from sllpplnngdUIUS data are requwed, I shoul_d also_ be no_ted that the
flexural modulus of highly anisotropic laminates is a strong

through the supports. . . X .
function of ply-stacking sequence and will not necessarily

Note 4—Whenever possible, the original surface of the sheet shall begorrelate with tensile modulus, which is not stacking-sequence
unaltered. However, where testing machine limitations make it impossiblgependem.

to follow the above criterion on the unaltered sheet, one or both surfaces

shall be machined to provide the desired dimensions, and the location of Note 8—As a general rule, support span-to-depth ratios of 16:1 are

the specimens with reference to the total depth shall be noted. The valustisfactory when the ratio of the tensile strength to shear strength is less
obtained on specimens with machined surfaces may differ from thoseéhan 8 to 1, but the support span-to-depth ratio must be increased for
obtained on specimens with original surfaces. Consequently, any speciftomposite laminates having relatively low shear strength in the plane of
cations for flexural properties on thicker sheets must state whether thghe laminate and relatively high tensile strength parallel to the support

original surfaces are to be retained or not. When only one surface waspan.

machined, it must be stated whether the machined surface was on the

tension or compression side of the beam. 8. Number of Test Specimens

Note 5—Edgewise tests are not applicable for sheets that are so thin 8.1 Test at | t fi . f h le in th
that specimens meeting these requirements cannot be cut. If specimen™" est at least live specimens lor each sampie in the case

depth exceeds the width, buckling may occur. of isotropic materials or molded specimens.

7.2.2 Materials Less than 1.6 mn¥4s in.) in Thickness- 8.2 For each sample of anisotropic material in sheet form,

The specimen shallbe S0.5 i (2 ong by 12 ) 2L 9L e shecmens orcach of e aloungcondiions
wide, tested flatwise on a 25.4-mm (1-in.) support span. 9

specimens cut in lengthwise and crosswise directions of the
Note 6—Use of the formulas for simple beams cited in these testsheet. For the purposes of this test, “lengthwise” designates the
method; for Qalculatlng results presumes that beam width is small Illbrincipa| axis of anisotropy and shall be interpreted to mean the
comparison with the support span. Therefore, the formulas do not applyjrection of the sheet known to be stronger in flexure. “Cross-
figorously to these dimensions. wise” indicates the sheet direction known to be the weaker in

Note 7—Where machine sensitivity is such that specimens of thes o . . .
dimensions cannot be measured, wider specimens or shorter supptﬂ?xure and shall be at 90° to the lengthwise direction.

spans, or both, may be used, provided the support span-to-depth ratio is at L
least 14 to 1. All dimensions must be stated in the report (see also Note 69. Conditioning

7.3 Laminated Thermosetting Materials and Sheet and 9.1 Conditioning—Condition the test specimens at 23
Plate Materials Used for Electrical Insulation, Including 2°C (73.4+ 3.6°F) and 50+ 5 % relative humidity for not less
Vulcanized Fiber and Glass-Bonded Miedor paper-base than 40 h prior to test in accordance with Procedure A of
and fabric-base grades over 25.4 mm (1 in.) in nominaPractice D 618 unless otherwise specified by contract or the
thickness, the specimens shall be machined on both surfacesrglevant ASTM material specification. Reference pre-test con-
a depth of 25.4 mm. For glass-base and nylon-base gradegitioning, to settle disagreements, shall apply tolerances of
specimens over 12.7 mn¥4in.) in nominal depth shall be *1°C (1.8°F) and+2 % relative humidity.
machined on both surfaces to a depth of 12.7 mm. The support 9.2 Test Conditions-Conduct the tests at 28 2°C (73.4+
span-to-depth ratio shall be chosen such that failures occur 8.6°F) and 50+ 5% relative humidity unless otherwise
the outer fibers of the specimens, due only to the bendingpecified by contract or the relevant ASTM material specifica-
moment (see Note 8). Therefore, a ratio larger than 16:1 magion. Reference testing conditions, to E3@CAUHBIENESs,

7.2 Sheet Materials (Except Laminated Thermosetting Ma
terials and Certain Materials Used for Electrical Insulation
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