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Standard Test Method for
Resistance to Creep of Adhesives in Static Shear by
. . 1
Compression Loading (Wood-to-Wood)
This standard is issued under the fixed designation D7966/D7966M; the number immediately following the designation indicates the
year of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last
reapproval. A superscript epsilon (¢) indicates an editorial change since the last revision or reapproval.
1. Scope 2. Referenced Documents

1.1 This test method covers the determination of creep
properties of structural adhesives in wood-to-wood bonds
when a standardized specimen is subjected to shearing stresses
at various levels of static load, constant temperature, and
relative humidity. Apparatus and procedures are provided for
shear deformation (creep) of adhesive bonds under static load.
This test method is used under the indicated conditions to
evaluate resistance to creep properties of a structural wood
adhesive.

1.2 The test method is used to evaluate creep performance
of adhesives suitable for the bonding of wood, including
treated wood, into structural wood products for general
construction, marine use, or for other uses where a high-
strength general construction, creep-resistant, durable adhesive
bond is required. Individual block shear specimens are pre-
pared from adhesively bonded laminations, subjected to a
constant load under various combinations of temperature and
relative humidity, and the amount of creep measured.

1.3 Creep of structural wood adhesives as measured by this
test method may not be comparative to other ASTM methods
and is limited to the conditions of the test and procedures
contained herein.

1.4 The values stated in either SI units or inch-pound units
are to be regarded separately as standard. The values stated in
each system may not be exact equivalents; therefore, each
system shall be used independently of the other. Combining
values from the two systems may result in non-conformance
with the standard.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

' This test method is under the jurisdiction of ASTM Committee D14 on
Adhesives and is the direct responsibility of Subcommittee D14.30 on Wood
Adhesives.
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2.1 ASTM Standards:*

D905 Test Method for Strength Properties of Adhesive
Bonds in Shear by Compression Loading

D907 Terminology of Adhesives

D1101 Test Methods for Integrity of Adhesive Joints in
Structural Laminated Wood Products for Exterior Use

D2395 Test Methods for Density and Specific Gravity (Rela-
tive Density) of Wood and Wood-Based Materials

D2559 Specification for Adhesives for Bonded Structural
Wood Products for Use Under Exterior Exposure Condi-
tions

D4442 Test Methods for Direct Moisture Content Measure-
ment of Wood and Wood-Based Materials

E4 Practices for Force Verification of Testing Machines

2.2 Other Document:>

CSA O112.9 Evaluation of Adhesives for Structural Wood
Products (Exterior Exposure)

2.3 ASTM Adjuncts:

Compression-Shear Creep Test Apparatus®

3. Terminology

3.1 Definitions: Many terms in this test method are defined
in Terminology D907.

3.1.1 laminated wood, n—the fabricated product resulting
from the bonding of two or more laminations, with each
lamination made from one or more pieces bonded either
lengthwise, edgewise, or both, and all with the direction of the
grain essentially parallel, to form a larger piece such as a
structural member.

3.1.1.1 Discussion—Laminated wood as defined in D1101.

3.1.2 stress, n—the force exerted per unit area at a point
within a plane.

3.2 Definitions of Terms Specific to This Standard:

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.

3 Available from APA — The Engineered Wood Association, 7011 S.19th St.,
Tacoma, WA 98466-5333, www.apawood.org.

4 Available from ASTM International Headquarters. Order Adjunct No. ADJ-
ADIJID4680. Original adjunct produced in 1987.
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3.2.1 average creep of specimen, n—calculated creep dis-
placement in the bondline of a specimen as shown in Fig. 1
[(D,+D,)/2].

3.2.2 maximum average creep, n—the largest average creep
observed with any one test specimen from a test assembly.

3.2.3 overall average creep, n—the average creep observed
in the test assembly based on the average creep of the tested
specimens.

3.2.4 laminated test assembly, n—an assembly formed by
bonding layers of lumber with an adhesive so that the grain of
all laminations is essentially parallel.

4. Summary of Test Method

4.1 An adhesive to be evaluated for suitability in structural
wood products in terms of resistance to creep is used to prepare
block shear test specimens which will then be loaded to a
prescribed level of stress.

4.2 Following the adhesive manufacturers recommenda-
tions two 2—ply test assemblies of a designated species are
laminated following specific recommendations of wood selec-
tion and preparation.

4.3 After a designated curing period, eight 25 mm [1.0 in.]
by 25 mm [1.0 in.] block shear specimens are prepared from
each assembly and preconditioned.

4.4 Both sides of the geometric center of each specimen are
marked with a scribe.

4.5 The block shear specimens from each assembly are
loaded to the required stress in a prescribed compression-shear
creep test jig and then subjected to a designated test environ-
ment in terms of temperature, moisture level and time.

4.6 At the completion of the designated exposure time, the
amount of creep for each specimen is measured and reported
along with the average creep for the group of specimens.

5. Significance and Use

5.1 This test method evaluates the performance of the
adhesive in laminated wood as measured by resistance to creep
under static load.

5.2 Test results from the evaluation of adhesive creep
resistance, under designated environmental conditions of the
test, provide a measure of the adhesive’s ability to withstand
constant loading over a relatively long period of time.

5.3 Creep measured with this test method is normally used
in conjunction with specifications such as, but not limited to
Specification D2559 and CSA O112.9 to confirm suitability of
an adhesive to resist creep under designed loads when sub-
jected to specific levels of stress, load duration and environ-
mental conditions.

6. Apparatus

6.1 Testing Machine—A testing machine, or other suitable
loading machine, capable of applying compression loads from
0 to 22 kN (5000 1bf) having an accuracy of =1 % when
calibrated in accordance with Practice E4, and cross-head
speeds from 0.3 to 10 mm/min [0.01 to 0.40 in./min] is
sufficient for this test method. A minimum vertical space of 510
mm [20 in.] is required to compress the loading spring in the
creep-test apparatus.

6.2 Creep-Test Apparatus—Static loads shall be applied and
maintained on block-shear specimens by means of the
compression-loaded creep-test cylinder shown in Fig. 2. The
specific spring used in the apparatus shown in Fig. 2 has a
design load of 2300 Ibf (10 kN) and is made of corrosion-
resistant components so that is can be used in high-temperature
and humid environments for prolonged periods without con-
cern for damaging the apparatus or interfering with the
effectiveness. The apparatus is spring-loaded and shall contain
a mechanism to provide a self aligning surface to account for
specimens where the two bearing surfaces are not perfectly
parallel.

Note 1—Although this particular spring has a design load of 10 kN
(2300 1bf) others of greater or less capacity may be substituted. Varying
spring capacities with outside diameters no greater than the cylinder inside
diameter are available. Additional details, including options for providing
self aligning surface can be found in Adjunct ADJD4680.

6.2.1 For creep testing up to 50°C [122°F], it is not
necessary to adjust the spring or load to compensate for the
effects of changing temperature. It is only necessary that the

T

D1 (D3 on the opposite face)

Scribe
line

Creep displacement of the bond line of a specimen,
Djnt-n = (D1 + D) / 2

FIG. 1 Creep Measurement of Test Specimen

Full document details: ASTM D7966/D7966M-16

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/astm-d7966-d7966m-16
http://www.avadocuments.com/doc/astm-d7966-d7966m-16

snjeseddy 1s9] doai) g 'HI4

1Y3SNI ONLLVSNIdIWOD HLIM %2018 ONIdv3g WOLLOg

Ay p7966/D7966M - 16

oG JApINCYS 55 FOE 85 = jeg Spnoys
SSPOE L T % 8% ALy . [ N
POy wWnumen)y TTS9L 1909 papnaxd 2 o Buueag q NOLLD3S ¥ NOILD3S NV 1d
pasu] Bunesusdwod yim oG Buuesg wonog
Mmang de?) peak 18y §5 5 X L smang Bununop _m 308 114 0L
uograya] %0E @ peo ubsag Buuds 240 € x 2 Aoiry awongy buuds b | MERORE—,
INN SSRIG INOT - % N R0 VL OZ % % LNNOW Y008
Pris S5 H0E W5 % DNOT - 5% yeys Guipeo P —
POy Wnuuny TTS9L T909 papnixg 2 Spoig Buleag pue saueiay T INLG T
2qnL Wiunly 91 1909 Pepnixg 520 * W52 JapulAD ’ ..—u
1517 [euRY Lo = =
— flkdmﬂ z |2 1108 MITINOHS 55 &5 * RE
53], 039 JeDNS-Lol D 08940 WASY h : ’ LHSHI 55 HOE 875
30078 HINVATS
d¥LOT * % LNNOH X008 .Sm.a,.,.“._.—smn ﬂm.so_ HOLLIIS SS0HD L m MIIA LNOYS
- —
N | &7 . M i __V M T
T i Sl N P v v v 2NE
2T/ I § ] <
SLHOd o
3007 ONIHYE H34dn g ORIV m
5 HEI3S
MEWEIIAS HYIHS 2|
W o T s
: g
—

DO0'E

TIM % % 00 FAZ TV
HIONTUAD

ASETT

D051

Sk

— T
001" x id S¢°
OO ENTVLTY AN
YLOZ % 7 LMW 3000 W 01T 2
> 2 1IN SN = g
>, o S5V m
ey - e—
m et g R g m— —
2, > SMTES e
OIVFY TI0H T ” N e g
- -

1= % % 5 LWVHS DIV

=2 EIE ]
£ 1
== ==
ES ]
== 3=
== 3 ]
=2 F3E
=3 E3F

Document Sharing Hub

Documents

Full document details: ASTM D7966/D7966M-16


http://www.avadocuments.com/doc/astm-d7966-d7966m-16
http://www.avadocuments.com/doc/astm-d7966-d7966m-16

