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Standard Practice for
Accelerated Heat Aging for Floor Covering Adhesives1

This standard is issued under the fixed designation D8089; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This practice describes a procedure to determine the
physical properties and longevity of the floor covering adhe-
sive and the effect on it following accelerated heat aging.

1.2 This practice assists in determining compatibility of
adhesive and respective floor covering for long term use.

1.3 The values stated in inch-pound units are to be regarded
as standard. The values given in parentheses are mathematical
conversions to SI units that are provided for information only
and are not considered standard.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.

1.5 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D123 Terminology Relating to Textiles
D907 Terminology of Adhesives
D1084 Test Methods for Viscosity of Adhesives
D1337 Practice for Storage Life of Adhesives by Viscosity

and Bond Strength
D6004 Test Method for Determining Adhesive Shear

Strength of Carpet Adhesives
D6862 Test Method for 90 Degree Peel Resistance of

Adhesives
D7799 Specification for Tufted and Woven Broadloom Car-

pet Adhesives Without Homogenous PVC or Non-PVC
Backings

D7888 Practice for Evaluating Adhesive and the Effects of
Plasticizer Found Within Polyvinyl Chloride-Backed
Floor Coverings

E177 Practice for Use of the Terms Precision and Bias in
ASTM Test Methods

E691 Practice for Conducting an Interlaboratory Study to
Determine the Precision of a Test Method

F141 Terminology Relating to Resilient Floor Coverings
F2199 Test Method for Determining Dimensional Stability

of Resilient Floor Tile after Exposure to Heat

3. Terminology

3.1 Definitions—Many of the terms in this practice are
defined in Terminology D907.

4. Significance and Use

4.1 The final appearance of an installed floor depends upon
several factors. These include but are not limited to the
manufacture of the flooring material, the preparation of the
subfloor and the skill of the installer. This practice is used to
measure the ability of the adhesive to retain its original
physical properties and adhesion following exposure to heat
simulating a long service life at reasonable and expected
temperatures.

4.2 In selecting or developing a carpet or resilient flooring
or other adhesive, it is critical to have knowledge regarding
how well the adhesive will bond to the substrate and to the
flooring material.

4.3 Heat accelerated aging is necessary to establish the
stability of the adhesive as it concerns storage/shelf life
including viscosity (Test Method D1084) while remaining in
an unopen container for prolonged periods.

4.4 In determining the applicable physical properties for
shear strength (Test Method D6004) and peel strength (Test
Method D6862) for the determination of dimensional stability
of the assembled flooring material.

5. Apparatus

5.1 Use trowel notching as recommended by floor manufac-
turer or appropriate. This method can be used for spray or roller
applications.

1 This practice is under the jurisdiction of ASTM Committee D14 on Adhesives
and is the direct responsibility of Subcommittee D14.10 on Working Properties.
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5.1.1 Trowels for the application and metering of the adhe-
sive are commercially available with various notching/tooth
sizes, Depth × Width × Spacing, with example (Fig. 1).

5.2 Flooring Seam Roller or Hand Roller.

5.3 Mechanical Convection-Type Oven, or equivalent, ca-
pable of maintaining a temperature greater than 158 6 2°F
(70.0 6 1°C) with inside dimensions large enough to hold
specimens prepared in accordance with the specified test
method.

6. Materials

6.1 Subatrate—Minimum of 1⁄4 in. (6.35 mm) plywood
classified as flooring underlayment type warrantied by the
manufacturer.

NOTE 1—The wood grain of the underlayment should be uniform,
unplugged, and with a smooth sanded face. Concrete or cementitious
underlayment board or similar may also be substituted if appropriate.

NOTE 2—Consistency and uniformity of the substrate is critical.

6.2 Other substrates falling outside wood or cement based
may also be used.

6.3 Adhesive, as recommended by manufacturer.

6.4 Flooring Material, as recommended by manufacturer.

7. Conditioning

7.1 A conditioned room maintained at a minimum 73 6 3°F
(22 6 1°C) and 50 6 5 % relative humidity for 24 h.

8. Sample Preparation

8.1 This practice is applicable and used to determine the
various physical properties when used in conjunction with
standards referenced in 2.1 and may be used with other testing
protocols if referenced within Specification D7799.

8.2 Condition room, material and adhesive at a minimum
73 6 3°F (22 6 1°C) and 50 6 5 % relative humidity for 24
h.

8.3 Determination of time material is to remain in oven is
dependent on elevated temperature utilized. Examples of this
would be 120 6 2°F (48.8 6 1°C) for 2 weeks or 158 6 2°F
(70.0 6 1°C) for 1 week. Temperature and time may vary
respective of application as specific standard specifies.

9. Procedure

9.1 Follow manufacturer’s recommendations for adhesive
installation requirements and recommendations.

9.2 The temperature and duration of the test shall be
indicated within the Specification D7799. If not noted, the
following shall be used: 1 week at 158 6 2°F (70.0 6 1°C) or
2 weeks at 120 6 2°F (48.8 6 1°C).

9.3 Remove the test specimen and allow to cool for three
hours at a minimum 73 6 3°F (22 6 1°C) and 50 6 5% %
relative humidity.

10. Report

10.1 Report the following:
10.1.1 Standard, substrate type and thickness, adhesive

information, including application method, trowel size, roller,
spray etc.

10.1.2 Duration of time and temperature that specimen has
been in oven as well as time allowed to come to ambient
temperature must be reported.

10.2 Final report should contain both initial and accelerated
aging results for comparison.

11. Precision and Bias

11.1 Accelerated aging has been used at least since the
1930’s to determine the impact that age has had on the physical
and adhesion properties of the adhesive to the adherent. Since
this practice is used to understand the changes in physical
properties in use over periods of five to ten years or longer, it
would be impractical to pursue an actual precision and bias
study. Based on this practice and the experience factor that
accelerated aging has provided with its correlation to age, it is
felt that further studies are unnecessary. See Appendix X1.

12. Keywords

12.1 carpet; peel; plasticizer migration; resilient flooring;
shear; shelf life; viscosity

FIG. 1 Trowel
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