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Standard Guide for
Using Metal Ratios in Soils to Distinguish Between
Anthropogenic and Natural Beryllium1

This standard is issued under the fixed designation D8299; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This guide describes a general approach to planning
investigations in which the goal is to obtain background
measurements of naturally occurring Beryllium (N-Be) along
with one or more predictor metals in local soils, to be used in
predicting the amount of N-Be expected in samples taken for
evaluation using the Metal Ratio Method (MRM). Generally,
systematic random sampling is recommended, after which the
results are interpreted using statistical methods described in
this guide.

1.2 The total Be (T-Be) measured in evaluation samples can
then be compared with the predicted N-Be to estimate the
amount of anthropogenic Be (A-Be) present, if any. Several
scenarios are discussed in which samples taken and analyzed
for T-Be for worker or public protection purposes might
include both N-Be and A-Be (see 6.1). This method can allow
the N-Be and A-Be components of T-Be measurements to be
estimated.

1.3 Values stated in SI units are to be regarded as standard.
No other units of measurement are included in this standard.

1.4 This guide offers an organized collection of information
or a series of options and does not recommend a specific course
of action. This document cannot replace education or experi-
ence and should be used in conjunction with professional
judgment. Not all aspects of this guide may be applicable in all
circumstances. This ASTM standard guide is not intended to
represent or replace the standard of care by which the adequacy
of a given professional service must be judged, nor should this
document be applied without consideration of a project’s many
unique aspects. The word “Standard” in the title of this
document means only that the document has been approved
through the ASTM consensus process.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.

1.6 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D653 Terminology Relating to Soil, Rock, and Contained
Fluids

D7458 Test Method for Determination of Beryllium in Soil,
Rock, Sediment, and Fly Ash Using Ammonium Bifluo-
ride Extraction and Fluorescence Detection

3. Terminology

3.1 Definitions:
3.1.1 For definitions of common technical terms used in this

standard, refer to Terminology D653.

4. Summary of Guide

4.1 This guide describes a Metal Ratio Method (MRM) for
using ratios of measurements of naturally occurring Beryllium
(N-Be) with one or more predictor metals in local background
soils to predict the amount of N-Be expected in samples taken
in workplaces or other settings to be evaluated. The total Be
(T-Be) measured in each individual sample can then be
compared with the predicted N-Be to give an estimate of the
amount of anthropogenic Be (A-Be) present in that sample, if
any. Being based on ratios, this method can accommodate
varying dilutions of the soils with other materials, including
wipe matrices.

4.2 This guide describes the major steps involved in imple-
menting a MRM at a site. These include:

1 This test method is under the jurisdiction of ASTM Committee D18 on Soil and
Rock and is the direct responsibility of Subcommittee D18.01 on Surface and
Subsurface Characterization.
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4.2.1 identifying and sampling appropriate N-Be-containing
site-specific background materials;

4.2.2 identifying appropriate candidate predictor metals;
4.2.3 conducting sample preparation and chemical analysis

in a manner designed to promote batch-to-batch consistency
(precision) of Be/Metal ratios;

4.2.4 selecting the final predictor(s) with regard to both
batch-to-batch precision and predictive power;

4.2.5 using a prediction algorithm based on ratios that will
be applicable to samples composed of soils diluted by other
materials, including wipe matrices, and estimating its predic-
tion error; and

4.2.6 applying the MRM at that site.

5. Significance and Use

5.1 Chronic Beryllium Disease (CBD) and Beryllium Sen-
sitization (Be-S) caused by exposure to anthropogenic Beryl-
lium (A-Be) are a continuing health concern in the nuclear and
defense industries. The traditional worker protection strategy
has been to compare total Be (T-Be) measurements taken in
workplaces with appropriate limits or local background Be
measurements. That strategy can be ineffective, however,
where naturally occurring Be (N-Be) from local soils can be a
non-negligible component of the measured T-Be. N-Be is not
known to have adverse health effects. This MRM uses the
ratio(s) of measurements of Be with measurements of one or
more metals found in background materials, but not likely to be
in facilities, to predict the amount of N-Be expected in
individual samples based on the measurement(s) of the predic-
tor metal(s) in those samples. The measured T-Be can be
compared with the predictions to estimate the amount of A-Be
present, if any.

5.2 In order to use the MRM it is required to identify local
sources of N-Be that can be credibly transported into facilities,
along with a means of sampling those sources. It would be
helpful also to have insight into the metal content of the soils
at those sources, to facilitate the identification of candidate
predictor metals. Regarding the latter, there are published
databases describing the chemistry of surface soils in many
regions; however, information found in those databases should
be regarded as suggestive, due to the modified sample prepa-
ration and analysis methods currently expected to be used
because of the need to digest high-fired BeO, one form of A-Be
of concern.

6. Procedure

6.1 Scenarios—This MRM can be applied in a variety of
scenarios, such as the following.

6.1.1 Scenario WF3—When dealing with N-Be blown into
facilities from local surface soils, samples to be evaluated are
bulk and wipe samples taken inside the facilities. This situation
is found at sites in arid locations.

6.1.2 Scenario WA—Similar considerations could apply
where samples to be evaluated are air sampling filters, but the
N-Be source is still windblown soils.

6.1.3 Scenario WD—Another scenario is where the samples
to be evaluated are from soil areas, either near facilities
containing A-Be or having been remediated, where the concern
is still with possible N-Be being blown from nearby uncon-
taminated soils.

6.1.4 Scenario IF—In some settings there may not be a clear
and accessible local background source of N-Be, but other
facilities can be identified that are known quite credibly to have
NOT had operations involving A-Be, in which the bulk or wipe
sample chemistry ought to be similar to that in facilities of
concern, except for the operations involving A-Be.

6.2 Background Data—The fundamental idea is that back-
ground samples should chemically resemble those that would
be found in facilities of concern (allowing for dilutions) so long
as operations at those facilities have not involved A-Be.

6.2.1 Identifying Background Locations—In scenarios WF,
WA, and WD background sources would be local surface soils.
There may be a possibility that A-Be had been transported from
a facility (operating or not) to surrounding soils. If this is a
concern, test samples can be obtained that extend outward from
that facility to determine whether a gradient in Be concentra-
tions can be discerned. If such a gradient is found, it can be
estimated how far away samples must be taken to obtain
acceptably uncontaminated background samples. On the other
hand, natural soil chemistry does vary spatially, so it should be
considered how far away credibly comparable background
samples can or should still be obtained. For example, at the site
for which this MRM was developed, there is clear variation in
the soil chemistry, but also notable winds, so a large back-
ground area was used. Issues arising in identifying background
facilities for scenario IF were mentioned in 6.1.4.

6.2.2 Sampling at the Background Locations—Systematic
random sampling is recommended for obtaining background
samples in scenarios WF, WA, and WD. A grid of approxi-
mately equally sized cells is superimposed on a chart of the
background area identified in 6.2.1. One location is chosen at
random in each grid cell, at which “blowable” surface soils are
collected using standard methods. For example, equal amounts
of soil could be collected at four points within a meter of each
selected location. These would then be dried, sieved to less
than 1000 µm, and homogenized. Sufficient amounts of these
soils, termed “source materials”, should be obtained to allow
for aliquots to be provided to the laboratory in multiple
analytical batches, as discussed in 6.4.2 and 6.6.3. The number
of locations from which to obtain source materials will be
based on the anticipated variation in natural soil chemistry. If
available survey data suggest that the soil chemistry is quite
homogeneous, the survey might start with as few as 20 or so
locations, but in a situation with more complex spatial patterns
in soil chemistry more background sampling locations would
be desired.4

6.2.2.1 Advantages of the Systematic Grid Sampling
Approach—A grid sampling approach is recommended, even
though subsequent data analysis uses techniques designed for
simple random sampling (SRS). There are two possibilities.

3 This is the scenario for which the MRM was originally developed at the US
Department of Energy Hanford Site. 4 At the Hanford Site for which the MRS was developed, 65 locations were used.
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