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1. Scope

1.1 This guide is intended to define characteristics,
functions, and technologies commonly present in cannabis/
hemp flower vaporizers.

1.2 This guide shall apply to vaporizers used to consume the
flowers of a cannabis plant regardless of the type of cannabis
plant from which they where derived. For the sake of brevity,
the term “cannabis” shall be used from now on to refer to any
type of cannabis plant (cannabis/hemp).

1.3 This guide will provide clarity to the industry,
government, consumers and the public to understand what
different features and technologies can be present in cannabis
flower vaporizers

1.4 This guide shall be used in conjunction with Classifica-
tion D8357.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.

1.6 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D8270 Terminology Relating to Cannabis
D8357 Classification for Cannabis/Hemp Flower Vaporizers

3. Terminology

3.1 Definitions:

3.1.1 For definitions of terms used in this guide, refer to
Terminology D8270 and the terms developed by Subcommittee
D37.91 on Terminology.

3.2 Definitions of Terms Specific to This Standard:
3.2.1 activation method, n—a physical, mechanical,

electrical, or personal means for turning on a device.

3.2.1.1 Discussion—Activation methods include pushing a
physical button on a device, engaging a mechanism on a
device, sending an electrical signal from another device, or
drawing air from the device with the mouth.

3.2.2 air path, n—the air intake pathway leading to the oven
or vaporization chamber.

3.2.3 contact material, n—any material in the device that
comes into direct contact with the product.

3.2.3.1 Discussion—The contact surface is any boundary of
the contact material that touches the cannabis flower.

3.2.3.2 Discussion—For example, glass stem airpaths and
quartz heating sources.

3.2.4 desktop, n—any personal consumption device that is
designed to rest on a stable horizontal surface while in use.

3.2.5 handheld, n—any personal consumption device that is
explicitly designed to be held in the user’s hand.

3.2.6 mouthpiece, n—a component in the cannabis device
that touches the end user and marks the end of the vapour path.

3.2.7 oven, n—a chamber integrated into or along with a
cannabis device in which the desired material intended for
vaporization is placed for heating.

3.2.7.1 Discussion—It is also known as the vaporization
chamber or the heating chamber.

3.2.7.2 Discussion—For the basis of this guide, the material
intended for vaporization is ground dried cannabis flower, or
dried cannabis flower, or cannabis flower, or combination
thereof.

3.2.8 other “X”, n—any personal consumption device that
is not handheld or desktop.

3.2.9 vapour, n—a substance or material which has experi-
enced a phase change above its boiling point and is suspended
or dispersed in the air.

3.2.9.1 Discussion—For the context of this guide, aerosol
and vapour are synonymous
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3.2.9.2 Discussion—Vapour (as it pertains to cannabis) is an
aerosol consisting of cannabinoids in the particulate phase of
the aerosol. The gas phase of the aerosol consists of some
terpenes (the balance being in the particulate phase) as well as
other minor plant constituents and thermal degradation prod-
ucts produced as a result of the heating process.

3.2.10 vapour path, n—the pathway leading from the vapor-
ization chamber to the end user or open-air environment.

3.2.11 vaporization, n—the conversion of a solid or liquid
into a vapour.

3.2.11.1 Discussion—Vaporization, (as it pertains to
cannabis), is the state change of the principal constituents of
interest, namely cannabinoids, terpenes, and other constituents,
present in cannabis flower, induced by heating the material
until evaporation and formation into a suspension, referred to
as vapour, occurs.

3.2.11.2 Discussion—Vaporization temperatures play a cru-
cial role in the evaporation or boiling of cannabinoids,
terpenes, and other favorable cannabis elements or compounds.
There is a distinct advantage to consumers when using a
vaporizer versus traditional inhalation consumption methods.
Traditional inhalation methods rely on combustion of the dried
cannabis flower without control over temperature of the vapour
intake. Combustion of any substance carries inherent risks
associated with inhaling combusted material vapour. Vaporiz-
ers that control temperature accurately to the targeted setting,
allow for a consistent consumer experience and ensure the
cannabis material does not reach a state of combustion. In
addition, vaporizers that have cleanable direct contact
components, allow for regular cleanability by the end user,
thereby improving longevity of the device and consistency
during usage.

4. Significance and Use

4.1 This guide is intended to educate new and experienced
users of cannabis flower vaporizers on the various character-
istics that can be available in cannabis flower vaporizers.

4.2 This guide will outline characteristics of cannabis flower
vaporizers, which include individual components, design
elements, and basic universal functions.

4.3 This guide will categorize common characteristics using
categories based on different technologies and describe in
simple terms the details attributable to each category, but is not
intended to be all inclusive.

4.4 The categories outlined in this guide are intended to
identify, list, and group the characteristics germane to cannabis
flower vaporizers. This guide and the categories created within
will be used by subcommittee members of cannabis devices
and appliances to further develop standards in the field of
cannabis devices.

4.5 This standard guide will serve to provide clarity to
industry, government, consumers and the public on
terminology, and universal functions of cannabis flower vapor-
izers.

4.6 Reference to a type characteristic in this guide is not
intended in any manner to denote endorsement or approval of
said type by ASTM International.

5. Characteristics

5.1 The various characteristics of cannabis flower vaporiz-
ers appear in Table 1.

5.2 Characteristic I: Configuration:
5.2.1 a. Handheld—Handheld cannabis flower vaporizers

are used as a tool for the personal and medicinal consumption
of cannabis meant for inhalation. These configurations typi-
cally include an onboard rechargeable battery cell to power the
device thus requiring an external plug in power source to
charge the onboard battery. Additionally, these devices include
an air path channel or orifice from the external atmosphere
leading to the oven, an oven for the insertion and heating of the
cannabis material to be consumed, and a vapour path which
allows for the flow of vapour from the oven to the mouthpiece
to the end user. Such vapour is then consumed through the
user’s mouth into the lungs through inhalation of the vapour
produced.

5.2.2 b. Desktop—Desktop cannabis flower vaporizers are
designed to rest on a stable horizontal surface while in use.
These vaporizers are used as a tool for the personal or social
and medicinal consumption of cannabis meant for inhalation.
These configurations typically include an A/C power plug
requiring an alternate source of energy to power the device.
Additionally, these devices include an air path channel or
orifice from the external atmosphere leading to the oven, an
oven for the insertion and heating of the cannabis material to be
consumed, and a vapour path allowing for the flow of vapour
from the oven to the mouthpiece to the end user. Such vapour
is then consumed through the user’s mouth into the lungs
through inhalation of the vapour produced. In some instances,

TABLE 1 Characteristics of Cannabis Flower Vaporizers

Characteristics Categories

I. Configuration a. Handheld b. Desktop c. Other “X”
II. Temperature / Wattage
Setting

a. Precise Control b. Rough Control c. Hybrid Control d. Without Temperature/
Wattage Control

III. Information Readout a. Digital b. Analog c. Haptic d. No Information
Readout

IV. Design Intent a. Built for Purpose b. Adaptive
V. Oven Material a. Single Material b. Combination of

Materials
VI. Activation Method a. Manual b. Digital c. Sequence d. Inhalation
VII. Heating Type a. Conduction b. Convection c. Induction d. Radiant e. Combination
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