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QHW Designation: E 1011 — 96 <

Standard Specification for
Sulfuric Acid *

This standard is issued under the fixed designation E 1011; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone} indicates an editorial change since the last revision or reapproval.

€' Note—Section 3 was corrected editorially in June 1998.

1. Scope ous Materials Regulatiofs

1.1 This specification covers sulfuric acid suitable for a
wide variety of industrial applications. s i .
1.2 The values stated in SI units are to be regarded as the 3-1 60° Baume (78 %)
standard. 3.2 66° Baumé (93 %)
1.3 This standard does not purport to address all of the 3.3 %EA)
safety concerns, if any, associated with its use. It is the 3.4 98 %
re;ponsmlllty of the user of thls standard to establlsh appro-,. Requirements
priate safety and health practices and determine the applica- ) ) i )
bility of regulatory limitations prior to use. 4.1 Sulfuric acid shall conform to the requirements in Table
1.4 Review the current sulfuric acid Material Safety Datal-
Sheet (MSDS) for detailed information concerning toxicity,

3. Classification

: . . X 5. Sampling
first-aid procedures, handling, and safety precautions. . ) . .
I ap . "9 yP . 5.1 Sulfuric acid should be sampled in accordance with
2. Referenced Documents Practice E 300.
2.1 ASTM Standards: 6. Test Methods

E 223 Test Methods for Analysis of Sulfuric Aéd 6.1 Th ol | b vzed q th th
E 300 Practice for Sampling Industrial Chemicals -1 The matenal is to be analyzed In accordance with the

2 2 Other Documents: methods designated in Test Methods E 223.
49 CFR 100 to 199 Department of Transportation Hazard-_ Packaging and Package Marking

7.1 Industrial or commercial quantities shall be packaged
and labeled in accordance with DOT Hazardous Materials
Regulations 49 CFR 100 to 199 and state and local regulations.

1This specification is under the jurisdiction of ASTM Committee E15 on 8. Keywords
Industrial and Specialty Chemicals and is the direct responsibility of Subcommittee ; P
E15.02 on Product Standards. 8.1 sulfuric acid
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filb E 1012
TABLE 1 Sulfuric Acid Requirements A
60° Baumé (78 %) 66° Baumé (93 %) 96 % 98 %
Total acidity (as H,SO,), weight % 77.5 to 80.0 92.5t0 95.0 95.5t0 97.0 97.5 to 100.0
Baumé gravity at 15.5/15.5°C (60/60°F) 59.60 to 61.10 65.88 to 66.23
Specific gravity at 15.5/15.5°C (60/60°F)Z 1.6979 to 1.7282 1.8326 to 1.8408
Iron (Fe), ppm (pg/g), as shipped 150 max 150 max 40 max 40 max
Arsenic (As), ppm (ug/g) 3 max 3 max 3 max 3 max
Nonvolatile matter, weight % 0.05 max 0.05 max 0.05 max 0.05 max
AAppearance—Sulfuric acid shall be a slightly viscous, colorless to light yellow, clear to slightly turbid liquid, by visual examination.
145
BThe specific gravity at 15.5/15.5°C (60/60°F) is calculated from the Baumé value determined in accordance with Test Methods E 223, by the formula: 145 —Bé-

The American Society for Testing and Materials takes no position respecting the validity of any patent rights asserted in connection
with any item mentioned in this standard. Users of this standard are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional standards
and should be addressed to ASTM Headquarters. Your comments will receive careful consideration at a meeting of the responsible
technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should make your
views known to the ASTM Committee on Standards, at the address shown below.

This standard is copyrighted by ASTM, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.
Individual reprints (single or multiple copies) of this standard may be obtained by contacting ASTM at the above address or at
610-832-9585 (phone), 610-832-9555 (fax), or service@astm.org (e-mail); or through the ASTM website (www.astm.org).
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