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Standard Test Method for

Determining a Sorption Constant ( K_.) for an Organic

Chemical in Soil and Sediments *

This standard is issued under the fixed designation E 1195; the number immediately following the designation indicates the year of

original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

€' Note—Section 13 was added editorially in April 1993.

1. Scope necessary for making generalizations about environmental

1.1 This test method describes a procedure for determinin§artitioning. _ _
the partitioning of organic chemicals between water and soil or 1.6 Studies are conducted preferably with an analytical or
sediment. The goal is to obtain a single value which can béechnical-grade chemical. Mixtures are used only if analytical
used to predict partitioning under a variety of environmentamethods allow measurement of individual components of
conditions from the measurement of sorption coefficients fofntérest in the mixture. Good laboratory procedures must be
specific solids. followed to ensure validity of the data.

1.2 Sorption represents the binding process of chemicals to 1.7 This standard does not purport to address all of the

surfaces of soils or sediments through chemical, or physical, ctafety problems, if any, associated with its use. It is the
both interactions. responsibility of the user of this standard to establish appro-

1.3 The sorption of nonpolar organic chemicals, and too_ri.ate safety and hga!th _practic_es and determine the applica-
some extent polar organic chemicals, is correlated with thility of regulatory limitations prior to use.
organic carbon content of the sorbing solid. Charged inorgani@ Referenced Documents
and organic molecules may behave differently, and some other
property, such as, cation exchange capacity, clay content, or 2-1 ASTM Standards: , _
total surface area of sorbing solids, may influence sorption. D 421 Practice for Dry Preparation of Soil Samples for
Hydrous metal oxides of iron and aluminum may significantly ~ Particle-Size Analysis and Determination of Soil Con-
affect sorption in sediments. In order to provide a sorption stant$ _ _ _ _
coefficient that is useful for a wide range of soils and D 422 Test Method for Particle-Size Analysis of Sdils

sediments, the coefficient is based on organic carbon content. D 1193 Specification for Reagent Water ,

This approach, however, will not apply to all chemicals or all D 4129 Test Method for Total and Organic Carbon in Water
soils and sediments. In cases where it does not apply, the Py Oxidation Coulometric Detectin

investigator may need to seek other methods of relatin

. ) ; , : 8. Terminology Definitions
sorption to the properties of the chemical, soil, or sediment. , o . .
1.4 Itis possible that, in addition to organic carbon, sorption 3-1 Sorption distribution coefficient ()i—the concentration

is correlated with the total surface area of sorbing solids. Thi@f chemical sorbed by solids, in ug/g, on an oven-dry solids
may be particularly important with solids having organic weight basis divided by the concentration of chemical in the

carbon contents so low that sorption to inorganic surfaces i&at€r in ug/g, at equilibrium. _
significant in comparison to sorption by organic material. In 3-2 0rganic carbon normalized sorption constan,&—the

such a case, inclusion of the total surface area into the sorptigiP"Ption distribution coefficieni,, normalized to the Lelative
calculation may be useful. For further information on thisg’rg"’“’"C carbon content (fraction) of the solid d€,{= [ky/
subject see Reffil).? %0Q X 100).
1.5 Ethbnum sqrpt!on coefﬁq_ents are determined. _It iS g, Summary of Test Method
recognized that equilibrium conditions do not always exist in 41 Th . o ; hemical i db
environmental situations, but sorption equilibria values are ™ e sorption coefficient of a chemical is measured by
equilibrating an aqueous solution containing an environmen-
tally realistic concentration of the chemical with a known
quantity of soil or sediment. After reaching equilibrium, the
1 This test method is under the jurisdiction of ASTM Committee E-47 on distribution of chemical between the water and the solids is
Biological Effects and Environmental Fate and is the direct responsibility of

Subcommittee E47.06 on Environmental Fate of Chemical Substances. -
Current edition approved Sept. 25, 1987. Published April 1988. 3 Annual Book of ASTM Standardéol 04.08.

2 The boldface numbers in parentheses refer to the list of references at the end of 4 Annual Book of ASTM Standardgol 11.01.
this test method. 5 Annual Book of ASTM Standard¢ol 11.02.
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measured by a suitable analytical method. If appropriate for thec = sorption coefficient,
test material, sorption constants are calculated on the basis af, = solution concentration at equilibrium, pg/g, and
the organic carbon content of the solids. In addition to 1/n = exponent.
reporting single values for each solid, the sorption constants 5.5.1 A log plot of the Freundlich equation yields the
from all solids are averaged and reported as a single value. following linear relationship:
5. Significance and Use 109 C, = log K+ 1inlog G, @)
5.1 Sorption data are useful for evaluating the migratory®- Apparatus
tendency of chemicals into the air, water, and soil compart- 6.1 High-Speed Temperature Controlled Centrifugea-
ments of our environment. They can be used in the predictiopable of removing particles 0.1-um radius from solution.
or estimation of volatility from water and soil, concentration in Details of centrifugation techniques are given in the Procedure
water, leaching through the soil profile, run-off from land section.
surfaces into natural waters, and biological availability. 6.2 Centrifuge Tubescapable of withstanding high speed
5.2 This test method assumes that sorption of at leasind made of glass, metal, or other suitable material which
nonpolar organic chemicals is mainly influenced by the organieninimizes adsorption of the test chemical to its surface. The
matter of the soil or sediment solids. There is ample evidenctubes should be capped with TFE-fluorocarbon or aluminum-
in the literature to support this assumption, and the user of thikned screw caps.
test method should refer to RgR) for more information on 6.3 Analytical Instrumentationsuitable for measuring the
this subject. Organicarboncontent is chosen as the basis for concentration of the test chemical in solids and water.
sorption instead of organimatter content. This is because 6.4 Laboratory Ovencapable of maintaining a temperature
organic carbon values generally are measured directly bgpf 103 to 110°C. The oven is used for determining the moisture
analytical methods. Organic matter may be estimated bgontent of soils or sediments.
multiplication of the organic carbon values by a somewhat ,
arbitrary constant of 1.73). 7. Reagents and Materials
5.3 A sorption constant is obtained and is essentially inde- 7.1 Analytical or technical grade chemical of known purity
pendent of soil properties other than organic carbon. This valughould be used. If available, all reagents shall conform to the
is useful because, once it is determined, the sorption distribuspecifications of the Committee on Analytical Reagents of the
tion characteristics for any solid can be estimated based on idmerican Chemical SociefyRadiolabeled test materials of
organic carbon content. known radio-purity or nonlabeled test materials of known
5.4 This test method is designed to evaluate sorption aOmposition are suggested.
environmentally relevant concentrations as a function of or- 7.2 Purity of Water—Reagent water shall conform to Speci-
ganic carbon content of different soil and sediment solidsfication D 1193 for Type IV grade water.
Therefore, the number of different solids is emphasized in th% Sampling. Test Speci d Test Unit
procedure rather than the number of chemical concentrations pling. _es pem_mens, and fest Lnits o )
studied with each solid. In general, one concentration is 8-1 Use soils or sediments, or both, varying in organic
employed since the test method assumes that at low solutidproon content, pH, and texture or particle-size dlstr|but|on..
concentrations, sorption isotherms approximate linearity anfrour to seven different samples are recommended. Record their
sorbed concentrations do not exceed typical environmentdlistory, if available, description, and site location.
loading. Errors arising from concentration effects at low 8.2 Collect soil samples in containers lined with polyethyl-
environmental concentrations usually are less than the varigne bags. Collect from the top 6 in. of the soil profile and
tion existing between different solids, when dealing with before storing, screen through a 2-mm sieve. Store at 4°C.
sorption trends in a general manner. Therefore, the initiaPtore and handle the soil samples at the moisture content at
concentration of the test chemical in solution should not exceeime of collection. If initial moisture content is too high for
0.5 of its water solubility. satisfactory screening, partially dry the soil samples, by expos-
5.5 As an option, a procedure is given for determiningind to air for brief periods. When using air-dried soil samples,
concentration effects on sorption. This is because high concef#fnger sorption equilibrium times may be required to allow the
trations may be present in certain environmental situations9rganic matter to become thoroughly wetted.
such as landfills and spills. This procedure should be done at 8:2.1 Determine the soil pH, particle-size distribution, and
four concentrations over a hundred fold concentration rang@rganic carbon content for each soil sample. Cation or anion
(for example, 0.1, 0.5, 2, and 10 ppm initial solution concen-€xchange capacity may be needed for charged molecules.
tration). If low solubility presents analytical difficulties, solu- Refer to Ref(3) for measurement methods. , ,
tion concentrations should range over at least one order of 8-2.2 Determine the moisture content on a soil specimen
magnitude. The Freundlich equation is an appropriate expredllowing sorption to be based on oven-dried solids weight.
sion of these effects:

C,= KCS”n Q) ¢ “Reagent Chemicals, American Chemical Society Specifications,” Am. Chemi-
cal Soc., Washington, D.C. For suggestions on the testing of reagents not listed by
where: the American Chemical Society, see “Reagent Chemicals and Standards,” by Joseph
C. = chemical adsorbed oven-dry solids Weight Ug/g Rosin, D. Van Nostrand Co., Inc., New York, NY, and the “United States
a ! ’ ’ Pharmacopeia.” Doc um ents
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Discard the soil specimen after determining the moisturestudy. Methods for the preliminary study and the main study
content. are the same, except where noted in the remainder of this
8.3 Sediment samples from aquatic systems should not b&ection.
air-dried or frozen prior to use. Collect sediment samples with 9.2 First Estimate of K.—Estimate the value o, from
a suitable grab or coring device and, if not used immediatelythe test compound water solubility. This estimate will aid in the
store in a suitable bottle at 4°C for periods up to 10 daysselection of a solids to water ratio and will allow a statistically
Minimal sediment characterization should include organicvalid measurement concentration change in the water after
carbon content and particle-size distribution. Work with ionssorption has taken place (see section on Selection of Water to
and molecules having functional groups capable of ionizingSolids Ratios). Use the following equation to estimate the
can be aided by characterization of redox potential, pH, andelationship between the measuréd. values and water
cation or anion exchange capacity of the sediments. solubilities:
8.3.1 Measurement of_sorption properties of anoxic sedi- In Ko, = (—In W, — 0.01(MP—25) + 15.1621/1.7288 3)
ments, usually characterized by the presence of a hydrogen
sulfide odor, requires strict adherence to oxygen exclusiorwhere:
during a test. Admission of even small amounts of oxygen toWs = water solubility, mg/L, and
the diluted sediments suspension will allow oxidation of MP = melting point, °C (for liquids at 25°C, MP 25).
ferrous iron with a concomitant precipitation of ferric hydrox- ~ This equation predictk, values within an order of magni-
ide, which is a highly efficient scavenger for many dissolvedtude.
constituents. However, when the primary area of concern in the 9.2.1 Obtain estimates & values for soils under investi-
aquatic system is aerobic, conduct the test under a normal g@@tion by multiplying theK,; estimate by the percent organic
atmosphere using well-aerated sediments. For further informa&arbon divided by 100. Use this estimate to select the appro-
tion consult Ref(4). priate solids to water ratio (see section on Selection of Water to
8.4 Base the solids content (or conversely, water content) oolids Ratios). If theKy measured in the preliminary study is
the soil or sediment specimen on the oven-dry weight (24 Isignificantly different from the estimated value, use the mea-
drying at 103 to 110°C). Only in the case of very dilute Sured value to estimate the solids to water ratios for the
sediment suspensions (0.1 % solids or less) are dry-weighigmaining soils or sediments of the main study.
corrections for dissolved inorganic and organic species re- 9.3 After deciding upon the proper solids to water ratios,
quired. Do not reuse in any sorption measurement the specddd aliquots of an aqueous solution of the test chemical to
mens used for this dry-weight solids determination. duplicate samples of pre-weighed soil or sediment (or volume
8.5 Combustion is the preferred measurement method fo@f sediment suspension containing a known solids content).
organic carbon, using the procedures described in Test Method 9-4 Prepare duplicate aqueous samples, as described in 9.3,
D 4129 or other similar procedures. containing no solids. These serve as controls to correct for
8.6 Determine the particle-size distribution by a combina-adsorption onto the surfaces of the centrifuge tube and cap. If
tion of sieving and sedimentation. The fractions are gravel (>3urface adsorption is substantial, try centrifuge tubes of a
mm), sand (2.0 to 0.05 mm), silt (0.05 to 0.002 mm), and claydifferent material to minimize this effect.
(<0.002 mm). Refer to Ref(3), Practice D 421, and Test 9.5 Prepare duplicate blanks containing water and solids,
Method D 422 for a description of this procedure. but no chemical, as described in 9.3 These serve as background
8.7 Measure the soil or sediment specimen pH using a 1:¢ontrols during analysis to detect interfering compounds or
soil slurry proceduré3). Stir the suspension several times overcontaminated soils.
a 30-min period and allow to stand 1 h. Then measure the pH 9.6 Cap all samples with screw caps immediately after
of the supernatant fluid above the soil suspension. addition of solution and shake each continuously in the dark so
8.8 Prepare a test chemical water solution by dissolving théhat good mixing occurs during equilibration. Select a shaker
chemical in water. Make sure the test concentration is belowhat will provide enough agitation to keep most of the solids in
water solubility and, preferably, near concentrations expecteguspension.
in the environment. Unless otherwise indicated, references to 9.7 The time required for sorption equilibrium in the soil or
water shall be Type IV reagent water. sediment samples is highly variable, depending on the chemi-
8.8.1 For those chemicals with water solubilities in thecal and the sorben(5). Therefore, in the preliminary study,
range of 0.1p g/g or less, prepare a stock solution usindPur sets of duplicate samples are sampled sequentially over a
acetonitrile or other appropriate solvent miscible with water48-h period of mixing (for example, 4, 8, 24, 48 h). A suitable
Directly add the chemical to the solids and water system wittfequilibration time is selected for use in the main study.
0.1 % or less volume of the cosolvent. If using this method, use 9.8 Centrifuge the samples, at 25°C, at a speed fast enough

the cosolvent at the same concentration in all tests. and for a sufficient time period to remove particles 0.1-um
radius from the solution. This is particularly important for
9. Procedure highly sorbed chemicals because significant error could result

9.1 Conduct a preliminary study with one or more soil if most of the chemical in the water was adsorbed to particles
samples to determinel) the proper solids to water ratio to not removed by centrifugation. Centrifugation conditions will
employ, @) the amount of equilibration time required and) ( vary from one instrument to another, but can be calculated
whether sufficient decomposition of the chemical takes place térom Stokes Law (see Calculations section).
require that both solids and water be analyzed in the main 9.9 In the preliminary study, analyze B@é‘a mgrﬂng
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