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QH”) Designation: E 1235M — 95
METRIC

Standard Test Method for
Gravimetric Determination of Nonvolatile Residue (NVR) in

Environmentally Controlled Areas for Spacecraft [Metric] 1

This standard is issued under the fixed designation E 1235M; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope nation Control Program

1.1 This test method covers the determination of nonvolatile T-O- 00-25-203, 1 Dec. 1972, Change 15, 24 Oct. 1992,
residue (NVR) fallout in environmentally controlled areas used ~ Contamination Control of Aerospace Facilities, U.S. Air
for the assembly, testing, and processing of spacecraft. Force. . .

1.2 The NVR of interest is that which is deposited on 2-4 Institute of Environmental Sciencés:
sampling plate surfaces at room temperature: it is left to the |ES-RP-CC001.3 HEPA and ULPA Filters
user to infer the relationship between the NVR found on the !ES-RP-CC006.2 Testing Cleanrooms _
sampling plate surface and that found on any other surfaces. |ES-RP-CC016.1 The Rate of Deposition of Nonvolatile

1.3 This standard does not purport to address all of the _ Residue in Cleanrooms .
safety concerns, if any, associated with its use. It is the 2.5 American National Standards Institute:
responsibility of the user of this standard to establish appro- ANSI/ASME B46.1-1985 Surface Texture (Surface Rough-

priate safety and health practices and determine the applica- _ Ness, Waviness, and L&y)

bility of regulatory limitations prior to use. 2.6 Other. .
1.4 The values stated in Sl units are to be regarded as the Industrial Ventilation, A Manual of Recommended Practice,
standard. Latest Editiorf
2. Referenced Documents 3. Terminology
2.1 ASTM Standards: 3.1 Definitions: . _ .
D 1193 Specification for Reagent Water 3.1.1 air cleanliness class (airborne particulate cleanliness

E 1234M Practice for Handling, Transporting, and Install-class) n—the level of cleanliness specified by the maximum
ing Nonvolatile Residue (NVR) Sample Plates Used inallowable number of particles per cubic meter (cubic foot) of
Environmentally Controlled Areas for Spacectaft air as defined in FED-STD-209. o

F 50 Practice for Continuous Sizing and Counting of Air- 3-1.2 bumping n—uneven boiling of a liquid caused by

borne Particles in Dust-Controlled Areas and CleanroomdTégular rapid escape of large bubbles of highly volatile
Using Instruments Capable of Detecting Single Sub-cOmponents as the liquid mixture is heated or exposed to

Micrometre and Larger Particlés vacuum. _

22 U.S. Federal Standarf: 3.1.3 clean area n—a general term that includes clean-
FED-STD-209 Airborne Particulate Cleanliness Classes ifooms, controlled areas, good housekeeping areas, and other
Cleanrooms and Clean Zones areas that have contamination control by physical design and
2.3 U.S. Department of Defense Standafds: specified operating procedures. _ . _
MIL-F-51068F Filters, Particulate (High-Efficiency Fire 3:1.4 clean zongn—a defined space in which the contami-

Resistant) nation is controlled to meet specified cleanliness levels.
MIL-P-27401 Propellant Pressurizing Agent, Nitrogen 3.1.4.1 Discussior—The clean zone may be open or en-

MIL-STD-1246 Product Cleanliness Levels and Contami-¢loSed and may or may not be located within a cleanroom.
3.1.5 contaminant n—unwanted molecular and particulate

matter that could affect or degrade the performance of the

1 This test method is under the jurisdiction of ASTM Committee E-21 on Spacecomponents upon which they reside.
Simulation and Applications of Space Technology and is the responsibility of
Subcommittee E21.05 on Contamination. —_—
Current edition approved Aug. 15, 1995. Published October 1995. Originally ° Available from Institute of Environmental Sciences, 940 East Northwest

published as E 1235 — 88. Last previous edition E 1235 — 88 (1993). Highway, Mount Prospect, IL 60056.
2 Annual Book of ASTM Standardéol 11.01. 8 Available from American Society of Mechanical Engineers, United Engineer-
3 Annual Book of ASTM Standardgol 15.03. ing Center, 345 East 47th St., New York, NY 10017.
4 Available from Standardization Documents Order Desk, Bldg. 4, Section D, 7 Available from Committee on Industrial Ventilation, P.O. Box 16153, Lansing,
700 Robbins Ave., Philadelphia, PA, 19111-5094, Attn.: NPODS. MI, 48901, American Conference of Government and Industrial Hygienists.
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3.1.6 contamination n—a process of contaminating. defined by its greatest dimension and is specified in microme-
3.1.7 controlled area n—an environmentally controlled tres. _ _ . . .
area, operated as a cleanroom, with two pre-filter stages but 3.1.14.1Discussior—Particle sizes are also defined by
without the final stage of HEPA (or better) filters used inother parameters such as equivalent optical light scatter cros-
cleanrooms. sections, diameter of spheres with equivalent projected areas.
3.1.7.1 Discussior—Only rough filters (50-60 % efficiency)
and medium efficiency filters (80—85 % efficiency) are required4‘ Summary of Test Method
for a controlled area. (See Air Force T.O. 00-25-203.) The 4.1 Astainless steel plate is exposed within an environmen-
maximum allowable airborne particle concentrations are Clastlly controlled area for a known time. It is handled and
M7 (283 000) area for particles0.5 pm and Class M6.5 transported in accordance with Practice E 1234M.
(100 000) for particles=5.0 pum. 4.2 The plate is rinsed with a high purity methylene chloride
3.1.8 environmentally controlled areas—a general term  Solvent. o .
that includes cleanrooms, controlled areas, good housekeeping#-3 The solvent is filtered into a beaker, transferred to a
areas, and other enclosures that are designed to provide BFfWeighed container, and evaporated at or near room tempera-
environment suitable for people or products. ture, with a final drying at 35°C for 30 min. Alternative

3.1.8.1 Discussior—The environmental components that evzaor_lz_;\rt]ior'll\n;sthods i'ar(_a incll_thedd. fter it h ilibrated t
are controlled include, but are not be limited to, air purity, ™ € samp'e 1S weighed after 1t has equilirated to

temperature, humidity, materials, garments, and ersonn&OM temperature. and humidity conditiqns.
acti\F/)iti es Y 9 P 4.5 Ablank stainless steel NVR plate is concurrently treated

3.1.9 facility (clean facility) n—the total real property identically to each group of samples to determine solvent

required to accomplish the cleanroom functions background and handiing effects.
4 P ) 4.6 A reagent blank for each group of samples is deter-

3.1.9.1 Discussior—In addition to the cleanroom and asso- ined.
ciated clean areas, this includes utility rooms, storage areas, 4 7 ach NVR sample, 0.5 mg or greater, is retained for

offices, lockers, wash-rooms, and other areas that do NQfganic analysis by infrared spectrometry, or other techniques,
necessarily require precise environmental control. to identify contaminants.

3.1.10 good housekeeping argar—an environmentally
controlled area without quantitative cleanliness requirements. Significance and Use

but maintained in a visibly clean condition. 5.1 The NVR determined by this test method is that amount
3.1.10.1 Discussior—Office, laboratory, and storage areas that can reasonably be expected to exist on hardware exposed

with air conditioning and janitorial service are typical of good jn environmentally controlled areas.

housekeeping areas. 5.2 The evaporation of the solvent at or near room tempera-
3.1.11 HEPA (high efficiency particulate air) filtem—a  ture is to quantify the NVR that exists at room temperature.

filter for air with a removal efficiency in excess of 99.97 % for 5.3 Numerous other methods are being employed to deter-

0.3u m patrticles. mine NVR. This test method is not intended to replace methods
3.1.11.1 Discussior—For this application, HEPA filters used for other applications.

shall meet the requirements of MIL-F-51068F and paragraph

6.4 of this test method. 6. Apparatus and Materials
3.1.12 molecular contaminart-non-particulate contami- 6.1 Analytical microbalancesemimicro 5 place, with 30 g
nant, n—non-particulate matter. or greater tare, no greater than 0.01-mg readability, and

3.1.12.1 Discussior-The molecular contaminant may be in +0.01-mg precisiofs. _
a gaseous, ||qu|d’ or solid state. It may be uniform|y or 6.2 HEPA filtered Class M3.5 (ClaSS 100), or better envi-
non_uniform|y distributed, or be in the form of dr0p|etsl ronment, as defined in FED-STD-209, unidirectional air ﬂOW,
Molecular contaminants account for most of the NVR. clean work station. .

3.1.13NVR (nonvolatile residue)n—quantity of residual 6.3 HEPA filtered Class M3.5 (Class 100), or better envi-

soluble, suspended, and particulate matter remaining after tf@NMent, as defined in FED'_STD'ZO(?' unidirectional air flow,
controlled evaporation of a volatile liquid at a specified €xhausting work station, with 100 % exhaust for handling

temperature. solvents.

3.1.13.1 Discussior—The liquid is usually filtered through  Note 1—The exhausting work station is recommended to prevent
a membrane filter, of a specified size, before evaporation teolvent vapors from entering the laboratory area. (See Industrial Ventila-
control the sizes of particles in the NVR. The process used t§°n: @ Manual of Recommended Practice.) o
determine the NVR may affect the quantitative measurement. Note 2—Verify that the airborne particle concentrations in the work

Stations are Class M3.5 (Class 100), or better, per FED-STS-209, when

Process factors include filter size, solvent, and the evaporatiofgeq in accordance with Practice E 50.

temperature ar_‘d_ at_mos_phere. For this reason, the process musiore 3—Vverify NVR levels in the work stations are acceptable using
be defined as it is in this test method. the procedures in this standard.

3.1.14 particle (particulate contaminant)n—a piece of
matter in a solid or liquid (droplet) state with observable
length, width, and thickness. The size of a particle is usually @ sartorius Model R180D, or equivalent. Documents
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6.4 HEPA Filters—All HEPA filters shall be constructed of The finish shall be 0.80 um (32 pin.) or better per ANSI/ASME
low outgassing, corrosion resistant, and fire-resistant materiaB46.1. The cover shall be electropolished and engraved with an
such as Grade 1 in IES-RP-CC001.3 and MIL-F-51068F. Type&lentification number.

IIA and 1ID, MIL-F-51068F, with stainless steel or aluminum  6.14 Oil-free Aluminum Foft?, to cover the NVR plate if the
frames, should be considered. The filters shall not be testetbver (6.12) is not used.

with DOP (dioctylphthalate) or other liquid aerosols. Ambient £ 4—The hard cover (6.13) is preferred for ease of handling and
air and solid aerosol test methods are acceptable altemat'vesﬁgssmle tearing of the foil resulting in contamination of the NVR plate.
the DOP test.

6.5 Vacuum Filtration Systentonsisting of a 47-mm diam- 5
eter membrane filter funriéland vacuum pump that will €€d NVR plate!

provide a pressure of 30 kPa (250 torr) (a vacuum of 20 in 6.15.1 Bags shall not contain or generate molecular or
Hg). See Fig. 1. particulate matter that could contaminate the NVR plate or

NVR plate carrier.
6.16 NVR Plate Carrie—The sealable, aluminum carrier
h shown in Fig. 4 has been found to be satisfactory (see Practice
E 1234M).

6.17 Non-contaminating Nylon Bag to protect the NVR
plate carrier in 6.15. Plastic film material shall meet the safety
and outgassing requirements for the spacecraft and spacecraft
processing facility. (See Note 4.)

6.18 Drying oven

6.18.1 The drying oven shall not produce molecular and
particulate contaminants and shall not be used for other
operations that could contaminate samples.

6.19 Plate Stand-The plate stand shown in Fig. 5 has been
Egund useful for holding the NVR plate during solvent flush-

6.15 Non-contaminating Nylon Bagp enclose each cov-

6.6 Solvent Resistant Filted7-mm diametet® 0.2-um pore
size (nominal) fluorocarbon.

6.7 Tweezers or Hemostastainless steel or coated wit
TFE-fluorocarbon.

6.8 Beakers low-form, glass, 250 mL, etched with an
identification number.

6.9 Evaporating Dish (petri dish)borosilicate glass, ap-
proximately 15 g in mass, 60 mm diameterl2 mm deep, and
etched with an identification number.

6.10 Liquid Laboratory Detergent

6.11 Gloves solvent compatible and resistdt.

6.11.1 Precaution—Gloves shall be used to protect the
hands from accidental spills of the NVR solvent and minimize
contamination of exposed samples. Gloves shall be selected
meet local safety and contamination control requirements.

6.12 NVR Plate Type 316 corrosion resistant steel with an
area of approximately 0.1#%{1 ft?). The plate shown in Fig. 2
has been found to be satisfactory. The finish of the samplin§°
surface shall be 0.80 um (32 pin.) or better per ANSI/ASMEH
B46.1. The plate shall be electropolished and engraved with a Dage. The vacuum oven shall be controllable to withiC

identification number.
o o

6.13 NVR Plate coverType 316 corrosion resistant steel. °V&" ?n operating range of 2;5 Cto %OO CT Fig. ? shtO\;vs a

The cover shown in Fig. 3 has been found to be satisfactoryyPiCal vacuum oven evaporation system. Two solvent traps
cooled with isopropanol/dry ice baths, collect the solvent
. vapors to prevent release into the atmosphere, protect the
Gelman filter funnel P/N 4012/Fisher filtrator assembly Cat. No. 09-788 andV m m n llow r lin f th Iven

Millipore Cat. No. XX1504700 filtration assembly have been found to be satisfac- aguzuz Apu P, a d allo ”egyc g of the so e L
tory. Other suitable filtration apparatus may be used. . utomatic, controlle envwonment (mtrogen atmo-

10 Millipore Corp. Fluoropore filter Cat. No. FGLP 04700, and Gelman Sciences,Sphere) evaporator capable of controlling to a temperature of
Inc. Prod. 66143 PTFE have been found to be satisfactory. Other equivalent solve®7°Cl4 (Method 3). Fig. 7 shows a typical arrangement.

6.20 Temperature and Relative Humidity Monitpias re-
quired, to monitor processes that are sensitive to these envi-
nments.

6.21 Vacuum oven evaporation system (Method 2), consist-
g of a vacuum oven, a two-stage vacuum pump, and vacuum

resistant filters may be used.
1 Pioneer green nitrile gloves, Catalog No. A10-1, have been found to be 6.23 600-mL (450 mL capacny) graduated borosilicate
satisfactory. glass tubes, 75 mm dia., 150 mm high with 2 mL stems, to fit
in the temperature controlled block in the evapor&tor
Filter Funnel (MethOd 3)-
7. Reagents
_ 3 ‘ 7.1 Purity of Reagents-Reagent grade chemicals shall be
Membrane Filter —— > Raymwyend used in all tests. Unless otherwise indicated, it is intended that

all reagents shall conform to the specifications of the Commit-
tee on Analytical reagents of the American Chemical Society,

Beaker
\

Filter Assembly

12Fed Spec. Food Service Grade aluminum foil, oil free, Federal Stock No.
8135-00-724-0551 has been found to be satisfactory.
13 Nylon 6 (heat sealable Capran 980 from Allied Chemical) has been found to

Support
PP r be satisfactory.
“Rapidvap N, Model 79100, evaporation system, with no. 79065 sample

To Other Filtrators 0 block, Labconco Corp., 8811 Prospect Ave., Kansas City, MO 641132-2696 has

. o To Vacuum Pump been found to be satisfactory. ' _
if Needed 15 Catalog No. 79138-00 borosilicate glass tubes (6) with 2 mL stems to fit the
FIG. 1 Vacuum Filtration Apparatus RapidVap Model 79100 has been found to be satisfaclBocu ments
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316 mm 41 mm
(12.4in) P (1.62in) |« HANDLE £
7 mm 76 rpm
_>] (0.27 in) (3 Iln)
| A
10 mm
(0.38 in)
{ (RFF\ DETAIL-
316 m_m CALE 1
(12.4in)
165 mm lﬂ-———»
v (6.49 in) 10 mm
H Y 4 i (0.38 in)
r i (RER)
—] |
é%?m) FLATTEN END OF ROD TO
- A THICKNESS OF
7mm 0.130 mm (0.05 in) AND TO
i . (0.27 in) WIDTH APPROX. AS
8. Mark 'eacr_l plate with an |nd|v1dga| I._D. number mFEy,. SHOWN. SPOT WELD
7. Material (item 2}: 3 mm {0.125 in) dia rod HANDLE TO PLATE

type 316 cor res steel
. Material (item 1): 0.51 mm (0.020 in) sheet
type 316 cor res steel
Break all sharp edges
Handle bend radii: 8 mm (0.3 in)
Bend radii are optional on plate
. Electropolish after fabrication
. Surface texture on active surface:
0.80 um (32 pin) max per ANSI B46.1.
Finish on all other surfaces must be smooth &
free of all tool marks
NOTE— Unless otherwise specified

[+,]

SNw A

3 PLACES EQUALLY
SPACED. TYP EACH END.

ALL CORNERS MUST BE CLOSED
(FREE OF CRACKS & HOLES)
EXCEPT FOR LOWER L.H. CORNER
WHICH IS OPEN TO BOTTOM

AS SHOWN

FIG. 2 NVR Collector Plate

FIG. 3 NVR Plate Cover

when such specifications are availabie.

PLATE STAND

OPENING

7
5]

FIG. 4 NVR Plate Stand

7.2 Purity of water—Deionized, organic-free water such as
reagent water, Type Il in accordance with Specification D 1193

16 Reagent Chemicals, American Chemical Society Specificatmerican ~ With @ minimum resistivity of 1.0 M2-cm.
Chemical Society, Washington, DC. For suggestions on the testing of reagents not 7,3 Acetone reagent grade.
listed by the American Chemical Society, sAealar Standards for Laboratory 7.4 Methanol Absolut,ereagent grade

Chemicals BDH Ltd., Poole, Dorset, U.K., and thénited States Pharmacopeia R
and National FormularyU.S. Pharmaceutical Convention, Inc. (USPC), Rockville, 7.5 Nltrogen MIL'P'274011 Type I (gaseous), Grade B or
better. Documents
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