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Designation: E 1291 – 99

Standard Test Method for
Conducting a Saturated Vapor Inhalation Study with Rats 1

This standard is issued under the fixed designation E 1291; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method estimates the relative hazard of han-
dling a liquid chemical, pesticide, or mixture, where exposure
to vapors from spilled liquids may result.

1.2 The results of this test method may also be used to
evaluate and compare the relative hazard between two liquid
chemicals.

1.3 This test method measures hazard rather than quantita-
tive toxicity because the amount inhaled is governed by vapor
pressure. It is recognized that the vapor air mixture in this test
is not completely saturated, although for brevity it is known as
saturated vapor.

1.4 The values stated in SI units are to be regarded as the
standard. The values given in parentheses are for information
only.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.See Section 7 for
additional hazard information.

2. Referenced Documents

2.1 ASTM Standards:
E 609 Definitions of Terms Relating to Pesticides2

E 943 Terminology Relating to Biological Effects and En-
vironmental Fate2

2.2 Federal Standards:3

Title 40, Code of Federal Regulations (CFR), Environmen-
tal Protection Agency, Subchapter E, Pesticide Programs;
Part 160, Good Laboratory Practice Standards

Title 21, Code of Federal Regulations (CFR), Food and
Drug Administration, Part 58, Laboratory Practice for
Nonclinical Laboratory Studies

Title 40, Code of Federal Regulations (CFR), Toxic Sub-
stance Control Act, Part 792, Good Laboratory Practice
Standards

3. Terminology

3.1 vapors—the gaseous forms of compounds or mixtures
which are normally in the liquid or solid state.

3.2 vapor pressure—the pressure characteristic at any given
temperature of a vapor in equilibrium with its liquid or solid
form.

4. Summary of Test Method

4.1 Two groups of six male rats each are placed in 9-L glass
desiccators that serve as inhalation chambers.

4.2 Compressed air at 1 L/min is bubbled through the test
material in a gas-washing bottle and then passed through the
inhalation chamber. The exposure time is 8 h. One bottle holds
the test liquid at room temperature and the other bottle is held
at 100° C in a hot oil bath.

4.3 A third group of six rats is placed in another desiccator
and has only compressed air passing through it. This is the
control group.

4.4 Upon completion of the exposure, the gas-washing
bottles are weighed again and the nominal concentration is
expressed as a ratio of the test material expelled to the total
volume of air delivered in each test chamber.

4.5 On Day 14 postexposure, the surviving rats are sacri-
ficed, examined for gross abnormalities, and a complete
necropsy done.

5. Significance and Use

5.1 This test method determines the potential inhalation
hazard of a liquid material where exposure consists of inhaling
vapors.4

5.2 The results of this test method may be used to compare
and evaluate the relative vapor hazard between two liquid
materials.

5.3 This test method is also applicable to materials whose
melting point is slightly above room temperature.

5.4 Results of this test method can provide information for
conducting acute and subchronic inhalation studies.

6. Apparatus

6.1 Inhalation Chambers:
6.1.1 Use three large glass desiccators (9-L), each to hold

one group of animals. Place a 2-hole rubber stopper in the top
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of each desiccator. Insert a 6.3-mm (1⁄4-in.) diameter glass tube
(inlet) through the stopper to extend down to approximately
25.4 mm (1 in.) from the bottom of the chamber and to
protrude 50.8 mm (2 in.) above the stopper. Insert another glass
tube (outlet) to extend approximately 6.3 mm (1⁄4 in.) below
and 25.4 mm (1 in.) above the stopper.

6.1.2 House the animals in two flat, circular-wire cages
designed to fit within the desiccators.

6.2 Dispersion Apparatus:
6.2.1 Use two 125-mL gas-washing bottles with fritted disk

or cylindrical ends. One bottle will contain the test material at
room temperature and the other bottle will contain test material
held at 100°C in a hot oil bath on a hot plate with a variable
transformer as a control.

6.2.2 If the test material has a melting point slightly higher
than room temperature, the bottle and test material shall be
heated in an oil bath placed on a hot plate. If the test material
is highly volatile, the bottle and test material are placed in a
water bath at room temperature to prevent evaporative cooling.

6.3 Airflow:
6.3.1 Use compressed air for this test method. Pass the air

through an air filter, a single stage pressure regulator, and then
a canister of desiccant. The air line shall branch into three
separate lines. Connect two lines each to rotometers that are
attached to the inlet tubes of the gas-washing bottles and the
inhalation chambers. The air lines should be kept as short as
possible to avoid condensation of the vapors. The third line is
connected directly to a rotometer and the control chamber.

6.4 Place all the equipment in a fume hood designed to
handle hazardous materials.

6.5 Calibration:
6.5.1 Before the actual exposure, calibrate airflow to pro-

vide equal flow to each chamber. Turn on the air source and
adjust the pressure regulator to 68.947 kPa (10 psi). Measure
individually the airflow from the rotometers with a wet test
meter. Adjust each rotometer to a flow of 1 L/min and record.

6.5.2 Determine the setting of the heating system to hold
100°C. Place a 1-L beaker approximately half full of mineral
oil on the hot plate. Place a thermometer in the oil and turn on
the hotplate and variable transformer. Adjust the transformer so
that the desired temperature remains constant for at least 1 h,
and record the setting.

7. Hazards

7.1 Contact with all test substances, solutions, and mixed
diets, should be minimized with appropriate protective cloth-
ing, gloves, eye protection, etc. The use of fume hoods and
increased ventilation in test rooms is necessary when handling
volatile substances. Information on other mammalian toxicity
and special handling procedures should be known before this
test method is used.

7.2 Disposal of excess test substances, solutions, mixed
diets, excreta, and treated animals should be done with
consideration for health and environmental safety, and in
agreement with all federal, state, and local regulations.

7.3 Cleaning and rinsing of glassware, feeders, and other
equipment with volatile solvents should be done only in
well-ventilated areas.

7.4 Periodic medical examinations should be considered for

all personnel caring for animals or handling test substances.

8. Test Animals

8.1 This test method is intended for use with young albino
male rats weighing 90 to 100 g. A non in-bred rat such as the
Sprague-Dawley strain is generally preferred. Rodents other
than rats may be used with appropriate modifications and
justifications.

8.2 All animals for a given test must come from one source
and strain and be of approximately the same age to minimize
variability. Test animals may be obtained from commercial
sources or reared in laboratory colonies, but they must not have
been used in a previous test. Animals should be healthy and
disease free and those that are deformed, injured, emaciated, or
phenotypically different from normal animals, must not be
used as test subjects. The population of animals from which the
test subjects (treated and control) are selected shall be consid-
ered unsuitable for testing if mortality exceeds 5 % during the
acclimation period. At the beginning of the study the weight
variation of the rats used should not exceed620 % of the mean
weight.

8.3 A total of 18 male rats comprise 2 test groups and 1
control group of 6 per group.

9. Pretest Conditions

9.1 Examine each test animal on arrival for overt signs of
disease, and condition to the environment for a minimum of 7
days. Select animals that have not been used for other tests.

9.2 Maintain animals during pretest and test periods in
agreement with accepted laboratory practices for the care and
handling of test animals.

9.3 Identify each animal with ear tag or other suitable
means.

9.4 During acclimation, observe the animals for adverse
health effects. Eliminate any animal(s) showing signs of
spontaneous disease before the start of the study. Use only
animals judged to be healthy.

10. Procedure

10.1 Weigh test and control animals immediately before
placement in the chambers. Compare body weights of test
animals to the body weights for the control animals to ascertain
statistical insignificance among groups.

10.2 Place rats in the inhalation chambers and replace the
chamber covers.

10.3 Fill 2 gas-washing bottles to a level approximately 6
cm above the fritted end of inlet tube with the test material.
Weigh each bottle to the nearest 0.01 g and record.

10.4 Connect the gas-washing bottles into the system.
10.5 With the rotometers closed, turn on the air source and

adjust the pressure regulator to 68.947 kPa (10 psi). Open the
rotometers to their proper setting and start a timer.

10.6 The exposure shall last 8 h; during this time observe all
animals periodically for toxic signs.

10.7 Upon completion of the exposure, weigh each gas-
washing bottle to determine the nominal concentration in each
test chamber. Nominal concentration is expressed as a ratio of
test material expelled to the total volume of air delivered
(mg/L).
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