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Standard Practice for
Electromagnetic (Eddy-Current) Examination of
Ferromagnetic Cylindrical Bar Product Above the Curie
Temperature *
This standard is issued under the fixed designation E 1312; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
1. Scope cation and Certification in Nondestructive Tesfing

1.1 This practice covers procedures for eddy-current exami- ANSI/ASNT-CP-189 Standard for Qualification and Certi-

nation of hot ferromagnetic bars above the Curie temperature _ fication of NDT Personnél

where the product is essentially nonmagnetic, but below 2-3 AlA Standard: o _

2100°F (1149°C). NAS 410 Certification and Qualification of Nondestructive
1.2 This practice is intended for use on bar products having ~ Testing Personng|

diameters of%z in. (12.7 mm) to 8 in. (203 mm) at linear :

throughput speeds up to 1200 FPM (366 MPM). Larger or_1crminology ,

smaller diameters may be examined by agreement between the3-1 Definitions—Terminology E 1316 shall apply to the

using parties. terms used in this practice.

1.3 The purpose of this document is to provide a procedurg Summary of Practice
for in-line eddy-current inspection of bars during processing o ) .
4.1 Principle—The major advantage of examining ferro-

for the detection of major or gross surface discontinuities. . : i
1.3.1 The types of discontinuities capable of being detectef’@9netic bar product above the Curie temperature with eddy

are commonly referred to as: slivers, laps, seams roll-ingurrents is the enhanced signal-to-noise ratio obtained without

(scale, dross, etc.), and mechanical damage such as scratcH8€ Need for magnetic saturation. ,
scores, or indentations. 4.2 Sensors-This examination may be performed with

1.4 This practice does not establish acceptance criteriyarious types or designs of encircling coils or with probe coils

They must be specified by agreement between the usintpat are fixed or rotating. L .
parties. 4.2.1 One or more exciter or sensor coils is used to encircle

1.5 This standard does not purport to address all of thethe bar through whi_ch_the product t.o pe examined is_ passed.
safety concerns, if any, associated with its use. It is th&/hen the hot bar is in close proximity to the sensing and
responsibility of the user of this standard to establish appro-€XCiting coils, eddy currents are induced in the hot product by

priate safety and health practices and determine the applica@” glternating current. The sensing coil detects the_elect_roma_g—
bility of regulatory limitations prior to use. netic flux related to these currents. Changes or disruptions in

the normal flux pattern indicate the presence of discontinuities.

2. Referenced Documents This technique is capable of examining the entire circumfer-
2.1 ASTM Standards: ence without contacting the product.
E 543 Practice for Evaluating Agencies that Perform Non- 4-2.2 The surface can also be examined with probe coils
destructive Testirfy having one or more exciters and sensors which are spaced in

E 1316 Terminology for Nondestructive Examinatiéns close proximity to the product surface. The probe is usually
2.2 Other Documents: small and does not encircle the product, making it necessary to

SNT-TC-1A Recommended Practice for Personnel Qualififotate either the probes or the product to obtain 100 % coverage
of the circumference. This is essentially a contact technique
because the coil is fixtured in a device that rides on the
circumference to maintain a fixed distance between the coil and

1 This practice is under the jurisdiction of ASTM Committee E-7 on Nonde- product surface.
structive Testing and is the direct responsibility of Subcommittee E7.07 on
Electromagnetic Method.
Current edition approved Sept. 10, 1999. Published November 1999. Originally ———————
published as E 1312 — 89. Last previous edition E 1312 — 94. 3 Available from American Society for Nondestructive Testing, 1711 Arlingate
2 Annual Book of ASTM Standardgol 03.03. Plaza, P.O. Box 28518, Columbus, OH 43228-0518.
4 Available from the Aerospace Industries Association of America, Inc., 1250
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4.2.3 Discontinuities cause either a change in phase or 6.3 Acceptance Criteria-Since acceptance criteria are not
signal amplitude when detected by the sensing coil. Thesspecified in this practice, they shall be specified in the
signals are amplified and processed to activate marking arontractural agreement.
recording devices, or both. Relative severity of the imperfec-
tion can be indicated by the signal amplitude generated by th@. Apparatus

flux change or the degree of change in phase. 7.1 Electronic Apparatusshould be capable of energizing
4.2.4 Caution must be exercised in establishing referencge test coils or probes with alternating current at selectable

standards because flux changes caused by natural discontinglaquencies from 400 Hz to 100 kHz. Either manual or

ties might differ significantly from those generated by artificial ,emotely operated switches can be used for frequency selec-

discontinuities. tion. The equipment should include a detector display (CRT,
o meters), phase discriminator, filters, modulators, recorders, and
5. Significance and Use alarming/marking devices required for particular applications.

5.1 The purpose of this practice is to describe a procedure 7.2 Sensorswhether probe or encircling coils, should op-
for in-line-eddy-current examination of hot cylindrical bars in erate through a frequency range from 400 Hz to 100 kHz.
the range of diameters listed in 1.2 for large and repetitive 7.2.1 The sensor windings must be cooled (such as water
discontinuities that may form during processing. jackets) to control the sensor operating temperature and pre-

5.2 The discontinuities in bar product capable of beingvent thermal damage to the sensors.
detected by the electromagnetic method are listed in 1.3.1. The 7.2.2 Magnetic or electrostatic shields might be necessary to
method is capable of detecting surface and some subsurfasgppress extraneous electrical transient noise. Electrostatic
discontinuities that are typically in the order of 0.030 in. (0.75shields usually float above ground at the sensor and are
mm) and deeper, but some shallower discontinuities might alsgonnected to a cable and then to the preamplifier shield.
be found. 7.2.3 Constant spacing, ranging fréfs in. (1.6 mm) to¥%

5.3 Discontinuities that are narrow and deep, but short idn. (6.4 mm) between the sensors and product surface is
length, are readily detectable by both probe and encircling coil§btained with positioning mechanisms usually equipped with
because they cause abrupt flux changes. Surface and subsRfoduct guiding devices to prevent mechanical damage to the
face discontinuities (if the electromagnetic frequency provide$€nsors.
sufficient effective depth of penetration) can be detected by this 7.3 Transport Mechanism-A conveyor or other type of
method. mechanical device should be employed to pass the product

5.3.1 Discontinuities such as scratches or seams that afarough or past the sensors. It should operate at production (or
continuous and uniform for the full length of cut length bars orSystem) speeds with a minimum vibration of the sensors or
extend for extensive linear distances in coiled product may nd@roeduct, and should maintain alignment of the sensors and
always be detected when encircling coils are used. These apgoduct within the specified tolerances. Some systems may
more detectable with probe coils by intercepting the discontifequire the transport to rotate either the bar, the sensors, or
nuity in their rotation around the circumference. both. . o _

5.3.2 The orientation and type of coil are important param- 7.3.1 The mechanical tolerances for restraining the longitu-

eters in coil design because they influence the detectability dfin@! centerline of the product relative to the coils are critical
discontinuities. to obtain an effective electromagnetic examination. Non-

Fniform sensitivity, the generation of erroneous signals or poor

5.4 The eddy current method is sensitive to metallurgica nal-to-noise ratios result when the product and encirclin
variations that occur as a result of processing, thus all receivedy . pr 9
oil are not concentric or the probe coil clearance changes

signals above the alarm level are not necessarily indicative of " . U .
uring examination. Therefore, the system passline mecha-

defective product. nisms must be properly designed and maintained to achieve the
spatial arrangement defined in 7.2.3. Product rolling tolerances,
product straightness, and conveyor alignment or roll wear are
6.1 Personnel Qualification-If specified in the contractual factors that may influence sensor and product spatial relations.
agreement, personnel performing examinations to this practickhe system sensitivity profile predicated on the passline
shall be qualified in accordance with a nationally recognizettapabilities can be determined by utilizing the standardization
nondestructive testing (NDT) personnel qualification practicgrocedure in 8.4.
or standard such as ANSI/ASNT-CP-189, SNT-TC-1A, NAS- 7.4 Reference Standarélt is impractical to use a reference
410, or a similar document and certified by the employer oitandard heated to the same temperature as the material being
certifying agency, as applicable. The practice or standard usaskamined because of reoxidation, furnace time, etc. Therefore,
and its applicable revision shall be identified in the contractuah material with nonmagnetic properties, such as 304 stainless
agreement between the using parties. steel, is substituted. It should be of the same diameter as the
6.2 Qualification of Nondestructive Agenciesf specified material being examined and of sufficient length to span the
in the contractual agreement, NDT agencies shall be qualifietansport system rolls while passing through or past the sensors
and evaluated as described in Practice E 543. The applicab&¢ the same speed and under the same conditions as the
edition of Practice E 543 shall be specified in the contractuaproduct. The standard usually has one of the following types of
agreement. artificial discontinuities on the circumf@@euments

6. Basis of Application
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