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Designation: E 1546 – 09 An American National Standard

Standard Guide for
Development of Fire-Hazard-Assessment Standards1

This standard is issued under the fixed designation E 1546; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This guide covers the development of fire-hazard-
assessment standards.

1.2 This guide is directed toward development of standards
that will provide procedures for assessing fire hazards harmful
to people, animals, or property.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

1.4 This fire standard cannot be used to provide quantitative
measures.

2. Referenced Documents

2.1 ASTM Standards:2

E 176 Terminology of Fire Standards
E 603 Guide for Room Fire Experiments
2.2 Other ASTM Document:
Form and Style for ASTM Standards 3

2.3 ISO Standards:
ISO 13943 Fire Safety – Vocabulary

3. Terminology

3.1 Definitions—See Terminology E 176 and ISO 13943. In
case of conflict the definitions in Terminology E 176 shall
prevail. Terms used for developing this standard are shown in
Appendix X1. When revisions are finalized in Terminology
E 176, the revised terms will be included in this guide.

4. Significance and Use

4.1 This guide is intended for use by those undertaking the
development of fire-hazard-assessment standards. Such stan-

dards are expected to be useful to manufacturers, architects,
specification writers, and authorities having jurisdiction.

4.2 As a guide, this document provides information on an
approach to the development of a fire hazard standard; fixed
procedures are not established. Limitations of data, available
tests and models, and scientific knowledge may constitute
significant constraints on the fire-hazard-assessment procedure.

4.3 While the focus of this guide is on developing
firehazard-assessment standards for products, the general con-
cepts presented also may apply to processes, activities, occu-
pancies, and buildings.

5. Key Elements

5.1 This guide uses as its key elements the following:
5.1.1 The purpose of a fire-hazard-assessment standard is to

provide a standardized procedure for assembling a compilation
of information relevant to the fire hazard of a product under
specific conditions of use.

5.1.2 The information assembled should be relevant to the
purpose of assessing the fire hazard of the specific designated
product within the range of designated fire scenarios.

5.1.3 The information assembled should be explicit and
quantitative and should provide a sufficiently thorough exami-
nation of the product’s fire hazard under the conditions defined
by the scope of the specific standard, so as to permit valid
choices and decisions with respect to the fire hazard of that
product.

5.1.4 A persuasive scientific case must be made in the
documentation of a specific fire-hazard-assessment standard
that the procedures, data, and hazard measures specified by the
standard will address questions about a product’s fire hazard
with sufficient accuracy and validity that a more thorough
assessment procedure would not materially alter any decisions
that might be made based on the standard. If such a case cannot
be made for all products to be addressed, then the hazard
assessment should specify those conditions under which a
more thorough fire-hazard-assessment procedure should be
used.

5.1.5 The absence of a data source, test method, or calcu-
lation procedure of sufficient scope and proven validity to
support the needs of a particular fire-hazard-assessment proce-
dure may not be a sufficient reason to use a data source, test
method, or calculation procedure of lesser scope or unproven
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validity. It is recognized that fire-hazard assessments of such
products may need to be performed in any event, using relevant
nonstandardized procedures. When such nonstandardized or
invalidated procedures are used, the details shall be included to
such an extent that the procedures become standardized for use
within the specified hazard assessment method through final
publication of the hazard-assessment document.

5.1.6 Among the significant outcomes of a fire-hazard
assessment would be the revelation that a product produces
either an increase, no increase, or a decrease in fire hazard on
some or all hazard measures and for all or part of the scenarios
specified by the standard, relative to another product or relative
to baseline hazard values for those measures and scenarios.
These baseline values may or may not be derived from
fire-hazard assessments of products already in use. However,
when the product is proposed for an existing use, it should be
compared to an existing product having the same use. For
example, if a product’s hazard is uniformly rated greater than
the reference values on all comparisons specified by the
standard, then the overall fire-hazard assessment of the product
will be greater than the fire hazard of the baseline (or product
in use).

5.1.7 If the assessment shows that the product is not
uniformly rated higher than, equivalent to, or less than the
other product(s) or the baseline for all hazard measures and all
scenarios specified by the standard, then decision rules may be
needed. Such rules would determine the overall hazard, either
as a function of an individual scenario or on the composite,
giving appropriate weighting to each scenario and hazard
measure. Note that the scenario may affect not only the value
of individual hazard measures but also the weighting given to
each of those measures in determining the overall hazard.

6. Relationship Between Fire Hazard and Fire Risk

6.1 It is important to differentiate between the terms fire-
hazard-assessment standard and fire-risk-assessment standard.
The relationship is discussed further in Appendix X2.

7. Fire-Hazard-Assessment Standards

7.1 Fire-hazard-assessment standards shall conform in style
and content to the ASTM Form and Style Manual.

7.2 Fire-hazard-assessment standards shall include sections
labeled: Scope, Significance and Use, Terminology, and De-
tailed Procedure; the sections should be numbered and ar-
ranged in that order.

7.2.1 Scope—the Scope statement should clearly state:
7.2.1.1 The product or class of products of interest,
7.2.1.2 The fire scenario(s) included in the standard,
7.2.1.3 The assumptions used in the standard,
7.2.1.4 The structure of the fire-hazard-assessment proce-

dure, including test methods, models, other calculation proce-
dures, data sources, hazard measures, and evaluation criteria or
procedures used, and

7.2.1.5 Any limitations on the application of the standard,
such as the manner, form, or orientation in which the product
is incorporated within an assembly, geometric restrictions
essential to use of the product, the quantity of product in use,
the end use of the product, and the type of occupancy to which
the standard is applicable.

7.2.2 Significance and Use:
7.2.2.1 The major uses and any limitations of the standard

fire-hazard-assessment procedure should be clearly described.
7.2.2.2 The significance of the assessment to users should

be clearly stated.
7.2.3 Terminology—Terms unique to the fire-hazard-

assessment standard should be clearly defined. Standard terms
as defined in Terminology E 176 shall be used. Terms still
under development for Terminology E 176 are contained in
Appendix X1 of this guide.

7.2.4 Detailed Procedure:
7.2.4.1 This section should include detailed descriptions of

the fire-hazard-assessment procedure and its component parts,
including: test methods, calculation procedures, scenario de-
scription, data sources, and evaluation criteria or procedures.

7.2.4.2 If the calculation procedures include models, the
versions used should be carefully identified and referenced and
major assumptions and limitations of the models noted. Vali-
dation information, or lack thereof, should also be noted.

7.2.4.3 If calculation procedures are used, sample calcula-
tions should be included.

7.2.4.4 Standard test methods should be carefully identified
and referenced. If a test method not yet adopted as a national
standard is used, its descriptions should provide all the infor-
mation that would be included if it were being submitted
separately for consideration as a standard test method. Data on
reproducibility and validation of nonstandardized methods
should be included. If a standard test method has been modified
for the standard, all details of the modification and evidence of
the effects of the modification on results should be included.
These guidelines also apply to any large-scale test protocols.

7.2.4.5 If sources for data on fire experience or expert
judgment are cited, the procedures for assembling the data and
the accuracy, precision, and reliability of the data should be
documented. The data should be accessible to personnel
conducting or reviewing the fire-hazard assessment.

8. Fire-Hazard-Assessment Procedures

8.1 Overview of Elements of Fire Hazard—Harm to people
or animals may result from toxic (narcotic or irritant) sub-
stances produced by a fire, thermal insults (heat stress and
burns) due to convected and radiant flux, obscuration of vision
by smoke (which may interfere with the ability to escape),
oxygen depletion, or structural damage. Harm to property may
result directly from heat, corrosive smoke, soot or firefighting,
or indirectly as a consequence of business interruption or other
adverse effects on the ability of the property to be used for its
designed purposes. The fire hazard of a product depends on its
properties, how it is used, and the environment in which it is
used, including the number and type of people involved and the
value and fragility of property to be exposed to a fire involving
it. Therefore, a fire-hazard-assessment procedure for a particu-
lar product must describe the product, how it is used, and its
environment.

8.2 Development of a Fire-Hazard-Assessment Standard—
The seven basic steps to follow in developing a fire-hazard-
assessment standard are the following:

8.2.1 Define the scope (for example, the product(s) or
product class of interest, where and how the products are used),
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8.2.2 Identify the measure of harm to be assessed (for
example, deaths, injuries, business loss, property loss),

8.2.3 Identify and describe the scenarios of concern (for
example, product properties, geometry, ventilation and other
characteristics of scene, heat source considerations, occupant
details),

8.2.4 Identify the test methods or calculation procedures
needed to produce the measures of fire hazard,

8.2.5 Use the scenarios to define key parameters of the test
methods or calculation procedures,

8.2.6 Identify the types and sources of data required to
support the selected test methods and calculation procedures,
and

8.2.7 Identify the criteria or procedures for evaluating the
fire hazard measures relative to the degree of harm.

8.3 Defining the Scope and Context—The first step involves
defining the products or class of products to which the
fire-hazard-assessment standard is to apply (that is, scope) and
defining the general and specific environments in which the
products will be used (that is, context), including implications
of those environments for fire ignition, development, and
impact. This may be accomplished by answering the following
questions:

8.3.1 Product or Class—What is the product or product
class to be covered? Is the definition clear enough that one can
always determine whether a product is covered by the stan-
dard? Is the definition broad enough that all products capable
of substituting for covered products are also included? Is the
definition sufficiently specific that it does not invite invalid
comparisons, such as comparisons of products that have very
dissimilar uses and do not satisfy all the assumptions of the
standard?

8.3.2 Product Involvement in Fire—When and how does the
product tend to become involved in fire? Is there a particular
role in fire that tends to be the only point of concern for this
product class in a specific use (for example, initial heat source,
initial fuel source, principal or largest fuel source, high severity
per unit of product, major avenue of fire spread, major part of
value at risk)? Based on this information, is there a subset of
the following fire-test-response and other characteristics that
can validly be isolated as the only ones providing significant
variation in fire hazard for this product class? Consider the
following:

8.3.2.1 Ignitability,
8.3.2.2 Flame-spread rate,
8.3.2.3 Heat release—peak rate, rate of rise in rate (fire

growth rate), total heat released,
8.3.2.4 Mass loss or smoke-generation rate,
8.3.2.5 Opacity of smoke produced,
8.3.2.6 Corrosivity of smoke produced,
8.3.2.7 Profile of toxic (irritant and asphyxiant) species

produced—rate, total, toxic potency,
8.3.2.8 Thermal-decomposition rates,
8.3.2.9 Endurance under fire conditions—structural integ-

rity, thermal conductivity, mechanical response (for example,
melting, collapsing),

8.3.2.10 Ease of extinguishment, and

8.3.2.11 Quantity of product in use relative to size and type
of occupancy.

8.3.3 Environment:
8.3.3.1 What are the general environments in which the

product will be used? General-environment characteristics of
interest include those that define the manner of use of the
product and those that define nearby heat sources and other fuel
items, nearby occupants and their characteristics or behaviors,
and the dimensions and characteristics of the spaces in which
fire can develop. In practical terms, the general-environment
characteristics of interest will be those that can be translated
into fire test specifications or variables in calculations. Typi-
cally, most or all of these general-environment characteristics
can be inferred from the (property) use groups or occupancy
classifications where the product is to be used. Use groups and
occupancy classifications suitable for this purpose can be found
in many codes and in coding rules for fire incident databases.

NOTE 1—The list in 8.3.3 is only an example; an assessment standard
might be much more specific regarding occupancy.

8.3.3.2 What does this information and other information on
the product’s environment indicate about the number of
persons or quantity and value of property that potentially could
be exposed to a fire involving the product, the special capa-
bilities or limitations of the occupants, and the special charac-
teristics or vulnerabilities of the property? What does this
information indicate about the relative importance to overall
fire hazard of the particular fire-test response and other
characteristics selected in 8.3.2?

8.3.3.3 For example, for a product used in a small property,
such as, dwelling or store, the most important measures of its
involvement in a fire might include its ability to start a fire
(ignitability) and the speed with which it produces hazardous
conditions (heat release, smoke-generation rate, profile of toxic
species produced). For a product used in a large property, like
a high-rise hotel or office building, other measures of involve-
ment in fire might also be of interest, such as its ability to
produce hazardous conditions over a large area (flame-spread
rate, quantity of product in use, total heat released, total toxic
product produced).

8.3.3.4 As another example, for a product used in a densely
populated property (for example, multifamily residential, pub-
lic assembly) the measures of fire involvement of greatest
concern might emphasize the product’s ability to produce
conditions hazardous to occupants (heat release, toxic species)
while for a product used in an industrial property, the measures
of greatest interest might emphasize the product’s ability to
produce fire effects that damage property that is either expen-
sive to replace or repair or critical to operation of the facility
(endurance under fire conditions, smoke corrosivity).

NOTE 2—Information on property use and other environmental factors
is relevant to the selection of scenarios and of test methods or calculation
procedures to assess fire hazard, as described in 8.3.4.

8.3.4 Immediate Environment—What is known about the
condition and immediate environment of the product as it
affects the likely conditions of the product’s involvement in
fire? Is the product always located in an exposed or enclosed
space? What types of fire barriers separate the product from
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other spaces (for example, an ordinary wall, a fire-rated wall,
an ordinary door that may be open, or a fire-rated door with
automatic closing device)? Is the product used in areas where
building systems or other features such as, air-handling sys-
tems or open stairways, could contribute to transport of the
product’s fire effects to remote parts of the property? Is the
product typically used as a single unit or as a component of an
assembly? Are there other products normally associated with
the product in question (for example, a carpet and its pad) or
installation procedures that may affect the fire-hazard develop-
ment of the product? Is more, or less, humidity likely to affect
performance of the product?

8.3.4.1 What is the range of conditions of the product in
use? Are there patterns of age, use, or abuse that will affect its
fire performance? Based on answers to questions like these,
how should the product specimen and its environment be
prepared for testing?

8.4 Identify Measures Used to Calculate Fire Hazard—
There are several measures that may be used to calculate fire
hazard, each with advantages and disadvantages.

8.4.1 Measures of End Outcomes, such as deaths, injuries,
or property damage, are the most directly related to the
ultimate concerns of fire impact on people and property. This
direct relationship is an advantage. However, these measures
require the use of scenarios that specify not only the product
and its immediate environment but also the entire building or
occupancy and its occupants. As the analysis goes beyond the
product’s immediate environment, it may become more diffi-
cult to isolate differences between products, but this effect is
real.

8.4.1.1 An intermediate approach measures the arrival of a
particular fire condition, such as, reduced visibility, flashover,
or insufficient oxygen, that may affect occupants and property.
This approach lacks the rigor required to perform a direct death
or damage analysis. However, it does set meaningful general
criteria by which to judge products. When this intermediate
approach is used, the standard should clearly state that the
hazard assessment determines the arrival of particular fire
conditions that do not necessarily relate to deaths and damage.

8.4.2 Measures of Fire-Test-Response Characteristics may
be used individually or as elements in a fire-characteristic
profile. These measures come directly from test methods,
which may reduce their uncertainty, and tend to be based on
tests involving only the product, which may simplify the
process of isolating differences between products. These are
advantages of such profiles. However, the relative importance,
interaction, and relevance of the fire-test-response characteris-
tics, individually and collectively, to the hazard posed by the
product in real fires must be established by comparison to more
thorough assessments, such as established scientific laws,
large-scale tests, and analyses of real fires. The need for such
comparisons exists for all fire-hazard measures, but is greatest
for fire-characteristic profiles, because they are farthest re-
moved from end-outcome measures; this is a disadvantage of
this approach. Also, the criteria for evaluation of results may be
cumbersome to apply or difficult to derive for fire-
characteristic profiles because the real significance, to end-

outcome measures, of differences on the various characteristic
scales may not be reflected by the main values of those scales.

8.4.3 A Fire-Characteristic Index is a measure that is cal-
culated from component fire-test-response characteristics or
intrinsic fire properties. Such an index may make it easier to
distinguish product differences, and because it integrates sev-
eral fire-test-response characteristics, it may permit identifica-
tion of simple evaluation criteria. These are advantages to this
approach. Disadvantages include the need to demonstrate that
the index validly integrates the component characteristics,
which are likely to include the need for comparison of the
index with results from large-scale tests and analyses of real
fires.

8.4.3.1 The intent of this step is to select hazard measures
that will provide valid technical information sufficient to
estimate and make decisions on the product’s contribution to
fire hazard. The final outcomes of damage to people and
property are always the concern of the fire-hazard assessment,
but direct measures of those outcomes need not be used if it can
be shown that simpler procedures and associated measures of
hazard will produce the same assessment of products.

8.4.3.2 This intermediate approach may be of particular
value in cases where scenario variables become overwhelming
or cannot be controlled in the real world.

8.4.4 Calculated Measures of End Outcomes are developed
using equations to calculate measures of the type described in
8.4.1 and 8.4.1.1 from input variables consisting of measures
of the type described in 8.4.2. A fire model is an example of a
set of equations to perform such a calculation.

8.5 Identify and Describe Scenarios:
8.5.1 A scenario is a detailed description of conditions,

including environmental, of one or more of the stages from
before ignition to the completion of combustion in an actual
fire. A fire scenario includes a set of details required to select
and specify test methods, fire model, or calculation procedure
to produce one or more fire-hazard measures. The fire-hazard-
assessment standard includes procedures to identify and de-
scribe scenarios, including procedures for selecting the sce-
narios to be used in the calculation. The standard can also
identify specific scenarios to include or represent in the
calculation.

8.5.1.1 The location of the initial fuel for the fire, its
fire-test-response characteristics, and its intrinsic fire proper-
ties;

8.5.1.2 The location of the ignition heat source and its
heat-release characteristics;

8.5.1.3 Proximities and characteristics of other items near
the first item ignited;

8.5.1.4 A complete layout in an involved building, includ-
ing: number of rooms and floors, room and other area dimen-
sions, and openings and vents between rooms and areas and
between rooms and the outside;

8.5.1.5 Thermal properties of all room linings, fuel loads of
rooms and spaces other than the first room or area involved,
properties and quantities of contents and finishes providing
avenues of flame spread, and properties of barriers (doors,
walls) and conditions required to breach them;

E 1546 – 09

4

Full document details: ASTM E1546-09

http://www.avadocuments.com/doc/astm-e1546-09
http://www.avadocuments.com/doc/astm-e1546-09


S

8.5.1.6 Number of persons, quantities and values of prop-
erty, and the locations and characteristics of people and
property as they affect vulnerability and reaction to fire.

8.5.2 Because the focus of the assessment is a product, the
most important scenario dimensions typically will be those that
either define the fire conditions that cause the product to
become involved in fire or indicate the point in the fire when
the product’s contribution will have the greatest consequence
for hazard. To determine this, it is necessary to answer
questions like these:

8.5.2.1 Is the product a likely first item ignited? This may
be determined through analysis of historical fire experience if
the product has been in use in the same manner for some time.
If the answer is yes, the same analysis can indicate the relative
importance of various types of initial heat sources such as:

(1) Glowing hot object (lighted tobacco product, fireplace
ember or spark, overloaded electrical wire).

(2) Radiant-heat source (appliance designed to, or known
to, produce heat).

(3) Open-flame source (match or lighter, torch, gas fueled
burner or pilot light, fireplace fire, trash fire).

(4) Accelerant-fed fire (arson fire set on the product with
use of accelerants).

8.5.2.2 Is the product a potential major fuel source even if
not the first item ignited? This may be estimated by the
relative quantity and total heat release of the product available
for fire involvement in rooms and areas where fire typically
begins. If the answer is yes, then one might develop parameters
for the heat source exposure to the product.

8.5.2.3 Is the product a potential avenue of flame
spread? This may be estimated from a review of large
historical fires. If the answer is yes, then one might specify
testing of the product using a heat source considered to be
representative of fire conditions for a well-developed fire that
has not yet filled a large room or a floor.

8.5.2.4 How close is the exposed population (or the most
critical property) to the fire, and what does this imply about the
most critical stage of the product’s fire involvement? Consider
the following possible spatial relationships:

(1) Population is in the same room as fire.
(2) Population is in other rooms on the same floor or on an

adjacent floor connected by an open stairway or air-handling
system.

(3) Population is in building but remote from fire (several
floors away or separated from fire by rated fire barriers,
enclosed stairway, or considerable distance).

(4) Population is exposed by fighting the fire, whether as
fire department, facility fire brigade, employees, etc.

(5) Population is exposed after the fire (for example, during
overhaul or cleanup).

8.5.2.5 What are the mental, physical, and age character-
istics of the population?

(1) Is escape hindered due to age, physical infirmity, or
mental capacity?

(2) How much escape time is likely to be needed?
8.5.2.6 Are special installation or structural requirements

necessary to mitigate the hazard?

(1) If the product is being compared to other products in the
same class, is the data used relevant under the same installation
requirements?

(2) Is it clear in reporting on the assessment what mitigat-
ing or protective features are necessary for the hazard measure
to be viable?

8.5.3 If one of the areas listed in 8.5.2 can be identified as
the greatest concern, that may mean that one product fire
performance characteristic is of greatest importance, such as
the product’s ability to generate a significant hazard quickly, its
total hazard capacity (for example, quantity in use), or the
persistence of its hazard during and after suppression opera-
tions. Such determinations can then be used to define test
methods or calculation procedures that will measure the
product’s contribution to fire hazard at those stages of the fire.

8.5.4 In particular, if the greatest concern with a product is
its ability to initiate fire or to produce by itself a rapid onset of
hazardous conditions, then it is most likely that test methods
and calculation procedures need not explicitly address the
product beyond its immediate environment or the specifics of
the population and property at risk. Thus, the analysis can be
cut off at the immediate environment in this case, with little
loss in validity and with reduced computation, if appropriate
checks are incorporated. Conversely, if the greatest concerns
with the product are with its contribution to large fires exposing
remote populations or concentrations of value relatively late in
the fire, then it may be impossible to define a valid fire-hazard-
assessment procedure without explicitly addressing all the
scenario dimensions that define the building.

8.5.5 In each case, the procedure is to use what is known of
the scope and context to identify appropriate parameters for
selection and specification of a test method, model, or calcu-
lation procedure. No algorithms or heuristics exist to fully
specify this process. However, it is common practice to
develop one or more scenarios of the most-common-serious-
fire type (for example, leading causes of fatal fires involving
the product class) and one or more scenarios of the most-
severe-credible-fire type (for example, characteristics of the
deadliest fire involving the product in the past decade). Use of
this most-likely versus most-severe approach has advantages
since this permits substantial use of historical fire experience,
provides a readily understandable context for experts to pro-
vide estimates of key scenarios, and is likely to produce very
diverse scenarios, which provide some assurance that the
product’s fire potential will be fully exercised and that no
surprises are likely to come up.

8.6 Identify Test Methods or Calculation Procedures:
8.6.1 It is likely that in completing the steps in 8.3 (espe-

cially 8.3.2) and 8.4, the developers of a fire-hazard-assessment
standard will have been led to identify appropriate test methods
and calculation procedures capable of producing the designated
hazard measures. The steps in 7.2.1 and 7.2.3 should then have
provided the parameter specifications for those test methods
and calculation procedures.

8.6.2 At this point, the standard developer should be most
concerned about either the possibility that the scenarios defined
in 7.2.1 will require parameters in combinations that no
existing test method or calculation procedure can provide, or
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the possibility that the tests on and experience with the selected
test methods or calculation procedures are not sufficient to
establish that they will produce hazard measures properly
representative of end-outcome hazards in real fires. Therefore,
the developer should carefully review and document the
evidentiary base on the selected test methods and calculation
procedures. If that evidentiary base is insufficient or indicates
important deficiencies in the methods or procedures, then the
developer should address them through some combination of
further research, redesign of the procedure, or limitation of the
scope of the standard.

8.7 Use Scenarios to Define Key Parameters:
8.7.1 A test method or calculation procedure will require a

number of specifications or input values. For example, a test
for the rate of heat release of a burning product will require
specification of the circumstances of ignition (for example,
piloted ignition), the level of incident heat flux, and any
requirements for control of oxygen or humidity levels in the
combustion atmosphere. A calculation procedure for estimating
the development of a fire involving a product may require input
data on the first item ignited in fire, its mass and burning
characteristics, and the distance from the first item to the
product.

8.7.2 Each of the specifications and input values required by
the test methods or calculation procedures should be set on the
basis of inference from the characteristics of the scenario
already selected. This is likely to require use of statistics on
characteristics of relevant historical fires and some documented
judgments by experts. It may also require some iteration, in
which the process of defining key parameters identifies ambi-
guities in the definition of the relevant scenarios, leading to
clarification or even redefinition, and finally to completion of
the process of defining key parameters. The scenarios and the
test methods and calculation procedures need to be defined
compatibly, and iterative modification of all three is likely to be
required to make them fit.

8.7.3 This exercise also may indicate that the chosen sce-
nario is consistent with a range of values for a particular key
parameter. In such a circumstance, the specific value chosen
should be representative of the range.

8.7.4 The process of defining key parameters by inference
from scenario characteristics typically will not follow a unique
course but will be influenced by the quantity and quality of
available information. For that reason, the assumptions made
and the evidence to support them must be clearly documented
as part of the documentation of the fire-hazard-assessment
standard.

8.8 Identify Types and Sources of Data—Data available for
use in a fire-hazard assessment may be of any of these types:
test-response results, based on application of small-scale test
methods or large-scale test protocols: measurements of or
statistics on characteristics of historical fires: or documented
judgments by experts. In selecting data, the following points
should be observed:

8.8.1 The adequacy of the data and data sources should be
assessed relative to basic standards of precision and accuracy
and relative to the calculation procedure’s assumptions as to
what the data represent.

8.8.2 Fire experience data (measurements of or statistics on
characteristics of historical fires) must be shown to have
sufficient precision and level of detail for the use made of it.
Other types of data must be shown to be sufficiently represen-
tative of the real fire situations to which they are meant to
apply. No data source is superior to any other in all respects.

8.8.3 Well-devised large-scale experiments can provide de-
tailed data on full-scale fires. Some fire phenomena may not
manifest themselves in small-scale experiments as they do in
large-scale experiments and real fires, and these phenomena
may not be measurable after the fact in real fires. Therefore,
any fire-hazard-assessment procedure that does not use large-
scale experiments as a data source should be checked against
data from large-scale experiments to establish that relevant
phenomena are being properly captured. If room-scale fire tests
are used, Guide E 603 should apply.

8.8.4 Small-scale experiments offer the greatest potential for
control and therefore may produce very detailed data with
greater repeatability than other data sources. Where possible,
tests shall be standard test methods approved by ASTM
committees. Where appropriate ASTM standards are not avail-
able, other standards that have been developed through a
consensus process should be used.

8.8.5 If data on fire effects on people are estimated or
calculated rather than measured, they should be checked
against fire-experience data to establish that key assumptions
of the estimation or calculation procedure (for example,
calculation procedure formulas or parameters, animal model
used in tests) produce results consistent with relevant fire
experience.

8.8.6 Fire-experience data is based on historical fires and so
cannot provide data on new products or new uses of existing
products. Therefore, it is unlikely that any fire-hazard-
assessment procedure based solely on fire-experience data will
have enough scope of application to be useful.

8.8.6.1 Major sources of fire-experience data include the
U.S. Fire Administration’s (USFA) National Fire Incident
Reporting System (NFIRS),4 the National Fire Protection
Association’s (NFPA)5 major fire investigation reports and Fire
Incident Data Organization (FIDO), the vehicle accident re-
ports of the National Transportation Safety Board (NTSB),6

and the field-study investigations of the Consumer Product
Safety Commission (CPSC).7

8.8.6.2 It should be recognized that each of these sources of
fire experience data necessarily contain limitations in accuracy
and specific detail and should not be taken as absolute.

8.8.7 Data on products, buildings, people, behavior, or any
other element in the hazard analysis must be collected with an
awareness that those involved in fires, or in serious fires, may
differ in important aspects from the larger class of products,
buildings, people, behavior, etc.

4 Available from USFA, 16825 S. Seton Ave. Emmitsburg, MD 21727, http://
www.usfa.dhs.gov.

5 Available from National Fire Protection Association (NFPA), 1 Batterymarch
Park, Quincy, MA 02169-7471, http://www.nfpa.org.

6 Available from NTSB, 490 L’Enfant Plaza East S.W., Washington, DC 20594,
http://ntsb.gov/alj/gc_org.htm.

7 Available from U.S. Consumer Product Safety Commission (CPSC), 4330 East
West Hwy., Bethesda, MD 20814, http://www.cpsc.gov.
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8.9 Identify Criteria or Procedures for Evaluation—At this
point the fire-hazard-assessment procedure will have been
designed sufficiently to indicate which measures are to be used
and how they are to be determined or calculated, but the
interpretation of the results as to expected harm may still pose
additional technical questions.

8.9.1 If more than one fire-test-response characteristic or
intrinsic fire property is to be used to determine hazard, the
standard should specify the procedure to be used in calculating
an overall fire-hazard comparison between the product and a
baseline or between the product and another product or
products. This procedure might be a formula for calculating
one overall hazard measure from several characteristics, in
which case a scientific rationale should be presented for the
formula. The procedure could be a set of decision rules, such as
a rule that one product is better than another only if it is better

in all measures, or better in a measure identified as that of
greatest concern. In using this rule, it may not be strong enough
in a specific case of two products to provide for a definitive
comparison as to the overall hazard, in which case risk may
need to become a determining factor.

8.9.2 If the assessment procedure will not result in expected
harm reported as number of deaths, injuries, or monetary loss,
then the standard should provide guidance on the implications
of the particular values or ranges of the fire-hazard measures
(smoke production, temperature, CO content, etc.) designated
for use.

8.9.3 The standard should not attempt to set a safety
threshold or other pass/fail criterion but should specify all steps
required to determine fire-hazard measures for which safety
thresholds or pass/fail criteria can be meaningfully set by
responsible officials who may use the standard.

APPENDIXES

(Nonmandatory Information)

X1. TERMINOLOGY

X1.1 environment, n—as related to fire, the conditions and
surroundings that may influence the behavior of a material,
product, or assembly when it is exposed to ignition sources of
fire.

X1.2 fire characteristic index, n—a single quantitative
measure that combines two or more fire-test-response charac-
teristics for a material, product, or assembly, all developed
under test conditions compatible with a common fire scenario,
addressing, collectively, the corresponding threat. See also
fire-characteristics profile, fire hazard, fire risk, fire-test-
response characteristic.

X1.3 fire hazard, n—the potential for harm associated with
fire.

X1.3.1 Discussion— A fire may pose one or more types of
hazard to people, animals, or property. These hazards are
associated with the environment and with a number of fire-
test-response characteristics of materials, products, or assem-
blies including, but not limited to, ease of ignition, flame
spread, rate of heat release, smoke generation and obscuration,
toxicity of combustion products, and ease of extinguishment.

X1.4 fire hazard assessment, n—a process for measuring or
calculating the potential for harm created by the presence of a

material, product, or assembly in the relevant fire scenarios.

X1.5 fire risk, n—the probability that a fire will occur and
the potential for harm to life and damage to property resulting
from its occurrence.

X1.6 fire risk assessment, n—a means for computing the
probability of fire loss within a specified period in a defined
occupancy or situation. See fire risk.

X1.7 fire scenario, n—a detailed description of conditions
relevant to the initiation or development of a particular fire.

X1.8 fire-test-characteristic profile, n—array of fire-test-
response characteristics for a material, product, or assembly, all
developed under test conditions compatible with a common fire
scenario, addressing, collectively, the corresponding threat. See
also fire hazard, fire risk, fire-testresponse characteristic.

X1.9 fire test response characteristic, n—a response char-
acteristic of a material, product, or assembly to a prescribed
source of heat or flame, under controlled fire conditions; such
response characteristics may include, but are not limited to,
ease of ignition, flame spread, heat release, mass loss, smoke
generation, fire endurance, and toxic potency of smoke.
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