
Designation: E1593 − 21

Standard Guide for
Assessing the Efficacy of Consumer Products in Reducing
the Perception of Malodor1

This standard is issued under the fixed designation E1593; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This guide covers standard procedures for the quantita-
tive sensory assessment of perceived olfactory intensity of
malodors for the purpose of assessing the malodor reduction
efficacy of consumer products including, but not limited to, air
care, fabric care, home care, pet care, and similar products.

1.2 This guide is not intended to cover axillary deodorancy;
refer instead to Guide E1207.

1.3 Malodors may be from natural or synthetic sources.

1.4 This guide is a compendium of information or series of
options that does not recommend a specific course of action.
The user of this guide is responsible for identifying the most
appropriate test design and using the appropriate statistical
tools to address the experimental design.

1.5 This guide is designed to provide guidance in product
formulation and new product development, and for quality
control issues.

1.6 The scope of this guide does not include all guidance
necessary to support claims. For further guidance the re-
searcher may refer to Guide E1958. The usage of methods
described in this guide can be used as part of a comprehensive
claims support strategy for technical types of claims (such as
claims that the product will create a sensory change when used
on malodor). However, this guide does not address other
important elements of the claim support strategy, including
determining the statistical confidence requirements, or deter-
mination of the consumer relevance of the data obtained, as
discussed in 1.7.

1.7 The testing of products designed to reduce malodors via
sensory testing as outlined in the present Guide can yield
technical support for products’ efficacy claims. The methods
described in this guide—assesors with identified sensory acuity
and trained, malodors that may be lab-created or synthetic, and
controlled exposure to malodors in a controlled indoor

environment—can deliver results with high internal validity.
Internal validity refers to studies designed so that variables that
may obscure the finding of an effect are controlled or managed.
It is important to recognize that internal validity does not
assure external validity. A robust support strategy for a malodor
efficacy claim is stronger with additional evidence that the
sensory effect is consumer perceivable. Such evidence of
product’s malodor reduction efficacy may be, for example,
drawn from studies where consumers serve as evaluators, or
where the product is used to reduce malodors in a more
representative environment (for example, at home).

1.8 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.
Specific precautionary statements are given in Section 6 and
X3.6.3.7.

1.9 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

E253 Terminology Relating to Sensory Evaluation of Mate-
rials and Products

E544 Practice for Referencing Suprathreshold Odor Inten-
sity

E1207 Guide for Sensory Evaluation of Axillary Deodor-
ancy

E1958 Guide for Sensory Claim Substantiation
E2263 Test Method for Paired Preference Test

1 This guide is under the jurisdiction of ASTM Committee E18 on Sensory
Evaluation and is the direct responsibility of Subcommittee E18.07 on Personal
Care and Household Evaluation.

Current edition approved July 15, 2021. Published August 2021. Originally
approved in 1994. Last previous edition approved in 2013 as E1593 – 13. DOI:
10.1520/E1593-21.

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service@astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.
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3. Terminology

3.1 The definitions in this section are specific to this
standard for the purpose of interpreting this standard; in some
cases they may be different than those found in Terminology
E253. For other definitions, see terms described in Terminol-
ogy E253

3.2 Definitions:
3.2.1 activation time—the length of time between when a

product is used (or activated) and its evaluation by assessors.

3.2.2 dose—a general term for the amount of product used

3.2.3 malodor control—a test sample or experimental treat-
ment consisting of a chamber or substrate containing a malodor
without any malodor reducing treatment (sometimes called a
negative control).

3.2.4 malodor counteraction—a reduction in malodor per-
ception achieved by physical removal or chemical alteration of
the malodor molecule.

3.2.5 malodor masking—the reduction or elimination of
olfactory perception of a defined odor stimulus by means of
another volatile substance without the physical removal or
chemical alteration of the defined stimulus from the environ-
ment.

3.2.6 malodor reduction effıcacy—the degree to which a
product treatment or process reduces perceived malodor inten-
sity.

3.2.7 positive control—a blinded sample known to have low
or no malodor. This may be, for example, a productonly sample
or a reference product known to be effective at removing
malodor.

3.2.8 product control—a treatment consisting of a chamber
or treated substrate containing product only (no malodor).

3.2.9 synthetic or surrogate model—a mixture of chemical
components formulated to represent an odor.

3.2.10 treatment—within this guide, treatment refers to the
act or manner in which the product or process being investi-
gated is dispensed into the volume of air or topically applied to
the study substrate for testing.

4. Summary of Guide

4.1 This guide is limited to the assessment of a specific
malodor intensity by trained assessors under controlled labo-
ratory conditions. Methods that reflect actual consumer envi-
ronmental conditions are valid for selected sensory tasks, but
they may be less sensitive. Methods that include highly
controlled environmental conditions will increase the chances
of detecting small differences among treatments. The degree of
control of extraneous experimental factors in an experiment is
variable and is governed by the purpose of the test, amount of
resources available to provide that degree of control, and
desired level of statistical sensitivity (see Appendix X3).

4.2 The procedures described herein provide for the selec-
tion and training of individuals to perform the functions of
trained assessors, and for the presentation of treated or un-
treated samples, or both, to these trained assessors, in order to
evoke an assessment of perceived malodor intensity. These

assessments are performed under controlled conditions in order
to determine the effect of a given product in reducing the
malodor intensity.

4.3 Products should be tested in a manner that maximizes
test sensitivity while remaining consistent with normal product
usage.

5. Significance and Use

5.1 The purpose of this guide is to assess the ability of
consumer products to reduce malodor intensity from a control
state. Several experimental hypotheses are possible, depending
on the objective of the test. Possible objectives with respective
hypotheses are given in Appendix X1.

5.2 Many consumer products are sold commercially with
the intent of providing a means of improving the odor quality
of a volume of air, or the odor quality of a substrate such as
fabric or household surfaces, relative to some existing envi-
ronmental condition. In the case of air care products, this
typically involves the application of an odorous substance into
the air space by means of some active or passive mechanism
(for example, by spraying, or by evaporation). This procedure
is also applicable to other mechanisms of odor reduction (for
example, air filtration, chemical reactions, etc.).

5.3 Selection of representative malodor sources is of critical
importance. The malodor source must be readily available and
of a consistent odor quality. A reasonable malodor source
should be chemically and aesthetically correct. The experi-
menter and client must agree upon the appropriateness of a
malodor source before further details of the test design are
worked out. Experimental variation will be reduced by using
uniform malodor sources. Information collected on malodor
reduction will thus be more comparable from experiment to
experiment and from laboratory to laboratory.

5.4 The procedure recommended can be used for assess-
ment of the malodor reduction and elimination efficacy of
consumer products including: air fresheners, air filtration
products, aerosol/spray and continuous/solid air freshener
products, candles, fabric care products including detergents
and fabric enhancing/conditioning products, surface care prod-
ucts including carpet care products, surface cleaning products
such as sprays etc., pet care products, and other products
intended to deliver a malodor reduction benefit. It should be
noted that while product evaluations are fundamentally the
same, different treatment or measurement techniques may be
necessary because of inherent differences in the product
delivery systems.

5.5 Temporal Aspects—The procedures herein can be ap-
plied to evaluate temporal aspects of product performance,
such as determining how long it takes for a product to work, or
how long it takes malodor to develop (for example, after
treatment, etc.).

5.6 These procedures can be used to assess efficacy against
any standard malodor, regardless of the mechanism of odor
removal.

5.7 This guide is designed to provide guidance in product
formulation and new product development, and for quality
control issues.
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6. Precautions

6.1 Extreme care should be taken when handling and
preparing samples under conditions that will maintain the
odorless state of the laboratory area.

6.2 Appropriate safety precautions should be taken when
handling all chemical compounds.

7. Selection of Assessors

7.1 Purpose—The purpose of this series of tests is to screen
potential assessors for a malodor efficacy panel. The screening
determines olfactory acuity, specific anosmia to malodorants
and fragrance ingredients that are likely components in con-
sumer products, interest, and, if so, availability for testing. It is
very important to know if assessors have any anosmias and, if
so, to what particular odors. This will allow them to be excused
from evaluating odor control products used against that par-
ticular odor. This screening of potential assessors should be
divided into two phases (interview and testing). The two
phases should be conducted as separate sessions (see STP 758
(1)3 for assessor selection considerations).

7.2 Assessor Recruitment—In order to ensure an adequate
number of assessors for testing, a larger number should be
recruited. This is to offset the attrition experienced in
interviewing, testing, and training based on the assumption that
roughly half the number of recruits will fail. A final number of
assessors should be selected in advance. A panel size of 20 is
typically recommended for a scaling experiment. However,
through monitoring panel performance, the researcher may
determine that fewer than 20 assessors are acceptable. Refer to
ASTM MNL26 (2) or Kraemer and Thieman (3), or both, for
other considerations affecting sample size.

7.3 Interview (15 min)—During the interview, it is impor-
tant that the trained assessors fully understand the nature of the
testing for which he/she is volunteering, including the types of
malodors to be used in malodor testing. If the potential assessor
does not feel he/she can overcome any negative biases in
experiencing such malodors, they should not participate. In
addition, he/she should be made aware of and agree to the time
commitment expected, scheduling of testing, and “good testing
practices” such as the following: refraining from smoking,
refraining from wearing perfumed or fragranced personal care
products on the day of testing, and so forth. A short question-
naire regarding the person’s physical health should be admin-
istered to determine whether the candidate has nasal or upper
respiratory allergies, asthma, or is prone to frequent colds.
These conditions may result in a decrease in an assessor’s
sensitivity and performance.

7.4 Testing—The key concept in this phase of screening is to
ensure that the panel is able to (1) discriminate, and (2) detect
the designated malodorant(s). A sequential analysis technique
is one way to accomplish this (4).

7.4.1 Recruits should be tested to determine their ability to
detect and discriminate the malodors of interest. Appropriate

testing methods for assessing ability include discrimination,
ranking, or intensity scaling, or a combination thereof. It is
good practice to conduct such assessments in the manner in
which the assessors will ultimately make evaluations, for
example on fabric or in chambers.

7.4.2 The malodorant(s) in question should be the focus of
the screening. Several concentrations of each of the malodor-
ant(s) should be chosen for this testing. The concentrations
should be representative of intensities experienced during
regular malodor efficacy testing to include high and low levels.

7.4.3 Selected concentrations of each of the malodorants
should be presented to recruits in a manner consistent with the
difference testing procedure described in ASTM MNL26 (2).

7.4.4 The selection of assessors should first rest on the
results of the acuity testing. Additional subjective tests for
selected assessors may be necessary to accept or reject them
(that is, attitude, timeliness, and compliance). If the number of
recruits is greater than required, the additional subjective
information gained from the interview process should be
applied.

8. Training of Panel

8.1 Purpose—The purpose of the experimental procedures
discussed here is to recommend a program of training for a
group of qualified individuals to perform malodor reduction
efficacy assessment. Malodor reduction can be measured as
changes in detection, discrimination, intensity,
characterization, or combinations thereof.

8.2 Panel training is accomplished in three phases: (1)
orientation, (2) mock efficacy studies, and (3) regular monitor-
ing of assessor performance (see STP 758 (1) for panel training
considerations).

8.2.1 Orientation—One or more orientation sessions should
be held for the trainees. The objective of the orientation is to
familiarize the assessors with the task of evaluating malodor
reduction efficacy as objectively as possible in order to reduce
the experimental error. Orientation should include introducing
the assessors to each other and to test personnel involved in
conducting malodor efficacy, explaining the purpose of mal-
odor reduction efficacy testing in the company, orienting and
training assessors to the selected rating scale, discussing
typical testing procedures, describing assessor’s
responsibilities, and providing a tour of the facilities used to
conduct malodor efficacy testing.

8.2.2 Mock Effıcacy Study—One or more mock studies for
training may be arranged to give the assessors the opportunity
to practice making efficacy evaluations. Such practice tests
should include treatments with known efficacy against the
selected malodor and may include all types of products that
will be tested by the panel. The study may be similar to an
actual efficacy test in order to smooth the transition from
training to regular testing. Assessors should be given the
opportunity to practice and demonstrate the ability to make the
required odor measurements, which may include intensity
judgments, discrimination tests, odor characterizations, or
combinations thereof. In addition, through discussion and
feedback, assessors should be trained to “smell through” any
extraneous odor(s), such as the fragrance of the product, to

3 The boldface numbers in parentheses refer to the list of references at the end of
this standard.
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evaluate malodor intensity. Individual assessor performance
can be monitored during the training phase by analyzing for
individual assessor variability. Individuals who exhibit errant
results should undergo additional training and monitoring.
However, repeated underperformers should be dropped from
the panel.

8.2.3 Replications (for Assessor Monitoring)—After initial
training, performance of assessors should be monitored to
ensure consistency over time. This may be done by using
replications. The number of replications obtained varies with
the degree of experience of the panel. A group that is being
used for the first time or is in the orientation stage may require
more replications. The task, the intensity of the malodor, the
test facility capacity, and the olfactory fatigue all need to be
considered when determining the number of replications. A
minimum of two replications is required in order to ensure that
the data are reproducible and one can monitor the assessor’s
performance.

9. Selection and Qualification of Malodor Sources

9.1 Synthetic malodors are used widely in odor testing
involving the determination of product efficacy. The synthetic
malodor is used to represent the actual odor. Synthetic mal-
odors have several advantages, most of which center on
avoiding logistical and safety difficulties associated with using
the actual malodor source (for instance, fecal odors). Another
advantage is better reproducibility. In general, laboratory
efficacy testing involves the screening of various materials for
their efficacy in reducing the perceived level of malodor
intensity.

9.1.1 When synthetic malodors are used, they must be
developed to be as similar as possible to the odor experienced
by the consumer, in both the chemical and perceptual sense.
Thus, any synthetic malodor sample model used should have
been tested previously for its validity as a sample of the actual
odor.

9.1.2 There are many potential techniques for accomplish-
ing validation. The application of each technique, be it
descriptive, discrimination, or consumer testing, must be
evaluated on its own merit. It is not within the scope of this
guide to enumerate the details of all techniques; however, it is
imperative that the results should indicate clearly that the
synthetic malodor is reasonably similar to the actual malodor
as experienced by the consumer.

9.2 The use of surrogate malodors may also be appropriate.
Surrogates are created to represent natural odors when prepa-
ration of the natural odor would be too complex or raise safety
concerns. Surrogate malodors may be created for example, by
using a standard set of microbes, nutrients, and incubation
conditions to represent a malodor that may be naturally formed
under more complex conditions. Wood smoke may be consid-
ered as surrogate for tobacco smoke.

9.2.1 The development of surrogate malodor should follow
the same principles as outlined above for synthetic odors
regarding consumer relevance and chemical behavior. Results
of the tests with surrogate malodors will need validation to
verify that the response of the surrogate is the same as the
actual malodor.

9.3 Natural malodors must also be chosen with care and
may require validation similar to synthetic odors. For example,
the malodor source may require heating, or blending of
ingredients such as in the case of a cooking odor. Odors on
fabric that are produced by microbial action may be influenced
by storage temperature, time, and moisture conditions. Such
preparation methods and ingredient choices must be developed
to produce odors that are as similar as possible to those
experienced by the end consumer.

9.4 The following criteria may be used to validate the
choice of malodorant(s). One or all of these criteria may be
appropriate, depending on the specific mode of action of the
products.

9.4.1 Chemical Composition—If the product is meant to
function by some physical method (other than masking), the
chemical composition of the malodor sample is critical. The
chemical compositions of the malodor sample and samples of
the actual malodor source should be determined by appropriate
analytical methods. Similarities and differences should be
noted and evaluated for relative importance.

9.4.2 Multiple Choice Data—The data generated from a
multiple choice descriptor panel can be used to support a
potential malodor sample. Malodor samples should be pre-
sented at appropriate intensities. The number of assessors,
malodor samples, and possible descriptors should be consid-
ered before beginning any such test. Other factors to consider
include the sample presentation, descriptor terms, and accep-
tance criteria. For an example ballot and profiles, see Appendix
X2.

9.4.3 Odor Profile Data—The data generated from an odor
profile panel can also be used to support a potential malodor
sample. Although this procedure is more time and resource
intensive, it will provide more detailed information on major
and minor odor descriptors that are detected in a potential
malodor sample. The considerations discussed relative to the
multiple-choice tests should also be considered for odor profile
tests. For information concerning odor profiling, see Dravnieks
(5) or Jeltema and Southwick (6), or both.

9.5 Toxicological Review—The malodor sample should be
subjected to a safety review by the appropriate health and
safety professionals to ensure that human health is not
endangered, and that assessors are not being exposed to
regulated substances at levels exceeding those allowed by law.

10. Sample Preparation Procedure

10.1 Sample Preparation:
10.1.1 Sample preparation is dependent on the use of the

product and nature of the individual malodor standard.
10.1.2 Measurement of product performance requires a

minimum of two test samples: (1) a (usually blinded) untreated
malodor control, and (2) a combination of malodor and
product. If desired, the test can include a sample consisting of
a product alone, that is, without malodor. Several different test
samples may be evaluated in the same panel session. The test
samples are in addition to any identified control such as
described in 11.2.1.

10.1.3 The number of test samples that can be evaluated in
a single session will depend on the number of chambers or
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