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1. Scope

1.1 This guide covers uniform methods for expressing
temperature, temperature values, and temperature differences.

1.2 This guide is intended as a supplement to IEEE/ASTM
SI-10.

2. Referenced Documents

2.1 ASTM Standards:>

E344 Terminology Relating to Thermometry and Hydrom-
etry

IEEE/ASTM SI-10 Standard for Use of the International
System of Units (SI): The Modern Metric System

3. Terminology

3.1 General—Standard terms used in this guide are defined
in Terminology E344 and in IEEE/ASTM SI-10.

4. Basic Concepts

4.1 Temperature is a fundamental measurable quantity des-
ignated by the symbol T or the symbol ¢ (see 5.1). In
expressions of dimensions the symbol 6 is sometimes used to
indicate the dimension temperature.

4.2 A temperature value is expressed in terms of a tempera-
ture scale. The complete description consists of a numerical
value designating the magnitude, a unit, and, where appropri-
ate, a tolerance or uncertainty. Both the numerical value and
unit depend upon the scale.

4.3 A unit of temperature is understood to mean an interval
on a temperature scale.
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4.4 A temperature difference, interval, or increment is also
described by a numerical value designating the magnitude, a
unit, and, where appropriate, a tolerance or uncertainty.

5. Temperature Scales

5.1 Thermodynamic Temperature Scales:

5.1.1 By international agreement, the theoretical tempera-
ture scale to which all temperature values should be ultimately
referable is the Kelvin Thermodynamic Temperature Scale
(KTTS). A value of temperature expressed on the KTTS is
known as a thermodynamic temperature, symbol 7.

5.1.2 The unit of thermodynamic temperature is the kelvin,
symbol K. The kelvin is a base unit in the International System
of Units (SI).

Note 1—The symbol for the kelvin is the capital letter K only; the
degree sign (°) is not used.

5.1.3 The expression of a value of thermodynamic tempera-
ture is written:

T=n K ey

where:
n, = anumerical value designating the magnitude,
K = the symbol for the unit kelvin.

The magnitude may also be represented by the notation 77K.

5.1.4 A thermodynamic temperature may be expressed as a
Celsius temperature. The symbol ¢ is to be used to designate a
Celsius temperature, but if this symbol leads to a conflict in
notation in a given context, it is acceptable to use the symbol
T instead to designate a Celsius temperature.

5.1.5 The unit of Celsius temperature is the degree Celsius,
symbol °C. The degree Celsius is a derived SI unit.

Note 2—The symbol for the degree Celsius consists of the degree sign
(°) followed by the capital letter C. Neither the degree sign nor the letter
C alone represents the degree Celsius.

5.1.6 The expression of a value of Celsius temperature is
written:

t=n.°C )
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n’
where:
n. = anumerical value designating the magnitude,
°C = the symbol for the unit degree Celsius.

The magnitude may also be represented by the notation #/°C.

5.1.7 By definition, at any temperature, a temperature incre-
ment of one degree Celsius is equal to a temperature increment
of one kelvin.

5.1.8 By definition, the Celsius temperature ¢t =0 °C is the
same as the thermodynamic temperature 7 =273.15 K. The
relation between numerical values associated with both expres-
sions of a temperature is therefore given by:

n, =n, — 273.15 3)

where:
t = n, °C is the same temperature as 7 = n, K.

5.2 Practical Temperature Scales:

5.2.1 Practical temperature scales have been established by
international agreement for the practice of temperature mea-
surement; among them are the International Practical Tempera-
ture Scale of 1968, the International Practical Temperature
Scale of 1948, and the International Temperature Scale of
1927.3

5.2.2 Practical scales are designed so that a numerical value
of temperature expressed on the scale is close to the numerical
value of thermodynamic temperature. Because the KTTS is
difficult to implement, the vast majority of temperature mea-
surements are based on a practical scale.

5.2.3 There are two practical temperature scales now in use,
superseding all others. The International Temperature Scale of
1990* defines temperatures above 0.65 K. The Provisional
Low-Temperature Scale from 0.9 mK to 1 K> defines tempera-
tures between 0.9 mK and 1000 mK..

5.2.4 A value of temperature on a practical temperature
scale may be expressed either in kelvins or in degrees Celsius
using the designations, symbols, and relations given in 5.1.

6. Expression of Values of Temperature

6.1 Temperature Scale Identification:

6.1.1 It is important that the temperature scale upon which
values of temperature are expressed be identified in a docu-
ment. When reference to more than one scale is made in a
document, or when critical data are presented, scale identifi-
cation is essential.

6.1.2 Thermodynamic temperatures may be identified as
such, or with reference to the KTTS. If values of temperature
are expressed on a practical temperature scale, the scale should
be identified. The identification may be an abbreviation, as
defined in the text of the scale; for example, the International
Temperature Scale of 1990 is abbreviated ITS-90 and the

3 Evolution of the International Practical Temperature Scale of 1968, ASTM STP
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Provisional Low-Temperature Scale from 0.9 mK to 1 K is
abbreviated PLTS-2000.

6.1.3 Scale identification may be placed in text, in foot-
notes, in table headings, or in figures, as appropriate.

6.1.4 A scale may also be identified by a subscript associ-
ated with a quantity symbol; for example, T, and tp, for
thermodynamic temperatures and Ty, and fy, for temperature
values on ITS-90.

6.2 Numerical Format:

6.2.1 Numerical values of temperature should be expressed
as decimal numbers.

6.2.2 Except in very special circumstances, exponential
format should be avoided.

6.3 Unit Symbol Format:

6.3.1 The unit symbol should be separated from the numeri-
cal value by a single space. There should be no space between
the degree sign and the letter C. Punctuation is not part of the
unit symbol; only punctuation required by context or grammar
should follow the unit symbol.

6.3.2 In an expression of a range of temperature values, the
same unit symbol should be used with each value in the range;
for example: “over the temperature range 16 K to 50 K” or
“any temperature between 20 °C and 30 °C.”

6.3.3 Multiple and submultiple prefixes should not normally
be used with the unit for the expression of values of tempera-
ture, for temperatures above 1 K. For temperatures below 1 K,
a submultiple may be used. The preferred submultiple is 0.001
(prefix “milli,” symbol m).

6.3.4 When a tolerance or uncertainty is associated with a
value of temperature, both the value and the tolerance or
uncertainty should be expressed with the same unit. Unit
prefixes should not normally be used. The unit symbol should
follow each numerical value. For example:

ty = 60.0 °C + 1.5 °C @)
Top = 273.150K + 0.001 K (5)

6.3.5 When a tolerance or uncertainty is presented in a
format not directly associated with a value of temperature, a
unit prefix may be used. The preferred submultiple is 0.001
(prefix “milli,” symbol m). For example, the uncertainty u of a
temperature value may be expressed:

u(ty;) = 0.7 mK (6)

7. Expression of Temperature Differences, Intervals, and
Increments

7.1 Temperature differences, intervals, and increments are
normally understood to be expressed with reference to the
same temperature scale as are values of temperature, within a
given context. Where there is a possibility of misunderstand-
ing, the temperature scale should be explicitly identified.

7.2 A small temperature difference, interval, or increment
may be expressed in terms of a submultiple of the appropriate
unit of temperature. The use of unit prefixes to indicate
submultiples should follow the guidelines in IEEE/ASTM
SI-10. The preferred submultiple is 0.001 (prefix “milli,”
symbol m).

7.3 The magnitude of a temperature increment at a particu-

lar temperature is sometimes expressed Bﬂﬂzum&nt&r
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