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Standard Test Method for
Analysis of Acetic Anhydride Using Gas Chromatography

This standard is issued under the fixed designation E 1616; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone} indicates an editorial change since the last revision or reapproval.

1. Scope interference. Therefore, an efficient gas chromatographic col-
1.1 This test method describes the determination of assaymn in good condition should be used in order to ensure the
and impurities in acetic anhydride by gas chromatography. ThB€cessary chromatographic separations and proper peak shapes

acetic anhydride should be at least 95 % pure. so that good quantitative data may be obtained.
1.2 This standard does not purport to address all of the 6.2 This analysis is based upon the assumption that all
safety concerns, if any, associated with its use. It is th€omponents are eluted from the gas chromatographic column.

responsibility of the user of this standard to establish appro-, Apparatus

priate safety and health practices and determine the applica-
bility of regulatory limitations prior to useFor specific hazards /-1 Gas Chromatograph-Any gas chromatograph
equipped with a flame ionization detector and a split injection

statements see Section 9. ! )
system for use with capillary columns that can be operated at

2. Referenced Documents the conditions given in Table 1.
2.1 ASTM Standards: 7.2 Column—The column must give satisfactory resolution
E 355 Practice for Gas Chromatography Terms and Relg@Nd proper peak shapes for the components listed in Fig. 1.
tionship@ Table 1 contains a description of a column that has been found
satisfactory.
3. Terminology 7.3 Recorder/Integrater—Electronic integration is recom-
3.1 Definitions—For definitions of terms used in this test mended for this analysis.
method, see Practice E 355. 7.4 Syringe 10-pL capacity.
4. Summary of Test Method 8. Reagents

4.1 The sample is injected onto a gas chromatographic 8.1 Purity of Reagents-Reagent grade chemicals shall be
column. The components are separated as they pass throu@?ﬁ‘d in all tests. Unless otherwise indicated, it is intended that
the column with helium carrier gas, their presence in theall reagents conform to the specifications of the Committee on
effluent is detected by a flame ionization detector, and recordefinalytical Reagents of the American Chemical Society where
as a chromatogram. The concentrations of sample componerfidch specifications are availai®©ther grades may be used,

are calculated as weight percentages using area normalizatigifovided it is first ascertained that the reagent is of sufficiently
high purity to permit its use without lessening the accuracy of

5. Significance and Use the determination.

5.1 This test method provides for the determination of assay 8.2 High-Purity Acetic Anhydride (99.8 % or Greater
and impurities in acetic anhydride. Acetic anhydride is used afurity)—lIt is important that the acetic anhydride used to
an intermediate in many chemical processes. Its relativerepare calibration standards be as pure as possible. If the
concentration affects the efficiency of these processes. This teggetic anhydride specified by this test method is not suitable for
method provides a test procedure for assay and impuritgtandard preparation, it should be redistilled prior to use or

specification acceptance as well as manufacturing control. another source found. Note that American Chemical Society
reagent grade acetic anhydride may not be sufficiently pure for

6. Interferences this procedure. Its titration assay will include other anhydrides
6.1 This test method describes the chromatographic separgresent as well as acetic anhydride.

tion of possible impurities in acetic anhydride. Other impurities 8.3 Carrier Gas—Chromatographic-grade helium.

could coelute with the known components and cause an

3Reagent Chemicals, American Chemical Society Specificatiomerican
1 This test method is under the jurisdiction of ASTM Committee E15 on Chemical Society, Washington, DC. For suggestions on the testing of reagents not
Industrial and Specialty Chemicals and is the direct responsibility of Subcommittedisted by the American Chemical Society, s@salar Standards for Laboratory

E15.02 on Product Standards. Chemicals BDH Ltd., Poole, Dorset, U.K., and thénited States Pharmacopeia
Current edition approved June 15, 1994. Published August 1994. and National FormularyU.S. Pharmaceutical Convention, Inc. (USPC), Rockville,
2 Annual Book of ASTM Standardéol 14.02. MD.
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TABLE 1 Instrument Conditions for Acetic Anhydride Analysis free of detectable levels of acetic acid; however, with purifi-
Column: cation, the amount of acetic acid in the anhydride can be

ggif;%ar e ‘;‘:zzgﬁr']'f:d et siicone minimized. To perform this blank run, inject 1.0 pL of the

Film thickyngss’ um 052 Y acetic anhydride onto the chromatographic column. Analyze

Length, m 50 the blank in accordance with the conditions specified in Table

Inside diameter, mm 0.32 1. If any impurity is present at a concentration of greater than
Temperature, °C: 0.05 % by area, it is advisable to purify the acetic anhydride

Inlet 250 prior to use.

Deector o 11.1.1 The most likely impurity to remain in acetic anhy-

dride, even after purification, is acetic acid. Retain the results

Carrier Gas: of this blank run for later use in the determination of response

Helium factors for the calibrated components noted in this test method.
Injection System: 11.1.2 Relative retention times for possible components are

Split injection; 100:1 split ratio given in Table 2 and a chromatogram is shown in Fig. 1.
Detector: 11.2 Acalibration standard should be prepared containing at

Flame ionization

Detector Gases, mL/min:

least acetic acid and acetic anhydride. Other components may
be calibrated as needed. Approximate amounts are given in

Hydrogen 30 Table 3.
Air 350 11.2.1 During standard preparation, the exact amounts of all
Helium, makeup 30

components shall be recorded.
11.3 After analyzing the acetic anhydride blank, analyze the
. . . calibration standard described in 11.2. Inject 1.0 pL of the
gg g:::g:g{ ggs ﬁ'rd_rfr:gt_mgg ggg/“tyrgrdaede' standard onto the chromatographic column. Analyze the stan-
8.6 Pure com osunyds fgor calibr.ationo gould-include aceticdard in accordance with the conditions specified in Table 1.
o . P . ) o 11.4 Calculate response factors to four decimal places for all
acid, ethylidene diacetate, mesityl oxide, and acetonitrile. The

purity of all reagents should be 99 % or greater. If the purity iScomponents relative to acetic anhydride using the following

less than 99 %, the concentration and identification of impuri-equatlon:
ties must be known so that the composition of the standard can E o WIR) )
be adjusted for the presence of the impurities. © WIR—Ry)

8.7 Propionic anhydride and propionic acid are not inCIUdedwhere'
in the calibration of this test method. The propionic anhydride g~ = response factor for Compound X relative to acetic
or propionic acid would react over time to form the mixed * anhydride
anhydride, acetic-propionic anhydride. W, weight of bompound X, g,
R, peak response of acetic anhydride,
9. Hazards W, = weight of acetic anhydride, g,
9.1 Consult current Occupational Safety and Health Admin-R, peak resonse of Compound X in the standard, and
istration (OSHA) regulations and supplier's Material Safety R, peak resonse of Compound X in the blank.
Data Sheets for all materials used in this test method. The only components for which response factors are deter-
9.2 Acetic anhydride is a corrosive, both as a liquid and amined are acetic acid, ethylidene diacetate, acetonitrile, and
vapor. Itis severely damaging to the eyes and skin. It can causfiesityl oxide. All other components are assigned relative
delayed burns if not removed immediately. response factors of 1.0000.
9.3 Acetic anhydride is combustible. Its vapor is flammable 115 |t is advisable that the determination of response
in the range from 2.7 to 10.3 volume % in air. Possible ignitionfactors be made on the basis of duplicate analyses.
sources shall be avoided. _ _ 11.6 Response factors should be checked after any percep-
9.4 Warning—Acetic anhydride reacts violently with wa-  tipje change in column or instrument performance.
ter. Handle and dispose of all samples so as to minimize any

contact with water. 12. Procedure

10. Preparation of Apparatus 12.1 Inject 1.0 pL of sample onto the chromatographic

10.1 Follow the manufacturer’s instructions for mounting column. q qi he ch . h
and conditioning the column into the chromatograph and 12-2 Record and integrate the chromatogram using the

adjusting the instrument to the conditions described in Table 1cONditions given in Table 1. . . _
Allow sufficient time for the equipment to reach equilibrium. ~ 12-3 A typical chromatogram of acetic anhydride spiked
with known impurities is shown in Fig. 1.

11. Calibration

11.1 Prior to standard preparation, the acetic anhydride usetf- Calculation
to prepare the calibration standard must be analyzed to 13.1 Calculate the concentrations sample components
determine purity. It is difficult to obtain acetic anhydride that is using the following equation: ocuments
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