. . . .S,
NOTICE: This standard has either been superceded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

QH”) Designation: E 1681 — 99 <!

Standard Test Method for
Determining Threshold Stress Intensity Factor for

Environment-Assisted Cracking of Metallic Materials 1

This standard is issued under the fixed designation E 1681; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

€' Note—Committee and Subcommittee jurisdictions were editorially revised in April 2000.

1. Scope E 399 Test Method for Plane-Strain Fracture Toughness of
1.1 This test method covers the determination of the Metallic Materials _

environment-assisted cracking threshold stress intensity factor E 647 Test Method for Measurement of Fatigue Crack

parameters, [ c and Keaeo for metallic materials from Growth Rate$ _ .

constant-force testing of fatigue precracked beam or compact E 1823 Terminology Relating to Fatigue and Fracture Test-

fracture specimens and from constant-displacement testing of N9

fatigue precracked bolt-load compact fracture specimens. G 1 Practice for Preparing, Cleaning, and Evaluating Cor-
1.2 This test method is applicable to environment-assisted _fosion Test Specimefis _ o
cracking in aqueous or other aggressive environments. G 5 Standard Reference Method for Making Potentiostatic

1.3 Materials that can be tested by this test method are not _and Potentiodynamic Anodic Polarization Measurenfents

limited by thickness or by strength as long as specimens are of G 15 Terminology Relating to Corrosion and Corrosion
sufficient thickness and planar size to meet the size require- Testing
ments of this test methqd. . . ' 3. Terminology
1.4 A range of specimen sizes with proportional planar L
dimensions is provided, but size may be variable and adjusted 3-1 Definitions: _ .
for yield strength and applied force. Specimen thickness is a 3.1.'1 For definitions of terms relatlpg to fracture testing
variable independent of planar size. used in this test method, refer to Terminology E 1823.
1.5 Specimen configurations other than those contained in 3.1._2 F(_)r definitions of terms relatln_g to corrosion testing
this test method may be used, provided that well-established€d in this test method, refer to Terminology G 15.
stress intensity calibrations are available and that specimen 3-1.3 stress-corrosion cracking (SC€ja cracking process
dimensions are of sufficient size to meet the size requirement§@t requires the simultaneous action of a corrodent and
of this test method during testing. sustained tensile stress. _
1.6 This standard does not purport to address all of the 3:1.4 stress intensity factor threshold for plane strain
safety concemns, if any, associated with its use. It is th&nvironment-assisted cracking \@[FL™*%)—the highest
responsibility of the user of this standard to establish appro-valué of the stress intensity factat)(at which crack growth is

priate safety and health practices and determine the applical©t observed for a specified combination of material and
bility of regulatory limitations prior to use. environment and where the specimen size is sufficient to meet

requirements for plane strain as described in Test Method

2. Referenced Documents E 399.
2.1 ASTM Standards: 3.1.5 stress intensity factor threshold for environment-
D 1141 Specification for Substitute Ocean Water assisted cracking (K.c [FL™*4)—the highest value of the

E 8 Methods for Tension Testing of Metallic Materfals ~ Stress intensity factorK) at which crack growth is not
observed for a specified combination of material and environ-

ment and where the measured value may depend on specimen

- thickness.

* This test method is under the jurisdiction of ASTM Committee E-8 on Fatigue ~ 3.1.6 physical crack size fL])—the distance from a
and Fracture and is the direct responsibility of Subcommittee E08.06 on Crackafarence plane to the observed crack front. This distance may
Growth Behavior.

Current edition approved April 10, 1999. Published August 1999. Originally represent an average of several measurements along the crack
published as E 1681 - 95. Last previous edition E 1681 - 95.

2 Annual Book of ASTM Standardgol 11.02. -

3 Annual Book of ASTM Standardgol 03.01. 4 Annual Book of ASTM Standardgol 03.02.
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front. The reference plane depends on the specimen form, aretld under constant force or held under constant displacement
it is normally taken to be either the boundary or a plane(defined in 6.2) for a prescribed length of time, during which
containing either the loadline or the centerline of a specimen ofailure by crack growth leading to fracture may or may not
plate. The reference plane is defined prior to specimen deforccur. Keac and Keac are defined as the highest value of stress

mation. intensity factor at which neither failure nor crack growth
3.1.7 original crack size (g[L]) —the physical crack size at occurs. The stress intensity factdf)(is calculated from an
the start of testing. expression based on linear elastic stress analysis. To establish

3.1.8 original uncracked ligament (L]) —distance from a suitable crack-tip condition for constant force tests, the
the original crack front to the back edge of the specimgn=b  stress-intensity level at which the fatigue precracking of the

W - ga). specimen is conducted is limited to a value substantially less
3.1.9 specimen thickness (B[l-}}the side-to-side dimen- than the measured K. or Kgac values. For constant dis-
sion of the specimen being tested. placement tests, the stress-intensity level at which the fatigue

3.1.10 tensile strengthd,s [FL ~?])—the maximum tensile precracking of the specimen is conducted is limited to the
stress that a material is capable of sustaining. Tensile strengtequirements of Test Method E 399. The validity of thg A&
is calculated from the maximum force during a tension teswvalue determined by this test method depends on meeting the
carried to rupture and the original cross-section area of theize requirements to ensure plane strain conditions, as stated in
specimen. Test Method E 399. The validity of theds{ value depends on
3.2 Definitions of Terms Specific to This Standard: meeting the size requirements for linear elastic behavior, as
3.2.1 environment-assisted cracking (EASa cracking stated in the Test Method E 647.
process in which the environment promotes crack growth or 4.1.2 This test method can produce information on the onset
higher crack growth rates than would occur without theof environment-assisted crack growth. Crack growth rate
presence of the environment. information can be obtained after crack nucleation, but the
3.2.2 normalized crack size (a/WWAthe ratio of crack size, method for obtaining this information is not part of this test
a, to specimen widthyV. Specimen width is measured from a method(1).5
reference position such as the front edge in a bend specimen or4.2 The mechanisms of environment-assisted cracking are
the loadline in the compact specimen to the back edge of thearied and complex. Measurement of g% or Kigac value
specimen. for a given combination of material and environmental pro-
3.2.3yield strength ¢,JFL™?)—the stress at which a vides no insight into the particular cracking mechanism that
material exhibits a specific limiting deviation from the propor- was either operative or dominant. Two prominent theories of
tionality of stress to strain. This deviation is expressed in termgnvironment-assisted cracking are anodic reaction and hydro-
of strain. gen embrittlemen{2). The data obtained from this test method

Note 1—In this test method, the yield strength determined by the 0.2 %may be interpreted by either theory of environment-assisted

offset method is used. cracking.

. . _ 4.3 Specimen thickness governs the proportions of plane

f3'2'.4 Qﬁ:act!v%yleld stringrt]h:@[FL J)—an a;]ssqu:ad value  grain and plane stress deformation local to the crack tip, along

of uniaxial yield strength that represents the influences ofi the environmental contribution to cracking. Since these
plastic yielding upon fracture test parameters. For use in thlg

hod. iti lculated h fthe 0.2 % off ol hemical and mechanical influences cannot be separated in
method, itis calculated as the average of the 0.2 % offset yield, e material/environment combinations, thickness must be
strengthoy g and the ultimate tensile strengiky;g or

treated as a variable. In this test method, however, the stress in
oy = (oys + o719 /2 (1)  the specimen must remain elastic. For these reasons, two
3.2.5 notch length (g(L))—the distance from a reference threshold values of EAC are defined by this test method. The

plane to the front of the machined notch. The reference planBleasurement of i, requires that the thickness requirements
depends on the specimen form and normally is taken to bef plane strain constraint are met. The less restrictive require-
either the boundary or a plane containing either the loadline oments of ke, are intended for those conditions in which the

the centerline of a specimen or plate. The reference plane [§sults are a strong function of the thickness of the specimen
defined prior to specimen deformation. and the application requires the testing of specimens with

thickness representative of the application.

4. Summary of Test Method 4.4 A variety of environmental (temperature, environment
4.1 This test method involves testing of single-edge notchedomposition, and electrode potential, for example) and metal-

[SE(B)] specimens, compact [C(T)] specimens, or bolt-loadurgical (yield strength, alloy composition, and specimen

compact [MC(W)] specimens, precracked in fatigue. Thegrientation) variables affect & and Kgac.

single-edge notched beam specimen is tested by dead weight

loading. An environmental chamber is either attached to thé&. Significance and Use

specimen, or the specimen is contained within the chamber. 5.1 The parameters g or K,gac determined by this test

The chamber must enclose the portion of the specimen Whef@ethod characterize the resistance to crack growth of a
the crack tip is located. Prescribed environmental conditions

must be established and maintained within the chamber at all

times during t_he test. . . > The boldface numbers in parentheses refer to the list of references at the end of
4.1.1 Specimens shall be deadweight loaded or otherwisegis standard. Documents
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material with a sharp crack in specific environments undedeveloped for Test Method E 647 to achieve predominately
loading conditions in which the crack-tip plastic region is smallelastic behavior in the specimen. Test Method E 647 size
compared with the crack depth and the uncracked ligamentequirements for compact specimens should be applied to both
The less restrictive thickness requirements gf,K are in-  the compact specimen and the beam specimen. The specimen
tended for those conditions in which the results are a strongize validity requirements for a K.c value meet the size
function of the thickness of the specimen and the applicatiomequirements developed for plane strain conditions for Test
requires the testing of specimens with thickness representatidethod E 399.
of the application. Since the chemical and mechanical influ- 5.1.4 Evidence of environment-assisted crack growth under
ences cannot be separated, in some material/environmegonditions that do not meet the validity requirements of 7.2
combinations, the thickness must be treated as a variable. may provide an important indication of susceptibility to
K_. or Kigac value is believed to represent a characteristicenvironmental cracking but cannot be used to determine a valid
measurement of environment-assisted cracking resistance inKaac value(14).
precracked specimen exposed to an environment under sus-5.1.5 Environment-assisted cracking is influenced by both
tained tensile loading. A K. or K,zac Value may be used to mechanical and electrochemical driving forces. The latter can
estimate the relationship between failure stress and defect sixary with crack depth, opening, or shape and may not be
for a material under any service condition, where the combiuniquely described by the fracture mechanics stress intensity
nation of crack-like defects, sustained tensile loading and théactor. As an illustrative example, note the strong decrease
same specific environment would be expected to occur. (Backeported in Ks.° with decreasing crack size below 5 mm for
ground information concerning the development of this tessteels in 3 % NaCl in water solutiqd5). Geometry effects on
method can be found in Re{8-18) K similitude should be experimentally assessed for specific
5.1.1 The apparent & or Keac Of a material under a material/environment systems. Application modeling based on

given set of chemical and electrochemical environmentaeac Similitude should be conducted with caution when
conditions is a function of the test duration. It is difficult to SuPstantial differences in crack and specimen geometry exist
furnish a rigorous and scientific proof for the existence of aP€tween the specimen and the component. _
threshold(4, 5). Therefore, application of K¢ or K,gac data 5.1.6 Not all combinations of material and environment will
in the design of service components should be made witheSult in environment-assisted cracking. In general, suscepti-

awareness of the uncertainty inherent in the concept of a trulity 10 aqueous stress-corrosion cracking decreases with
threshold for environment-assisted cracking in metallic mated€creasing material strength level. When a material in a certain
rials (6, 18) A measured K, or Keac value for a particular environment is not susceptible to environment-assisted crack-

combination of material and environment may, in fact, reprednd: it will not be possible to measureghc or Kigac: This
sent an acceptably low rate of crack growth rather than afi€thod can serve the following purposes:
absolute upper limit for crack stability. Care should be exer- 5.1.6.1 In research and development, valighK or Kigac

cised when service times are substantially longer than teg[atg can quantitatiyely establish the.effects ofmetlallurgical and
times. environmental variables on the environment-assisted cracking

5.1.2 The degree to which force deviations from stancres'Stance of mat.enals. . .
. h 5.1.6.2 In service evaluation, valid{c or K,gac data can
tensile stress will influence the apparentd§ or Kigac of @ o . L ;
S 7 2 . . be utilized to establish the suitability of a material for an
material is largely unknown. Small-amplitude cyclic loading,

well below that needed to produce fatigue crack gromh’agﬁgicti;ur?sn with specific stress, flaw size, and environmental

superimposed on sustained tensile loading was observed 10 . e
e - 75.1.6.3 In acceptance and quality control specifications,
significantly lower the apparent threshold for stress corrosion

cracking in certain instancdg, 8). Therefore, caution should valid Kgac O Kigac data can be used to establish criteria for
. . - . - material processing and component inspection.
be used in applying Kic Or Kigeac data to service situations

. . X . A . . . 5.1.7 Test results will be affected by force relaxation in
involving cyclic loading. In addition, since this standard is for . :

. . . . . constant displacement bolt-loaded compact specimens for
static loading, small-amplitude cyclic loading should be

avoided durind testin some material/environment conditions. For relatively low
9 9- ) . L strength material, non-agressive environments, or high test
5.1.3 In some material/environment combinations, th&emperatures, force relaxation can occur independently from
smaller the specimen, the lower the measurgdKvalue,  gnyironment-assisted cracking. Significant force relaxation

while in other material/environment combinations the meay,o,1d make cracking results difficult to interpret. If force
sured Keac value will be the lowest valugs, 9, 10, 11, 12)If,  yojaxation is suspected of influencing the data, the following
for the material/environment combination of interest, it is noty) specimen test is recommended. Test a trial specimen with
known which specimen size will result in the lower measured,|| e test conditions of interest, except with no environment
value, then it is suggested that the use of both specimen sizgg)sjied. Monitor the force on the sample using a bolt with an
should be considered; that is, specimens with thicknessg§ectronic load cell attached. Instrumented bolts of this type are

representative of the application and specimens in which the,mmercially available. A force relaxation of more than 5 %
thickness meets the requirements (see 7.2.1) gtadvalue.

5.1.3.1 The user may optionally dete.rmme .and repo_rt as K,scc has been used in the literature as a special casggf-Kn which the
KEAC .Value or a Keac value. The spemm_en size . validity crack growth is known to be due to the simultaneous action of a stress and a
requirements for a K,c value meet the size requirements corrodent. Documents
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after 24 h indicates that the constant displacement test methgutimarily caused by test specimen compliance. In situations in
may not be suitable for these test conditions, and a constamthich a single loading fixture simultaneously accommodates
force test should be considered. multiple specimens, it is important that the loading fixture be
5.1.8 Residual stresses can have an influence orgid enough to minimize transmission of transient deflections
environment-assisted cracking. The effect can be significarftom specimen to specimen through the fixture.
when test specimens are removed from material in which 6.1.2 Compact SpecimenrsA loading clevis suitable for
complete stress relief is impractical, such as weldments;onstant force testing of compact specimens is shown in Fig. 2.
as-heat-treated materials, complex wrought parts, and parBoth ends of the specimen are held in a clevis and loaded
with intentionally produced residual stresses. Residual stress#isrough pins to allow rotation of the specimen during testing.
superimposed on the applied stress can cause the local cracke provide rolling contact between the loading pins and the
tip stress-intensity factor to be different from that calculatedclevis holes, the holes are machined with small flats on the
from externally applied forces or displacements. Irreguladoading surface. Other clevis designs may be used if it can be
crack growth during precracking, such as excessive crack fromdemonstrated that they will accomplish the same result.
curvature or out-of-plane crack growth, often indicates that 6.1.3 Bolt-Load Compact Specimen®\ test arrangement
residual stresses will affect the subsequent environmensuitable for constant-displacement testing of bolt-load compact
assisted crack growth behavior. Changes in the zero-forcgpecimens is shown in Fig. 3. The displacement is applied to
value of crack-mouth-opening displacement as a result othe specimen containing a machined notch and fatigue pre-
precrack growth is another indication that residual stresses wiltrack. The displacement is applied with a bolt tightened against
affect the subsequent environment-assisted crack growth. a flattened pin and measured with an electronic crack-mouth-
5.1.9 For bolt loaded specimens, the user should realize thapening-displacement (CMOD) gage (see Test Method E 399).
material being tested at an non-ambient temperature may ha®eference marks on the face of the specimen on both sides of
a different displacement-to-force ratio from that at ambienthe notch may also be used to verify the CMOD measurement
temperature, and also the bolt material may have a differerdf the applied displacement. The gage is attached to the
coefficient of thermal expansion from that of the material beingspecimen using integral knife edges machined into the speci-

tested. Care should be taken to minimize these effects. men or using knife edges affixed to the specimen. Other types
of gages and attachments may be used if it can be demonstrated

6. Apparatus that they will accomplish the same result. It is recommended

6.1 Fixtures that, if possible, the bolt pin be isolated from the environment

6.1.1 Beam SpecimensSpecimens should be loaded with and that an electric insulator be used between the bolt and pin.
one end clamped in a stable rigid fixture and the other endror some test conditions, environmental isolation and electrical
clamped to a horizontal moment arm to which a force isinsulation may not be possible.
applied. In a fixture of this type, the long axis of the specimen 6.2 Displacement Applicatian
is placed horizontally with the notch opening upward. A 6.2.1 Constant-Force SpecimersSpecimens must be
schematic representation of a suitable loading fixture is givedeadweight loaded or loaded so that the force remains constant
in Fig. 1. Note that limits are placed on the proximity of fixture
contact points to the specimen notch and on the length of the

W
moment arm. The fixture should have enough stiffness t0 —uaws.o08 e Loading fod
ensure that moment arm deflection under force application is | ——
L —f
il
|l l N 18D
Test Specimen A= LL_{_C =

QJ .

\ 2

\ Moment Arm > l SW !

L 1 —+ ) . 1
025W L — -
. an
025W b
asow : L_meﬂ Note 2 e
/algidl.nadﬂ-m Deagwaight Piaten * Flat — SW 4 DOSW b
/\ L 1 A - Surtace must be flat in-line, &
per w appilcabli 10
within 0.051 mm TIR,
Note 1—Pin diameter= 0.24 W (+0.000W/-0.005W). For Specimens
l a with o> 1379 MPa the holes in the specimen and in the clevis may be

0.3W (+0.005W/-.0000W) and the pin diameter0.288W (+0.000W/
Note 1—The length of the moment arm (L) should be equal to or—0.005W)

greater than 8W Note 2—Corners of the clevis may be removed if necessary to
FIG. 1 Typical Configuration of a Dead-Weight Beam Loading accommodate a clip gage
Fixture FIG. 2 Tension Test Clevis DesigrDocu ments
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