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This standard is issued under the fixed designation E 1750; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

INTRODUCTION

The triple point of water is an important thermometric fixed point common to the definition of two
temperature scales of science and technology, the Kelvin Thermodynamic Temperature Scale (KTTS)
and the International Temperature Scale of 1990 (ITS-90). The ITS-90 was designed to be as close to
the KTTS as the experimental data available at the time of the adoption of the ITS-90 would permit.
The temperatures (T) on the KTTS are defined by assigning the value 273.16 K to the triple point of
water, thus defining the thermodynamic unit of temperature, kelvin (K), as 1/273.16 of the
thermodynamic temperature of the triple point of water(1, 2).2 The triple point of water, one of the
fixed points used to define the ITS-90, is the temperature to which the resistance ratios W(T)5 R(T)/
R(273.16 K) of the standard platinum resistance thermometer (SPRT) calibrations are referred.

The triple points of various materials (where three distinct phases, for example, their solid, liquid,
and vapor phases, coexist in a state of thermal equilibrium) have fixed pressures and temperatures and
are highly reproducible. Of the ITS-90 fixed points, six are triple points. The water triple point is one
of the most accurately realizable of the defining fixed points of the ITS-90. When properly used, the
water triple point can be realized with an uncertainty between + 0.0 K and − 0.00015 K. In
comparison, it is difficult to prepare and use an ice bath with an uncertainty less than 0.002 K(3).

The triple point of water also provides a useful check point for verifying the condition of
thermometers. For example, measurements at the water triple point made just before and immediately
upon the return of an SPRT from calibration can reveal any shift that might have occurred during
transportation. Also, a valuable trend history of the stability of a thermometer is documented by
maintaining a systematic record of the thermometer readings using a qualified water triple-point cell
(see 4.3).

1. Scope

1.1 This guide covers the nature of two commercial water
triple-point cells (types A and B, see Fig. 1) and provides a
method for preparing the cell to realize the water triple-point
and calibrate thermometers. Tests for assuring the integrity of
a qualified cell and of cells yet to be qualified are given.
Precautions for handling the cell to avoid breakage are also
described.

1.2 The effect of hydrostatic pressure on the temperature of
a water triple-point cell is discussed.

1.3 Procedures for adjusting the observed SPRT resistance
readings for the effects of self-heating and hydrostatic pressure
are described in Appendix X1 and Appendix X2.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
E 344 Terminology Relating to Thermometry and Hydrom-

etry3

E 1594 Guide for Expression of Temperature3

3. Terminology

3.1 Definitions—The definitions given in Terminology
E 344 apply to terms used in this guide.

3.2 Definitions of Terms Specific to This Standard:
3.2.1 inner melt, n—a thin continuous layer of water be-

tween the thermometer well and the ice mantle of a water
triple-point cell.

3.2.2 reference temperature, n—the temperature of a phase
equilibrium state of a pure substance at a specified pressure, for
example, the assigned temperature of a fixed point.

1 This guide is under the jurisdiction of ASTM Committee E-20 on Temperature
Measurement and is the direct responsibility of Subcommittee E20.07on Funda-
mentals in Thermometry.
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3.2.2.1 Discussion—at an equilibrium state of three phases
of a substance, that is, at the triple point, both the temperature
and pressure are fixed.

4. Significance and Use

4.1 This guide describes a procedure for placing a water
triple-point cell in service and for using it as a reference
temperature in thermometer calibration.

4.2 The reference temperature attained is that of a funda-
mental state of pure water, the equilibrium between coexisting
solid, liquid, and vapor phases.

4.3 The cell is subject to qualification but not to calibration.
The cell may be qualified as capable of representing the

fundamental state (see 4.2) by comparison with a bank of
similar qualified cells of known history, and it may be so
qualified and the qualification documented by its manufacturer.

4.4 The temperature to be attributed to a qualified water
triple-point cell is exactly 273.16 K on the ITS-90.

4.5 Continued accuracy of a qualified cell depends upon
sustained physical integrity. This may be verified by techniques
described in Section 6.

4.6 The triple point of water cell is capable of high accuracy,
that is, uncertainty levels of60.1 mK or less. Specified
measurement procedures shall be followed to achieve this high
accuracy.

5. Apparatus (4-6)

5.1 The essential features of type A and type B water
triple-point cells are shown in Fig. 1. A transparent glass flask
free of soluble material is filled with pure, air-free water and
then is permanently sealed, air-free, at the vapor pressure of the
water. A reentrant well on the axis of the flask receives
thermometers that are to be exposed to the reference tempera-
ture.

5.2 The water used as the reference medium shall be very
pure. Often it is distilled directly into the cell. The isotopic
composition of cells filled with “rain water” is expected not to
vary enough to cause more than 0.05 mK difference in their
triple points. Extreme variations in isotopic composition, such
as between ocean water and water from old polar ice, can affect
the realized temperature by as much as 0.25 mK.

5.3 For use, a portion of the water is frozen within the cell
to form a mantle of ice that surrounds the well and controls its
temperature.

5.4 The temperature of the triple point of water realized in
a cell is independent of the environment outside the cell;
however, to reduce heat transfer and keep the ice mantle from
melting quickly, it is necessary to minimize heat flow between
the cell and its immediate environment. This may be done by
immersing the cell in an ice bath that maintains the full length
of the outer cell wall at or near the melting point of ice.
Alternatively, commercial automatic maintenance baths, built
specifically for this purpose, are available. In such baths, the
triple point of water equilibrium of the cell, once established,
can be maintained for many months of continual use. To avoid
radiation heat transfer to the cell and to the thermometer, the
outer surface of the maintenance bath is made opaque to
radiation.

6. Assurance of Integrity

6.1 The temperature attained within a water triple-point cell
is an intrinsic property of the solid and liquid phases of water
under its own vapor pressure. If the water triple-point condi-
tions are satisfied, the temperature attained within the cell is
more reproducible than any measurements that can be made of
it.

6.2 The accuracy of realization of the water triple-point
temperature with a qualified cell depends on the physical
integrity of the seal and of the walls of the glass cell and on
their ability to exclude environmental air and contaminants.

6.3 Initial and continued physical integrity is confirmed by
the following procedures:

FIG. 1 Configurations of two commonly used triple point of water
cells, Type A and Type B, with ice mantle prepared for

measurement at the ice/water equilibrium temperature. The cells
are used immersed in an ice bath or water bath controlled close

to 0.01°C (see 5.4)
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