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INTERNATIONAL

Standard Terminology of
Fire Standards *

This standard is issued under the fixed designation E 176; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope E 800 Guide for Measurement of Gases Present or Gener-

1.1 This terminology covers terms, related definitions, and _ated During Fires . _
descriptions of terms used or likely to be used in fire-test- E 814 Test Method for Fire Tests of Through-Penetration

response standards, fire-hazard-assessment standards, and fire-Fireé Stops _
risk-assessment standards. Definitions of terms are special-E 906 Test Method for Heat and Visible Smoke Release

purpose definitions that are consistent with the standard Rates for Materials and Products
definitions but are written to ensure that a specific fire-test- E 970 Test Method for Critical Radiant Flux of Exposed
response standard, fire-hazard-assessment standard, or fire- Attic Floor Insulation Using a Radiant Heat Energy Source

risk-assessment standard is properly understood and preciselyE 1264 Classification for Acoustical Ceiling Products
interpreted. E 1317 Test Method for Flammability of Marine Surface

Finishes
Note 1—For additional information, refer to ASTM Policy on Fire E 1321 Test Method for Determining Material Ignition and
Standards. Flame Spread Properties
2. Referenced Documents E 1352 Test Method for Cigarette Ignition Resistance of
Mock-Up Upholstered Furniture Assemblies
2.1 ASTM Standards? ' . .
D 5865 Test Method for Gross Calorific Value of Coal and E 1353 Test Method for C|garette_ Ignition Resistance of
Coke Components of Upholstered Furmtu_rr—;
E 84 Test Method for Surface Burning Characteristics of EFiLstsei ;?Skﬂmgi?;g ;onr dHPer?)tdSQti \S:;Ele aSnmg)I:e Er?lgaosrﬁ
Building Materials 9 Y9

. o . sumption Calorimeter
E 136 Test Method for Behavior of Materials in a Vertical ; . - -
Tube Furace at 750°C E 1355 Guide for Evaluating the Predictive Capability of

. - . Deterministic Fire Models
Ea1n1d9 I\;II—:tZtri'\gl(?sthOds for Fire Tests of Building Construction E 1474 Test Method for Determining the Heat Release Rate

E 152 Methods of Eire Tests of Door Assemblies of Upholstered Furniture and Mattress Components or
E 162 Test Method for Surface Flammability of Materials Composites Using a Bench Scale Oxygen Consumption

. . Calorimeter
Using a Radiant Heat Energy Source e .
E 163 Method for Fire Tests of Window Assemblies EleE;)(()ag Specification for Room Heaters, Pellet Fuel Burning
Ed5a3;3 sPrac'uce for Preparation of Fire-Test-Response Stan- ¢ 515 practice for Application of Sprayed Fire-Resistsive
Materials

E 603 Guide for Room Fire Experiments
E 648 Test Method for Critical Radiant Flux of Floor-
Covering Systems Using a Radiant Heat Energy Source

E 1529 Test Method for Determining Effects of Large
Hydrocarbon Pool Fires on Structural Members and As-
semblies

E 1537 Test Method for Fire Testing of Upholstered Furni-
ture Items

* This terminology is under the jurisdiction of ASTM Committee EO5 on Fire E 1590 Test Method for Fire TeSting of Mattresses

Standards and is the responsibility of Subcommittee E05.31 on Terminology and E 1623 Test Method for Determination of Fire and Thermal

Ediéo”a'-t i 4 b 1 2004 Published Aucust 2004, Oricinany T ATAMEters of Materials, Products, and Systems Using an

urrent edition approved July 1, . Published Augus . Originally . .

approved in 1961. Last previous edition approved in 2004 as E 176 — 04. Intermediate Scale Calorlmeter (ICAL) .
2 pvailable from ASTM Headquarters, 100 Barr Harbor Drive, West Consho- E 1678 Test Method for Measuring Smoke Toxicity for Use

hocken, PA 19428. in Fire Hazard Analyses

3 For referenced ASTM standards, visit the ASTM website, www.astm.org, or B ; Tt ;
contact ASTM Customer Service at service@astm.org.Afotual Book of ASTM E 1725 Test Methoq for Fire Tests of Fire Resistive Barrier
Standards/olume information, refer to the standard’s Document Summary page on  OyStems for Electrical System Components

the ASTM website.
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E 1740 Test Method for Determining the Heat Release Ratéation of fire-test-response standards, fire-hazard-assessment
and Other Fire-Test Response Characteristics of Wallcovstandards, and fire-risk-assessment standards in which they

ering Composites Using a Cone Calorimeter appear.
E 1776 Guide for Development of Fire-Risk-Assessment 3.2.2 A specific definition of a given term is applicable to
Standards the standard or standards in which the term is described and
E 1822 Test Method for Fire Testing of Stacked Chairs  used.
E 1966 Test Method for Fire-Resistive Joint Systems 3.2.3 Different definitions of the same term, appearing

E 1995 Test Method for Measurement of Smoke Obscurarespectively in two or more standards, are acceptable provided
tion Using a Conical Radiant Source in a Single Closedeach one is consistent with and not in conflict with the standard
Chamber, With the Test Speciment Oriented Horizontallydefinition for the same term, that is, concept.

E 2010 Test Method for Positive Pressure Fire Tests of 3.2.4 Each standard in which a term is used in a manner

Window Assemblies specially defined (see 1.1 and Section 5) should list the term
E 2032 Guide for Extension of Data From Fire Enduranceand its description under the subheading, Definitions of Terms.
Tests 3.3 Definitions for some terms associated with fire issues

E 2058 Test Methods for Measurement of Synthetic Poly-and not included in Terminology E 176 can be found in ISO
mer Material Flammability Using a Fire Propagation 13943. When discrepancies exist, the definition in Terminology
Apparatus (FPA) E 176 shall prevail.

E 2061 Guide for Fire Hazard Assessment of Rail Transpor- .
tation Vehicles 4. Terminology

E 2067 Practice for Full-Scale Oxygen Consumption Calo- 4.1 Terms and their standard definitions within the scope of
rimetry Fire Tests this standard are given in Section 4 in alphabetical order.

E 2074 Test Method for Fire Tests of Door Assemblies, Annex Al contains the definitions of terms that are included in

Including Positive Pressure Testing of Side-Hinged anddther fire standards.

Pivoted Swinging Door Assemblies 4.2 Discussions associated with definitions are printed di-
E 2102 Test Method for Measurement of Mass Loss andectly under the appropriate definition. The date following each

Ignitability for Screening Purposes Using a Conical Radi-definition or discussion indicates the year of introduction or of

ant Heater latest revision of that particular definition or discussion.
ECZ'187 t‘[est Method for Measuring the Ignition Strength Ofafterglow, n—emission of light, usually subsiding, from a
\garettes L material undergoing combustion, but occurring after flaming
E 2226 Practice for Application of Hose Stream
E 2230 Practice for Thermal Qualification of Type B Pack- 125 ceased: (1986)
f rgc ('j(?e ot( (l\a/lrrr:a .Qlual Ication ot Type ac “assemblyn—a unit or structure composed of a combination of
ages for Radioactive Materia materials or products, or both. (1990)

E 2231 Practice for Specimen Preparation and Mounting of .=\, o undergo combustion. (1989)
Pipe and Duct Insulation Materials to Assess Surfac%han v—to form carbonaceous residue during pyrolysis or

Burning Characteristics during i .
. . uring incomplete combustion. (1979)
EhiZf?_'ll'est l\ge;\hod fotr)l_Room Fire Test of Wall and Ceiling char, n—a carbonaceous residue formed by pyrolysis or
ateria’s and Assemblies incomplete combustion. (1979)

Euzzr?o| ?wdde ;or ?re I;aza;d As\?\?;sm%nttpf tth; Effect O]fchimney effect—upward thrust of smoke and hot gases by
phoistered sealng Furniture Vithin Fatient Rooms ot ¢, hyection currents confined in a vertical enclosure. (1999)

Health Care Facilities ; . ; ;
29 1SO Standards combustible, adj—capable of undergoing combustion. (1985)
ISO 1182, Fire Tests-Building Materials-Non- Discussion—The term combustible is often delimited to specific

fire-exposure conditions. For example, building materials are consid-
ered combustible if they are capable of undergoing combustion in air at
pressures and temperatures that might occur during a fire in a building.
3. Signifi du Similarly, some materials that are not combustible under such condi-

- lgnificance an se tions may be combustible when exposed to higher temperatures and

3.1 Definitions—Terms and related definitions given in  pressures or to an oxygen-enriched environment. Materials that are not
Section 4 are intended for use uniform|y and Consistenﬂy in all combustible in bulk form may be combustible in finely divided form.
fire test standards and in all fire-test-response standards,(1985)
fire-hazard-assessment standards, and fire-risk-assessmeginbustion,n—a chemical process of oxidation that occurs at
standards in which they appear. a rate fast enough to produce temperature rise and usually

3.2 Definitions of Terms Specific to This Standard: light either as a glow or flame. (See alglow andsmolder-

3.2.1 As indicated in Section 4, terms and their definitions ing.) (1989)
are intended to provide a precise understanding and interprgombustion products, n—effluent produced when a material

undergoes combustion (see alsmoke see alsoccombus-
tion). (2001)
4 Available from International Standardization Organization, ISO Central Secre-

tariat 1, rue de Varembé, Case postale 56, CH-1211, Geneva 20, Switzerland or——————————
American National Standards Institute, 11 West 42nd Street, New York, NY, 10046. ° Date indicates year of introduction or latest re%euim ents

Combustibility Test
ISO 13943, Fire Safety-Vocabulary
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Discussion—The combustion process releases effluents that have equations that approximately simulate the dynamics of
mass, in gaseous, liquid, or solid form, and generates radiant energy, as burning and associated processes. (1992)

heat or light, and sometimes sound. However, the common usage of thg.o performance, n—response of a material, product, or
term combustion productin ASTM EO5 standards is only for those . ’ . . " -
assembly in a particular fire, other than in a fire test

which have mass. (2001 . . .. . .
( ) involving controlled conditions (different froniire-test-
composite material, n—structured combination of two or  response characteristif. (1993)

mo're discrete mate”als.' (1997) Discussion—The ASTM Policy on Fire Standards distinguishes
effective heat _Of combustion,n—the a_mount of heat gener- between the response of materials, products, or assemblies to heat and
ated per unit mass lost by a material, product or assembly, flame under controlled conditions, which is fire-test-response charac-
when exposed to specific fire test conditions (contgasss teristic, and under actual fire conditions, which is fire performance. Fire
heat of combustion)(2003). performance depends on the occasion or environment and may not be

. . measurable. In view of the limited availability of fire-performance data,
Discussion—The effective heat of combustion depends on the test hq response to one or more fire tests, appropriately recognized as

method and is determined by dividing the measured heat release by the ;¢ presenting end-use conditions, is generally used as a predictor of the

mass loss during a specified period of time under the specified test fire performance of a material, product, or assembly. (1993)
conditions. Typically, the specified fire test conditions are provided by

the specifications of the fire test standard that cites effective heat diire performance characteristic, n—this term is deprecated.
combustion as a quantity to be measured. For certain fire test condi- (See fire-test-response characteristicand fire perfor-
tions, involving very high heat and high oxygen concentrations under mance (q.v.).) (1990)

high pressure, the effective heat of combustion will approximate thq‘il’e performance test, n—this term is deprecated. (Séiee-

gross heat of combustion. More often, the fire test conditions will test-response characteristicand fire performance (q.v.).)
represent or approximate certain real fire exposure conditions, and the P p q.v.).

effective heat of combustion is the appropriate measure. Typical units (1990). ) ) ) ) )
are kd/g or MJ/kg. (2001) fireproof, ad—an inappropriate and misleading term. Do not

. , » use. (See commentary in X1.)
environment, n—as related to firethe conditions and sur-

roundings that may influence the behavior of a material, Discussion—This term was originally used to describe buildings

product, or assembly when it is exposed to ignition sources having all noncombustible structural elements and some degree of fire
or fire (,1989) resistance. However, the term has been misunderstood to mean an

. . . . absolute or unconditional property, and therefore the use of the term,
fire, n—destructive burning as manifested by any or all of the  ireproof, is inappropriate and misleading. (1990)

following: light, flame, heat, smoke. (1988) i i . )

fire-characteristic profile, n—an array of fire-test-response firé resistance, n—the ability of a material, product, or
characteristics, all measured using tests relevant to the same@SSe€mbly to withstand fire or give protection from it for a
fire scenario, for a material, product, or assembly to address, Period of time. (Contrasiire resistance rating) (2004)

coIIective!y, the corresponding fire hazard. (See _dI Discussion—As applied to elements of buildings, fire resistance is
hazard, fire risk, and fire-test-response characteristig. characterized by the ability to confine a fire or to continue to perform
(1993) a given structural function, or both. More specific examples of this

i o ability include retention of stability (loadbearing capacity), integrity or
Discussion—An array of fire-test-response characteristics in a set of  thermal insulation. Once a measure of time is defined for fire resistance,

data relevant to the assessment of fire hazard in a particular fire and exposure conditions specified for that measure, the result is a fire
scenario. In other words, all the fire tests used would have a demon- resjstance rating. (2004)

strated validity for the fire scenario in question, for example by having ] ) ) )
comparable fire intensities. The fire-characteristic profile is intended aire resistance rating,n—a measure of the elapsed time during
a collective guide to the potential fire hazard from a material, product, which a material, product, or assembly continues to exhibit

or assembly involved in a fire that could be represented by the fire resistance under specified exposure conditions. (Contrast

laboratory test conditions. (1993) fire resistance) (2004)

fire exposure, n—process by which or extent to which Discussion—This term is defined because it is used in codes. As
humans, animals, materials, products, or assemblies areapplied to elements of buildings, it is commonly measured by the
subjected to the conditions created by fire. (1991) methods and to the criteria defined in Test Methods E 119 or Specifi-

fire gases,n—the airborne products emitted by a material, cation E 1509. (2004)

product, or assembly undergoing pyrolysis or combustionfire resistant, adj-See fire resistive, the preferred term.
that exist in the gas phase at the relevant temperature. (1979)(1983)
fire hazard, n—the potential for harm associated with fire. fire resistive, adj—having fire resistance (TCG-01). (1983)
(1989) fire retardant, A—a deprecated term. Do not use. (1986)
Discussion—A fire may pose one or more types of hazard to people,fire retardant, adi—not a defined term. Use as a modifier only
animals, or property. These hazards are associated with the environ- with defined compound termére-retardant barrier, fire-
ment and with a number of fire-test-response characteristics of mate- retardant chemical, fire-retardant coating, and fire-
rials, products, or assemblies including but not limited to ease of retardant treatment. (1986)
ignition, flame spread, rate of heat release, smoke generation a%e-retardant barrier, n—a layer of material which, when
obscuration, toxicity of combustion products, and ease of extinguish- f : . L
ment. (1989) secured to a combgstlble material or otherwse interposed
between the material and a potential fire source, delays
fire model, n—a physical representation or set of mathematical ignition and combustion of the matembscﬂﬁp@ntg is
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exposed to fire. (1986) opacity, change of opacity with time, or smoke weight. No quantitative
fire-retardant chemical, —a chemical, which when added to  correlation need exist between values of a fire-test-response character-

a combustible material delays ignition and combustion of istic for different materials, products, or assemblies, as measured by
. . ’ . different methods or tested under different sets of conditions for a given
the resulting material when exposed to fire. (1986) method. (1992)

flame, n—a hot, usually luminous zone of gas that is under-
going combustion. (1991)

Discussion—A fire-retardant chemical can be a part of the molecular
structure, an admixture, or an impregnant.

flre-retardant_coatlng, n__a fIL_JId-applled _surfz_ice covering on Discussion—The luminosity of a flame is frequently caused by the
a combustible material which delays ignition and combus- presence of glowing particulate matter suspended in the hot gases.

tion of the material when the coating is exposed to fire. (See (1991)

ﬁlesro)ﬂ?g%—g)atardant coating. Compardire-retardant bar- flame front, n—the leading edge of a flame propagating

fire-retardant treatment, n—the use of a fire-retardant chemi- through a gaseous mixture or across the surface of a liquid or

cal or a fire-retardant coating. (See alfame-retardant solid. (1983) . . . :
treatment.) (1986) flameproofadj—an inappropriate and misleading term. Do not
use. (1983)

fire risk, n—an estimation of expected fire loss that combines
the potential for harm in various fire scenarios that can occur ~ Discussion—This term was originally used to describe the treatment

with the probabilities of occurrence of those scenarios. of textile fabrics or other organic products to make them resistant to
(1993) ignition. However, the term has been misunderstood to mean an

absolute or unconditional property, and therefore the use of the term,
Discussion—Risk may be defined as the probability of having a  flameproof, is inappropriate and misleading. (1983)

certain type of fire, where the type of fire may be defined in whole or . - . N
in part by the degree of potential harm associated with it, or as potentieﬁlame resistance n—the ability to withstand flame impinge-

for harm weighted by associated probabilities. However it is defined, no ment or give protection from it. (1983)
risk scale implies a single value of acceptable risk. Different individualsflame resistant,adj—having flame resistance. (1983)
presented with the same risk situation may have different opinions oflame resistive, A-See flame resistant, the preferred term.
its acceptability. (1993) (1983)
d- flame retardant, A-a deprecated term. Do not use. (1986)
eﬂame retardant adi—not a defined term. Use only as a
modifier with defined compound termflame-retardant
chemical, flame-retardant coating, and flame-retardant
treatment. (1986)

Discussion—The conditions describing a fire scenario, or a group of flgme-retardant chemical,n—a chemical, which when added
fire s_cena_rios, are thos_e required for the testing, arjalysis, orassessmenty 5 combustible material, delays ignition and reduces flame
that is of interest. Typically they are those conditions that can create spread of the resulting material when exposed to flame

significant variation in the results. The degree of detail necessary will ="~ ; .
depend upon the intended use of the fire scenario. Environmental 'MPINgement. (See alsfiire-retardant chemical.) (1986)

conditions may be included in a scenario definition but are not requiredlame-retardant coating, n—a fluid-applied surface covering

in all cases. Fire scenarios often define conditions in the early stages of on a combustible material which delays ignition and reduces
a fire while allowing analysis to calculate conditions in later stages. flame spread when the covering is exposed to flame impinge-
(1998) ment. (See alséire-retardant coating.) (1986)

fire test exposure severityn—a measure of the degree of fire l@me-retardant treatment, n—the use of a flame-retardant
exposure; specifically in connection with Test Methods cherr:jlcal or a flame-retardant coating. (See afsse-
E 119, E 152, and E 163, the ratio of the area under the curve "€tar ant(}reatr;:ent.)l (1_986)]( on of & flame f
of average furnace temperature to the area under the stand T:e spﬁe n—the velocity o fprolpagatlor) ora arl’ng ront
time/temperature curve, each from the start of the test to the through a gaseous mixture (fuel and oxidizer) relative to a
end or time of failure, and above the base temperatures 68°F reference point. (1982) .
(20°C). (1976) lame spread,A-Seesurface flame spread, volumetric flame

fire-test-response characteristicn—a response characteristic , SPread. (1989)

of a material, product, or assembly, to a prescribed source JP&T‘G sprgadl index,n ba czmpardat;ve me_asulr e expressed "’;S af
heat or flame, under controlled fire conditions; such response 2/MENSIONIESS NUMDET, derived from visual measurements o

characteristics may include but are not limited to ease of the spread of flame versus time in Test Method E 84. (2001)
ignition, flame spread, heat release, mass loss, smoke gen- Discussion—Classifications have been developed using these values.

eration, fire endurance, and toxic potency of smoke. (1992) This index is different from that derived in Test Methods E 162 or D
3675. (2001)

ignition to the completion of combustion in an actual fire, or
in a full scale simulation. (1998)

Discussion—A fire-test-response characteristic can be influenced by ) ) )
variables of exposure such as ignition source intensity, ventilationflammable, adj—(1) capable of burning with a flame under
geometry of item or enclosure, humidity, or oxygen concentration. Itis specified conditions, or2f when used to designate high

not an intrinsic property such as specific heat, thermal conductivity, or hazard, subject to easy ignition and rapid flaming combus-
heat of combustion, where the value is independent of test variables. tign. (1995)

Afire-test-response characteristic may be described in one of several
terms. Smoke generation, for example, may be described as smoke Discussion—The first definition is need@g(yumenltt'sn
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recognized by the principal international standardization bodies, the Discussion—While the phenomenon of combustion may be transient
International Electrotechnical Commission (IEC) and the International or sustained, in fire testing practice, the ignition temperature is reached
Organization for Standardization (ISO). The second definition has been when combustion continues after the pilot source is removed. (1990)

the ASTM Terminology E 176 definition and is the principal definition . d . f liah d db ial
recognized by the lay public. The terms in the second definition “eaS)mcan escencen—emission of light produced by a materia

ignition” and “rapid flaming combustion,” may seem insufficiently ~ When int_ensely heated; it can be produced with or without
precise but are made precise in standards that use the terms in that way,combustion. (1997)

such as standards on the fire hazards of materials (for example, NFPAass burning rate, n—mass loss per unit time by materials
704; NFPA 321, on flammable liquids; and NFPA 55, on flammable burning under specified conditions. (1989)

gases). (1995) non-combustible,adj—not capable of undergoing combustion

flashover, n—the rapid transition to a state of total surface under specified conditions. (Contragimbustible) (2004)
involvement in a fire of combustible materials within an Discussion—In fire testing, non-combustibility is often assessed by
enclosure. (1997) means of Test Method E 136 or ISO 1182. (2001)

Discussion—Flashover is a fluid—-mechanical combustion instability optical density of smoke,D, n—a measure of the attenuation
within an enclosure that occurs when the surface temperatures of an of a light beam passing through smoke, expressed as the

enclosure and its contents rise rapidly, producing combustible gases common logarithm of the ratio of the incident fluy, to the
and vapors, and the enclosure heat flux becomes sufficient to heat thesetransmitted fluxJ. (D = log,((1/1)). (1989)
o - 1 .

gases and vapors to their ignition temperatures. At flashover, the . tati the bl . hich th d f f th
volume occupied by hot combustion gases rapidly increases and enddl€ntation, n—ihe plane in whic € EXposed iace o e

up comprising more than 50% of the enclosure’s volume. Experimen- SP€cimen is located during testing. (1977)
tally it is found that flashover occurs when the upper gas layer
temperature surpasses 600°C or when the radiant heat flux at the floor
surpasses 20 kW/mVisually, flashover often corresponds to a transi-
tion from flaming on a few surfaces to flames throughout the volume of
the enclosure. (2002) oxygen consumption principle, n—the expression of the
relationship between the mass of oxygen consumed during
combustion and the heat released. (1998)
nygen depletion, n—in a fire, reduction of oxygen (¢
content of an atmosphere as a result of combustion. (1988)
oxygen index, n—minimum concentration of oxygen in a
mixture of oxygen and nitrogen that will just support flaming
. . combustion of a material under specified conditions. (2000)
per unit mass that theoretically can be released by thg e ignition, n—ignition of combustible gases or vapors

combustion of a material, product, or assembly; it can b by a pilot source of ignition (compasmontaneous ignition
determined experimentally only under conditions of high u%pilgted ignition). (91991) ( pasp g '

pressure and in pure oxygen (contrastective heat of
combustion). (2003)

Discussion—The orientation may be vertical, horizontal or at an
angle. In the latter two cases, the specimen may be facing up or down.
(1977)

gasification, —transformation of a solid and/or liquid mate-
rial into a gaseous state. (2001)

glow, n—(1) the visible light emitted by a substance because o
its high temperature. 2] visible light, other than from
flaming, emitted by a solid undergoing combustion. (1989)

gross heat of combustionn—the maximum amount of heat

pilot source of ignition, n—a discrete source of energy, such
. .. as, for example, a flame, spark, electrical arc, or glowing
hef_;\t flux, n—heat transfer to a surface per unit area, per unit wire (comparepiloted ignition, unpiloted ignition ). (1991)
time. (2000) pyrolysis, n—process of simultaneous phase and chemical
Discussion—The heat flux from an energy source, such as a radiant Species change caused by heat (compsmeldering).
heater, can be measured at the initiation of a test (such as Test Method (1991)
E 1354 or Test Method E 906) and then reported as the incident he@baction to fire, n—response of a material in Contributing by

generate adcitional heat L t the specimen suface. The heat flx can | O decomposition to a fire to which itis exposed, under
9 P : specified conditions. (2002)

also be measured at any time during a fire test, for example as described
in Guide E 603, on any surface, and with measurement devices  pjscussion—In fire testing, it is usual to distinguish between two
responding to radiative and convective fluxes. Typical units are KV/m  types of fire-test-response characteristics: those associated with “reac-
kJ/(s nf), W/en¥, or BTU/(s ff). (2001) tion to fire" and those associated with “fire resistance” or “fire

, d (2002
heat release raten—the heat evolved from the specimen, per  ©"ouranee-” (2002)

unit of time. (1997) screening test,n—as related to fire,a fire-response test
heat stress,n—(physiological) adverse condition caused by performed to determine whether a material, product, or
exposure to elevated temperature, radiant heat flux, or assembly & exhibits any unusual fire-related characteris-
combinations of these factors. (1988) tics, (b) has certain expected fire-related characteristics, or
ignition, n—the initiation of combustion. (1989) (<) is capable of being preliminarily categorized according to
. ) the fire characteristic in question. (1993)

Discussion—The combustion may be evidenced by glow, flame, qo¢ heating, n—a rise in the temperature of a material,
detonation, or explosion. The combustion may be sustained or tran- . .
sient. (1989) assemblage, or product caused by internal, exothermic

chemical reaction. (1985)
ignition temperature, n—the lowest temperature at which self ignition, ~—Seespontaneous ignition the preferred term.
sustained combustion of a material can be initiated under (1985)
specified test conditions. (1990) self-propagation of fIame,n—propagaEMammg
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after the removal of any applied energy source. (2001)

from the source of ignition across the surface of a liquid or

smoke,n—the airborne solid and liquid particulates and gases a solid. Comparevolumetric flame spread and burning

evolved when a material undergoes pyrolysis or combustion.

(1989)

Discussion—So-called chemical smokes are excluded from this
definition. (1989)

velocity. (1989)

thermal decomposition,n—a process of extensive chemical

species change caused by heat (different from thermal
degradation, g.v.; compamyrolysis). (1992)

thermal degradation, n—a process whereby the action of heat

smoke developed indexp—a comparative measure expressed

or elevated temperature on a material, product, or assembly

as a dimensionless number, derived from measurements of cayses a loss of physical, mechanical, or electrical properties
smoke obscuration versus time in Test Method E 84. (2001) (gifferent fromthermal decomposition,g.v.). (1992)

Discussion—Classifications have been developed using these valuedOXiCity, n—the propensity of a substance to produce adverse

(2001)

smoke obscuration, n—reduction of light transmission by
smoke, as measured by light attenuation. (2001)

smoke toxicity, n—the propensity of smoke to produce ad-
verse biochemical or physiological effects. (Semoke)
(1988)

smoldering, —combustion of a solid without flame, often
evidenced by visible smoke. (1979)

Discussion—Smoldering can be initiated by small sources of igni-

for an extended period of time after which a flame may be produced.
(1979)

spontaneous ignition, —unpiloted ignition caused by an
internal exothermic reaction (compapéloted ignition).
(1991)

standard temperature/time curve (standard time/
temperature curve), n—in fire testing,a graphical repre-

sentation derived from prescribed time-temperature relation-

biochemical or physiological effects. (1988)

toxic hazard, n—as related to firethe potential for physi-

ological harm from toxic products of combustion. (1995)

Discussion—Toxic hazard reflects both the quantity of toxic products
and the quality of those products, which is given by toxic potency.
Toxic hazard is not the only hazard associated with fire. Toxic hazard
is not an intrinsic characteristic of a material or product but will depend
upon the fire scenario, the condition of use of the material or product,
and possibly other factors. (1995)

. S . _ _toxic potency, n—as applied to inhalation of smoke or its
tion, especially in dusts or fibrous or porous materials, and may persist

component gases, quantitative expression relating concen-
tration and exposure time to a particular degree of adverse
physiological response, for example, death, on exposure of
humans or animals. (1991)

Discussion—The toxic potency of the smoke from any material,
product, or assembly is related to the composition of that smoke which,
in turn, is dependent upon the conditions under which the smoke is
generated. (1991)

ships and used to control furnace temperature witiunpiloted ignition, n—ignition caused by one or more sources

progressing time. (1989)
Discussion—One example is found in Test Methods E 119. (1989)
superimposed load,n—force applied to a specimen or struc-

of energy without the presence of a pilot source of ignition
(comparepiloted ignition, spontaneous ignition). (1991)

upholstered, adj—covered with material (as fabric or pad-

ding) to provide a soft surface. (1999)

ture other than that associated with its own mass. (1979) volumetric flame spread, n—flame propagation through the

surface flame spread,n—the propagation of a flame away

ANNEX

volume of a gaseous mixture. (1989)

(Mandatory Information)

Al. DEFINITIONS OF TERMS

A1.0.1 Terms, their definitions, and the standard(s) to which framing. (1996)

they apply are given below in alphabetical order:

acoustical ceiling panel,n—a form of a prefabricated sound

E 970

assembly,n—a unit or structure composed of a combination of

materials or products, or both. (2000) E 1995, E 2102

absorbing ceiling element used with exposed suspensidf@cking board, n—a noncombustible insulating board,

systems (see Specification E 1264). (1999) E 2032
acoustical ceiling tile, —a form of a prefabricated sound

absorbing ceiling element used with concealed or semi-
exposed suspension systems, stapling, or adhesive bondin

(see Specification E 1264). (1999) E 2032

mounted behind the specimen during actual testing to satisfy

the theoretical analysis assumption of no heat loss through
the specimen. It shall be roughly 255 mm thick with a
gdensity no greater than 206 50 kg/n®. (1997)

batch sampling—sampling over some time period in such a

E 1321

air drop, n—lengths of open run conductors or cables sup- Wway as to produce a single test sample for analysis. (1981)

ported only at each end. (1995) E 1725

E 800

attic, n—an accessible enclosed space in a building immedibeams, n—all horizontally oriented structural members em-

ately below the roof and wholly or partly within the roof
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